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CHAPTER XVII. 

EXAMPLES OF CONTINUOUS-CUBEENT DYNAMOS, 

CoNTrNUOXJS-cuRRENT dynamos are made in different pat- 
terns for different kinds of service, and differ not only in 
size, but in the voltage at which they are designed to operate. 
The chief varieties are enumerated below : — 

VoT incandescent lighting and general distrihvtion atcanr 
9tant pressure. Usually at 100 to 110 volts. Occasionally 
for isolated plants at 50 or 60 volts. Occasionally at 120 or 
125 volts. 

Ditto for three-wire distribution^ 200 to 250 volts. 

Ditto for jive-^re distribution^ 400 to 500 volts. 

All the above are usually shunt-wound for station use, or 
compound wound for isolated plants. 

For tramway generators 400 to 500 volts, usually shunt- 
wound, or compound-wound, or over-compounded. 

For arc-lightning in series^ usually series-wound, to operate 
at 10 amperes, voltage vaiying up to 2000 or 3000 volts. 

For accumulator-charging^ shunt-wound, with magnets not 
too highly magnetized. 

For electroplating^ electrotyping^ and electrochemical pro^ 
cesses^ usually shunt-wound, at low voltages, but to carry 
very large currents. 

For long-distance transmission of potver^ usually series- 
wound at 1000 to 2000 volts, or more, though for this pur- 
pose alternate-current machines are preferable. 

In the present chapter no attempt is made to describe or 
enumerate all the modern machines in the market. A few 
leading varieties only are mentioned, many excellent machines 
by first-rate firms being necessarily omitted for want of space. 
In fonuer editions of this book many forms have been de- 
scribed that are now omitted. In the French edition of this 

V— Vol. 4 
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work the translator, M. Boistel, has added a valuable Bup> 
pLement describing the current types made in France. 

Qramme Dynamoe. — Inuumerable forms have been given to 
the Gmmme machine at different dates since its appearance 
in 1871, varying from small laboratory machines with per- 
maoeat steel magnets, such as are shown in Fig. 7, p. 14, to 



Fia. 878.— Gruob Dyitamo, "A"Pattkrk. 
large machines absorbingseveral hundred horse-power. Those 
who desire more detailed information concerning the various 
patterns of Gramme dynamo should consult the earlier editions 
of this work, in which a number of forms ^ were described. 

* AmoDgit these ftre the Improved formi desired by M. Harc«1 Depres, 
those designed b; Hr. Hochhuuen, and those made by the Fuller Compuir 
of Neir York ; Hr. Wood, of New York, baa a)so perfected the design In 
man; details. Other modi Scat Ions have been made by M. RafTard, by MM. 
Santter Lemonnler and Co., and by other French engineers: o( these some 
■cconnt Is given in Indnttriet, Nov. S, 1888. For an account of Gramme's 
historical exhibit in the Paris Exposition of 1889, see IndtutrieM, viL 285, 
1889. Consuit also the worlt entitled ^clairage tleetriqw, by H. Fontaine^ 
npon the electric lighting of the Paris Exposition, published in 18QD. A 
wew slow-speed mat^hine of multipolar type, designed by Gramme In 1B9S, 
with flat-ring on the Schuckert plan, is described Oil p, 688 of the StenA 
edition of this book translated by M. Boistel. 
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They ilioald alsorefer to the treatise of the late Alfred Niaadeti 
mtiUed Maei^net ^Uctriquea d etnirantt eontmua, tyttStiut 
Qranan* et eonginirea (1881). Fig. 272 shows the ordinary 
*A** Gnunnie, the first pattern which came into commercial 
tBe» and which, with little alteration save general strengthen- 
ing of die design, remains in ose to-day. Its chaiacteristu 
ieatnres are tJie Ting-armatnre, made of an iron wire cors 
eotiiely overwound with coils (described p. 41), and the 
donble-circuit field-magnet having consequent poles abors 
and below the annatare. 

Crompton't I>ynamo». — ^Mr. R. E. Crompton, who {uoneend 
unny of the improvements in recent years, has brought tha 
•mooth-core armature machine to a high pitob of perfeotkHU 



Flo. 273.— CitOKPTOirt TJyvkmo (1887)t 
A general view of the Crompton dynamo is £^ven in 

Pig. 278, which. shows vertical field-magnets with a doublo 

magnetic circuit. 
In some of the most recent machines a nn^ i 
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circuit only is employed. In the larger 4-pole machines for 
central stations the magnets have the form of Fig. 101, No. 27, 
whilst drum-armatures are used, of the construction shown in 
Fig. 236, p. 808. Another improvement useful in machines for 
furnishing large currents consists in dividing each conductor 
on the external periphery of the armature into two or moro 
strips, which are crossed under one another at the middle and 
united together at their ends. Instead of such imbricated 
strips^ rectangular bars of compressed stranded wires are now 
used in large output machines. This construction greatly 
diminishes the eddy-currents which are set up in the con- 
ductors on the surface of smooth cores if they consist of 
single rods or solid bars. 

A complete account of Mr. Crompton's successive stages 
of improvements ^ would occupy a volume in itself. Besides 
the improvements made in conjunction with Mr. Kapp on 
general design, pp. 291 and 301, and more favorable use of 
iron in the armature, a number were made in conjunction with 
Mr. Swinburne on various modes of winding, p. 807, and on 
machines with conductors embedded in the core-disks. Then 
Mr. Crompton found that it was needless to insulate core- 
disks from spindle if they were separated from one another 
throughout their surfaces up to the periphery. Next came 
the question of driving-teeth, and the thick driving-disks 
mentioned on p. 296 were abandoned in favor of teeth of 
delta-metal or aluminium bronze, fitted into the substance 
of the compressed core. Then came the production of imbri- 
cated and compressed stranded conductors to obviate eddy- 
currents. Lastly, the adoption of multipolar series windings 
for drum-armatures. With large 4-pole machines for central- 
station lighting Messrs. R. E. Crompton & Co. have had 
great success. The construction of some of their large-output 
armatures is indicated in Figs. 285 and 286, on p. 808. 

Kappas Dt/namos. — Mr. Gisbert Kapp has designed various 
forms of direct-current dynamos, some having cylindrical 

' See remarks by Mr. Crompton {n Proc. Inst. Civil Engineers, IxxxIlL 
125, 1885 ; Journal Soc, Teleg. Engineers, zv. 546, 1886 ; and Journal Inst 
Elec. Engineers, xlx. 239, 1890, and xx. 308, 1891. 
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ring-armatures, the more recent ones drum-wound armatures. 
The best construction of 2-pole machine is that depicted ia 
Fig. 259, p. 359, being of the " over " type with the armature 
and shaft at the summit of the field-magnet. These machines 
were constructed first by Messi*s. W. H. Allen & Co., later by 
Messrs. Johnson and Phillips. In Plates I., II., and III. are 
given drawings of a 21-unit machine by the latter firm, giving 
200 amperes at 105 volts at 780 revolutions per minute. The 
following are the data of this machine (and see p. 857) : — 

ArmafMre.— Core 16" long by 2|" deep, mounted on cast-iron 
spider. Area of iron in core, allowing for insulation between 
core-disks, 625 sq. in. External diameter \\i%\ (Conductor 120 
copper bars, each made of two parallel bars, 0*208" X 0-110" in 
section, united in parallel, affording 0'046 sq. in. sectional area. 
Connectors 120 copper semicircles with lugs; depth H"; thickness, 
0*050". Resistance (hot) 0*025 ohm. Commutator 60 parts. 

Field-magnets. Diameter of bore, H\i''. Shunt winding 11 
layers, oC 139 turns each, of 065" diameter round copper wire, 
covered to a diameter of 0*080", on each limb, and the two limbs 
connected in series. Total shunt turns 3058. Series winding 23 
turns on each limb of copper tape, 0*480" wide by 0*030" thick, 
and the two limbs joined in parallel. Besistance of shunt coils 
(hot) 30*8 ohms ; of series winding 0*0079 ohm. 

One peculiarity in this dynamo is the mode of driving the 
conductors of the armature. As shown in the section in 
Plate II., there are introduced at intervals between the core- 
disks, some thicker disks having ventilating apertui*es and 
projecting horns of steel. Around these steel horns are placed 
pieces of hard white fibre, as driving-horns ; and as these 
project in alternate positions, the copper conductors cannot 
be laid straight, but are given a sinuous form. Plate II. also 
shows how the core-disks are clamped together by face-plates 
having ventilating perforations through them, the whole core 
being held up against a collar on the shaft by a screw-nut. 
The figures in Plates I., II. and III. also show the details 
of the brush-holder and rocker, the construction of the field- 
magnet, the arrangements of the bearings, and the .pattern of 
lubricator employed. 
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Mr. Kapp haa also designed some multipolar drum dynamod 
for central-station lighting. In the previous edition of this 
book there was described a 6-poIe machine n'ith the armature 
windings grouped in series so as to need but two sets of brushes. 
The windings are of a cable of stranded insulated wire. 

Siement" J}i/nama8.~Theae originated with Messrs. Siemens 
and Halske, of BerliOf who have manufactured many different 



FlO. 274.— SiEHEHS' Otnahos (Vertical Patteni). 

forms. In recent yeai'S there has been some divergence 
between the types followed in Berlin and those produced by 
the London firm of Siemens Bros. Until about 1890 the 
characteristic feature of all forms was the dium-armature; 
but the largest machines are now made with rings. In some 
of the earlier patterns of Siemens' maclunes the cores of the 
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drum were of wood, over-spun with iron wire circumferentially 
before receiving the longitudinal windings. In another of 
their machines there was a stationary iron core, outside which 
the hollow drum revolved; in other* maciiines, again, there 
was no iron in the armature beyond the driving-spindle. In 
all the modem drums iron core-disks are now used* The old 
horizontal pattern of Siemens' dynamo is depicted in Fig. 8, 
p. 15. This was followed about 1880 by the vertical form 
shown in Fig. 274. Tlie field magnets here consist of forged 
arched bai's of wrought iron, with double magnetic circuit, 
having consequent poles right and left of the armature. 
About 1882 various ways of compound-winding were tried,^ 
in some of which the series and fihunt<;oils were wound on 
the same cores, and in otheiB on different limbs, the usual 
practice being to wind the series-coils outside the shunt 
windings. Some large machines of this vertical pattern, 
including three 112-kilowatt compound-wound dynamos, were 
used at the Inventions Exhibition of 1885. Each of these 
was capable of j'ielding 450 amperes at 250 volts at 800 
revolutions per minute. 

In 1886 Messrs. Siemens and Halske, after trying some 
intermediate forms (depicted in former editions of this book), 
adopted for outputs of from 1 to 80 kilowatts the over-type 
with field-magnet consisting of a single very massive casting. 
The commutators were of iron bai's attached by screws at one 
end only, so as to be replaceable, and insulated by air-gaps. 
The largest size has a peripheral speed of 2730 feet per second. 

The London fijm has constructed much larger drum 
machines for central-station lighting, mainly of the under- 
type. Fig. 275 represents one of these machines, compound- 
wound, with the series winding on one limb only. At the 
Naval Exhibition of 1891 were shown three fine dynamos of 
180 kilowatts each, at the slow speed of 850 revolutions per 
minute. The armature is 24 inches in diameter, 86 inches 
long, and weighs 2-4 tons; and the entire dynamo weighs 
13*6 tons. The armature conductors are stranded bars ; the 

^See series of papers in the Eltkiroieclmiiehe ZelUehrift, March-June, 
1885, by J). O. Frollch. 
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commutator of hard-drawn copper, insulated with mica, with 
144 segments, 9 inches long, with three p^rs of brushes to 
collect the 1500 amperes. The rocker is provided with worm- 
wheel to adjust the proper lead. There are two independent 
circuits of 72 turns each, which are put in parallel with one 
another by the brushes, which are made broad enough to 
overlap three consecutive bars of the commutator. 

Towards the end of 1886 a form of multipolar ring 
machine, with ring external to the field-magnets, was brought 



no. 275.— SlEMBNS' Dynamo (London type of 1890). 
out almost simultaneously by Messrs. Gariz of Buda-Pesth, 
Messrs. Fein of Stuttgart, and by Messrs. Siemens and 
Halske of Berlin.^ It will be sufficient to describe the 
machines of the latter firm. 

Tlie field-magnet is stationary and internal to the ring. 
In the small machines this consists of a subetautial cross- 
shaped mass of cast iron, through the centre of which passes 
the driving-shaft. The four poles, after receiving the exciting 
coils, are fumislied with polar expansions, which approach 

iFor further Information about the various machlnea of this type sea 
ElektrotechnUche Zcifscftrfrt for April and May, 1887; La Liimitre ^te»- 
trtque, xxiv. 182, 18S7; Centratblalt /iir EUktroUr.hnik, ix. 186, «0, u>d 
661, 1887, and the Official Report of the Fnukfort Exhibition of 1891. 
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close to the inside of the ring. The ring core is made up of 
thin iron washera bolted together, and is overhung, being 
supported on one side by a brass spider keyed to the shaft. 
A machine of this type, weighing 2660 lbs., with an output of 
26 kilowatts at 480 revolutions per minute, had a ring 20 cm. 
broad and of 64 cm. internal diameter. The advantages 
of this type are the ease of repair, the immense cooling sur- 
face of the armature, and the non-necessity of applying binding- 
wires. In the larger machines the brushes are applied against 
the exterior of the ring itself, with the result that the most 
noticeable feature of the machine is the enormous commu- 
tator and the huge star-shaped brush-holder which support^ 
the various sets of brushes (see Plate VIII.). 

In the central stations of Berlin and other German cities 
these large dynamos are combined with liuge engines of the 
marine type, the whole having a very imposing appearance* 
In Plate VIII. are shown some of these machines, the largest 
hitherto made, in the station at Schiff bauerdamm, Berlin. The 
dynamos are mounted in paii^ on the ends of the main shaft 
of an enormous compound condensing-engine of marine type» 
by Kerchove and Co., of Ghent, liaving 5 feet 5 inclies stroke, 
the diametera of the cylinders being respectively 2 feet 6 inches 
and 4 feet 5 inches, giving 1180 indicated H.P., or 1000 actual 
H.P., at 75 revolutions per minute. Each dynamo in capable 
of giving 2000 amperes at 140 volts, at only 60 revolutions 
per minute. The field-magnet has 10 salient poles, with 
rectangular cores fixed to an annular yoke-ring, which is 
carried in a (J-shaped support on the bearing. The exciting 
coils are all joined together in series, and connected in shunt 
to the armature. The armature is built of core-rings mounted 
on insulated arms, which project from a bronze star-wheel, 
thus overhanging the field-magnet. Fig. 229, p. 302, shows 
the detail of construction. The winding, as that figure shows, 
consists exteriorly of straight copper bars, united by other 
pieces of bent form which pass through the inside of the ring 
from the end of one straight bar to the beginning of the next, 
thus constituting a spiral and endless winding. The collecting 
brosheB trail against the exterior of the periphery of the 



4o8 Dynamo-Electric Machinery* 

annature, which thus serves as commutator, and is 9 feet in 
diameter. The brush-holders are mounted on a stellate 
rocker, by which they can all be simultaneously shifted for- 
ward or back. The brushes can also be all raised simul- 
taneously out of contact by a lever /, united by connecting 
rods to another star-piece. Plate VIII. shows separately the 
star-shaped rocker. At the Spandauerstrasse station are four 
such engines of 1000 nominal H.P., each driving two dynamos, 
supplying in total 40,000 to 60,000 lamps. At the Mark- 
grafenstrasse station are four single steam dynamos of 
400 H.P, each. At the Mauei-strasse stJition are three double 
steam dynamos of 1000 H.P., and two single of 400 H.P, each* 
At the Schiffbauerdamin station are six double steam 
dynamos of 1000 H.P each. 

At the Fi-ankfort Exhibition of 1891 a similar 800 kilowatt 
dynamo was shown ^ direct-driven from a triple condensing 
3ngine by Kuhn of Stuttgart, giving 2200 amperes at 150 
volts at 66 revolutions per minute. The magnet of this 
dynamo had 10 poles, being 272 cm. in diameter. The 
external diameter of the ring was 810 cm., wound with 810 
convolutions, each bar being about 1 cm. wide, with paper 
insulation. There were 10 sets of brushes, three in each set, 
each brush being 4-5 cm. wide, of rectangular copper wire. 
The star-piece carrying the overhung armature was of cast 
iron, with 30 arms, supporting the core-disks by means of 
30 insulated steel bolts. To collect the currents the five 
positive brush-sets are united together, and the five negatives 
are also connected together ; the currents being conveyed to 
the mains by flexible cables. At a speed of 100 revolutions 
per minute this machine reaches an output of 600 kilowatts. 

Oerlikan Co,^8 Dynamos. — For many years past the 
Oerlikon Machine Works near Ziirich has produced excellent 
machines. Till 1892 the chief designer was Mr. C. E. L. 
Brown. Since that date Mr. Kolben has been mainly respon- 
sible. Of their many types of machine but a few can be 
described. 

Plate IV. Glow-lamp Dynamo^ 28 kilowaffs, — Output 

^ See description by Esson in Electrical Reriexr, yylx. :U'2, 1S{)I. 
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400 amperes at 70 volts ; 88 H.P. at 400 revolutions per 
minut«. This machine reseroblea the " Manchester " type, 
but is even more massive, and is now made with drum instead 
of ring winding. The core-disks are keyed to a long sleeve, 
and they are pierced to receive the copper condactors ; the 
perforations being 12 mm, in diameter, sunk lmm.belovtl)e 




pM. 276.— Brown's 4-polb Dynamo (Oerlikon Co., 1889), 
End View. (Scale 1 : S4.) 

periphery. The thickness of the gap-epaee from iron to iron 
is thus reduced to 25 mm. Core-disks, external diameter 
61-4 cm., internal diameter 22 cm., thickness 0-6 mm,; 
namber 570, insulated with paper. Total sectional aiea of 
iron in armature 480 sq. cm. Number of conductors aroniid 
periphery, 80 J commutator bai-s, 40; resistance of armature, 
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Imisli to brush 0-00525 ohm. Field-mf^ets, shunt woand 
with 2800 windings of wire, 8-2 mm. diameter ; resistance 
6 ohms, with about 1 ohm extra in series for regulation at 
above speed and output. Conductors passing through holes 
in aimature are round copper 9-2 mm. in diameter. The 
end-conneetora are of strip copper in two-legged pieces bent 
into evolute spiral shape, as in Fig> 232, p. 206. 



no. 277.— Brown's 4-fole DynAMO. LoNoirnDDJAL Section. 

Figs. 276, 277, and 278. Four-pole Ring Dynamo for 
Tranamisiion of Power, 170 kilowatU. — Output 270 amperes 
at 625 volts; 240 H.P.at 500 revolutions per minute. These 
niRchines, of which two were shown in the Paiis Exposition 
of 1889, stand nearly 8 feet high. They are ring-wound, with 
the windings external to the core-disks, as the construction 
with conductors embedded in holes was not thought suitable 
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then for machines exceeding 100 volts. The casi>-iroii mt^neta 
81*6 arranged radially, and are united by a very massive 
yoke ring, the lower half of which is cast in one piece with 
the frame and the supports for the bearings. Tlie arni^ 
tare is 96 cm. in diameter, and 50 cm. deep. Core-disks, 



Kio. 278.— Brown's 4-pole Dtsamo (Chukon Co., 188B)i 

internal diameter 66 cm., external diameter 96 cm., tbiok- 
DflBS 0*6 mm., insulated with paper ; net sectional area of iron 
in ling, 660 sq. cm. ; gap-space, iron to iron, 16 mm. ; winding 
(generator) 400 turns of cable containing 19 strands of 1-8 mm. 
wire, wound in one layer externally and two layers internally; 
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resistance, brush to brush, 0-025 ohm. ; cross-connections, 
none ; commutator, 200 parts.' Field-magnet coils in series 
with armature, and are each wound with 60 turns of 1 mm. 
copper sheet 80 cm. in width. Weights are as follows : — 
Frame and magnet cores 11,600 kilos, armature iron 1430, 
armature copper 132, armature complete 2420, magnet copper 
1370. Total weight of complete machine, 15,700 kilos, or 
nearly 16 tons. At 500 revolutions per minute, it can be run 
at 250 H. P. continuously night and djiy. If run in day only the 
current may be increased so as to work at 300 H. P. Com- 
mercial efficiency at full load 93-94 per cent. 

The machine used as motor, with the above generator, is 
nearly identical, the only diiBEerence being that there is slightly 
less iron in the armature, and there are only 364 windings 
with a 184-part commutator. Modified in this way the speed 
is constant, though the loss in the line varies with the load. 

Fig. 279. Eight-pole Ring Dynamo for Electrometallurgical 
Purposes, — For the use of the aluminium industry Mr. Brown 
designed 6-pole and 8-pole dynamos. That depicted in 
Fig. 279 was a 300 II. P. machine working in the aluminium 
establishment at Neuhausen. This was the first dynamo of the 
vertical pattern designed to run upon a vertical turbine. With 
an average output of 3000 amperes the machine runs spark- 
lessly. The mode of cross-connecting each part of the ring- 
winding to the two points of the commutator 45° distant is 
accomplished by bent two-legged strips of copper, as shown. 

Fig. 280 depicts a 24-pole vertical shaft dynamo, designed 
in 1891 for the aluminium industry. The moving armature 
weighs 12 tons, and revolves at 150 turns per minute ; total 
height, 12 J feet; total weight, 34 J tons. Its output is 
7600 amperes at 55 volts ; being about 600 II. P. To collect 
this current there are 24 ranks of brushes, five brushes in each 
rank, equi-spaced around a commutator 1*7 metres in dia- 
meter. The commutator is below the armature, which is 
drum-wound, having stranded conductors laid in perforations 
through the core-disks. The field-magnet is constituted of a 
orown of 24 inwardly-pointing poles of cast iron ; it is sup- 
ported upon a ring of masonry exterior to the macliine. 



Tia. 279.— VramcAi/flHAiT S-polb Dynamo roa Ute wtth Tdbbins 
(Oerlikom Co), 
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Fia. 380.— Obrukoh C!o.'s Dynamo rOR Elbctbomeialluieot. 

The Oerlikon Co. has built numerous other vertical shaft 
machines for turbine work, amongst them being the alter- 
nators described in Chapter XXIII. 

Fig. 281 depicts a 60 kilowatt 4-pole machine, which may 
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be regarded aa a development from the eai'lier fona of 
Fig. 278. The armature is, however, drum-wound. It was 
separately shown in Fig. 237. 

BrmcvCf Dynamot. — Since 1892, when the firm of Brown, 
Boveri & Co. began operations, Mr. Brown has designed 
many types o£ machines, notably those of the vertical-shaft 



Bto. 281.— Oerlikon CCs 4'Polb SO Kilowatt Dykako. 
(1895 type). 

^pe for turbine use. Plate VI. gives a view of a recent 
4-pole continuous-current machine utsed as exciter for the 
lai^e " umbrella " alternators in the turbine house of the 
town of Aarau. The Brmature has the cylindrical winding 
described on page 310. 

Fig. 282 illustrates a special &-pole dynamo designed by 
Brown for use on the Heilmann locomotive : a service for 
which lightness of weight relatively to output is essential. Aa 
it must run at a liigh speedaring-windingis preferred. The 
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actual weight is less than 26 lbs. per hoiBs-power. It veiglis, 
without the hinder bearing, 7200 kilogrammes, the armataie 
being 2400 kilos. Its normal output is 600 H. P., its maximum 
TfiO. At 400 revolutions per minute it gives out 920 amperes 
at 455 volts. It is separately excited, and direct-driven. 

Messrs Brown, Boveri & Co., continue to use the bipolar 
^rpe of Plate IV., but tho new designs have more massive 



Fta. SS3— Brown's 6-P0t£ Dtnaho pdr the Hbiluann LooouonrB. 

yokes with a deep V-shaped depression at the middle. Fop 
transmission o£ power they have recently built some of these 
machines with the magnets in the main circuit, carrjing 40 
amperes at 2500 volts. For all ordinary lighting and distri- 
bution of power tlieir type for continuous currents remains, 
however, the 4-pole machine much on the lines of Fig. 278. 
The armature, however, is the cj'lindrical drum described 
above (Fig. 240, p. 311) ; and the magnet cores are of circular 
section without any polar expansions. The field-magnet then 
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'Consists simply of two caatings bolted together, with the pole- 
faces bored out. 

Brush Go's Dynamos. — The Brush Electiical Engineering 

Co. manufactures several different types of continuous-current 
djmamos. For small sizes the type preferred is of the bipolar 
over-type, having magnets and bed-plate cast in one, and a 
simple drum armature. For outputs from 1 to 7 kilowatts 
a machine of "Manchester'' type with ring-winding is used. 
For outputs up to 36 kilowatts and for motor work, the type 
prefeiTed is a 4-pole machine with armature of the flat-ring 
type, produced under the patents of Mordey, Wynne, and 
Sellou, to which the not very apt name of the " Victoria" 
dynamo hits been given. The development of the Victoria 
machine from the original Schuckert machine commenced 
with the discovery by Mr. Mordey, by the aid of his method 
of examining the distribution of potentials round coUectoi-s, 
that by reducing the size of the pole-pieces to make space 
for a 4-pole field, the electrical output was doubled, without 
increase of speed, when using the same ring as employed by 
Schuckert with a 2-pole field. The pole-pieces in the earlier 
Schuckert machine consisted of hollow iron shoes or cases 
which occupied a large angular breadth along the circum- 
ference of the I'ing. The Mordey-Victoria machine has a 
narrower form of pole-piece, not covering more than 35° of 
angular breadth of the circumference of the armature. Fig. 
283 represents the 4-pole Victoria dynamo as now constructed. 
The pole-pieces are of ci%st iron shrunk upon the cylindrical 
cores of soft wrought iron which receive the coils. The arma- 
ture of the Victoria dynamo has several times been modified, 
and its core is now made of almost square section. It is 
built up of charcoal iron tape, coiled upon a strong foundation 
ring, contact between successive layers being prevented by 
coiling paper between. Special pains have been taken 
throughout to ensure that there are no electric circuits made 
in the bolting together of these cores, each layer being insu- 
lated from the adjacent layers. Eddy currents in the core 
are thus almost entirely obviated. The foundation ring and 
some of the inner convolutions of tape are slotted out to 
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receive the gun-metal arms, of which there are two sets 
clamped together, one on either side. Fig. 283 shows thiB 
oonetnictioQ and the method of securing the ring to the shaft 
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by lock-nuts. Square wire is used for winding the armature 
ooUs, and as they do not cover the entire external periphery 
of the armatuTe core, there is ample ventilation. The winding 
IB of one continuous wire, and the crossings are effected at 
the outer periphery. End-play is prevented by the use at 
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one end of a deeply-grooved Babbittrmetal thrust-bearing. 
Mr. Mordey, as mentioned in Chapter XII., reduced the 
number of brushes to two, by the device of cross-connecting. 
Such machines are now guaranteed under tender to run at a 
ooQuneroial efSciency of 92 per cent. 

A larger type of Victoria machine, having six poles alternately 
K. and S. set round the ring, was illustrated in earlier editions of 
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this work. As each segment of the collector is connected with 
those situated at 120° and 240° distance round the set, only two 
brushes are required. 

The advantage originally claimed for the flat-ring construction, 
that it allows less of the total length of wire to remain '* idle" 
on the iimer side of the ring, is rather imaginary than real, for 
the total resistance of the armature is but a small fraction of the 
whole resistance of the circuit ; and it is possible to spread the 
field so as to make all parts of the wire active without any gain 
whatever, if by this spreading there is no increase on the whole 
in the total number of lines of force in the field. The real reasons 
in favor of multipolar flat-ring armatures appear to be the follow- 
ing: — First, their excellent ventilation ; second, their freedom 
from liability to be injured by the flying out of the coils at high 
speeds; third, their low resistance, due to the fact that the sepa- 
rate sections are cross-connected, either at the brushes, or in the 
ring itself, in parallel. 

For outputs from 11 to 270 kilowatts the Brush Co. 
manufactures bipolar machines of the under-type, having 
drum-wound bar armatures with evolute end connectors. 
These machines have forged magnets ; their magnetizing 
coils being protected by a lagging of sheet steel. For equal 
output they take less floor-space than the 4-pole type, though 
in some other respects they are less advantageous. Their 
general aspect is shown in P'ig. 284. 

Mather and PlaWa Dynainos : — Figs. 285 and 286 illus- 
trate the " Manchester " dynamo, designed by Dr. E. Hoj^kin- 
son. Its compact field-magnet has cylindrical wrought-iron 
cores, and massive cast-iron yokes. The armature is a 
modified Gramme, with low resistance and careful veniilation. 
The commutator consists of 40 bars of toughened brass insu- 
lated witli mica. It is usual in these machines so to shape 
tlie pole-pieces that there is a smaller clearance opposite the 
higliest and lowest points of the armature; this concentrates 
the magnetic field and helps to prevent its distortion by the 
armature current. In a 24-unit machine (desi<j^ned for 300 
lamps) of this pattern tlie armature cores are 12 inches long 
and 12 inches in diameter, witli 120 turns of wire. The 
resistances are: armature, 0*023 olim ; shunt, 19.36 ohms; 
series coil, 0*012 ohm. With a speed of 1050 revolutions per 
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Qunuta the current was 220 amperes, the machine being 
nearly self-regulating for 111 volts ; its efficiency is 90-9 pei 
cent.* 



Fia 885,—" Manchester " Dynamo (End Elevation). 

Messrs. Mather and Piatt also manufRctui-e the Edi80D< 
Hopkinson dynamos depicted in Fig. 287. Dr. J, Hopkinson 
improved the original bipolar Edison machine by making 



ifia. U&J.— "IttANCH^TEE" Uthaho (Front HoTOtton). 

the magnetic circuit more compact, and by reconstnictingtha 
armature with cores of larger section and better mechanical 

> One of these macfatnes is very fully described in the pap 'T by Dtai 
J. 3»A E. Eopkinaon in the PAtl. TVuna. for 18B& 



Examples of Continuous-Current Dynamos. 4113 

eonstruction. In the older construction, the bolts and their 
attached end-pieces furnished a circuit in wiiich idle currentof 
were constantly running wastef uUy round, with consequent 
heating and loss. Dr. Hopkinson also introduced the im- 
provement of winding the magnets with a copper wire of 
square section, wrapped in insulating tape. This wire packs 
more closely round the iron cores than an ordinary round wire« 
A remarkably complete account of one of these dynamos, 
constructed by Messra. Mather and Piatt, was published in 
1886.^ As this machine is often referred to in the theoretical 
chaptei^ of this book, a detailed account of it is important. 
Its design may be gathered from Fig. 287. 

The machine described is intended for a normsd output of 320 
amperes at a pressure of 105 volts, running at 750 revolutions per 
minute. The field-magnet consists of two limbs connected by a 
yoke of rectangular section. Each limb, together with its pole- 
piece, is formed of a single forging. The wrought iron used for 
these and the yoke is of annealed hammered scrap ; themagnetio 
properties being those described in Chapter IV. The section of the 
limbs is nearly rectangular, with rounded comers. The yoke is 
bolted to the limbs, the joints being well surfaced. The bed-plate is 
of iron, a zinc base 12*7 cm. high being interposed. The armature 
core is built up of about 1000 thin plates of soft rough iron, insulated 
from the shaft, and separated by paper from one another. They are 
held between two end-plates, one of which is secured by a washer 
shrunk on the shaft, and the other by a screw-nut and lock-nut. 

The following are the dimensions of the iron parts : — Diameter of armature 
core, 24*4 cm. ; of Internal hole, 7'()2 cm. ; of shaft, 6*98 cm.; length of core, 
50*8 cm. Length of field-magnet limb, 45'7cm. ; breadth, 22'1 cm. ; width 
(parallel to shaft), 44-4o cm. Length of yoke, 61-6 cm. ; width, 48*3 cm. ; 
depth, 23*2 cm. Diameter of bore of field-magnets, 27*5 cm. ; depth of pole- 
piece, 25 '4 cm. ; width (parallel to sliaft), 48*3 cm. ; width between pole-pieces* 
12*7 cm. Area of section of iron in armature core, 810 sq. cm. Angle sub- 
tended by bored face of pole-pieces, 129®. Actual area of pole-piece, 1513 sq.cm« 



* See jmper on Dynamo^leciric Machinery^ byDrs. J. and E. Hopkinson, 
in the Philosophical Trannaclions for 1886, Part L This most valuable pax>er 
▼as reprinted, but without the plates, in the Electrical Beviewj vol. xviii, 
1886. It was also printed in the Electrician^ xviii. 39, 63, 86, and 175, in 
issues of Nov. 19th and 26th, and Dec. 3rd and 31st, 1886, where the figures 
of tbe plates are printed in the text. It is reprinted in Dr. Hopkinson' s book, 

r— Vol. 4 
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effective area, 1600 sq. cm. Thickness of gap space, 1*5 cm. Area ol 
section of limbs, 980 sq. cm. ; ditto of yoke, 1120 sq. cm. 

The windings are as follows : — Magnetizing coils, 11 layers on each limb 
of copper wire, 2*413 mm. diameter. Total convolatious, S260; total length, 
4570 metres. Armature, 40 convolutions in two layers of 20 convolutions of 
stranded copper wire, consisting of Id strands of wire 1*753 mm. diameter. 
Resistance (at IZh^ C.) : field-magnet, 16*93 ohms ; armature, 0*0009947 
ohm. Normal magnetizing current, 6 amperes. Commutator, 40 copper 
bars insulated with mica. (Further data are given on p. 354.) 

Recent tests with Edison-Hopkinson dynamos constructed 
by Messrs. Mather and Piatt, of Manchester, show that they 
have an economic coefficient of over 95 per cent., and an 
actual commercial efficiency of over 93 per cent. These 
machines have usually from two to five separate brushes at 
either side, capable of separate removal, so that they may be 
trimmed without stopping the machine. In order to bring 
the neutral points of the commutator to convenient positions 
right and left, the connecting pieces which join the commu- 
tator bars to the armature windings are carried spirally 
through about 90®. The makers of these machines have 
modified in detail the winding of the armature,^ enabling 
them to use copper bars instead of stranded wire. They 
shape the pole-pieces to diminish distortion of field, and con- 
nect the armature bars across the ends of the armature by 
evolute spiral connectors in two layers, like those used in 
Siemens' electroplating dynamos. 

Figs. 288 and 289 depict the large 225 kilowatt dynamos 
built by Messra. Mather and Piatt for the South London 
Electric Railway. They are further shown in Plate IX. 
They have a maximum output of 450 amperes at 500 volts 
when running at 500 revolutions per minute. The limbs and 
yoke are of wrought iron, the polar masses of cast iron. The 
armature conductors are copper bare, and the resistance from 
brush to brush is 0-017 ohm. That of the shunt coil is 96 
ohms, of the series coil 0015 ohm. The compound winding 
is not, however, of much service for such mpidly varying loads 
as occur in railway work^ for with such massive magnets 
changes of magnetism cannot take place rapidly enough ; and 
the slow-speed engines do not govern rapidly enough. The 

1 See JndtM^riet, iL 549, 1887 ; and Specification of Patent, 4884 of 1888. 
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weight of magnets and pole-pieces is 8*5 tons, that of the 
yoke 3.05 tons, of the armature 2*85 tons ; whilst each com- 
plete machine with its bed-plate weighs 17 tons. 

For railway and tramway woik, Messi-s. Mather and Piatt 
now use shunt-wound generatoi-s with a stationary battery of 
accumulator which by discharge relieve the genei-ating plant 
at the periods of excessive load, and absorb the surplus power 
at periods of light load, thus securing a perfectly steady load 
on the generators. This system has been adopted by Dr. 
Hopkinson on the Douglas and Laxey electric tramway, with 
the result that the load on the generators is perfectly steady. 

Some efhciency tests of a 53 kilowatt compound-wound 
Edison-Hopkinson dynamo direct-driven at 430 revolutions 
per minute' by a Willans engine have been published.^ Indi- 
cated horse-power absorbed 85*3; output 475 amperes at 110 
volts, or 52-2 kilowatts, or 70*0 H.P.; making a net efficiency 
of 83*3 per cent. The electrical losses were only 3 per cent., 
whilst 10 per cent, was lost in friction in engine and dynamo. 

Independent efficiency tests have recently been made on 
some large d3'^namos of the Edison-Hopkinson type, con- 
structed by Messi-s. Mather and Piatt for the Maiichester 
Corporation. These machines are wound for an output of 
590 amperes, at 410 volts, at 400 revolutions per minute, and 
were tested by Hopkinson's method (Chap. XXX.), being 
coupled together as generator and motor with the loss in the 
combination being supplied by a third independently driyen 
machine, coupled in series with the two armatures, so that all 
the measurements were electrical. The resistances of the 
shunt coils are 52-7 ohms and of the armatures -01167 ohms. 
The losses in percentages of the power absorbed were : — 

In armature = 1-56 

In shunt coils = 1-22 

Hence, electrical efficiency = 97-22 

Loss in friction of bearings, eddy currents, hys- 
teresis, and friction of brushes = 211 

Hence commercial efficiency, including all losses = 95*11 

* The Electrician, xxv. 707, 1890. 
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Messi's. Mather and Piatt also construct a multipolar type 
of machine, with the armature built up after the manner of 
their " Manchester " machine, but with drum evolute winding. 
The winding is developed, either with the convolutions wound 
zigzag, so as to bring the effect of all the poles in series, or 
with the convolutions coupled in parallel. In either case 
the bare of the armature, in alteiiiate gaps, are at approxi- 
mately the same potential, so that there are as many poiats 
of commutation as poles, and the brushes in alternate gaps 
can all be coupled parallel. The iii-st winding is particularly 
suitable for slow-speed high-potential machines of large out- 
put, while the second is useful for machines of low poten* 
tial and large current, such as are frequently required for 
electrolytic purposes. 

Hdisan^B Co.^s Dynamos. — In 1879, after proposing a 
strange sort of machine as generator, in which inductive coils 
were waved to and fro at the end of the prongs of a gigantic 
tuning-fork, Mr. Edison, with the assistance of Mr. Upton, 
designed the bipolar machine which was depicted in former 
editions of this work. It had a drum-armature rotating 
between heavy pole pieces excited by a very long magnet 
with tall columnar limbs. 

In the larger machines two or three tall field-magnets were 
assembled side by side, over an armature of double or triple 
length. An Edison 60-light " Z " machine of the older 
pattern, tested by the Committee of the Munich Exhibition, 
was found to give an efficiency, which, if measured by the 
ratio of external electric work to total electric work, ex- 
ceeded 87 per cent. ; but its commercial efficiency — the ratio 
of external electric work to mechanical energy imparted at 
the belt — was only, at the most, 68*7 per cent. This was 
due to the production of wasteful eddy-currents in the bolts 
which held together the armature and other masses of metal. 
The " Jumbo " steam dynamos were even less efficient, and 
required a 4 H.P. fan to be attached to the armature shaft to 
keep them cool by a forced draught of air. 

Dr. J. Hopkinson's efforts to improve this machine resulted, 

detailed on p. 420, in a better design. 
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The field-magnets of all the lai^r machines turned out 
1*7 Edison prior to 1884 had a number of long iron colnmns 
as cores to receive the coils. Since that date the more com- 
pact arrangement of a single magnetic circuit with short 
stout magnets has been adopted by the Edison companies on 
both sides of the Atlantic. The usual form (type of 1888} 
of Edison dynamo, as used in the States, is depicted in Fig. 
290. The field-magnets are of cast iron, with a massive 
yoke, and stand upon a high footstep of zinc to diminish 
shoit^iioaitiDg tbiongh the bed-plate. These macliines are 



Fra. 290.— Edison Dttiamo (1888 Type). 
shunt-wound, and are intended for incandescent lighting 
work. Tlie bearings are longer and the niech an leal .arrange- 
ments in every way superior to tiiose of tlie older macliines. 

At the Paris Exliibition of 18S9 were a number of these 
bipolar dynamos built by the Edison Machine Company, of 
Schenectady, ranging from a small 1\ kilowatt machine, 
30 inches high, to one of 150 kilowatts, 8 feet Gj- inches high. 
Drawings of the largest machine are given in Plate V. This 
dynamo is capable of supplying 1075 amperes at 125 volts, 
when running at 450 revolutions per minute. It has a 41-part 
commutator and a 41-bar armature. There are six brushes 
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in each set, each 1-88 inches wide and about 0-62 inches 
thick. Its weight is 12^ tons. 

Some particulars published in 1890 by M. Minet^ con- 
cerning some of these dynamos show that the mean value 
of B ill the gap space was from 3200 to 4100. The electrical 
efficiency of the larger machines was 93.8; the nett efficiency 
about 89*7 per cent. 

Though this bipolar type has now been abandoned, some 
statistical information may be valuable as showing the rela- 
tions which have been found to give good results in machines 
of very different sizes : see following pages. 

As these machines were of exceedingly good construction 
some details respecting the precautions taken to insulate the 
magnet-windings will be of interest. The ordinary machines 
working at 100 to 125 volts are insulated as follows : — End- 
rings of hard rubber are wedged upon the iron cores with 
mica. When bits of sheet mica are used, these are cut to be 
1 J inch wide and at least 8 inches long ; but when " made 
mica " sheets are used, long strips 3 inches wide are cut, and 
conformed by heating to the curvature of the core. In either 
case the mica j^rojects at least 1 inch on the inner side of the 
ring. Then over the core is laid one layer of varnished 
muslin 24 mils thick, cut to the exact width between the end- 
rings. Upon this are placed two layers of plain pressed 
board 20 mils thick, cut one inch wider than the width 
between the end-rings, and serrated with V^^^uts i inch deep 
at its edges, so as to allow these edges to make flanges against 
the end-rings, the serrations of the two layers breaking joint 
one with the other. The total thickness of core-insulation is 
thus 64 mils. A core-paper is laid between every four layers 
of winding. Between series and shunt coils, in compound- 
wound machines there is as careful an insulation as on the 
cores. When the winding is completed two layers of pressed 
board are laid over, and served with an external winding of 
hard rope, and varnished. 

For machines up to 250 volts, 4 layers of oiled pressed 
board are used over the muslin. 

* La Lumfere Elecirique, 1890, xxxv. 40L 
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Kagnbt Data. STAin>ARD Bipolar Machines (125 Volts), 

Shxtnt-wound. 



Kilo- 
watts. 


Mean 

Diameter of 

HellT of 

Wire on 

Core 
inlnchee. 


Length of 
Wlre(calcu- 

lated)on 

both Coree 

in Feet. 


Number 

of 
Turns. 


Resist- 
ance 
in Ohms. 


Radiating 
Suiface 

in Square 
Inches. 


Maximum 

Watts 
In Cores, 
withaU 
extra 
Resist- 
ance out. 


Watts per 

Square 

Inch of 

Radiathig 

Surface. 


2-5 


504 


10,825 


6644 


128 


524 


94*88 


0-18 


6 


6-8 


9,000 


5051 


62 


609 


159-5 


0-262 


7-6 


7-7 


10,560 


5280 


51 


985 


177-2 


0-19 


10 


8-8 


11,780 


5120 


42 


1190 


185-5 


0-156 


15 


9-5 


14,000 


4880 


51 


1861 


202-5 


0-149 


20 


10-6 


15,000 


5640 


28 


1480 


268 


0-180 


25 


11-8 


15,000 


5400 


48 


1860 


258 


0188 


80 


12 25 


14,850 


4680 


84 


2075 


889 


0-163 


40 


13-9 


14,850 


4075 


25 


2790 


489 


0-157 


50 


16-18 


17,000 


4010 


28 


8620 


469-5 


0-187 


80 


19 


18,800 


8760 


17 


4550 


682 


0150 


150 


28-5 


18,800 


2980 


6-7 


7200 


995 


0-188 



For machines up to 600 volts or more, 3 layers of oiled 
linen 5 mils thick, not turned up at edges, are placed oyer 
the muslin. Over these come fii-st 4 layers of oiled pressed 
board, and then 2 layers of plain pressed board, the latter 
with edges sermted to fonn flanges. This makes a total 
thickness of insulation 159 mils. Core-papers are laid be* 
tween every 8 layera of winding, and three layers of pressed 
board are served on the outside. 

The armatures are equally carefully constructed. The 
core-disks, 12 mils thick, are assembled in ^^ sections '' 
consisting of 5 disks with 11 sheets of paper ; a sufficient 
number of sections being taken to make up the required 
•* body." The body is held together with insulated bolts, each 
enclosed in a paper sleeve ; the core-sections being compressed 
by hydraulic forces varying from 80 to 200 tons. Both body 
and shaft are insulated with a coating of japan, several layers 
of oiled paper, and a layer or two of tape. Stout iron 
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end-plates, securely keyed to the shaft, and nidced toieceire 
driviag pegs of fibre, are provided, with one or two similar 
plates at the middle of the core ; while headings of Tamlfihed 
muslin or canvas protect the ends of the core from contact 
with the windings. 

General Electric Co's Dynamog. — At the Schenectady 
works the bipolar Edison type of dynamos has been saper- 



Eto. 291.— Oenbrai. Electbic Co.'s Multipolar DYHAva 

seded by multipolar types. Fig. 291 gives a general view of 
a 60 kilowatt machine of the standard type now adopted for 
the sizes under 100 kilowatts, having 4 poles. The magnet 
cores and yoke are of special mild steel soft castings. The 
windingsof the armature are sunk between teeth in the cor^ 
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disks; TTith air-ducts at intervals. The insolatioo consists of 
alternate laminations of sheet mica and tough paper. A tem- 
perature rise of 40° C. is permitted unless a lower limit is 
stipulated for. 

Fig. 292 gives a view of a 6-i>ole street-tramway generator 
of 400 kilowattsat 150 revolutions per miaute. The output is 



Flo. 393.— OeneiuIi Elecisio Co.'a Street-Tramwat Oeneeatou. 

800 amperes at 500 volts. These machines are so designed 
that the flux-density shall be 85,000 lines per square inch in 
the pole-cores, 70,000 in the yoke. In the armature disks 
the density is also 70,000 lines jier square inch, increased to 
136,000 in the core teeth, this high degree ofsaturation being 



434 Dynamo-Electric Machinery. 

preferred as helping to prevent distortion of field. The per* 
mitted amperage in the armature conductors is only 1500 
amperes per square inch. Some much larger machines have 
been constixicted for direct-driving, as, for example, the six 
1500 kilowatt machines in the Brooklyn generating station. 

ParshalVs Multipolar Dynamos, — Mr. H. F, Pa^^shall, who 
advised the GenenU Electric Co. in the development of their 
multipolar generators, has kindly furnished the data for 
the design shown in Plates X. and XI. This represents a 
i*ecent 6-pole, 150 kilowatt, machine with cylinder drum- 
armature, giving 300 amperes at 626 volts at 200 revolutions 
per minute. The core-disks are slotted with 154 teeth, 
between which lie the conductor in two layers. To diminish 
sparking a duplex winding "(p. 272) is adopted, so that in 
each slot there are 4 conductors, and in the commutator 308 
parts. The mode of construction of the latter, which is 
peculiarly substantial, is shown in Plate XI. It will be npted 
that the armature core-disks, built up of overlapping segments, 
have internal lugs by which they are bolted together and 
driven upon a grooved spider. There are about 10,000 
ampere-turns of excitation upon each pole, of which about 
4000 are provided by the compounding coils at full load. 
The shunt coil has to provide for 6815 ampere-tums which 
are required as follows : — 4350 to drive the flux aei'oss the 
gap-space, 645 for the yoke, 450 for the pole-core, 300 for the 
teeth, and 70 for the armature body. The flux through each 
pole is 8,700,000 lines. 

Q-oolderCs Dynamos. — Excellent dynamos have long been 
manufactured by Goolden & Co. (now merged in the firm of 
Easton, Anderson and Goolden), the chief designer having 
been Mr. Ravenshaw. In their larger dynamos bar armatures 
are employed, having rectangular conductor built up of 
laminated or twisted copper strip, lightly oiled. The smaller 
are wound with round wire, silk covered. Amongst their 
features are swivel bearings and screw-fed brushes. In Fig. 
293 is illustrated a 61 kilowatt Goolden dynamo of the over- 
type, direct-driven at 460 revolutions per minute by a 
Willans engine, a combination frequent in central lighting 
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stations ia England. The magaet limbs and pole-piecea are 
of wrought iron. The pole-&ce8 are bored elliptically, bo as 
to leave greater airspace below armature than above, and 
ooanteract magnetio pnll. The conductor bars are driven by 



Fia. 3D3.— OOOLDEN DYHAUO ASD WnliASS Enoqiz, 

80-100 fibre horns inserted in key^waya in the periphery of 
the core : they are united at ends by stamped evolute con- 
nectors. At one end the bars are made fast to the segments 
of the commutator ; at the other they are supported by aa 
insulated brass ring, which allows tbem to expand longitudi- 
nally when they warm up. The commutAtor is of hard-drawn 
copper and mica, built np on a separate sleeve keyed to 
the shaft. The following tests were made of one of theso 
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combined plants, ronning at 600 revolutions per minutei 
showing the location of the yarious losses : — 





At Full Load. 


At Half Load. 


Net output (watts) 




50,000 

• • 

• • 

• • 

1,880 


• • 


• . 

250 

590 

255 


26,000 




Loss in armature resistanoe . . 

Loss in magnet coils 

Loss by friction, eddy-ourrents 
and hysteresis 

Total loss in dynamo 

Gross outnut 


1,010 
615 

256 


1,880 


• . 


1,095 


1.095 


• • 

• • 

 • 


1 
1 


51,880 


1 
- - 1 . . 


QfiOd!) 


Loss in engine 

Total indicated H.P. in watts .. 

Commercial efficiency of dynamo 

Commercial efficiency of com- 
bination 






5,920 


• • • • * 

1 


5,920 


57,800 


• •  • 

1 


32,015 


96*2 percent. 
86-5 •« 


95-7 percent. 
71-8 " 



JSolme^ Dynamo9. — Messrs. J. H. Holmes & Co., of New- 
castle-on-Tyne, manufacture the *^ Castle " dynamo, a compact 
and well-built type of machine. The larger machines are drum* 
wound. The armature core is made up of thin plates of charcoal 
iron. The commutator bai-s are forced together by hydraulic 
pressure before being clamped up. Some elaborate tests by 
Professor Kennedy on a 123 kilowatt machine, described io 
Chapter XXX., showed a nett efficiency of 95'6 per cent 
Messrs. Holmes have applied themselves very successfully to 
the problem of obtaining a constant pressure from a dynamo 
when driven at variable speeds.^ The case in wliich this arises 
is in the lighting of railway trains by dynamos driven from the 
axles of one of the carriages. This they accomplished by a 
special combination of two dynamos, together with certain 
automatic switches. The larger dynamo is wound with two 

^For varions solutions of this problem see following SpecificatiooB of 
Patents : 342 of 1889 (Mordey) ; 3420 of 1889 (Sayers) ; and 20,244 of 1889 
(HohnesX 
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oironits upon the field-magnete, and its shaft 13 coupled to a 
Bmaller dynamo, the function of which is to send a demagnet- 
JBing current around the second circuit of the larger dynamo. 



Fig. 394.— HoufEs' DtnavO. 

SO that as the speed itses its magnetism fulls nearly in propor- 
tion. By thb means tlie voltage is keptnearly constant, though 
tiie speed of tlie train may vary from 30 to 70 miles per hour, 
. Parker^a Dynamot, — Jlr. Paikor of Wolverhampton (for- 
merly of the Electric Construction Corporation) has introduced 
a useful detail into the construction of the well-known bipolar 
type, in making the pole-pieces jointed, so that the armature 
can he lifted straight off its bearings instead of being drawn 
out horizontally. In Fig. 295 the construction with hingesis 
shown. For bipolarmnchinesof the "under " tj-pe, the lower 
balTes of the polar masses are fixed in the bed-plate, and the 
main body of the magnet is lowered upon them after the 
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armature is in place. Mr. Parker uses the Eickemeyer method 
(see p. 810) of fonning the coils both for bipolar and multipolar 
armatui-e, and prefers this construction to the use of the bars. 
By using Eickemeyer coils for large-current armatures the 

number of soldered joints is 
diminished, and at the same 
time complete mechanical 
and electrical balance is as- 
sured. Smooth cores only are 
used. Mica insulation is used 
between the bars of the com- 
mutator, the end washers be- 
ing either of micanite or of 
red fibre covered with mica. 
Mavor and CouhorCs Dy^ 
namoB, — This firm constructs 
dynamos on Sayers' patents, 
with the compensating arma- 
ture devices described on 
p. 395. Plate XII. depicts a 
34 kilowatt bipolar generator 
intended for power-transmis- 
sion. Its armature has core- 
disks with 108 teeth, and the main winding consists of 216 
convolutions or 432 conductoi*s, 4 in each slot. The com- 
mutator has 54 segments, and there are 54 " commuting 
coils," each of 3 turns embracing each a span of 7 teeth. 
The main windings liave a sectional area of 0*025 sq. inches, 
and those of the commuting coils 0.0072 sq. inches. The 
magnet winding carries 0-8 ampere with 25,300 turns, having 
a (hot) resistance of about 560 ohms. The armature core is 
17J inches long by 9J inches in diameter. The magnets are 
of mild cast steel, to carry a useful flux of 8,000,000 lines. 
The values of B ^^'^ as follows : — In air-gap, 7100 ; in arma- 
ture body, 12,400 ; in the teeth, 15,400 ; in the magnet cores, 
13,600 ; and in the limbs, 10,700. The complete armature 
weighs 985 lbs., the magnet and bed-plate complete, 2386 lbs. 
Sayers' winding enables these machines to give constant 




Fia. 295.— Parker's Bipolar 
Dynamo, wtth Jointed Poles. 
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pressure at all loads without compound winding on the 
magnete ; and by careful disposition of the rereraing poles 
the makers have succeeded in attaining the long-sought result 
of fixing once for all the position of the brushes. The lead 
remains fixed and the running sparkleBs* even up to an over- 
load of 75 per cent above the full normal output ; and this 
while using ordinary copper gauze brushes, not with carbon 
brushes, which cause more heating of the commutator. This 
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partioular dynamo gives 75 amperes at 450 volts when 
running at 800 revolutions per minute. The bearings, which 
are swivelled to render them self-centering, closely resemble 
Fig. 255, p. 334. 

Faterton and Cooper's Dynamo. — The " Phceiiix " dynamo, 
constructed by Messrs. Paterson and Cooper, from the designs 
of Mr. W. B. Esson, has also a modified cylindrical ring- 
armature, built up of a number of very thin rings of Swedish 
iron separated from one another by paraffined paper and 
D— Vol. 4 
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secured to two spiders bj three bolts passing through indenta* 
tioiis in the core-rings, as shown in Fig. 220, p. 291. 

The machines have upright single horse-shoe magnets, in 
«ome instances made of a single wroughtriron forging slotted 
out to form the two limbs, and bored. The shaft is supported 
from two gun-metal bridge-pieces. There are generally no 
teeth on the armature-cores, which ai-e made of plain washers 
to avoid cost of milling out the teeth. The conductoi-s are 
made of stranded cable. 

Fig. 296 shows a design, in which the field-magnets are 
cast in one piece. This machine can be made at lower cost 
of equal power with a lighter machine having wrought-iron 
magnets. In both types there is no joint in the magnetic 
circuit, and the magnet coils are wound upon special bobbins 
•of sheet-iron flanged with brass, slipped on over the cores. 
Fig. 241, p. 314, shows the construction of the commutator. 

The constructional data of a dynamo giving 90 amperes 
■at 105 volts at 1420 revolutions per minute and full calcula- 
tions of the windings, together with scale dittwings, were 
^iven in the previous edition of this book. 

The same makers have produced arc-light dynamos to 
yield 10 amperes at pressures varying from 700 to 1500 volts. 
The following are the data of a seven kilowatt arc-lighter, for 
12 to 15 arc lamps : — 

Armature core, 32-5 cm. external diameter, 22-9 cm. internal; 
axial length, 15 cm. ; wound with 1872 turns of wire 1*2 mm. in 
diameter, in 48 sections of 39 turns each in three layers. Armature 
resistance, 3*448 ohms. Field-magnet coils, 2, of 954 turns each, in 
eeries; their total resistance, 4-541 ohms. The maximum induction 
in armature is 19,080, in fiold-magnet 10,800lines per sq. cm. The 
magnets are more highly saturated and have a relatively greatet 
weight of copper upon them than in constant-potential machines. 

ShucTcert^s Bynamon. — The armature of the original 
Schuckert machine was a flat ring, the core of which waa 
built up of a number of thin iron disks. The windings was 
identical with that of a Gramme machine, and the field- 
magnets resembled, in general, those of the typical Gramme. 
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The riug was almost entirely enclosed between wide pole 
pieceSf each of which covered nearly half the ring. The flat 
ring was intended to give better ventilation and employ less 
idle wire than the cylindrical pattern of ring. In recent years 
Messrs. Schuckert and Co,, of Nuraberg (now known as the 
Elektrizitate-Aktiengesellschaft), have brought out many 
modified types of machines, having the flat ring armature, 
the cores being of iron tape insulated with paper, coiled upon 
a brass foundation ring. Only the small sizes are made with 
two poles, all above 12 kilowatts being multipolar. As is the 
case with most Geiman dynamos, the field-magnets are of 
cast iron, the commutator baiB are insulated with paper, and 
the wires secured to them by screws. At the Frankfort 
Exhibition of 1891 a large number of these machines were 
shown,^ the finest of them being a large direct-driven multi- 
polar of a certain capacity of 230 kilowatts, giving 1000 am- 
peres at 280 volts, and taking 820 H.P, at 160 revolutions 
per minute. This machine was depicted in the previous 
edition of this book. The diameter of the ring is 240 cm., 
wound with 1120 turns of braided stranded wire. The com- 
mutator is 150 cm. in diameter, with 660 segments, cross- 
connected, so as to reduce the number of brushes. There are 
14 poles, and the armature winding is grouped in 14 rows of 
80 turns each, all in pai-allel. The magnet poles project 
inwards from an external cast-iron case, divided horizontally. 
There are four brush-holders, each carrying three binishes. 
A still larger machine with 16 poles is at work in the central 
station at Diisseldorf. i 

Ldhmeyer*% Dynanw9. — Mr. Lahmeyer, formerly with a 
firm in Aachen, now chief constructor of the Elektiizitats- 
Aktiengesellschaf t of Frankfort, has for some years designed 
bipolar and multipolar dynamos* with inward-pointing poles, 
of the type originally denominated iran-^lad by Rankin 
Kennedy. 

1 See article by Esson In Electrical Review^ zzlx. 526, 1891. 

*See CewtralUattfur Elektrotechnikj ix. 71 and 411, 1887 ; also ElektrO' 
iechnUehe Zeiischrift^ ix. 89, 1888. For more recent forms see Electrieai 
BeHetDt xxix. 404, 1801. 
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Of the earlier forma the armature was wound on a plan 
Bu^ested by Arnold of Riga, and independently suggested 
by Crompton, namely, the conductors are wound between 
teeth in the periphery of the core, after which lie whole 
exterior of the armature is served with a thin layer of insu- 
lating material, and over this a layer of iron wires is wound. 
The official report of the Frankfort Exhibition of 1891 de- 
Boribea a large variety of excellent machines by this firm ; 
one of its specialities being the manufacture of rotatory 
ttansformers for continuous and polyphase currents. 

Thvry^t D^namot. — M. Thury, of the Compagnie de 
I'Industrie Eleotrique, of Geneva, has long designed good 
dynamos. A &-pole, hollow-drum dynamo^ having its field- 
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magnet built np of tangential slabs, was illustrated in the 
previous edition of this work. The Company has lately con- 
structed several large 12-poIe vertical-shaft machines to be 
driven direct by turbines (see Fig. ^j97). The annatare, 
whose diameter is 2-5 metres, revolves at a speed of 46 zevs. 
per minute, and yields 275 amperes at 600 volts. 

Detrtmera* Dynanu>9. — These multipolar dynamos with 
disk armatures are in considerable use in lighUng>stations in 
Paris, in various sizes up to 870 kilowatts. They are mano- 
foctured by the well-known house of Bregnet. The tbeoiy 
of disk-winding has been treated in Chapter XII., and some 
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further remarks on disk-dynamos will be found on p. 48. 
Fig 298 gives a view of one of these dynamos direct-driven. 
The armature is without iron, avoiding hysteresis losses, and 
is constructed as described on p. 282 in two halves, which ai-e 
then joined together. A 160 kilowatt machine giving 1000 
amperes at 150 volts at 150 revs, per minute liad an armature 
2*2 metres in diameter, weighiiig with its shaft ^'^ tons^ 
ihe entire dynamo weighed 14*6 tons. 
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CHAPTER XVIII. 

ABOUGHTING DYNAMOS. 

In cases where lighting is to be done exclusively by arc lamps 
in great numbers, it is usual to arrange the lamps all t»«me^ 
even to as many as 100 to 200 lights, and to provide a 
dyuamo-machine which will give a constant, or nearly 
constant, current at a sufficiently high voltage. The usual 
current for which arc lamps are designed is ten amperes. 
Some lamps are designed, however, for 8 or 6 amperes, and 
some for 4 amperes. These are therefore exceptions. On 
the other hand, the arc lamps used for search-lights and 
lighthouse work are designed to take larger currents, up to 
200 amperes or more. With continuous-cuiTents arcs cannot 
be maintained burning steadily unless they are fod at a 
pressure of about 40 to 45 volts for each lamp. If the 
pressure is insufficient, the arcs will be unstable and give out 
a hissing sound. The steady arc behaves as though it 
exercised a counter electromotive-force of about 89 volts. 
When arc lamps are to be used in parallel with one another^ 
the mains must have a greater difference of potential than 
46 volts — 65 or 60 volts is preferable — in order that additional 
resistances may be introduced to steady the current through 
each lamp. Such additional resistsmces are not necessary 
when a number of arc lamps are used in serieSy as they help to 
steady one another. The great advantage in the series arrange* 
ment is the saving in copper thereby effected. Alternate* 
current arcs only need a pressure of 30 to 83 virtual volts. 

In aro-lighting in series, the function of the dynamo is to 
keep the amperes constant, no matter how many or fewlamp» 
are in circuit ; whilst each lamp is provided with a shunt 
device which governs the movement of the carbons, so that 
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the feeding of them shall keep the length of the arc, and the 
volts at the terminals of the lamp, approximately constant. 

We may take it, therefore, that a system of 20 arcs in 
series will require a dynamo giving a current of, say, 10 
amperes, and a pressure, when all the lamps are in use, of 
nearly 1000 volts. This allows 45 volts per lamp, and 6 volts 
more for driving the current through the resistance of the 
wires between each lamp and the next. 

Constant-current dynamos are also needed for the 
purposes of municipal lighting by means of special glow- 
lamps (with thick carbon wires instead of thin filaments), 
connected in series, so that the same unvarying current flows 
successively through a large number of them. 

It was suggested by Deprez in 1881, that by a species of 
compound winding, consisting of an initial excitation and a 
shunt excitation combined, a dynamo might be constructed 
to give a constant current at constant speed. The assump- 
tion which underlay his reasoning, that the magnetism is 
proportional to the exciting power, is, we know, not justified 
except for the early and unstable stage of magnetization ; 
all attempts to produce a practical compound winding for 
this purpose have therefore failed. 

For the production of constant currents at such high 
voltages as 2000 to 3000 volts the ordinary ring and drum 
armatures, wound in a closed coil, in numerous sections, and 
provided with a commutator consisting of numerous closely- 
packed parallel bare, have not been found entirely satisfactoiy, 
for the commutator of this type is liable to give way under 
the high pressure, and to deteriorate under the action of long 
sparks flashing over its surface from brush to brush under the 
wide alterations of lead that are inseparable with this mode 
of working. Nevertheless, good results have been obtained 
by several firms (see p. 465) in the use of high voltages in 
machines having ordinary commutators with many segments. 

Experience, however, is in the main against the use of arma- 
tures of this type. More simple forms are needed that will 
not break down under the conditions of work. These forms 
are usually associated with other modes of construction in 
which the armature winding does not constitute a closed coiU 



Arc^Lighting Dynamos. 447 

Open-coil Dynamos. 

As expjiined on p. 40, it is possible to construct armatures 
in which the separate coils or sections of the windings are 
not united together in one closed circuit. An example is 
given in Fig* 299. This diagram (which should be compared 
with Fig. 33, p. 89) shows an armature consisting of two 
separate loops, sot In planes at right angles to one another, 
so that when one is passing through the inactive region the 
other is in the position of maximum action. There is no 
reason why these two loops should not have each a separate 
2-part commutator like that of Fig. 24; and one pair of 
brushes might press on both commutators. It is, however, 





Fia. 299. Fia. 800.— Four-part Open-coil 

Simple Open-coil Armature. Ring Armature. 

obviously more convenient to unite these two commutators 
into a single one of four parts, as in Fig. 299 ; and then it 
will at once be seen that as this rotates between its pair 
of brushes one loop only will be in action at once, the other 
loop being cut out of circuit for the time being. It would 
clearly be possible to arrange any number of loops or coils 
in this way so that only that loop or coil which was passing 
through the position of maximum action should be feeding 
the brushes, all the rest being meantime open-circuited. A 
ring armature wound in sections might of course be similarly 
arranged, so that the pairs of sections have each a separate 
commutator ; and Fig. 300 (which should be compared with 
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Fig. 81, p. 88) shows such a ring, but with the two commu 
tators cut down and formed into a 4-part collector. 

It will be noticed that each coil is joined at the back to 
the one diametrically opposite to it, and that the front enda 
of the coils pass to the commutator. As a matter of fact, it 
would make no difference in either of these armatures were 
the wdres which cross at the back all united where they meet* 

It will be seen that the position of the brushes with respect 
to the position of maximum action will not be the same as in 
the case of a closed-coil winding. In a closed-coil winding the 
diameter of commutation is near the coils of minimum action* 
With open-coil armatures the current is led directly from the 
ooils of maximum activity. 




Fig. 801.— Diagram of Open-coil Armature. 

The current might be simultaneously collected from more 
than one coil at once, either (1) by making the pieces of the 
commutators overlap, or (2) by connecting to the brushes that 
touch on the line of maximum activity, another pair having 
either a forward or a backwtird lead. If we now consider 
Fig. 801 we shall see this a little more clearly. This figure 
is a diagram of such an armature, the coils or loops being 
here represented merely by wavy lines. 

The wavy line A C may represent either a pair of coile 
such as there are in Fig. 300 on the ring, or may represent 
a single loop or group of windings round a drum. There 
k a pair of commutator-plates for A C, and another at right 
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angles for B D. Coils A and C are just coming into the 
position of best action shown by the line mm^\ they are 
delivering a current to the brushes P P, and this current 
will accordingly increase a little, and then decrease again. 
Meantime coils 6 and D are idle. If the four parts of the 
compound commutator each occupy just a quarter of the 
circumference, it is clear that when A comes into action its 
plane makes an angle of 45^ with m fnlj and that just as 
it leaves contact with the brush it makes again an angle of 
45^ on the other side, being in contact with all intermediate 
positions; and so with each coil as it passes the brushes. 
There will be a momentary break of current and a spark 
as the two successive segments pass under the brush, unless 
the brush touches both at once. Remembering that Fig. 29, 
p. 38, represents the alternating electromotive-force from 
a single loop or pair of coils, and that Fig. 30, p, 88, repre- 
sents the same electromotive-force rectified by the use of a 
simple 2-part commutator, we shall be able to represent 
the effect of our new arrangement by some such diagram 
as Fig. 302. The angles marked below are reckoned from 
the neuti-al line n v!. When coil A has gone round 90° from 
this position, it is in the position of maximum induction: 
but because segment A of the commutator is itself 90** in 
breadth, the current will be collected from 45° to 135°. 
The shaded portions of the curve show the discontinuous 
effect due to the coils A and C coming into circuit during 
two quarters of the rotation. The coils B and D come in 
in the intervals as indicated by the dotted lines. The 
induced currents will therefore present an approximate con- 
tinuity depending on the arrangements of the commutator 
and the brushes. Fig. 803 represents the effect if there were 
gaps between the segments and the commutator ; and it will 
be noticed that the electromotive-forces, though all of the 
same sign, are discontinuous. If the brushes thus left contact 
with one segment of the commutator before the next come into 
contact there would inevitably be a considerable amount of 
sparking. Fig. 804 shows the result of making contact with 
one set before the other set is cut out ; the induced electro- 
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motive-force being now continuous, but with undulating 
fluctuations of strength. During the time when both sets of 
ooils are in contact with the brushes, they are, of course, in 
parallel with one another. During this stage of the action 
the resistance of the armature is half as great as when one of 
the coils is cut out; but it is necessary to cut out the idle 
coil, otherwise some of the current from the active coil would 
flow back uselessly through the idle coil that was in parallel 
with it. During the time when the two sets of coils are in 
parallel they are not equally active. The induced electro* 
motive force is increasing in one and diminishing in die 
other; there is but a moment when they are equally active 
— when they make equal angles with m m^ At all other 
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Curves iLLUSTRATma the Production op Currents by 

USING AN OfEN-COIL 4-PART ARMATURE. 

moments the higher electromotive-force of the more active 
coil tends to send a back-current through the less active coiL 
This is to a certain extent opposed to the self-induction of 
the less active coil, and if contact is broken just at the moment 
when the higher electromotive-force has reduced the current in 
the less active coil to zero, the commutation will be sparkless. 
From what has now been said, it will be clear that open- 
ooil armatures may be constructed either as rings, drums, or 
disks. They may be arranged to run either in a simple or 
in a multiple magnetic field. The principal dynamos con- 
structed upon this plan are the Brush machine and the 
Thomson-Houston machine ; but there are a few others whieb 
also come within the category of open-coil dynamos. 
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Brush's Dynamo. — One of the best known of these 
machineii is the Brush dynamo (Fig. S06). The magnet heads 
are insulated with sheets of the so-called vulcanized fibre, 
thoroughly varnished. The coi-es are, however, fii-st sui- 
rounded with a thin sheet of copper, soldered together at the 
edges so as to form a contiiuioua tube or envelope. The 
object of tliis coppei coating ia to deaden sudden vibrations of 
magnetism of the iron cores. Over the copper envelope are 
wound four or five thicknesses of very heavy paper saturated 
with shellac varnish to insulate the wire from the iron. In 
some of the Brush dynamos there is a double winding, a shunt 
or " teazer " circuit being added to maintain the magnetism 




Fio. S05.— Coke of Britsh Ring. 

of the field-magnets when the main current is opened. An 
automatic regulator, consisting of a carbon rheostat connected 
as a shunt to the magnet winding and operated by a solenoid 
in the main circuit, is applied to keeping the current constant 
(see p. 224, and Chapter XXIX.). 

The armature has, like the Pacinotti ring, projecting teeth 
between the coils, but, unlike that early form of armature, the 
Buccessive sections are not connected in a closed circuit. 

The ring is built up of a thin iron ribbon 1-5 millimetres 
thick. Fig. S05 shows its construction, though in reality 
a larger number of pieces of thinner iron than is shown are 
used. The ribbon is wound upon a circular foundation ring 
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A', projecting cross-pieces of the same thickness (marked H) 
being inserted at intervals to sepai-ate the convolutions, 
admit of ventilation, and form suitable pi-ojections between 
which to wind the coils. It is secured by well-insulated 
radial bolts. All iron parts which are to adjoin the wire of 
the " bobbins " are covered firet with a layer of strong heavy 
canvas saturated with shellac varnish, and in the case of 
the armature of the larger machines there are additional 
layei-s of tough paper saturated with shellac varnish. A sheet 
of strong cotton cloth inserted occasionally separates con* 
tiguous layers of wire from each other both in the aimature 
bobbins and in the coils of the field-magnets. All the bobbins 
are wound by hand, in the same direction, and tlie inner ends 
of diametrically opposite bobbins are soldered together, and 
carefully insulated from all other wires and adjacent metal. 
The free outer ends of each pair of bobbins are separately 
earned through a boring in the shaft, and connected to dia- 
metrically opposite segments of the commutator. 

For each pair of coils there is a separate commutator. 
In the No. 8 L size of machine, which is depicted in Fig. 806 
there are 12 coils on the armature, six commutators grouped 
in three pairs, and three sets of brushes. This size is com- 
monly known as a " 60-light " machine. Its electromotive- 
force at a speed of 800 revolutions per minute is 3000 volts. 

In considering the method in which the coils are joined up 
to the commutator, we will take the case of an 8-coil 
armature vath the commutators grouped in two pairs ; it will 
then be easy to extend the method to the case of a twelve- 
Goil machine. 

Continuity is obtained in the currents by making the two 
paiis of the commutator of each pair of coils overlap those of 
the commutator belonging to the pair of coils that is at right 
angles, one pair of brushes resting on both commutators. 
Fig. 307 is a diagram illustrating this device. Each pair of 
segments overlap the other to the extent of 45°. Each of the 
two pairs of coils is thus cut out twice during a revolution ; 
it is twice in circuit alone, as when the brushes are at A A', 
and four times in circuit along with the pair that are at 
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right angles, when the brushes are at B B'. Fig. 808 shows iq 
perspective the commutator of an $-coil Brush annatun). 
There are really four commu- 
tators here, corresponding to the 
four pairs of coils, grouped in 
pairs ; one pair of commutatora 
being se t one-eighth of a rotation 
1 (45°) in advance of the other. 
I It will be seen from this figure 
f that while the brushes A A' 
(shown in dotted lines) are re- 
ceiving current from one pair of 
coils only, the brushes B B' are 
at the same instant receiving 
the current from two pairt of 
coils which are joined in parallel 
with one another in consequence 
of both of their commutatoiB 
touching the same pair of brushes. Tlie arrangement may 
be still further studied by the aid of Fig. 809, which also 




/ 

Pig. 808.— BROse Comhctatok por AaKATDKK woma> with 
Four Paiks op Con;s. 

illustrates the way of connecting the brushes with the circuit. 
In this figure the eight coils are numbered as four paiis, and 
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each pair has its own commutator, to which pass the outer 
ends of the wire of each coil, the inner ends of the two coils 
being united aci-oss to each other (not shown in the diagram). 
In the actual machine, each pair of coils, as it passes through 
the position of least action (i. e, a position somewhat past 
the vertical dotted line midway between the poles (Fig, 309), 
and when the number of magnetic lines passing through it ia 
a fltcmmum, and tlie rate of change of these magnetic lines 
ft minimum) is cut out of connection. This is accomplished 
by causing the two halves of the commutator to be separated 
from one another by about one-eighth of the circumference at 
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each aide. In the figure it will be seen that the coils marked 
1, 1, are " cut out." Neither of the two halves of the com- 
mutator touches the brushes. In this position, however, the 
coils S, 8, at right angles to 1, 1, are in the position of best 
action, and the current powerfully induced in them flows out 
of the brush marked A (which is, therefore, the negative 
brush) into that marked A'. This brush is connectedacross to 
the brush marked B, where the current re-enters the armature. 
Now, the coils 2, 2 have just left the position of best action, . 
and the coils 4, 4 are beginning to approach that position* 
In both these pairs of coils, therefore, there will be a rather 
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weaker electromotiye-force. The current on passing into B 
splits, part going through coils 2, 2, and part through 4, 4, and 
reuniting at the brush B^ whence the cun-ent flows round the 
coils of the field-magnets to excite them, and then round 
the external circuit, and back to the brush A. 

Thus the coils in which there is a maximum electro- 
motive-force are joined in series with coils in which the 
electromotive-force is weaker, though by a method different 
from that employed in a closed winding armature. As the 
Armature rotates, coils 4, 4 come to the position of maximum 
'Clectromotive-force, and they are then in series with coils 1, 1 
and 3, 8, so that the electromotive-force of the machine varies 
very little with the change of the position of the coils. In 
some machines it is arranged that the current shall go round 
the field-magnets, after leaving brush A', and before entering 
brush B. 

The following table summarizes the successive order of 
connections during a half-revolution : — 

JFirst position, (Coils i, i cut out.) 



A - 3 - A' ; B*<f y>B*'; Field magnets,-^ExteniaI circuit^ 



Second position.-^ (Coils 2, 2 cut out.) 

' /'K . . - ^- ^~ 

,A C > A' ; B — 4 - B' ; Field magnets- External circuit,- A^ 

JTktrd positions (Coils 3, 3 cut out)j 

 ^ /^\ .^ -_ 

A,-4,-A^;^B^ yB^; Field magnets -Exterrial_circult-A^ 

jF'durth past/iaH^f^(Coils 4r4^cut out.) 

A\ x^'» ^"2— B'; Field magnets — External circuit — A. 

By rocking the brushes by means of the appliance pro- 
vided for that purpose (see Fig. 306), a point can be found at 
which the sparking is reduced to a minimum (see p. 450). 

From the foregoing considerations, it will be clear that the 
four pairs of coils in the Brush machine really constitute four 
separate machines, each delivering alternate currents to a 
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commutator, which commutes them to iotermitteQt nnidiiet^ 
tional ourrente la the bnuties ; and that these independent 
machines are ingenioiulj united in pairs by the device tA 
letting one pair of bmahes press against the commntatats of 
two pairs of coils. Farther, that these paired machinee ue 
then connected in series, by brining a connection round from 
brush A' to brush B. 

In the 12-coil machine (Fig. 806) there are three pairs of 
commutators, the segments of each pair are joined to four 
coils at right angles to each other, and the pairs are mounted 
on the shaft so that the first pair joined to coils 1, 4, 7 and 10 
having a lead of 80° in advance of t^e second pair jointed to 
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coils 2, 5, 8 and 11, and the thii-d pair joined to coils 8, 6, 
9 and 12 have a lag of 30° behind the second pair. The way 
the brushes are connected up iu series is shown in Fig. 310. 
Multipolar Brush machines are now made to be driven 
direct from the engine shaft. At the station of tiie Mutual 
Electric Light and Power Co., Chicago, there are three 
machines driven direct by Willans engines at 500 revolutions 
per minute. Each machine is capable of lighting 125 aro 
lamps in series. The automatic regulator regulates so closely 
Hiat any number of these lamps may be thrown off and on 
with impunity. The armature of these machines is 89 inchoi 
in diameter and has 21 coils, that is six sets of four coils eaolu 
All the coils in any one set are in the same position relatively 
to the four poles, and are joined in series just aa two coils an 
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joined in series in a 2-pole machine. The connections to 
the commutators are on exactly the same principle as in the 
case of the 12-coil armature considered above, with this modi- 
fication, that a difference of position of 45'' on the armature 
corresponds to a difference of 90° in the 2-pole machine. 
Each of the three portions of the commutator, therefore, 
consists of eight sections, instead of four sections ; the sections 
that are diametrically opposite being interconnected. 

Some elaborate tests on Brush dynamos, willi two different 
patterns of armature, were made^ in 1889 by Mr. Murray of 
Melbourne. These showed commercial efficiencies of about 
69-8 per cent, in machines with core-plates 0-05 inches thick 
and of about 78 per cent, in those with core-plates 0-022 inch 
thick. The value of B attained were about 4800 in field- 
magnet cores and 27,000 in the armature cores. The fluctua- 
tions of the current were about 1*5 per cent. 

For further tests see Thurston in Journal of Franklin Institute^ 
Sept. 1886. Consult also a small volume, ** Electrical Engineers* 
and Students' Chart and Handbook of the Brush Arc Light 
System," by H. C. Reagan, jun. (New York, 1895). 

Thomson-Houston Dynamo, — This machine, which is 
equally remarkable, was designed by Professor Elihu 
Thomson of Lynn and Edwin J. Houston of Philadelphia. 
It is unique in having a spherical armature with a 8-part 
commutator revolving between the cup-shaped poles of an 
introverted field-magnet. As will be seen from Fig. 311, the 
field-magnet core consists of two flanged iron tubes furnished 
at their inner ends with hollow cups cast in one with the 
tubes, and accurately turned to receive the armature. Upon 
the tubes are wound the coils C C, and afterwards the two 
paits are united by means of a number of wrought-iron bars b 6, 
which constitute the yoke of the magnet and at the same 
time protect the coils. The magnets are carried on a frame- 
work, which also supports the bearings for the armature shaft 
X. The original form of the armature, shown in Fig. 811, had 
a very remarkable winding. There were but three coils. The 

^Journal Inst. Electrical Engineers, xvii. 710, Nov. 1889. 
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inner ends of these were united together and not connected to 
any other conductor. The three wires were then wound onr 
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ftn iron shell in three sets of windings making 120° with one 
another, and arranged to be at equal average distances from 
the core, while their oyeiiapping made the external fonn 
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. nearly spherical. The new ring armature. Pig. 812, has sir 
groups of coils arranged in three pairs. The three pairs axe 
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themaelvds connected staivwise, having a common junction 
for three of their ends, the three other ends of the wires being 
brought down througli the hollow shaft, and joined to the three 
segments of the commutator. The coils are replaceable singly. 
When this armature is rotated within the cavity between 
the cup-shaped poles alternate currents are generated in each 
coil in turn, and it now remains to consider how these alternate 
inductions are rectified and combined by the commutator. 
In the diagrams which follow, the rotation is represented as 
left-handed, as viewed from the commutator-end of the shaft, 
as it is in practice. Fig. 313 represents the arrangement in 
diagram. The three coils represented diagrammatically by 




Fig. 818.— Commutator and dBcurr op Thomson-Houston Dynamo. 

the three lines ABC, are united at their inner extremities, 
each outer end being led to one segment of a 3-part com- 
mutator. There are two positive brushes P and F, and two 
negative brushes P' and F'. The current delivered to P and 
F first flows round one of the field-magnets, thence goes to 
the outer circuit of lamps, returning through the other field- 
magnet to P' and F'. Tlie reader should compare this diagram 
with Fig. 309, and note that in that figure the neutral line 
divides the armature obliquely into two halves, the induced 
currents flowing outwardly from centre to commutator in all 
coils that are rising through the right-hand half of this obliquely 
divided circle ; and inwardly from commutator to centre in all 
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coils descending through the left-hand half of the rotatioii* 
Accordingly, in Fig. 818, in which the neutral line is at light 
angles to mm\ there will be an outward current in A and 
an inward one in C ; B being for the moment cut out of 
circuit as it passes through the neutral position. Continuity 
is obtained by the device mentioned on p. 448, of having the 
second pair of brushes F F' following the pair P P', In this 
position of the armature A and C make about equal angles 
with the line of maximum action rh m\ hence the two electro- 
motive forces ia these coils are for the moment about equals 
but that in A is increasing, that in C decreasing. As these 
coils are now in series, their separate electromotive-forces are 
of course added together. A moment later A will be in the 
position of maximum induction ; C will be rapidly approach* 
ing the neutral position and B will again begin to have 
electromotive-force induced in it. B and C will for the 
moment be in parallel with one another and in series with A. 
Then C comes to the neutral position and is cut out of cir- 
cuit, while A and B are in series, and so forth. 

If the width of the gaps between the segments of the 
commutator be equal to the width between the adjacent 
brushes, each coil will be out of circuit whenever it is more 
than 60^ from the position of maximum action, and the time 
during which any two coils are 
in parallel will be practically nil. 
But if the brushes F F' follow 
at a considerable angle — about 
60^ in practice — behind the 
brushes P P', there will be con- 
siderable duration of the stage 
during which two coils are in 
parallel. 

The regulation of this ma- 
chine to maintain a constant 
cnrrentisaccomplishedbyanau- ^lo. 81^-^«rc.TATiNa 

tomatic shifting of the brushes. 

The actual method now used is termed "backward" regu- 
lation. The pair of "following" brushes FF' is shifted 
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backwards to ff as shown in Fig. 314, wliilst at the same 
time the leading brushes P P' are shifted forward through an 
angle one-third as great towards jo jo'. If, as stated above, the 
brushes are 60° aj^art under normal conditions, there will be 
exactly 120° on either side between the positive brushes P F 
and the negative brushes P' F' ; and as 120° is the exact length 
of each segment of the commutator, no coil will be cut out, 
and pamllelism will subsist between two coils through angles 
of 60° : that is to say, there will always be two of the three 
coils in parallel with one another and in series with the third 
coil. The six stages of change will be : — ' 
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Now suppose the current to become too strong owing to 
reduction of number of lamps in circuit, the "following** 
brushes are made to recede. This will shorten the time during 
which any single coil in passing through the maximum position 
is throwing its whole electromotive-force into the circuit, and 
will hasten the moment when it is put in parallel with a 
comparatively idle coil. During such movements of regula- 
tion the whole machine is momentarily short-circuited six 
times during each revolution by F receding so far towards 
P', and F' receding so far towards P, as that both touch the 
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same segment of the commutator at one instant. The action 
is assisted by the slight advance of P and P', but the main 
object of this advance is to lessen the sparking. If the cur* 
rent is too weak, then the pairs of brushes must be made to 
close up, thereby reducing the time during which the most 
active coils are in parallel with those that are less active. 

ReguIcUing Gear, — ^This motion of advance and retreat Is aocomplished 
by the simple link-gear not shown in any of the figures. The automatio 
movement is imparted by the regulating electromagnet B (Fig. 81Cf)» 
whose pole, of paraboloidal form, attracts its armature according to the 
ouirent flowing round it, and raises the arm A. The cirouits whiob 
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operate this mechanism are also shown. Normally the electromagnet 
B is short-circuited through a bye-pass circuit, and only acts when this 
circuit is opened. At some convenient point of the main circuit two 
solenoids are introduced, their cores being supported by a spring ; and 
the yoke of the cores operates the contact lever S. If the current be- 
comes too strong this contact is opened, and the regulating magnet B 
raises the arm A. During running the lever S is continually vibratin|f 
up and down, and so altering the brushes to the reqturements of the 
circuit. A carbon shunt of high resistance r is added to minimize the 
destructive spark at S. It might be expected that with only three parts 
to the commutator, the sparks occurring as the segments pass under the 
brushes would speedily destroy the surface. This difficulty has been met 
by Prof. Thomson in the boldest manner. By means of a small me- 
chanical blower, fixed upon the shaft behind the commutator, intermit- 
tent blasts of air are blown exactly at the right moment so as virtually to 
blow out the spark. The three segments of the commutator are separated 
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by giqis ; and in front of each of the leading bniahes there projects a 
noEzle which discharges a blast, alternately, three timesfn each revolution. 

Aivai^JUige% of OpenrcaU Dynamou. — The two great typical 
open coil dynamoa — those of Brash and of Thomson-Houston 
— appear to have certain qualities which render them specially 
applicable as constant-current dynamos for series arc-lighting. 
A considerable proportion of all the arc-lights in the world 
are run by one or other of these machines. It would seem 
that the closed-coil dynamos, whether of the ring or of the 
drum type, are not so well adapted for furnishing the very 
high electromotive-forces needed for this work. The commu- 
tator, with its many parallel bars insulated with mica (which 
is the indispensable adjunct of the closed-coil armature), 
rapidly deteriorates when exposed to the inevitable sparking 
and wide alterations of lead which are inseparable from the 
constant-current method of working. For this method of 
distribution of electric energy, nothing will stand wear and 
tear so well as the simple air-insulated commutators described 
in this chapter. As a partial set-off against these advantages 
may be reckoned the somewhat lower plant efficiency of open* 
coil machines. The fluctuations in the current in well- 
designed machines are practically negligible. Mr. Mordey 
passed the cu iTent from a Brush machine through the secondary 
coil of a transformer, and found that no measurable difference 
of potential was produced at the terminals of the primary. 

Some tests of a closed-coil arc dynamo have been published 
by Owen and Skinner in the * Proceedings of the American 
Inst. Electrical Engineers * for 1893. 

i A special study of tlie curves of induction in the armature 
of a Thomson-Houston arc-light machine has been made ^ by 
Mr. Milton E. Thompson, who found the total current at full 

* load to fluctuate between five and eight amperes, six times in 
each revolution, the mean current being 6*8. The fluctua- 
tions of electromotive-force in each individual coil were very 
remarkable; the curves being singularly irregular, falling to 
near zero twelve times in each revolution. 

1 Electrical World, xtU. 862, 1891, and ElectHcal Review, xzvilL pi. 778, 
1891. 
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Other Akc-Light Machines. 

Bradley^n Dynamo. — Mr. C. S. Bradley has constructed a 
dynamo with a closed ring armature, in which the difSculty 
of commuting at high pressure is reduced by having four 
distinct commutators, the brushes of which are joined in 
series. A machine of somewhat similar type, designed by 
M. Hurmuzescu for testing purposes, is described in the next 
chapter. 

Sperry*9 Dynamo. — An arc-light dynamo with a Gramme 
armature is that of Speriy, the distinguishing feature of 
which is the use of internal as well as external pole-pieces. 
It was illustrated in the previous edition of this book. 

Wood's Dynamo. — This is also a modified Gramme 
machine.^ To obviate sparking, there is an auxiliary brush 
placed 5 to 10 sections ahead of the collecting brush ; and the 
voltage is vaiied by a device which shifts the brushes forward. 
The width between the auxiliary brush and that behind it 
is varied, being narrow where commutation has to occur in 
strong fields, and wide for weak fields, thus securing sparkless 
reversal in either case. One of the largest arc-lighting stations 
in the world, that at St. Louis, Missouri, is supplied with 53 
of these dyuamas, each capable of feeding 60 arc lamps. 

Phoenix Arc Dynamo. — Mr. W. B. Esson designed arc- 
light dynamos* for Messrs. Paterson and Cooper, using 
Gramme ring armatures ; and found no difficulty in construct- 
ing them from 800 up to 1500 volts. To promote sparkless 
collection in all positions of the brushes, the field in the gap 
space must be very constant. Hence in such machines the 
magnets are made with a less quantity of iron carried to a 
higher degree of saturation. 

Statter'n Dynamo. — Another example of a constant-current 
dynamo, with an automatic regulator to shift the brushes, is 
afforded by Statter*s machine, in which, by a careful shaping 

1 Sec Electrical World, xil. April 2.S. 1887, and xlv. 54 and 260, 1889; 
also XTii. 4. 1801. 
* Journal Inst. Mectrical Engineers, xix. 161, 1890. 
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of the pole-faces, a disposition of the magnetic field is ob- 
tained which permits the machine to run sparklessly. 

Many other makers, Mr. Crompton, Messrs. Mather and 
Platt^ Messrs. Siemens Bros., Messrs. J. H. Holmes & Co., 
make good arc-light machines, with the general features of 
closed-coil armatures, commutators having many parts, and 
magnet-cores well saturated. 

F. B. Crocker ^ has pointed out that it is desirable to use 
carbon brushes with high-voltage closed-coil dynamos, as 
copper wears off on the mica insulation, causing a thin film 
of copper which promotes sparking. 

He has constructed a 6 hoi-se-power continuous-current 
dynamo having 108 parts in the commutator, capable of 
yielding 11,000 volts. 

Drooping Characteristics. — A method which, though not 
in itself securing constancy of current, is much followed in the 
construction of arc-lighting dynamos, should here be ex- 
plained. Attention was drawn on p. 205 to the drooping 
form of the characteristics of certain series-wound machines. 
It is obvious that if this effect is sufficiently exaggerated, the 
drooping portion of the characteristic will correspond to the 
case of an approximately constant current. The drooping 
characteristic is important (see p. 228) in promoting the 
steady working of arc lamps in the circuit. 

The causes that tend to cause the characteristic of the 
series dynamo to turn down after reaching a maximum 
"height are : (1) the demagnetizing effect of the armature 
current when there is a positive lead at the brushes ; (2) the 
saturating of the iron of the armature core and that of the 
field-magnets; (3) the leakage of magnetic line^ from the 
field-magnet ; (4) the peculiar commuting arrangements in 
certain machines — for example, the open-coil dynamos men- 
tioned previously — which make their effective electromotive- 
force vary greatly with the position given to the brushes ; 
(5) high internal resistance, and self-induction. As the 
demagnetizing effect of the armature curi^ent is nearly pi-o- 
portional to the current and to the angle of lead, and as the 
^ AddraBS before Electrical Congress, Chicago, Aug. 24, 1893. 
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angle of lead is itself nearly proportional to the armature 
current, it follows that the whole demagnetizing effect is 
nearly proportional to the square of the armature current. In 
Fig. 816, let the curve E^ represent the electromotive^force (at 
a given speed) when the field-magnets are separately excited, 
the armature circuit being left open ; this includes the effect 
of (2) and partially (8) above. 
On the same diagram a curve 
having ordinates proportional to 
C|, and of such a magnitude as 
to represent the demagnetizing 
action of the armature current, 
may be plotted. Deducting the 
ordinates of this curve from 
those of curve Ej^ we get curve 
E 29 the drooping characteristic. 
The trouble with all machines of 
this class is the sparking at the 
brushes consequent on the varia- 
bility of the angle of lead. 

The effect of a drooping characteristic can to some extent 
be obtained by inserting in the external circuit a resistance 
of from 1 to 2 ohms. And this is preferable to having an 
internal . resistance that would add to the heating of the 
armature, fiut such auxiliaiy resistance should be coiled on 
an iron core, since self-induction here is of value in steadying 
the current. 

C(mstar\tr(hirTent Regulator %. — A number of devices 
applicable to aro-light dynamos are described in Chapter 
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CHAPTER XIX. 

HISCELLAKEOTJS DYNAMOS. 

In this chapter are included Dynamos for Electrometal* 
lurgy, Homopolar Dynamos, Disk-Dynamos, and other misf- 
cellaneous forms. 

Dynamos for Electroplating and Electro- 
metallurgy. 

Special forms of continuous-current dynamos are needed 
for the work of electroplating, electrotyping, and the electro* 
lytic treatment of ores and purification of metals. In general, 
low electromotive-forces and very large currents are requisite, 
for the quantity of metal deposited in the bath depends upon 
the quantity of amperes of current only, and not on the 
number of volts of electromotive force. And though a few 
volts are necessary to drive the requisite current tlirough the 
resistance of the circuit, the number is in every case small. 
To decompose water electrolytically requires less than two 
volts. To deposit metal in a bath in which the anode is of 
the same metal as the deposit requires usually a very small 
electromotive-force.. In general, if too great an electro 
motive-force is employed, or if the density of current (i. e.the 
number of amperes per unit of area of kathode surface) is 
permitted, the metallic deposits will be ''aneven or pulverulent. 
All these circumstances point to the construction of dynamos 
having at most but four or- five volts of electromotive-force, 
but so designed as to have an exceedingly low internal 
resistance. If, however, as in some processes where equal 
currents are wanted in a number of tanks, the tanks are 
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placed in series, the voltage needed will be greater in pro- 
portion to the number of cells. For example in Castner's 
process for making caustic soda by electrolyzing coQinion salt 
solution, each tank needs 2*8 volts, so twenty tanks in series 
will need 46 volts. 

The first application of a dynamo to the purpose of electro- 
plating is due to Mr. J. S. Woolrich, who in 1842 patented 
this use of a magneto-electric machine. Wilde, however, was 
the first to construct machines really fitted for the purpose, 
when he invented the principle of using a large dynamo, the 
field-magnets of which were separately excited by the currents 
of a smaller magneto machine. His first machines, which 
were used for many years by Messrs. Elkington, had small 
exciters of the old Siemens type (Fig. 23), mounted upon 
electromagnets of the form shown in Fig. 100, No. 1. Both 
armatures were of the old shuttle-form, introduced by Siemens, 
and the larger one required to be kept cool by streams of 
water. About the year 1867 Wilde inti*oduced a multipolar 
machine with a redressing commutator. Weston introduced 
a small machine for nickel-plating which had steel cores to 
the magnets but with main-circuit coils upon them, and an 
automatic cut-off to break the current, to prevent the mag* 
netism from reversing by a back-current from the bath. 
The commutator merely rectified the currents (p. 88) without 
rendering them continuous. This is a bad feature ; the fluc- 
tuations of the current ought to be reduced to a minimum 
by employing a many-part' armature with 'a proper collector* 
Elmore built large dynamos, for copper refining, with eighteen 
electromagnets in each crown, yielding ' a current of 8000 
amperes at a potential of seven to eight volts. Such a machine 
would deposit over 26 lbs. of copper per hour. The field- 
mf^netcoils were unfortunately in series with the main circuit. 
All electroplating dynamos should be shunt-wound or they 
are liable to reverse their polarity. Gramme in 1878 built 
•pecial forms of very low resistance with strip-wound anna* 
tures having a commutator at each end, and giving 1500 am- 
peres at 8 volts. Siemens and Halske also were early in the 
field with machines having bar armatures, which they em- 
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ployed at their electrolytic works at Oker.^ Brush also con* 
structed large machines of low resistance for electroplating 
puiposes. These machines had coarse wire coils connected 
in series, and a shunt, or so-called " teazer " coil, of finer wire 
to maintain the magnetism when the main circuit was opened ; 
thus enabling the machine to do either a large or a small 
amount of work without fear of reversing the cuiTent. The 
voltage of this machine varied only from 8-3 to 4*1 volts, 
whilst the current varied from 300 amperes to zero. 

Other dynamos have been designed for electroplating 
and electro-metallurgical work by nearly all the important 
manufacturers. 

An Elwell-Parker depositing dynamo' gave 1500 amperes at 50 
volts at 450 revolutions per minute; a 4-pole shunt- wound drum 
machine, with 80 stranded conductors, each of 0*2 square inch se&i 
tion, on the drum, and a 40-part commutator. Armature is 20 
inches long and 22 inches diameter, with an unusually long com- 
mutator. Four sets of brushes, five in each set. Length of active 
conductor 1600 inches. At peripheral speed of 2500 feet per minute 
generates 1 volt for each 8 inches of conductor. 

A 60 kilowatt dynamo, by Paterson and Cooper," for producing 
bleaching liquor electroly tically, gives 1200 amperes at 42 volts. 

Another 50 kilowatt dynamo, designed by Hopkinson * for copper 
refining, gives 1000 amperes at 50 volts, at 400 revolutions per 
minute; resistance of armature 0*0016 ohm; conmdercial efficiency 
98 per cent. ; total weight 5i tons. 

A plating dynamo by Stafford and Eaves • has solid and simple 
magnetic circuit with one exciting coil and a ring armature with 
only eighteen sections, giving 150 amperes at 6 volts at 640 revolu- 
tions per minute. 

In dynamos for such purposes the requirement of large 
onrrent and very low voltage introduces difficulties into the 
design, for the voltage cannot be obtained low enough without 
having either very few convolutions on the armature, or else 
% weak field-magnet, or else a very slow-speed machinot 

* 8m ElfiktToUchnUcht Zeitschrift^ il. 54. 

• MUectrician, xxi. 183, 1888. • IWA, p. 181. 

« iMd., xvU. 62, 1886. • iMd., zvlU; 506, 1887* 
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Slow-speed mftcliines are always costly in proportion to 
their output. Machines with weak oi^nets give trouble 
with sparking. Machines with few massiTs conductors and 
few parts in commutator give trouble in sparking, and are 
' liahle to heat fi-om local eddy-cuiTents. A stranded con- 
ductor should be used, or several independent windings (see 
pp. 272 and 406), all put in parallel by brushes of special, 
thickness. 

Sayers has proposed an ingenious device to enable cuiTcnts 
to be taken from a machine at various voltages. The pole 
surfaces are subdivided by deep nicks as in Fig. 317, thus 
providing several neutral points on the commutator at 
which brushes may be placed 
without sparking. Thus, 
for example, whilst the 
potential between the two 
main brushes may be 10 
volts, an intermediate brush 
may be employed to divide 
this into 7^ volts for nickeling 
and 2^ volts for silver-plating. 

Messrs. Crompton & Co. 
have devised a method of 
dividing the main leads be> 
tween two pairs of brushes 

touching adjacent bars of the commutator, and are thereby 
enabled to construct their plating machines with fewer parts 
in the armature. The divided leads fro.n the dynamo to the 
plating tanks cost no more than a single undivided lead 
would do, but they interpose a comparatively lai^e resistance 
in the path of the local current from the shortKiircuited 
section. 

For the special purpose of the aluminium industry several 
types of machines have been developed. Messi-s, Crompton 
& Co. built a very laige 2-poIe drum machine,^ capable of 
affording 5000 amperes at 60 volts. Mr, C. E. L. Brown' 

' EleetHiHan, xxl. 690, 1888 ; also Za Xumftre Mectrtque, xxi. 207, 
1888. 

■OS, 1888; Electrteian, zxL 727, 1888. 
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designed for the Oerlikon Works some &-pole machines for 
6000 amperes at 20 volts at 180 revolutions per minute. The 
armatures have each two separate windings with a commu« 
tator at each end, and at each commutator 36 brushes* 
arranged in six sets of six each. The field-magnet is like 
Fig. 108, but with six poles, and cast in one piece. The 
armature is 38 inches in diameter and 24 inches long. The 
windings were at first embedded in holes in the core-disks ; 
but as troubles arose about insulation, the core-disks were 
turned down and the armature re-wound with external con- 
ductors. Although there are as many brush-sets as poles, 
rendering cross-connection of the windings not absolutely 
necessary, yet such cross-connections are added to ensure 
equalization of the currents, equipotential segments of the 
commutator being internally cross-connected by rings with 
three projecting lugs. Mr. Brown has also made some 8-pole 
machines for an output of 14,000 amperes at 30 volts. The 
8-pole and 24-pole generators of the Oerliken Company are 
described on p. 412 above. 

Some statistics relating to electro-metallurgy will be found 
in Appendix fi. 



Dynamos fob Accumulator-charging. 

In central-station work where batteries of accumulators 
are used, the usual practice is to employ shunt dynamos 
capable of giving 25 or 30 per cent, higher electromotive- 
force than that at which the battery is to discharge ; and 
their circuits are usually arranged so that the mains can be 
supplied, according to demand, either from the dynamos and 
accumulators together in parallel at the time of maximum 
load or from either separately. 

Whenever dynamos are wanted for the sole purpose of 
charging accumulators, it is better to design them specially 
80 that their magnets are not too highly saturated under 
working conditions. For then, during charging, when the 
counter electromotive -force of the cells gradually rises, the 
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voltage of the dynamo also lises automatically, instead of 
remaining nearly constant as it would do if the magnetism 
were incapable of further rise. The result is that the charge 
ing current remains more nearly constant without interven- 
tion of an attendant. 



Extra-High PsssstrBB Dynamos. 

For transmission of power to long distances by continuous 
currents, and for laboratory purposes, dynamos are occasionally 
required giving extra-high pressure. Croker ^ has constructed 
a machine yielding 0-3 of an ampere at 11,000 volts, the com- 
mutator consisting of 108 parts. He recommends carbon 
brushes for such machines, in order to minimize the sparking. 
Under the direction of M. Hurmuzescu, a continuous current 
dynamo^ of exceptionally high voltage has been built for the 
physical laboratory of La Sorbonne, by La Soci^t^ Call, to 
whose chief, M. Helmer, the details of the design are due« 
The normal output of the machine is 2 amperes at a pressure 
of 3000 volts, but it has yielded a pressure of 4000 volts with 
ease. A longitudinal section of half of the machine is shown 
in Fig. 318, thei*e being altogether four armatures on the 
same shaft. Fig. 319 gives two different cross sections. The 
shape of the field-magnets being sufficiently indicated in the 
drawings, needs no description. The special advantage of 
this type of field-magnet is, that a perfectly symmetrical field 
m obtained without the additional cost of copper that i» 
incident to a double magnetic circuit. There are foul 
armatures of the- ring type mounted on the same shaft, each 
giving a pressure of 750 volts at a speed of 1500 revolutions 
per minute. The winding consists of 160 sections of 66 turns 
per section, so there are 10,560 wires on the periphery. Each 
commutator is 20 cms. in diameter, and consists of 160 seg- 
ments, there being a maximum of 10 volts between any two 
segments. The resistance of armature is 128 ohms. 

> Address before the Electrical Congress, Chicago, August 24, 1898, 
Kleetrieal World, xxii. 201. 

« VIndu8trie Electrique, July 10, 1896, p. 290. 
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HoMOPOLAR (" Unipolar ") DYNi^os. 

In those cases where the motion is such that the conductor 
moves continuously past poles of one kind only, the inductive 
operation is said to be homopolar ; in cases where it passes 
from being opposite a N-pole to being opposite a S-pole, the 
operation is said to be heteropolar. Heteropolar operations 
obviously generate alternate currents, unless a commutator 
is added. Homopolar operations give rise to a continuous 
induction of electromotive-force if the field is also continuous, 
the rotation of the conductor effecting a continuous cutting 
of the magnetic lines without any reversal in direction ; but 
in such cases, sliding connections are necessary to collect the 
current. Machines giving currents by continuous homopolar 
induction were formerly known ^ as " unipolar " machines. 
If the homopolar operation is arbitrarily rendered discon** 
tinuous, as in Mordey's alternator and in some of the 
"inductor" alternators, by dividing up the pole-face into 
separate projections, and the conductor is wound alternately 
backwards and forwards across the field, the result will be 
an alternating induction. 

The earliest machine which has any right to be called a 
dynamo (Fig. 1, p. 5), namely, the rotating copper disk of 
Faraday, was, in fact, of the homopolar class. So were his 
other machines with sliding connections ; for example, the 
copper cylinder rotating over the pole of a magnet (Fig. 8, 
p. 6). Plucker^ devised another form, with a horizontally rotat- 
ing magnet, having sliding contacts at the middle and at either 
end. In 1862 Mr. S. A. Varley had a homopolar apparatus with 
an iron magnet rotating in a vertical frame having a mercurial 
connectioil at the middle-point About 1878 Dr. Werner 
Siemens ' designed a homopolar machine in which there were 
two cylinders of copper, both slit longitudinally to obviate 

1 This sounds like a lucu» a non lucendo, for the magnet has two poles. But 
the name is derived from the term *^ unipolar induction/' which continental 
electricians, following Prof. Wilh. Weber, give to the induction of currents 
by the process of *' continuous cutting,** which we are now dealing with. 

• Pogg. Ann, Ixxxvii. 352, 1852. 

* ElektrotechnUche Zeitschrift, U. 04, 1881. 
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eddy-currents, each of which rotated around one pole of a 
(J-shaped electromagnet. A second electromagnet was placed 
between the rotating cylinders, with protruding pole-pieces of 
arching form which embraced the cylinders above and below. 
Each cylinder, therefore, rotated between an internal and an 
external pole of opposite polarity, and consequently cut the 
lines of force continuously by sliding upon the internal pole. 
The currents from this machine are very great, but of only a 
few volts of electromotive-force. To keep down the resistance, 
many collecting brushes press on the cylinders at each end. 
This dynamo was used at Oker for depositing copper. Much 
attention has been paid in recent yeai's to machines of this 
type, and the author himself designed one in which two 
Faraday disks, coupled at their peripheries outside an internal 
stationary pole-piece, rotate in a symmetrically uniform field. 
Mr. Willoughby Smith showed that if an iron disk be used 
instead of a copper disk a much more powerful effect is 
obtained. Prof. George Forbes has constructed several 
machines of this class. Originally he began by employing an 
iron disk which rotated between two checks of opposite 
polarity, the current being drawn from its periphery. He 
then doubled the parts. The next stage was to unite the two 
disks into one common cylinder, rotating within an entirely 
self-contained iron-clad field-magnet. For this reason the 
inventor prefers to call this type of dynamo " non-polar.** A 
rubbing contact — for which purpose Prof. Forbes at one time 
used carbon brushes, and at another a number of springy 
strips of metal foil — is maintained at the two extremities of 
the periphery. One of tlie earlier forms of machine, with a 
single disk 18 inches in diameter, was stated to give 3117 
amperes at a potential of 5*8 volts when running at 1500 re- 
volutions per minute. One of the later machines, in which 
the armature is a cylinder of iron 9 inches in diameter, 8 
inches long, is designed to give a current of 10,000 amperes 
at 1 volt, at 1000 revolutions per minute. In designing such 
machines it is convenient to remember that the voltage may 
be expressed in the formula 
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vfaere v is the linear velocity of the moving conductoc (cms. 
per sec.), I its lenj^h (cms.) at right angles to the diiectioa of 
motion, and B the flux-density of the field. For example* 
a cylinder of copper, 20 cms. broad, revolving in a field of 
10,000 lines per cm., at a linear speed of 4000 cms. per second 
will induce 8 volts. The electromotive-force of such machines 
increases as the square of the linear dimensions. Other types 



Fio. S30.— Brown's Hokofouib DvHAjia 

have been designed by E. Ferraris, E. L. Voice, Delafield, 
Hummel and othei-s, including Atkinson,^ whose machine is 
self-exciting. All the important forms prior to 1885 are 
described and discussed by Uppenbom in the QetdralhlaUfilir 
Elektroteehnik of that year, p. 324. 

The theory of the homopolar disk-dynamo has been given 

1 La Lumlire Mectrique, ixxt. 657, 1800. 
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by Lord Kelvin,^ who has shown that such a machine is not 
self-exciting except above a certain critical speed, dependent 
on the resistance of the circuit. 

Two difficulties seem to beset this type of machine, namely, 
the inherent trouble of peripheral collection of large currents, 
and the very considerable armature reactions which accom- 
pany these large currents, causing great fall in the voltage ^ as 
the current increases. The latter can only be obviated by the 
same expedients as hold good in all other types of dynamo, 
namely, to make the field-magnets relatively powerful and to 
counterbalance the reactions by compounding or overcom« 
pounding the machine by the use of series windings. 

Mr. C. E. L. Brown has communicated to the author some 
results and drawings of a unipolar machine, Fig. 320, built 
at the Oerlikon Works, with a cylinder of copper rotating 
between the lips of an iron-clad electromagnet of cast iron. 
This machine at 1200 revolutions per minute worked at 10 
volts and showed hardly any perceptible drop in voltage 
when 8000 amperes were taken from it. This is the first 
really practical homopolar machine. Since this was built a 
closely kindred form has been designed by M. Thury. 

Much interest has been shown in recent years in the homo- 
polar type of machine, the theory of which is still to some 
extent obscure. It will be sufficient to refer to the writings 
of Tolver Preston,' Hering,* Arnold,^ Hoppe,® Weber,^ and 
Lecher.8 

Disk-Dynamos. 

In the dynamos of this class the coils are carried round 
to different parts of a magnetic field, such that either the 
intensity differs in different regions, or more generally the 

^ On a unifonn electric current accumulator (PAit. ifoi;., January 1868 1 
jmd Be^print qf Papers^ p. 325). 

3 See some figures given by Hummel in vol. il* p. 10 of lUttler's Handhuck 
der Elektrotechnik. 

• Phil. Mag., February 1885, March 1885, and February 1801. 

^ Elee. World, zxiii. 53, 1894. * Elektrotechnische ZeiUchrifL MMcb T. 
1806. 

• Wied. Ann. xxix, 544, 1886 ; and xxxii. 288, 1887. 
' Elektrotechnische Zeitschrift, Aug. 15, 1805. 

« Wied Ann. liv. pp. 276-304, 1805. 
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lines of force run in opposite directions in different paiis of 
the field. Fig. 17 (p. 29) illustrates this principle ; and we 
shall now consider how it is canied out in practice. In the 
early machines of Saxton, Clarke and Stohrer, single pairs 
of coils were mounted so as to pass in this fashion through 
parts of the field where the magnetic induction was oppositely 
directed. Such a machine will, therefore, give alternate 
currents, unless the commutator be a£5xed to the rotating axis. 
In 1878 vou Hefner Alteneck designed a disk-dynamo in 
which the number of coils differed by two, or some other 
number, from those of tne field, and with the employment of 
a multiple-bar commutator with com- 
plicated cross-connections. In 1881 
Hopkinson and Muirhead showed 
a disk-dynamo with a wave-winding. 
In 1875 Professor Pacinotti devised ^ 
a form of disk-armature, which he 
described as a ** transversal electro- 
magnet fly-wheel." The machine, 
which was exhibited at Paris in 1881, 
had for field-magnet two electro- 
magnets placed with their contrary 
poles juxtaposed, forming, as shown 
in Fig. 821, a single magnetic circuit 
with two gaps. Though these two 

gaps passed a disk-armature, constructed of radical con- 
ductors arranged to cut the immense magnetic fields. The 
electromotive-forces induced in these conductors would on 
the one side be directed Tadially inwards, on the other 
radially outwards. The asethod devised by Pacinotti for 
connecting the radial conductors into a single closed coil is 
shown in fig. 200, p. 279. Another type of disk-armature 
was invented by Lord Kelvin, consisting of a wheel with 
spokes like a bicycle wheel, with collecting brushes pressing 
against opposite ends of a diameter. BoUman* devised a 

^ ifuovo dmeido [3] X., September 1881. 

* For detailed drawing and description, see CeidraVbloii fur Elektroteek^ 
iiifc. ix. 7, 1887. 
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multipolbr tnacbine, having a complex armature bailt np of 
ndial strips of copper coanected ia zigzag and joiued to a 
oroesKionaected commutator. More recently machines of this 
class have been devised bj Desroziers,' Robin,' Jehl and 
Rapp,' and Sayers.* The machines of Desroziers have been 
described on p. 442, and his method of winding onp. 281. 

FriiteWt DiiJc-Ihfnamoa. — These dynamos' have a disk 
with multipolar wave-winding with series grouping for 
annatute. The interesting constructional feature of ttiesa 



FlQ. 322.— POLECHKO'8 DISK-DyNAXO. 

machiaes is the use of wroughtriron bars, instead of ooppeiv 
as the active conductors in the disk. Tlie commutator is 
fixed to tbe outside of the disk, with the brushes trailing 
against the periphery at two points. 

 See La Xumftre ^eetnque, xxir. 293, SM ftod SIT, 1B87 ; xxix. 401, 
1S68 ; and U. S. Patent No. 459,eia * Ibid., xxlv. 544, ISSt. 

* IMd., xxlT. 343, 1887. See also deUlled llliutratloiM and deacripthm In 
ZXT. 868, 1687 ; and In Electrician, xix. 04, 1887. 

* SpeeiOcatlon of P^teot, 717 of 1887. 

*See Pritscbe's book. Die Gleiclislrom-DynamomiMchlne, Berlin, 1889; 
also SpeclfleatloD of BritUh F&tent, No. 13,080 of ISST. See alao The lOeo- 
Meian, xxtL 6Bfi, 1888 ; also Eleetrteal Reaiew, zxiz. 472, 1681 ; md 
i:(ec(rteal World, x\l 205, 1889. 
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Poleehko^B Dynamo, — This form^ realizes Lord Kelvin*! 
BUggestion for a wheel-dynamo. The wheel is 1 metre in 
diameter, with narrow copper spokes to rotate in a narrow gap 
between the pole-pieces of a pair of electromagnets, arranged 
to produce a very intense narrow magnetic field along two 
opposite i*adii. Fig. 822 shows its form, and the arrangement 
for collecting the current from the periphery, which is made 
up of 320 insulated pieces of copper strongly held together 
by an insulated steel ring at the middle of the rim. It gave, 
at 1500 revolutions per minute, a current of 2000 amperes at 
25 volts ; the entire machine weighing 1*1 tons. 

* Journal de la Soci4U PhyHethchimique rtiMe, zziL IdS^ ISOlk 
31 



482 Dynamo-Electric Machinery. 



CHAPTER XX. 

CONTINUOUS-CURRENT MOTORS. 

\Si the first chapter, the definition was laid down fhaft 
dynamo-electric machinery meant machinery for converting 
mechanical energy into the energy of electric currents, or 
vice versd. Having dealt with the dynamo in its functions 
as a generator of electric currents, we now come to its con* 
verse function, namely, that of converting the energy of 
electric currents into the energy of mechanical motion. 

An electric motor^ or, as it was formerly called, an eleetr<h 
magnetic engine^ is one which does mechanical work at the 
expense of electric energy. Any kind of dynamo, whether 
for continuous currents or alternating currents, can be used 
conversely as a motor, though, as we shall see, some more 
appropriately than others. Since alternate-current motors 
differ in their design from those intended to work with con- 
tinuous currents, they will be considered later on in conneo- 
tion with alternate-current apparatus. 

Every one knows that a magnet will attract the opposite 
pole of another magnet, and will pull it around. We know 
also that every magnet placed in a magnetic field tends to 
turn round and set itself along the line of force. It is not, 
therefore, difficult to understand that very soon after the 
invention of the electromagnet, which gave us for the first 
time a magnet whose power was under control, a number of 
ingenious persons perceived that it would be possible to 
construct an engine in which an electromagnet, placed in a 
magnetic field, should be pulled round ; and further, that the 
rotation should be kept up continuously, by cutting off or 
reversing the current at an appropriate moment. On this 
very principle was constructed the earliest electric motor of 
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Ritchie, so well known in many forms as a stock piece of 
electric apparatus, but little better in reality than a toy. 
Joule ^ also devised several forms of electric motor. 

A still earlier rotating apparatus was Sturgeon^s wheel* 
disk, described in 1823. This instrument, interesting, though 
a mere toy, as being a forerunner of Faraday's disk dynamo, 
is a representative of a distinctive class of machines, namely, 
homopolar machines (p. 475), which have a sliding contact 
merely, and need no commutator. 

A great step in advance was made by Jacobi,^ who, in 
1838, constinicted a multipolar motor. 

Another class of motors may be named, wherein the mov- 
ing part oscillates backwards and forwards. Professor 
Henry constructed, in 1831, a motor with a beam oscillating 
by the intermittent action of an electromagnet. In Dal 
Negro's motor of 1833 a steel rod geared to a crank was 
caused to oscillate between the poles of an electromagnet. 
A distinct improvement in this type of machine was intro- 
duced by Page, who employed hollow coils or bobbins as 
electromagnets, which by their alternate action, sucked down 
iron cores into the coils, and caused them to oscillate to 
and fro. 

Page's suggestion was further developed by Bourbouze, 
who constructed the curious motor depicted in Fig. 328, 
which looks uncommonly like an old type of steam engine. 
We have hei-e a beam, crank, fly-wheel, connecting-rod, and 
even an eccentric valve-gear and a slide-valve. But for 
cylinders we have four hollow electromagnets ; for pistons, 
we have iron cores that are alternately sucked in and drawn 
out ; and for slide-valve we have a commutator, which, by 
dragging a pair of platinum-tipped springs over a flat surface 
made of three pieces of bi*ass separated by two insulating 
strips of ivory, reverses at every stroke the direction of the 
currents in the coils of the electromagnets. It is really a 
very ingenious machine, but, in point of efBciency, far behind 

» Annals of Electricity, il. 222, 1838 ; and iv. 208, 1839. 
^ A cut and description of this motor will be found in the former editions 
of this book. 
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all modem electric motors. It does not do to design dynaiiMh 
dectrio machinery on tbe same lines as Gteam engines. 

Yet another now obsolete class of electric motors owed ibs 
existence to Froment, who, fixing a series of parallel iron bats 
upon the periphery of a drum, caused them to be attiacted^ 
one after the other, by an electromagnet or electrom^^ts. 

Lastly, of the various historical types of motor we may 
enumerate a class in which the rotating portion is enclosed in 
an eccentric frame of iron, so that as it rotates it gradually 
approaches nearer. Little motois working on this principle 



Ra. S3S. — BoDRBOczE^ Elbctrio Motob. 
•f "oblique approach," have long been used for light experi- 
mental work. 

It is impossible within the limits of this work to deal with 
s tithe of all the rarioua stages ^ of diacorery and invention. 

* Ad excellent account of the early forma of electric motor, boU) European 
•nd AmericdD, is to be found in Martin and Weusler's T\t Eltclrie Motor 
tmd il» Applicaiiorw, Ibird edition, 1891. All readers intereated in the sub- 
ject should also consult the paper on Ebctro-mofiutiam tu a Motive Power, 
\j the late B. Hunt, in Proc Inst OivU Eagiateri, ivi., April, 186T, 
together with the discQssioD tbat followed it, in nhicb pan waa taken bf 
Proteasor Thomson (now Lord Ketvio), Mr. (now Sir Willinm) Qrove, Pro- 
taMor Tjndali, Mr. Cowper, Mr. Smee and Mr. Bobert SUphenaon. For 
■odem motors the; should consult Kspp's The EUcInc TrarumiMion of 
Faaer, or Soell's Skctric Motive Power. 
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The work of Page, Davidson, Hjorth and others is alluded 
to in the Historical Notes at the beginning of this book. But 
the real development came after the commercial introduction 
of Gramme's dynamos in 1871, as engineers began to under- 
stand how two machines could be used — one as generator, the 
other as motor — to transmit power through a line. 

All the earlier attempts to introduce electric motors came 
to nothing, for two reasons. Firetly, at that time there was 
no economical method of generating electric currents known ; 
secondly, the great physical law of the conservation of energy 
was not fully recognized, and its all-important bearings upon 
the theory of electric machinery could not be foreseen. 

While voltaic batteries were the only available sources of 
electric currents, economical working of electric motors was 
hopeless ; for a voltaic battery wherein electric currents are 
generated by dissolving zinc in sulphuric acid is a very ex* 
pensive source of power. To say nothing of the cost of the 
acid, the zinc — the very fuel of the battery— costs more than 
twenty times as much as coal, and is a far worse fuel ; for 
whilst an ounce of zinc will evolve heat to an amount 
equivalent to 113,000 foot-iK)unds of work,^ an ounce of coal 
will furnish the equivalent of 695,000 foot-pounds. 

The fact, however, which seemed most discouraging, bat 
which, if it had been rightly interpreted in accordance wili 
the law of conservation of energy, would have been found 
most encouraging, was the following : — If a galvanometer was 
placed in the circuit with the electric motor and the battery it 
was found that when the motor was running the battery Vas 
unable to force through the wires so strong a currenu as that 
which flowed when the motor was standing still. The faster 
the motor ran, the weaker did the current become. Now 
there are only two causes that can stop such a cinuent flowing 
in a circuit ; there must be either an obstructive resistance or 

' A convenient way of regarding the economic quesnon from the point 
0f view of the cost of the voltaic battery is alldrded by the fdlowlBg ealcvla- 
tifln. Supposing the electric motor to convert all the electric energy of the 
tittttenr withoot loss into mechanical energy, the amount of zinc nsed per 
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else a counter electromotive-force. At fii^t, the common idea 
wafi, that when the motor was spinning round, it offered a 
gpreater resistance to the passage of the electric current than 
when it stood still. The genius of Jacobi ^ enabled him, how- 
ever, to discern that the observed diminution of cuiTcnt was 
really due to the fact that the motor, by the act of spinning 
round, began to work as a dynamo on its own account, 
and tended to set up a current in the circuit in the opposite 
direction to that which was driving it. The faster it rotated 
the greater was the counter electromotive-force (or " electro- 
motive-force of reaction ") which was developed. In fact 
the theory of the conservation of energy requires * that such 
a reaction should exist. Joule,* by further experiment, found 
that the counter electric action is proportional to the velocity 
of rotation and to the magnetism of the magnets. 

Two points are vital to the right undei-standing of the 
action of electric motors : (1) The propelling drag ; (2) the 
counter electromotive-force. The first is that the real driving- 
force which propels the revolving ai-mature is the drag which 
tlie magnetic field exerts upon the armature wires through 
which the current is flowing, or, in the case of deeply-toothed 
armatures, on the protruding teeth : the second is that the 
revolving armature generates a counter electromotive-force as 
its moving wires cut the magnetic lines. 

The Propelling Brag. — Tn Chapter V., on the mechanical 
actions in armatures, the drag, which a magnetic field exerts 
on a conductor carrying a current, has been explained, and 
calculations about its magnitude given. In a generator the 
drag acts in a direction which opposes the rotation, and is, in 
fact, a counter*force or reaction against the driving force. 
In a motor the drag is the driving force, and produces the 
rotation. 

The Counter Electromotive-force. — Let it be remembered 

1 Mimoire eur V application de V 4Uctromagn4tUme au mouy>ement des 
machines par M. H. Jacobi (Potsdam, 1835). 

> For a simple explanation of the necessity of a counter electromotive- 
force, see the author^s Elementary Lessons in Electricity and Magnetiam 
(edition of 1895, p. 443). 

* Annals qf Electricity, viii. 210, 1842, and Scientific Papers^ p. 47. 
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that wherever in an electric circuit, current flows through 
some portion of the circuit in which there is an electromotive- 
force, the current will there either receive or give up energy 
according to whether the electromotive-force acts witli the 
cun*ent or against it. This will be made clearer by Fig. 824 
representing a circuit in which there are a dynamo and a 
motor. Each is rotating right-handedly, and therefore 
genemtes an electromotive-force tending upwards from the 
lower brush to the higher. In each case the upper brush is 
the positive one. But in the dynamo, where energy is being 
supplied to the circuit, the electromotive-force is in the same 



GENERATOR 



MOTOR 




LINE 



JItTUWtl 




Fig. 324. 

direction as the current ; whilst in the motor where work is 
being done, and energy is leaving the circuit, the electro- 
motive-force is in a direction which opposes the current. 
There ought to be no difficulty in understanding that this 
electric reaction is an essential of motor working. 

Consider the converse case, when we are employing me- 
chanical power to generate currents by rotating a dynamo. 
Directly we begin to generate currents, that is to say, directly 
we begin to do electric work^ it immediately requires much 
more power to turn the dynamo than is the case when no 
electric work is being done. In other words, there is an 

G_Vol. 4 
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oppoaing reaction to the mech^ical force which we a{^ly 
in order to do electric work. An opposing reaction to a 
mechanical force may be termed a ^^ counter-force.'* When, 
on the other hand, we apply (by means of a voltaic battery, 
for example) an electromotive-force to do mechanical work, 
we find that here again there is an opposing reaction ; and 
an opposing reaction to an electromotive-force is a ^^ counter 
electromotive-force." 

The experiment of showing the existence of this counter 
electromotive force is a very easy one. All one requires is a 
little motor with a powerful field-magnet,^ a few cells of 
battery of small internal resistance, and an amperemeter. 
They should be connected up in one circuit, and the deflexion 
of the amperemeter should be observed when the motor is 
held fast, and when it rotates with small and large loads. In 
an experiment, made on a motor with separately-excited 
magnets, the following figures were obtained:— 



Revs, per min. . . 
Amperes . . . . 




20 


50 
16-2 


100 
12-3 


180 
7-8 


180 
6-1 


IM 
5-1 



Apparently, if the motor had been helped on to run at 261} 
revolutions per minute, the current would have been reduced 
to zero. The current of 5*1 amperes was needed to drive the 
armature against its own friction at the speed of 195. 

Upon the existence and magnitude of this counter electro- 
motive-force depends, in fact, the degree to which any given 
motor enables us to utilize electric energy that is supplied to 
it in the form of an electric current. In discussing dynamos 
as generators, many considerations were pointed out, the 
observance of which would tend to improve their efficiency. 
It is needless to say that such considerations as the avoidance 
of useless resistances, unnecessary iron masses in cores, and 
the like, apply equally to motors. The freer a motor is from 
such defects, the more efficient will it be. But the efficiency 

1 One of any ordinary type — a magneto-machine or a series- woond mdor 
will answer. 
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€f a iBotor in ntiliziBg th6 energy of a enrrent depends not 
only on its efficiency in itaeU, but oo. another ccKiaidenition, 
namely the relation between the eleetromotive-force which it 
itself generates when rotating, and the electromotive-force or 
electric pressure at which the current is supplied to it. A 
motor which itself in running generates only a low electro- 
motiye-force' cannot, however well designed, be an efficient or 
economical motor when supplied with currents at a higk 
electromotive force. 

Elembntabt Theobt of Electsic Motitb Power. 

It will be shown, mathematically, that the efficiency with 
which a perfect motor utilizes the electric energy of the 
ourrent, depends upon the ratio between the counter electro- 
motive-force developed in the armature of the motor and the 
electromotive-force of the current which is supplied by the 
battery. No motor ever succeeded in turning into useful work 
the whole of the energy that is supplied, for it is impossible to 
construct machines devoid of resistance ; and whenever resist- 
ance is offered to a current, part of the energy of the current 
is wasted in heating the wires that offer the resistance. Let 
the symbol W stand for the electric power supplied by the 
mains to an electric motor, and let w stand for thatpai-t which 
the motor takes up as useful power from the circuit.^ These 
symbols may stand for the numbers of wattB respectively 
supplied and utilized. All that part of the energy of the 
current which is not utilized by the motor, and transformed 
into useful work, will be wasted in useless heating of the 
resistances. The watts lost in heating will therefore be equal 
toYf — w. 

1 The symbol to must be clearly nnd^stood to refer to the power taken up 
by the motor as measured electrically. The whole of this power will DOt 
appear as usef al mechanical effect however, for part will be lost by mechanical 
friction, and a minute percentage also in the wasteful production of eddy 
currents in the moving parts of the motor. What proportion of to appears 
as useful mechanical power depends on the efficiency of the motor per m, 
which we are not here considering. In all that immediately follows we shall 
suppose such causes of loss not to exist, or the motor wiU be eoDslderad as 
a poefsGt motor. 
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But if we want to work our motor under the conditions of 
greatest economy, it is clear that we must have as little heat' 
waste as possible ; or, in symbols, w must be as nearly as 
possible equal to W. It will be shown mathematically that 
the ratio between the useful energy thus appropriated and 
the total energy spent, is equal to the ratio between the 
counter electromotive-force of the motor and the electromotive- 
force of supply. (As it is not wished here to complicate 
general considerations by introducing into the expression for 
the efficiency the energy wasted in heat in ,the field-magnet 
coils of the motor, we here assume that the magnetism of the 
field-magnets is independently excited.) The proof will be 
given later. Let us denote this whole electromotive-force 
with which the mains supply the motor (i. e. the volts 
measured across the terminals of the motor) by the symbol @, 
and let us call the internal counter electromotive-force E. 
Then the rule is 

_e^_E 

But we may go one stage further. If the motor be prevented 
from turning, the current, as calculated by Ohm's law would 

If thfs re^Kstances of the circuit are constant, the current 0, 
observed when the motor is running, will be less than C^,. 

^ § — E 

^ = -Tr-' 

•where R is the total resistance of the circuit. Hence 

Co^-C _ E _ M^ 
Co ~g""W 

From which it appears that we can calculate the eflSciency at 
which the motor is working, by observing the ratio between 
the fall in the strength of the current and the original strength. 
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Though this mathematical law of efBciency had been known 
for forty years it was for long ignored or misunderstood*. 
Another law, discovered by Jacobi, not a law of efficiency at 
all, but a law of maximum work in a given time, was given 
instead. A machine does not generally do its work with the 
best economy when it performs the greatest work in the 
least possible time ; and the maximum economy or efficiency 
of an electric motor is not when its output is at a maximum. 

Jacobi's law concerning the maximum power of an electric 
motor supplied with curi*ents from a source of given electro- 
motive-force is the following: — ^The output of power by a 
motor is a maximum when the motor is geared to run atfiuch- 
a speed that the current is reduced to half the strength that it 
would have if the motor was stopped. This, of course, implies- 
that the counter electromotive-force of the motor is equal to 
half the electromotive-force of supply. Now, under these- 
oircumstances, only half the energy furnished by the external 
source is utilized, the other half being wasted in heating 
the circuit. If Jacobi's law was indeed the law of efficiency, 
no motor, however perfect in itself, could convert more than 
60 per cent, of the electric energy supplied to it into actual 
work. 

Dr. Siemens, who first made us realize the true physical 

signification of the mathematical expressions which, until then, 

had been regarded as mere abstractions, showed, some years 

ago, that a dynamo can be, in practice, so used as to give out 

more than 50 per cent, of the energy of the current. In fact, 

if the motor be arranged so as to do its work at less than the 

maximum rate, by being geared so as to do much less work 

per revolution, but yet so aa to run at a higher speed, it will 

be more efficient ; that is to say, though it does less Work, 

there will also be still less electric energy expended, and the 

ratio of the useful work done to the energy expended will be 

nearer unity than before. Or, instead of gearing it up to run 

fast, we may gain the same advantage by strengthening its 

field-magnets. 

The trae law of efficiency was clearly stated by Lord Kelvin in 
1851, and is recognized in a paper by Joule at about the same date. . 
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j8MX)bi Beeinfl very deariy to faanre understood tliat his law was a 
law dt maximum woikim^ tat not to have understood that it was 
not a law cf true economical dffioiency. Jacobi's law is not a law 
of naximum efficiency, but a law of maximum output ; and that is 
where the error creeps in. It issignificant, in suggesting the cause 
of this remarkable conflict of ideas, that throughout the memoir 
which he published in 1852, Jacobi speaks of work as being the 
product of force and velocity, not offeree and displacement. The 
same mistake is common enough among continental writers. Now 
the product of force and velecity is not work, knt work divided by 
time, t«hat is to say, *' power,** or ** rate of working,** or ^'activity.*' 
This may account for the widely-spread fallacy. In a paper by 
Achaid in the Amudea des Mines in January 1879, a clear distinc- 
tionis<lrawn between the maximum activity and the efficiency of a 
motor, and he points out how as the latter increases to a maximum, 
the former falls to zero. ^In April, Sir C. W. Siemens and Lord 
Kelvin gave evidence on ^eetric transmission before a Pcurlia- 
mentary Committee, the latter ehowmg that it was possible to 
transmit 21,000 H.P. through acopper wire i-inch in diameter, to 
300 miles, provided a potential of 80,000 volts was used. Later 
in the same year Professors Elihu Thomson and Houston, basing 
their remarks upon the suggestions of Kelvin and Siemens, pro- 
posed to obtain economic results by connecting in series several 
dynamos at one end of aline, and several motors at the other, so na 
to work with small currents and high electromotive-forces. The 
advantage of high voltage in both dynamo and motor at the two 
ends of the line was never better or moreclearly put than by Prof. 
W. E. Ayrton, in his lecture on '' £iectric Transmission of Power," 
before the British AscKx^iatioa, in Sheffield in August 1879. These 
high voltages he proposed to obtain not by increasing the magnet- 
ism but by increasing the speed, and by separate excitation of both 
dynamo and motor. The gedn in economy by allowing the motor 
to run at a high speed with efficiency increasing as its speed in- 
creases, was also pointed out by Dr. Werner von Siemens in his 
address to the Natiuforscher meeting in September 1879 (see 
Werner von Siemens* WiMeiwBokafilU^n und Techniachen Ar- 
beiten, ii. 374). 

Theory of Motors. — If g be tlie electEx>motive-f orce of the 
mains supplying the current to the motor when the motor is 
at rest, and C be the current which flows at any time, the 
whole electric power W expended in unit time will be 
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expressed in. watts, as the product of the whole of the applied 
volts multiplied by the whole of the amperes, or, 

(Total watts) W = SC = g<^^~^\ [I.] 

Now, when the motor is running, part of this electrio 
power b being spent in doing work, and the remaipder i9 
wasting itself in heating the wires of the circuit. The useful 
part may be similarly written down, as the product* of the 
armature's own volts (the counter electromotive-force) and 
the amperes, or 

(Useful watts) tr = EC = E(iri5). [IL] 

All the power which is not thus utilized is wasted in 
heating the resistances. So we may write — 

Power supplied = power utilized + power wasted in heat- 
ing or, 

W = w + watts wasted in heating. 

But, by Joule's law, the heat-waste of the current whose 
strength is C running through resistance R, is expressed by 
the equation 

= C" R (watts). 

Substituting this value above, we get 

W = w;-t-C2R. 

Comparing equation [I.] with equation [II.] we get the 
following : — 

w^ _ E( g — E) . 
W""g"(§— E)' 

or, finally. 

This is, in fact, the mathematical law of efficiency, so long 
misunderstood until Siemens showed its practical significance. 
We may appropriately call it the law of Siemens. Here the 
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ratio _ is the measure of the efl&ciency of the motor, and 

the equation shows that we may make this efficiency as nearly 
equal to unity as we please, by so adjusting either the 
magnetism of the field-magnets or the speed of the motor that 
E is very nearly equal to §. 

Now the power utilized is equal to the difference between 
the total power supplied and the part wasted in heat, or in 
symbols, 

«; = §C — C2R. [IV.] 

In order to find^ what value of C will give us the maximum 
value for w (which is the work done by the motor in unit 
time)^ we must take the differential coefficient and equate it 
to zero. 

d w 



whence we have 



J =.8-2CR=0, 



C = j|. 



But, by Ohm's law, S-rR is the value of the current when the 
motor stands still. So we see at once that, to get maximum 
work per second out qf our motor, the motor must run at such 

' The argument can be proven, though less simply, without the calculuB, 
as follows : write equation [IV.] in the following form : 

C«R--gC + ic=-0. 

Solving this as an ordinary quadratic equation, in which C is the unknown 
quantity, we have 



w 



2R 



To find from this what value of C corresponds to the greatest value of to, it 
may be remembered that a negative quantity cannot have a square root, and 
that therefore the greatest value that w can possibly have will occur when 

4 R w = g», 

for then the term under the root sign will vanish. When this condition Is 
observed it will follow that 

or the current will be reduced to half its original value. 

•• \ 
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a speed as to bring down the current to half the value whioh 
it would have if the motor were at rest. In fact, we here 
prove the law of Jacobi for the maximum rate of doing work* 
But here, since 

it follows that 

or 



= *. 



whence it follows also that 

w 
W 

That is to say, the efficiency is but 50 per oent. when ^tm 
motor does its work at the maximum rate.^ 

1 It may be worth while to recall a precisely parallel case that occurs fai 
calculating the currents from a voltaic battery. Everyone Is familiar with 
the role for grouping a battery which consists of a given number of cells, 
Ihat they will yield a maximum current through a given external resistance 
when 90 grouped that the internal resistance of the battery shall, as nearly 
as possible, equal the external resistance. But this rule, which is true for 
maximum current (and, therefore, for maximum rate of using up the zinc 
of one* 8 battery), is not the case of greatest economy. For if external and 
internal resistance are equal, half the energy of the current will be wasted 
in the heat of the cells, and half only will be available in the external clr* 
cult. If we want to get the greatest economy, we should group our cells so 
as to have an internal resistance much less than the external. We shall not 
get so strong a current, it Is true ; and we shall use np our zincs more 
slowly ; but a far greater proportion of the energy will be expended usefully, 
and a far less proportion will be wasted in heating the battery cells. The 
maximum economy will of course be got by making the external resistance 
infinitely great as compared with the internal resistance. Then all the 
energy of the current will be utilized In the external circuit, and none 
wasted in tbf battery. But It would take an Infinitely long time to get 
through a finite amount of work in this extreme case. The same kind of 
reasoning is strictly applicable to dynamos used as generators, the resist- 
ance of the rotating part of the circuit being the counterpart of the Internal 
resistance of the battery cells. For good economy, the resistance of the 
armaturo should be very low as compared with that of the external circuit. 
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Obaphio Repbesbntatiok of Laws of Motobs. 

Several graphic constructions have been suggested to OOD- 
yey these facts to the eye ; one of these enables us, in one 
diagram, to exhibit graphically both the law of maximum 
rate of working, and the law of eflBciency.^ 

Let the vertical line, A B (Fig. 325), represent the electro- 
motive-force § of the electric supply. On A B construct a 
square A B C D, of which let the diagonal B D be drawn. 
Now measure out from the point B, along the line B A, the 
counter electromotive-force E of the motor. The length of this 
quantity will increase as the velocity of the motor increases. 
Let E attain the value B F. Let us inquire what the actual 

current will be, and what the energy of 
it; also what the work done by the 
motor is. First complete the construc- 
tion as follows : — Through F draw 
F G H, parallel to B C, and through G 
draw K G L, parallel to A B. Then the 
actual electromotive-force at work in 
the machine producing a current is 
Fia. 826. S - E, which may be represented by 

any of the lines A P, K G, G H, orL C. 
Now the el^tric energy expended per second is S C ; and 

since C ss X-_ — , it may be written as 

g(g — E)/ 
R * 

and the electric energy utilized by the motor, measured in 
wiM%^ is 

E(g — E) 
R 

R being a constant, the values of the two are proportional 
to 

g (g — E) and E (g — E) 
See paper by the author in the Philosophical Hagaasine^ Feb. 188Sk 
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Now the area of the rectangle 

AFHD = S(g_E). 
and that of the rectangle 

GLCH = E(S— E). 

2^ ratM of thete two areas on the diagram ts th4 efficiencjf of a 
perfect motor, under the condition of a given conttant electro' 
motiveforae in the electric tupply. 

Turn to fig. 326, in which these areas are shaded. This 
{igure represents a case where the motor is too heavily loaded* 
and can turn only very slowly, so that the counter electro- 
motive-force E is very small com- 
pared with g. Here the area which 
represents the energy expended, is 
very large ; ^^^hile that which repre- 
sents useful work realised in the *"* 
motor is verysmall. The eiSciency 
is obviously very low. Two-thirds 

or more of the enei^y is being " 

wasted in heat.* 

So far we have assumed that 
the efficiency of a motor (working ^^- ^^■ 

with a given constant external 

electromotive-force) is-to be measured electrically. But no 
motor actually converts into useful mechanical effect the 
whole of the electrical energy which it absorbs, since part 
of the energy is %va8te<l in friction and pait in wasteful 
electro-magnetic reactions between the stationaiy and moving 
parts of the motor. What we are expressing thus as useful 
work is the work actually delivered to the armature to 
drive it. It is a mere matter of good engineering how 
small a percentage of this must be discounted for friction 
in the bearings, eddy-currents, hysteresis and the like. If, 
however, we might consider the motor to be a, perfect engine' 
(devoid of friction, not piWueing wasteful eddy currents, 
running without sound, giving no sparks at the collecting- 
31 
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brushes, etc.), then we might take the mechanical output 
as being precisely equal to the actual power delivered elec- 
trically to the armature. Such a " perfect " electric engine 
would, like the ideal " perfect " heat engine of Carnot, be 
perfectly reversible. In Camot's heat engine it is supposed 
that the whole of the heat actually absorbed in the cycle of 
operations is converted into useful work ; and in this case the 
efficiency is the ratio of the heat absorbed to the total heat 
expended. As is well known, this efficiency of the perfect 
heat engine can be expressed as a function of two absolute 
temperatures, namely those respectively of the heater and of 
the refrigerator of the engine. Carnot's engine is also ideally 
reversible ; that is to say, capable of reconverting mechanical 
work into heat. 

The mathematical law of efficiency of a perfect electric 
engine illustrated in the above construction is an equally ideal 
case; and the efficiency can also be expressed, when the 
constants of the case are given, as a function of two electro- 
motive-forces. 

Law of Maximum Activity (Jacobi). Let us next con- 
sider the area G L C H of the diagram (Fig. 826) which 
represents the work utilized in the motor. The value of this 
area will vary with the position of the point G, and will be 
a maximum when G is midway between B and D ; for of all 
rectangles that can be inscribed in the triangle BCD, the 
square will have maximum area (Fig. 327). But if G is 
midway between B and D, the rectangle G L C H will be 
exactly half the area of the rectangle A F H D ; or, the 
useful work is equal to half the energy expended. When 
this is the case, the counter electromotive-force reduces the 
current to half the strength it would have if the motor were at 
rest ; which is Jacobi's law of the efficiency of a motor doing 
work at its greatest possible rate. Also F will be half-way 
between B and A, which signifies that E = i g. 

Lwuf of Maximum Efjidency, — Again, consider these two 
rectangles when the point G moves indefinitely near to D 
(Fig. 828). We know from common geometry that the 
rectangle G L C H is equal to the rectangle A F G K. The 



Continuous-Current Motors. 499 

area (square) K G H D, which iatbeexceesof A F H Dover 
A F G K, represents therefore the electric energy which is 
wasted in heating the resistances of the motor. That the 
efBciency should be a maximum the heat-waste must be a 
minimum. In Fig. 325 this comer square, which stands for 
the heat-waste, was enormous. In Fig. 327 it was exactly half 
the enei^y- In Fig. 328 it is less tlian one quarter. Clearly 
we may make the heat-waste as small as we please, if only we 
will take the point F very neai- to A. Tlie efficiency will be 
a maximum when the lieatrwaste is a minimum. The ratio 
of the areas G L C H and A F H D, wliicli represents the 
efficiency, can therefore only become equal to unity when the 
square K G H D becomes indefinitely small — that is. when 



Pto. 837.— Geohbtrio Illxtstra- no. 828.— Geometric Illostra- 

Tiow OF Jacobi's Law of Mazi- tion of thb Law of Uaxi- 

MOM Acnvrrv. hum Bfficirncy. 

the motor runs so fast that its counter electromotive-foree B 
differs from g by an indefinitely small quantity only. 

It is also clear that if our digram is to be drawn to repre* 
sent any given efficiency (for example, an efficiency of 90 per 
cent.), then the point G must be taken so that area G L C H 
= ^ area A F H D ; or, G must be ^ of the whole distance 
along from B towards D. This involves that E shall be equal 
to 1^ of g, or that the motor shall run so fast as to reduce 
the current to -^ of what it would be if the motor were 
standing still. Thus we verify geometrically, the law of 
maximum efficiency. If there is leakage in the line, then 
tiiia law will require modification,' for the higherthe coontei 

1 See Kapp'B Meetrie TVatumiatUm (/ Aterf^y, 4th edition, p. 186. 
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eleotromotive-force of the motor, the higher will be the 
potential of the line and the greater the loss by leakage. 

It is now evident what we have to do to obtain any desired 
percentage of efiSciency. Suppose current is supplied at 100 
volts at the mains : then to utilize 90 per cent, we must 
employ as motor a dynamo which, when i*unning at its proper 
speed and output, generates an electromotive-force of 90 
volts. 

We may now extend the graphic method to a further case. 

Suppose that g is no longer taken as a constant, hut that the 
work to be done by the motor per second is a constant. For this 
case we may write equation [II.], p. 496, as 

E (g - E) = «^ R. 



This equation is graphically represented by the curve P H Q 
(Fig. 329), in which the values of g are plotted asabscissee and 
those of £ as ordinates. From this curve it is at once seen thai 

there will be a certain mini- 
mum value of g which will 
suffice to give to the motor 
the prescribed amount of 
energy per second. The 
curve is so drawn that it passes 
through the corner H of all 
the areas equal to G L C H 
drawn to fit underthe d iagonal 
of the square. Of these areas 
which represent equal work 
done by the motor, the one 
which has minimum value of 
^ g is the square which fits to 
the apex of the curve and 
corresponds to the case where 
g = 2 E. This result, which 
was first pointed out by Prof. Carhart,' is the converse of Jacobfa 
law, and, like it, involves an efiiciency of only 50 per cent. A 
much higher efficiency is obtained when g and E are both greateTt 
•8 indicated by the square drawn through the point h. 




Fn. 889. 



^Am&riMm Journal of Seiencet xxzL 96, 18861 
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Spsed and Tobqub of Moioiub. 

Certain very important relations subsist between tlie 
condition of the electrio supply and the speed and tuming;- 
moment of a motor. 

In Chapter Y., on Mechanical Actions and Reactions, it 
was set forth that the power transmitted along a shaft is the 
product of two factors, the speed and the torque (or turning- 
moment). If m stands for the angular velocity and T for the 
torque,^ then 

Of T = mechanical work per second, or power. 

This may be expressed in watts by use of the proper co- 
efficient. 

Now if E is the electromotive-force generated by the armar 
tare, and C the current through it, the electrio energy per 
second in the armature is the product— 

E C = equal electric work per second (in watts •)• 

If the whole of these four quantities, », T, E and C, are 
armature quantitie8,strictly, we may equate the electrical and 
mechanical expressions together ; and the equation will be 

^ If n be the number of revolutions per second, then 2 tt n  Oi Also if 
F be the transmitted pall on the belt (or rather the dlfiference between the 
ptOi in that part of the belt which Is approaching the driving polley and the 
pull in that part which is receiUng from the driving pulley) in pounds welgttt, 
and r,be the radius of the pulley, F r ~ the turning-moment or torque » 
T, then «T=32ffnrF — the number of foot-pounds per second trans* 
mitted by the belt. This may also be proved as follows : Horse-power is 
product of the force into the velocity. The circumference of the pulley is 
2 ff r, and it turns n times per second, therefore the circumferential velocity 
b 2 IT r 11, and this, multiplied by F, gives the work per second. If F Is ex- 
pressed In grammes weight, and r In centimetres, then 2 ir r n F will give 
the power In gramme-centimetres, and must be divided by 7*6 XlO^ to bring 
it to horse-power, and must be multiplied by 981 X lO-^ to bring it to watts. 
If <a is in radians per second and T in dyne-centimetres, then the product 
will be ergs per second, and can be bronght to watts by dividing by 10^. 

< Shdoe 1 volt « 10" C.Q.S. units of electromotive-force, and 1 ampere — 
ii-^C.O.S. units of current, 1 watt (or volt-ampere) will be » lO' C.Q.S. 
units of work per second « 10^ ergs per second » 1(F -^ 961 gramme'Ceiitl- 
metres per second. 
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true for either a motor or a generator In the geneidtor, E 
and C are in the same direction and T opposes <tf ; or there is 
a counter-torque. In the motor, T and ia are in the same 
d^ection, but E opposes C ; or there is a counter electro- 
motive-force. 

In treating of the dynamo as a generator, it was assumed 
that the mechanical power could be supplied under one of the 
two standard conditions, on the one hand of constant speed 
(and torque varying with the electrical output), or else on the 
other of constafit torque (and speed varying with the output). 
One of these two 'mechanical conditions being prescribed, 
fllgebmic expressions had then to be found for tlie two cor- 
responding factore of the electric output, namely, the electro^ 
motive-force and the current, under varying conditions of 
resistance in the circuit. Also we investigated these condi- 
tions which would result in making one or tlie other factor 
of the electric output constant. It was found convenient to 
study the relation between the two factora of output by the 
aid of the curves known as characteristics. 

Similarly, in treating the dynamo as a motor, it will be 
assumed that such arrangements of electric supply can be 
made that the electric power can be furnished under one of 
the two standard conditions, on the one hand of constant 
potential (and current varying with the mechanical output of 
the motor), or on the otlier of constant current (and potential 
varying with the mechanical output). One of these two con- 
ditions being prescribed, we shall then have to find algebraic 
expressions for the two corresponding factors of the mechani- 
cal output, namely, the speed and the torque^ under varying 
conditions of load on the shaft. Also, we shall investigate 
what are the conditions which will result in making one or 
other factorof the mechanical output constant: in other words, 
we shall ascertain what are the conditions of self-regulation to 
make the motor run at constant speed or with constant torque. 
Lastly, it will be found convenient to study the relation 
between speed and torque by the aid of curves, whichf by 
analogy we may call mechanical characteristics. 
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Gbnbbal Expbessions for Torque Ain> Speed. 

The work imparted per second to the shaft of the motor 
may be expressed either in electrical or mechanical measure. 
In the former case it is the product of the motor's electro- 
motive-force (i. e. the counter electromotive-force opposing the 
electromotive-force of supply) into the current flowing in the 
armature ; in the latter case it is the product of angular speed 
into torque. So we may write 

w = E C„ = a; T = 2 7rnT; 

and ^dverage) E = n Z |^ exactly as in a dynamo that is 
being used as a generator (see p. 178). Hence 

27rwT = nZNC«, 
2 7rT = Z NC„; 

and finally the average value of the torque will be 

T=C.^ [«]. 

From this it appears that if N is constant, the torque is simply 
proportional to the current in the armature. 

To develop this expression further, we must remember 
that Ca can be calculated in terms of the electromotive-force 
of supply S, as measured at the terminals of the machine, and 
the internal resistance of the circuit through the armature 
part, which we call r ; and then 



r 



whence it follows that 



T^ZN.e-nZN .... [^.3 
2 « r 

From this it follows that when the speed becomes so great 
that n Z 1^ = S, there will be no torque. In fact, when there 
is no resisting force on the shaft the motor runs empty at its 
highest speed, namely, such as will make the counter electro- 

H— Vol. 4 
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motive-force as nearly as possible equal to the electromotive- 
force of supply. The maximum value of T, supposing N 
constant, is obviously when n = 0. 

An expression for the speed can be obtained from the 
preceding: 

2rTr=ZN© — wZ^N*; 

§2rTr f-^ 

"ZTJ" Z*^N^ '"^J* 

In equation [a] T will be expressed in dyne-centimetres if Qa is in absolute 

O.G.S. units of current; if Cais given in amperes, then the value must be 

' divided by 10 if T is to be obtained in dyne-centimetres, or by 9810 if it is to 

be obtained in gramme-centimetres, or by 13'56 X 10^ if the torque is to be 

-expressed in pound-feet (i.e. so many pounds weight acting at a radius of 

- one foot) . 

In equation [7], in order tliat n may be expressed in revolutions per seeood, 
the value of g, if given in volts, must be multiplied by 10^; that of r, If in 
 ohms, by 10®. whilst T must be reduced to dyne-centimetres. If T is given 
in pound-feet, its value must be multiplied by 1*356 X 10^ • 

Examples: — (1) In one of Brown's 4-i)ole machines used as 
motor, Z = 368; Ca=275 ; giving 250 H.P. at 500 revs, per 

- minute. Calculate the number of magnetic lines that must go 
' through the armatiu'e. (2) A 2-pole motor is required to supply 

4 H.P. in an arc-light circuit in which the current is kept at 10 am- 
:peres: How many volts must it generate ? Assume N = 2,000,000, 
:and that the speed is 15 revs, per second, how many armature 
^conductors must it have ? 

The three equations [a], [/S] and [/] are true^not only for 
motors, but for generators, the § of the formulae being in the 
latter case replaced by e. This will give negative values for 
T, the significance of the sign being that the torque due to 
the action of the magnetic field on the conductors carrying 
the armature current is such as to oppose the driving. 

If r is very small, and ^ relatively very large, the second 
-term may be neglected, and the speed will then depend on 
the first term only. It will be the smaller as |^ is greater: 
this being the simple convei*se of the coiresponding fact that 
the more powerful the magnetic field the less need be the 
^peed of the dynamo to give the desired output. We majr 
also notice that if ^ is constant, the speed is pn>portional 
^to S : it will be constant if the condition of supply is that ol 
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constant potential, but will be variable if S yaries. If the 

motor is to do its work at a slow speed, Z should be great as 
well as f^. 

We must next inquire how n and T are affected by the 
fact that the value of N depends upon the construction and 
winding of the field-magnet of the motor, and by the condi- 
tions of supply. We shall consider the following kinds of 
machine : — 

A. Magneto Motor and Separately-exelted Motor. 

B. Series-wound Motor. 

C. Shunt-wound Motor. 

D. Compound-^/^und Motor. 

In each instance we shall have to take into account the 
conditions of supply, according as S or C is constant. 



Magneto Motor and Separately-excited 

Motor. 

It is here assumed that N ^^ constant, in other words, that 
the perturbing reactions of the armatufe may be neglected. 
Under these circumstances the general formulae already found 
require small modification. The only internal resistance ia 
that of the armature r^. 



i^ 




constaSt 



Case (i.) : S constant. 

In this case fonnula [y] 
gives the desired relation, 
from which the mechani- 
cal characteristic may be 
plotted out, as in Fig. 830. 
It is a straight line cutting 
the axis of n at a point 
representing to scale that 
speed at which w Z N = § ; 
and it slopes downwards at 
an angle such that the tangent of the slope is equal to 



T 

Fio. 830. 

Mechanical CHARAerEiasTiCi 

OF Magneto Motob. 



5o6 Dynamo-Electric Machinery. 

2 ^ r a "^ Z^ N 2^ or is proportional to the internal resistance. 
In the case of the separately excited motor, increase in 
the exciting current, strengthening the field, will obviously 
make the sloping line more nearly horizontal, as well as 
lowering the speed as a whole. 

If we attempt to take into account the reactions of the 
armature, we must remember that the effect of the armature 
current is to demagnetize, if there is a backward lead, and to 
magnetize if there is a forward lead. A backward lead, then 
would tend to make the sloping line, at constant @, rise and 
become more level as the torque increased, because it would 
weaken the magnet, and so let the speed increase ; whilst a 
forward lead would tend to make it slope still more. 

Case (ii ) : C corkMianU 

In this case, as reference to formula [a] shows, the totqae 
is constant, being independent of speed and of internal resist- 
ance. The mechanical characteristic of the machine under 
these conditions is a vertical straight line. 



Series Motor. 

The fundamental equations are as before, with the addition 
of the following : — 

but now we may with advantage introduce the approximate 
formula for the law of the electromagnet (derived from 
Frolich's) given in Chapter VI., and write, as on p. 143, 
where C is the diacritical current and A = S C, 

Putting this value of ^ ^^^ ^^ expression [a], on p. 608, 

for the torque, and writing for brevity ^ N =3 Y, we hav^ 

2ir 

^ ^C + C'' 
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This relation between torque and current is given graphically 
in Fig. 831. For values of C that are small as compared with 
C, T varies nearly as C^ ; whilst for large values of C, as 
magnetic saturation advances, T is nearly proportional to C. 
The equation may also be written in the quadratic form — 



the solution of which is 



C-5Th*v/^ + 



4Y 



O 



\ 



It is permissible for large values of T to neglect the seoond 
term under the root sign, sinoe the magnefcization grows nearly 
constant. 




FiQ. 881. 



Fig. 882. 

MBCHANICAL CHARACTEBIBTiaB OF 

Series Motor. 



As an example plot the following figures taken from a test of a 
80 H.P. street-car motor, where the torque is given in pound-feet, 
the current in amperes, and the speed in revolutions per minute : 



Current 


8-5 


10 


90 


80 


40 


50 


70 


90 


94 


Torque 





29 


95 


188 


281 


885 


610 


868 


912 


Speed : 


479 


286 


146 


118 


99 


85 


61 


89 


85 



45 
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Now from [a] and \jf\ above we may ellmmftte S \\% 
giving 

whence, 

2^T~ 2;rr • 
g_rC' rT 



27rY 4:rY» 

Cas^ (i.) : § con%tant. 

If S is constant, then, as the last equation shows, for large 
values of T the values of n are equal to a certain constant less 
a quantity proportional to T ; or the mechanical characteristio 
at this point (when the magnets are well saturated) is, for all 
large values of T, approximately a straight line as shown in 
Fig. 332. 

Case (ii.) : C constant. 

Here, clearly, saving for armature reactions, the magnetiza- 
tion will, be constant ; hence the torque will also be constant, 
as in Fig. 330. With a load exceeding a certain amount, the 
motor will not start ; with a lesser load it will race until 
friction and eddy-currents make up the difference. 

The properties of series-wound motoi-s are so important 
that we may pause to consider them a little more fully. We 
know that if the current running through a series dynamo be 
constant, so that its magnetism is constant, the electromotive- 
force it develops is almost exactly proportional to its speed. 
It therefore follows that if E is proportional to iw, T will be 
proportional to C. This is abundantly verified in the case of 
series motoi*s by experiments. When a Siemens series 
dynamo was arranged to lift a load of 56 lbs. on a hoist, it 
lifted this load at the rate of 212 feet per minute, developing a 
counter electromotive-force of 108-81 volts. The applied 
electromotive-force was 111 volts, and the resistance of the 
circuit was 0*8 ohm. The effective electromotive-force was 
therefore 2*19 volts and the current 7*3 amperes. When tlie 
resistance of the circuit was increased to 2*2 ohms, the speed 
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imXK k) 169 feet per minute, the counter electromotive-force to 
fi4-& t ; the effective electromotive-force, © - E, was there- 
fore 16*06 volte, and the current 7*3 amperes as before, When 
4-8 ohms were inserted, the speed fell to 141 feet per minute^ 
and E to 76 volts; g- E was 35 volts, and the curi'ent 7-3 
amperes as before. With the same load^ the same current^. 
whatever the speed. 

The fact that the torque of a series motor depends only 
on the current is of advantage in the application of motors to 
propulsion of vehicles (such as tram-cars) which at starting 
require for a few seconds a power greatly in excess of that 
needed when running.^ 

In tlie series motor, when supplied at constant potential,. 
E is not proportional to the speed, because the field-magnetism 
is not constant, but falls off as E increases, being (if unsatu* 
rated) nearly proportional to g-E. It therefore will not. 
.run at a constant speed. Neither will it run at a constant- 
speed if supplied with a constant current. 

Use of two Series Machines in Transmission. — It is known: 
that if two similarly-constructed series-wound machines 
are used — one as generator, the other as motor — tlie 
arrangement is almost perfectly self-regulating, the speed of 
the motor at the receiving end being almost constant if that 
of the dynamo at the transmitting end is constant. Every 
addition to the load put upon the motor, tending to check 
the speed, causes an increase of current to flow, and so throws 
proportionate additional work upon the generator, which in 
turn takes more power from the steam engine to keep up its 
speed. As we have shown above, the torque of the motor 
Tj will depend, in the given machine, on the current alone, 
and on the current will depend the torque at the dynamo T^. 
Mr. Kapp has further shown ^ how, if there is a resistance in 
the line, the arrangement may still be made self-regulating by 
choosing as generator and motor two machines so wound that 
comparing their characteristics for the prescribed speeds, the 

1 See remarks by E. Hopkinson, Proc, Inst. Civil Engineers, xcl. pt, L 

6, 1887. 
> See Eapp's Meetrical Transmission qf Energy, 4th edition, p. 109. 
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difference in their electromotive-forces corresponding to a 
g^ven value of current shall be equal to the electromotive- 
force requisite to drive that particular current through the 
resistance of the whole circuit. See Chapter XXVIIL, on 
Transmission of Power. 

The late Sir C. W. Siemens ^ drew attention in 1880 to the 
singular properties of the combination of a generating dynamo 
and an electric motor, instancing a locomotive motor which, 
when descending an incline, quickens its speed and actually 
becomes a generator of currents, paying back the spare power 
into store. He also remarked how two trains driven by 
motors running on the same pair of electric i-ails, tend to 
tegulate one another, the one on a descending portion of the 
road transmitting power to the other, as though ^^ connected 
by means of an invisible rope.'' 



Shunt Motob. 



The fundamental conditions are as follows :— 



T=a 



ZN. 



2ff 
a = C — C; 

and, adopting the appropriate form for the law of magnetiza* 
tion. 



E 






From the first three of these we get 



T= — Tc — i^N— i— ,5 



1 Joumai Soe. Tdgr. Engineers, he. 801, 1880u 
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and, transposing and writing Y for Z |>^ -»- 2 », 

and from the last of the four 

Inserting the value of C, we hare 

Case (i) : S {?07i«^an^. 

The last equation shows that a shunt-motor, supplied at 
constant potential, will have a speed that would be constant 
and independent of the torque if it were not for internal re* 
sistance ; and further, that the consequent falling off as the 
torque increases will be the less as the field-magnetism is the 
more powerful. 

As an example, a Victoila shunt motor tested by Mr. Mordey, in which 
the load was varied from 91 '8 X 10^ to 1357*2 X 10^ dyne-centimetres, only 
decreased its speed from 16*25 to 15*75 revolutions per second. 

It is instructive to contrast the self-regulating power of a 
shunt dynamo with the self-governing power of a shunt motor. 
The former, when driven at a constant speed, generates 
electric power at a nearly constant potential ; the latter, when 
supplied from the mains at a constant potential, would furnish 
mechanical power at a nearly constant speed ; and in botli 
cases the departure from absolute constancy is proportional 
to the internal resistance of the armature coils, and to the 
output electrical or mechanical, of the machine for the time 
being. 

So far we have supposed the armature to exert no magnetic 
reaction. Now, as we shall see, to obtain sparkless running 
there must be a backward lead, and in motors a backward lead 
tends to demagnetize. But demagnetizing tends, as we have 
seen, to increase the speed ; hence in the case of constant pres- 



5" 
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sure supply, when iiiere is a great load, the very reaction of 
the great current will tend to prevent the speed from falling, 
making the shunf^motor very nearly self-regulating. These 
reactions must now be considered in detail. 

Case (ii.) : C comtant. 

The determination of this case is more complicated, though 
the general considerations are simple enough. If the motor 
is standing still when the current is turned on, nearly all the 
current will go through the armature, next to none through 
the shunt ; hence there will be little magnetism, and therefore 
almost no torque. Such a machine will not start itself with 
any load on ; but if it be once started, its counter electro- 
motive-force will cause the current in the armature to decrease, 
whilst that round the shunt increases. The torque will there- 
fore tlien increase with 
the speed, but not inde- 
finitely, for as the mag- 
netism advances in its 
degree of saturation, the 
increase of N ^^ ^o 
longer compensate for 
the decretise of €«; and 
from that point onwards 
the torque will decrease 
if the speed is allowed 
to increase. And, hypo- 
thetically, the speed 
should increase until the 
motor's own electro- 
motive-force exactly 
equals the difference of potentials due to the whole of the 
constant current flowing through the resistance of the shunt, 
under which circumstances there will be no current through 
the armature and zero torque. Fig. 838, which, like the 
preceding, is taken from Dr. Frolich's work, gives the 
mechanical characteristics for the two cases. 




"CONSTANT 




Fig. 388. — ^Mechanical Characteristics 
OP Shunt Motors. 
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Reaction bbtweek Armatttre and Field-Magnets 

IN A Motor. 

On pp. 70 to 80 and pp. 380 to 395, the reactions between 
the armature and field-magnets of a dynamo were considered 
in detailybut attention was confined solely to that which occurs 
when the dynamo is used as a generator. In that case we 
noted that the cuiTent in the armature tended to crosa- 
magnetize the armature core and to distort the field in the 
sense of the rotation ; while the forward lead of the brushes^ 
needful for sparkless commutation of the current, tended to 
exercise a demagnetizing effect. The same thing is true of 
a motor; but with a difference. A current supplied from an 
external source magnetizes the armature and makes it int(^- 
a powei*ful magnet, whose poles would lie, as in the bipolar 
dynamo, nearly at right angles to the line joining the pole- 
pieces, were it not for the fact that in this case also a lead* 
has to be given to the brashes. Suppose, as in most of the 
drawings in this book, that the S-pole of the field-magneta 
is on the left, and the N-pole on the right. Also that the 
current so tittverses the armature that it causes the highest 
point to be a S-pole and the lowest point a N-pole. This 
means that if the armature is wound right-handedly the 
current must come in through the top brush and leave by the 
bottom one, the top brush being connected to the -f- niain* 
Compare with p. 60. Clearly, in this case, tl)e armature 
will rotate right-handedly, because the S-pole at the top will 
be repelled from the S-pole on the left and attracted toward 
the N-pole on the right. It will therefore run right-handedly 
(in a right-hand field) when the current flows downwards from 
top to bottom, exactly as the armature of a generator must 
run in order to send a current upwai'ds. In each case the 
direction of the induced electromotive-force is the same — 
upwards — with the current in the generator, against the 
current in the motor. 

It follows that in a motor a forward lead would convert 
the crosB magnetizing-force into one that tends to increase 



514 Dynamo-EUctric Mackinery. 

tliat of the field-magnet, whilst a backward lead tends to de- 
magnetize. Further, since with a forward lead the armature 
polarity strengthens that of the field-magnet, it is possible 
(apart from the question of sparking) for a motor to be 
worked without any other means being taken to magnetize 
the field-magnete (see p. 895} : the armature will induce a 
pole in the field-magnet and then attract itself round towards 
this induced pole. This principle has been used for many 
years in small motors. 



Fia. 884.— The Act of CoMMOTiTioN of a Section or the 
Armature of a Motor. 

The cross-magnetizing force will also have the effect of 
weakening the field under the two leading pole-tips, and of 
strengthening them under the two trailing pole-tips. This 
is the opposite effect to that in a dynamo. In the motor 
(without lead even) the cross-magnetizing reaction tends to 
shift round the field in a sense oppoeite to that of the rotation. 
We shall now see what are the conditions for minimum 
sparking. Consider (Fig. 334) a coil W ascending on the 
left. The current in it is descending from the top brush, 
whilst it is itself the seat of an electromotive-force that tends 
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to stop or reverse its current. Now we know that the con- 
dition of nonnsparking requires that at the moment whilst the 
coil passes under the brush, and is short-circuited, it should 
be passing through a field that is not only sufficiently strong, 
but one that tends to reverse the direction of its current. It 
is already in such afield; hence the act of commutation niust 
take place before it passes out of this magnetic field. It must 
be commuted before it arrives at the highest point. In other 
words, a backward displacement must be given to the brushes 
if there is to be no sparking. The neutral line n v! will there- 
fore rake backwards in a motor into the fringe of the magnetic 
field. But since (in every case) both eddy-ourrents and 
hysteresis tend to shift the magnetic field slightly in the 
direction of the rotation — increasing the lead in a generator, 
diminishing it in a motor — it follows that the negative (or 
backward) lead in a motor may be slightly less than the, 
positive (or forward) lead in a generator, for equal flow ofc 
current and equal excitation.^ The advantage in point of 
weight of a motor in which the armature should help to 
excite the field-magnets, thereby reducing the weight oi the 
latter, led Professors Ayrton and Perry,* in ISSSyto advofcite 
designs with weak field-magnets and powerful aYmatures 
acting with a forward lead. But from the foir%!^g con- 
siderations it follows that if a forward lead is 'fi^'^ to the 
brushes of a motor in order to get a more power|ufe:rotation, 
the motor will spark at the brushes, unless ^me special 
device, such as that used by Sayers, for the prevention of 
sparking, is employed. Minimum of sparking may be recon- 
ciled with high efficiency by so designing and constructing 
motors that the armature shall not perturb the magnetic 
field due to the field-magnets. This can be accomplished by 
following out the very same principles of design and con- 
struction which were found to be coiTCct guides in the case 
of dynamos used as generators (p. 886). Mr. Sayers, whose 
dethod of winding armatures with auxiliary commuting coils 

^ This appears to be the explanation of the differences — otherwise unlmpoi^ 
tant— observed by Snell ; Journal Inst. Mectr. Engineers, xlz. 104, 1800. 
^Jovxnal 8oCm Telegr, Engineers, xil. May 1883. 
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was considered on p. 395, has applied the same method^ to 

' the armatures of motors. With this device the current flows 

through the armatui^ sparklessly even though a considerable 

• forward lead is given to the brushes ; and in this way the 
armature is able to help the magnetization of the field-mag- 
nets. For description of a motor on this plan, see p. 540. 

Mr. Mordey,^ who has carefully tracked out the analogies 

• between dynamos and motors, has observed that in sevei-al 
zespects it is even more important that the rules laid down 
^for the good design of generators should be observed for 
' motors. Eddy-currents must be even more carefully elimi- 
nated. Also tlie greatest attention must be paid to pn^r 
mechanical arrangements for transmitting to the shaft the 
forces exerted by the field-magnet upon the armatures. 

Contrast the conditions which are bound up in Uie dis- 
position of the magnetic fields of the generator and the motor 
respectively. In one the aimature is mechanically driven 
' round while the magnetic forces in the field tend to pull it 
back. In the other, the magnetic forces of the field tend to 
drag it round, and it is thereby enabled to do mechanical 
work. In one case there is an opposing mechanical reacticMi 
tending to stop the steam engine. In tlie other there is set 
tip an opposing electrical reaction (the induced counter 
electromotive-force) tending to stop the current.^ In both 
cases the rotation is supposed to be taking place in the same 
sense — right-handedly. In both the effect is to displace the 
lines of force of the field, but in the generator the mechanical 
rotation acts as if it dragged the magnetism round, whilst in 
the motor the reciprocal magnetic reactions act as if they 
tried to drag round the armature, producing mechanical 

* In8t. Electr. Engineers, xxil. 8T7, 1893 ; xxiv., 1895. 
« Phil, Mag., Jan. 1886. 

* The law of the electrical reaction resulting in a generator from tlie me- 
chanical motion is summed up in the well-known law of Lenz, that the in* 
diiced current l« always such that by virtue of its electro-magnetic effect it 
tends to stop the motion that generated it In the converse case of the na* 
chanical reaction resulting, in a motor, from the flow of electrical energy, it is 
4Bas7 to fonxmlate a converse law, viz. that the motion produced is always such 
that bg virtue of the magneto-electric inductions which it sets up it tends l# 

-•^/top the current. 
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rotation* lu the usual type of generator we found sparkless 
revensal to require a positive lead. In the motor, on the con- 
trary, spaikless revei-sal necessitates a negative lead. If a 
motor is set with no lead, and if the field-magnets are veiy weak 
or are not excited at all, it will run in either direction accord- 
ing as it may be started. If in a motor with well-excited field- 
magnet the current be reversed in the armature part of the 
<iircuit only, the motor will usually reverse its rotation, but 
will usually requii*e the lead to be reversed to run as spark- 
lessly as before. If, instead of revei*sing the cuiTent in the 
aimatui-e, the magnetism of the field-magnet be reversed, 
a similar result will follow. If both are reversed at the 
same time, the motor will go on rotating as if notliing had 
happened. 

Dynamos wound and connected for working as g^ierators 
of continuous currents may be used in all cases as nmtors, 
bat with some difference. A series dynamo set to generate 
ouri-ents when loin right-handedly (and therefoi-e having a 
forward right-lianded lead), will, when supplied with a current 
from an external source, run as a motor, but runs left-handedly 
against its brushes. To set it right for motor purposes requires 
either that the connections of the armature should be revei-sed, 
or that those of the field-magnet should be reversed (in either 
of whicli cases it will lam right-handedly), or else the brushes 
must be reversed and given a lead in the other direction (in 
which case it will run left-l)andedly). A shunt-dynamo set 
ready to work as a generator will, when supplied with current, 
run as a motor in the same direction as it ran as a generator ; 
for if the cuiTent in the armature part is in the same dii'ection 
as before, that in the shunt is revei*sed, and vice versd. A 
compound-wound dynamo, set right to run as a generator, 
will run as a motor in the reverse sense, against its brushes if 
the series part be more powerful than the shunt, and with 
its brushes if the shunt part be the more powerful. If the 
connections are such (as in compound dynamos) that the field- 
magnet receive the sum of the effects of the shunt and series 
windings when used as a generator, then it will receive the 
difference between them when used as a rnokur* Thero are 
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certain advantages in using a differentially-wound motor, as 
will appear hereafter. 

The subject of alternate-current machines as motors is 
treated separately in Chapters XXIV. and XXV. 

Reversing Gear for Motors. — A motor, as will be seen from 
the preceding discussion, can be reversed by the operation of 
reversing the current through the armature, and at the same mo- 
ment reversing the lead. But reversing the current can also be ac- 
complished by rotating the brushes through 180^. Consequently 
both these actions may be accomplished by the single operation of 
advancing the brushes through 180^-2 ^, where ^ is the origindJ 
angle of lead. But as the brush would then slant in the wrong 
direction, it is usual to provide a second set of brushes. This is, 
indeed, Hopkinson^s method of reversing. He employs two pairs of 
brushes, each pair being capable of moving about a common pivot, 
so that either the pair having a lead in one direction, or the pair 
having a lead in the other direction can be let down upon the 
commutator. The result of this arrangement is that, by moving a 
lever, the angular lead and the direction of the current are reversed 
at the same instant. Such reversing gears are obviously most use- 
ful in the industrial applications of motors, and if the difficulties 
of sparking at the brushes caused by the sudden removals of them 
from the coUector be obviated, must prove much better than any 
mechanical device to reverse the motion by transferring it from 
the axle of the motor through a train of gearing to some other 
axle. One great advantage of electric motors is, that they can be 
easily fixed directly on the spindle of the machine which they are 
to drive ; an advantage not lightly to be thrown away. Carbon 
brushes are almost always used for motors, as their position end- 
on is suitable for revolution in either sense. 

Various other forms of reversing gear have been proposed to 
accomplish the desired end. If the field-magnets of a motor 
are so powerful relatively to the armature that no lead has to be 
given to the brushes, the rotation can be reversed by reversing 
the polarity of either part. In Immisch's larger motors, the 
reversing-gear, which is very substantial, removes one pair of 
brushes and puts down at the same diametral points a second 
pair, reversed in position and polarity. 

The form of brush shown in Fig. 248c, p. 320, is designed by 
Holroyd Smith for motor work, as it allows of rotation in either 
direction. So also do carbon-brushes, such as Fig. 249, p. 321. 
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Another mode of reveiBing was suggested by the author ^ 
in 1882. ^ It is indicated in Fig. 885. It consists in joining 
one of the brushes to a point half-way along the field-magnet 
coils, which, though connected across the mains as a shunt, 




Fm. 885.— Elbctbio RBVEBsmo Gbab fob a Motob. 

must not be of very high resistance. The current in the 
armature can then be reversed by simply switching the 
second brush from one main to the other. This principle is 
used in Maquaire's regulator for arc lamps, but is not suitar 
ble for large motors. 

Government of Motors. 

It is extremely important that electric motors should be so 
arranged as to run at a uniform speed, no matter what their 
load may be. For example, in driving lathes, and many 
other kinds of machinery, it is essential that the speed should 
be regular, and that the motor should not ^^ race " as soon as 
the stress of the cutting tool is removed. 

InJtenrwptor (Governor. — One of the earliest attempts to 
secure an automatic regulator of the speed was that of 
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M. Marcel Deprez, who in 1878 applied an ingenious method 
of interrupting the current at a perfectly regular rate by intro- 
ducing a yibcating break into the circuit. The motor em- 
ployed had a simple 2-part commutator, whose rotation timed 
itself to the makes-and-breaks of the % current. This method 
is, however, inapplicable to large motors. 

Centrifugal Governor. — ^Another suggestion, equally im- 
practicable on the large scale, was to adopt a centrifugal 
governor to open the circuit whenever the motor exceeded a 
certain speed. A motor so governed runs spasmodically fast 
and slow. 

It is also possible for a centrifugal governor to be employed 
to vary the resistance of a part of the circuit ; for example, to 
work an automatic adjustment to shunt part of the current of 
a series machine from its field-magnets, or to introduce ad^ 
ditional resistance into the field-magnet coils of a shunt-wound 




FlO. 886.— AUTOICATIC Cbntbie*ooal Govebnor. 



machine, in proportion as the speed falls. A case is shown 
in Fig. 886, in which a centrifugal governor driven by the 
motor alters the number of exciting coils in the field-magnet 
circuit, causing the magnetism to increase if the motor runs 



< 
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too £Gt8t, and so brings down the speed again. This method 
was proposed by Brush, and answers well for motors in series 
in are-light circuits* 

Periodic 0-avemor. — Ayrton and Perry proposed several 
forms of " periodic *' centrifugal governor, a device by which in 
every revolution power is supplied during a portion of the 
revolution only, the proportion of the time in every revolution 
during which the power is supplied being made to vary 
according to the speed. As the main difficulty with such 
governors is to prevent sparking they are only applicable 
to very small motors* But there is a still more ludical defect 
in all centrifugal governors : they all work too late. They do 
not perform their functions until the speed has changed. 

Dynamometrie O-ovemors. — The author devised-^ another 
kind of governor which is not open to this objection. He 
proposed to employ a dynamometer on the shaft of the motor 
to actuate a regulating apparatus, consisting, either of a 
periodic regulator to shunt or interrupt the current during k 
portion of each revolution, or of an adjustable resistance con • 
nected in part of the circuit. The dynamometrie part may 
take the form of a belt dynamometer (such as Alteneck's) or 
of a pulley dynamometer (such as Morin's or Smith's). In 
the latter case, which is the more convenient, a loose pulley 
runs on the motor shaft and is connected by a spring arrange- 
ment with a fixed pulley. The rotation of the motor will 
drag round the fixed pulley in advance of the loose pulley, and 
the angular advance will be proportional to the torque. The 
amount of such angular advance determines the action of the 
regulating part. The regulator in this case is therefore worked 
not according to the speed of the motor, but according to the 
load it is carrying. Any change in the load will instantly 
act on the dynamometrie governor before the speed has time 
to change. If such a governor is purposely over-set it may 
even have the effect of causing the motor to run faster when 
the load comes on than it does when running idle. 

Electric Governing, — Another method of governing, not 

1 Specification of Patent, No. 1639 of 1883. 



522 DynanuhElectric Machinery. 

requiring any rotating parts, has been proposed by the author. 
He uses as field-magnets a double set of poles, set at different 
angles with respect to the brushes of the motor. One pair of 
magnetic poles, having a certain lead, is actuated by series 
coils, the other pair, having a different lead, by shunt coils 
(see Fig. 265(?). When both shunt and series are working, 
there will, of course, be a resultant pole having some inter- 
mediate lead. If the load of the motor is diminished it will 
tend to run faster, increasing the current in the shunt part, 
decreasing it in the series part, and therefore altering the 
effective lead and preventing the increase of speed. 

In 1880 a motor was patented by Andi*£ in which the 
field-magnets were wound in two separate circuits, one of 
thick and the other with thin wire, the current dividing 
betwen them, and the armature was connected as a bridge 
across these circuits as the Wheatstone's bridge. Motors 
governed on this principle were constructed about 1884, by 
Lieut. F. J. Sprague ; they show remarkably good regulation. 

The method of automatic regulation that is most perfect 
in theoiy is undoubtedly that of Professors Ayrton and Perry ,^ 
and is expounded in the following pages; it results in a 
differential compound winding. 



Thboby of Self-govbbning Motors. 

In the chapter on Self-regulating Dynamos, on pp. 224 to 
242, were set forth the methods of solving the problem how 
to arrange a dynamo so that it shall feed tne circuit with 
electric energy under the condition of a constant pressure, 
when driven at a constant speed. The solution to that problem 
consisted in the employment of certain combinations which 
gave an initial magnetic field due to a shunt coil, and an incre* 
ment to that field dependent on the current that might be 
flowing in the main circuit. 

Now it is not hard to see that this problem may be applied 

1 Journal Soc, Telegr, Engineers, voL xlL, May 1883 ; see also a later 
paper in Phil. Mag., 1888. 
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oonversely, and that motors may be built with a combination 
of arrangements for their field-magnets, such that, when sup* 
plied with currents under the standard conditions of constant 
pressure in the mains, their speed shall be constant whatever 
the load. It will be evident, without any numerical calcula-^ 
tions, that the windings must oppose one another — one must 
tend to magnetize the field-magnet, the other to demagnetize* 
Take the case of a shunt motor supplied at a constant poten- 
tial S, and running at a certain speed with a certain load* 
If the load is suddenly removed the motor will begin to race^ 
its racing will increase the counter electromotive-force devel- 
oped and will partly cut down the armature-current. But the 
decrease of current will not be quite adequate to bring back 
the speed, because of the internal resistance of the armature, 
which has prevented the whole energy of the armature current 
from being utilized as work. A demagnetizing series coil 
wound on the field-magnet will, however, effect what is wanted^ 
for then, with any reduction of load, the corresponding re- 
duction of current can take place, the resulting increase in the 
field-magnetism being sufficient to get the required larger 
counter electromotive-force without any increase in speed. 
For constant-current distribution no method of compound 
winding, whether differential or additive, has been found 
satisfactory ; special regulators must be employed. 

The following synoptical table contrasts the arrangements 
for self-regulating generators with those of self-governed 
motors: 



GXHSBATOB. 

QVMn CongtarU S^peed, 

lb get € eonatarU, 

{i Steel magnets. 
Inttial magnetlBm-f Separate exoitation. 
I Shunt ooils. 
+ 8erie0-regQ]ating ooils. 



HOVOB. 

ThgeiOoMtarU Speed. 

GlTon S oomtarU ' 

1 Steel magnets. 
Separate ezoitatlon. 
Shunt ooils. 
— Berlee-regulating ooils. 



In discussing the theory of the self-governed motor, we 
shall follow the same general lines as in discussing the theory 
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of the 8elf"4regulatmg generator, namely, find an equation 
expressing the desired condition of constancy. 

Shunt or Separately-excited Motor with Serie%^regulating 
Coil. — Using the same notation as preyiously, we have for 
the counter electromotive-force developed in the armature — 

abo ^ 

Now N is made up 01 two parts, viz. ; — N 1 ^^ permanent 
part (which in a shunt motor is equal to j^ S«C«, wher^ S« is 
the number of windings in the shunt), and another part 
depending on the series coil which we may write q S^ C, 
where S^ is the number of windings in series and q has the 
eame signification as on p. 229, and is equal to 4 x divided 
by ten times the sum of the magnetic reluctances. Its value 
therefore depends upon the permeability, and therefore upon 
the degree of satui-ation of the iron of the magnetic circuit. 
Reserving this point for further consideration, we may write 

If we had written -y instead of — , we should find the 
solution coming out w\2ti the negative sign, indicating that 
the windings must be so arranged that the current in the 
series coil circulates in the negative or demagnetizing sense. 
We write tlie negative sign, however, as we already know that 
this must be so. We also assume at present that there are 
no armature reactions. Substituting the value of N i^ the 
fundamental equation, we have 

E=n(ZN,-ZyS^C); 

and equating this to the other value of E in the seocHid 
equation above, we find 

Having thus obtained an expression for the speed, we 
must examine the various parts of the expression to see which 
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sre variable and which constant, and so deduce a relation 
which shall make n constant. Now in both numerator and 
denominator there are two terms, the first of which is a 
constant, whilst the second of each contains the variable G« 
A little consideration will show that the fraction cannot have 
a constant value unless the two coefficients of the variable in 
the second terms bear the same ratio to one another as do the 
two constants which stand as the first term ; or n cannot be 
constant unlesB 



or 

ft !v+!> rm 

which is the desired equation of condition. 

If this condition be observed (and it will be noted that 
the quantity of series winding required is proportional, as in 
the self-regulating dynamo, to the internal resistanoe of the 
machine), then the speed will be constant and of the value 

From the first of these relations we see that the speed at 
which the machine is thus governed to run is the same speed 
as that at which, if driven as a generator on open circuit, it 
will yield an electromotive-force equal to that of the supply 
at the mains. When running as an unloaded motor, it ought 
of course to turn so fast as to reduce the current through its 
armature to a minimum, which it can do by running at thi9 
speed. It is evident that by making the permanent part of 
the magnetism strong enough, the critical speed — that is to 
say, the speed for which the motor is self-governing — may be 
made as low as desired. As the load on the motor is in* 
creased, the flow of current through the armature must be 
increased, and this increased corrent cannot flow unless 
in some way the counter electromotive-force of the arma* 
tore be diminished. As the speed is to be kept up, this ia 
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accomplished by the lowering of the magnetism, which occurs 
in consequence of the increased current flowing through the 
demagnetizing coils. The quantity denoted by ^, which 
depends on the permeability of the iroti, may be taken at an 
average value between the two extremes which it has at 
maximum load and at zero load, since in a well-designed 
motor the resistances in the armature-circuit are very small, 
and the efiSciency as a whole high, the demagnetizing effect 
of the series coils, even at full load, need only reduce the 
magnetization by a small percentage. Moreover, with the 
backward lead given to the brushes to prevent sparking, the 
armature itself will act partially as a demagnetizing series 
coil, and so compensate for alteration in the permeability* 
The magnetism is a maximum when the motor is running 
empty. When the load is greatest, if the motor is running 
at, say 80 per cent, efficiency, E will be 80 per cent, of S ; that 
is to say, W will be 80 per cent, of Ni* I^ ^ between these 
Emits in the magnetization that the value of q must be 
averaged. It is evident from equation [III.] that if the 
motor is already provided with a given series winding, there 
can be found a value of g, for which the condition of self- 
governing can be still fulfilled. In the case of a shunt 
motor, the above equation is capable of further simplification ; 
for we know that g = Qjr^ where r« is the resistance of the 
shunt, and N^ =^8^0.. Substituting these values in 
[II.] above, we get 



^•- ^2 — [IV.] 



which is Ayrton aud Perry's rule for the winding of the self- 
governing motor. Motors wound differentially in the propor- 
tion indicated in equation [IV.] are very nearly self-governed. 
Some excellent motors by Sprague were wound according 
to this rule. One veiy curious property of this method of 
winding is as follows : — Suppose the motor to be standing 
still and the current turned on, the ampere-turns due to the 
shunt will be equal to S S« -> r«, whilst those due to the 
series coil will be g S^ -r- ra X r« ; and these, according to 
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equation [IV.], will be equal, and they are of opposite sign. 
There should then be no magnetism excited at alL But if 
there is any lead at the brushes, the magnetizing tendency 
of the armature will come into play ; and if the biiishes have 
a considei*able negative lead, the effect will be to magnetize 
the field-magnet in the wrong sense, and then the motor starts 
the wrong way. The defect might be remedied by cutting 
out the series coil or reversing it, until the motor has got up 
its speed. The latter course is preferable, as the additional 
torque of the series motor is of great advantage in overcoming 
the statical resistance to motion experienced at starting. 

It is obvious that the number of shunt-turns should theo- 
retically be such that the motor, driven on open circuit at the 
given speed, shall generate an electromotive-force equal to S, 

Practical Determination of the Shunt and Series Windings^ — 
As in the case of compound windings of dynamos (p. 238) so for 
motors, the proper windings f3an be found by simple experiments, 
a temporary coil being wound and separately excited, and a re- 
sistance equal to the future r^ being added to the armature resist- 
ance. Two experiments are required. Bun the motor first with 
no load at the brake, using the proper pressure V, and excite the 
temporary coil, observing the number of ampere-turns that are 
needful to bring the speed do^vn to the required n. The number 
of ampere-turns in this case is equal to S^ C. , where C, is the cur- 
rent, which economy dictates should be used in the shunt. Seo- 
ondly, run the motor with the fullest load at the brake, and 
again excite the field-magnet with such a number of ampere- 
turns that the speed is constsuit at n. From this and the pre* 
vious experiment S., can be calculated. 

The efficiency of a differentially-wound motor cannot be 
expected to be quite as high as that of one which is not 
differentially wound, since the energy expended in the former 
case in magnetizing the field-magnets is greater relatively to 
the amount of magnetization produced. 

^ It should be i>ointed out that this process differs from that suggested by 
Professors Ayrton and Perry in their pax>er on electromotors, in Joumat 
Boc, Teleg, Engineers, May 1888. Their method depends on the volume 
left on the bobbins of the <fleld-magnets, which is assumed to be constant. 
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Meghai^igal Chuulgteeistigs of Oqhpouxd 

DiFFEBBNTIAIi MOTORGU 

It may l)e convenient here to consider the graphic repre- 
flentation of the regulations hetween speed and torque in 
motors provided with mixed windings.^ 

The curves for constant-potential supply are shown in Fig. 
887. The letters M and S refer to main circuit windings and 




Fkl 887. 

MeOHAMICAL CHAAACmERnXIOB 
AT COMSTA19T POTEMTIAIi. 



Fig. 89B. 

MSOHAiaGAL CBARACTKRnnOB 
WITH OONSTAUT CUSiaCNT. 



-shunt windings respectively. The forms of the curves for 
mixed windings differ somewhat according to the proportions 
of the two sets of coils. 'The important case is that of the 
difierential winding marked S — M, having a few sei'ies tunu 
to correct the di*oop of the pure shunt-winding, and it will he 
noted that up to a certain limit the speed is nearly oanstant, 
but that there is a maximum value to the tarque. In the 
case of constant-current supply, as the curves of Fig. 888 

^ The autkor Ib indebted to FfdUch^8i>ieDyiiamo«l«i:eH«eAe JfoMMiefor 

the carves of motora with mixed windings. Similar cmves have been de* 

•<duced by Rechniewslti, see Stances de la Sociiti de Phiifsique^ 18BS, p, 1991 
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ftho^9 the ouly winding which gives any approximation to a 
constant speed is the differential winding with large shmitaivi 
small seiies coil. For, as in the case of the constant^enrrent 
generator, the variation of the magnetism has to be earned 
through an enormous range, defying any averaging of liie 
--magnetic permeability. 

An elegant graphic method <^ treating the problem of wM* 
government of motors is given by M. Picou in La Lumtire i^eo- 
triqytt^ xxiii. 114, 1887. 

Shard Motor. — ^It was observed by Mr. Mordey,^ that if 
a pure shunt motor is constructed upon perfect desigm — that 
is to say, having very small resistance of armature and very 
large resistance of shunt, and having also field-magnets, which 
are very powerful relatively to the armature, and an armature 
properly laminated and sectioned so as to reduce eddy-currents 
and self-induction to a minimum — such a shunt dynamo, if 
supplied from mains at a constant potential,will run at a nearly 
constant speed whatever the load.^ The slight demagnetizing 
action of the armature when a negative non^parking lead is 
given to the brushes acts, in fact, instead of any special de* 
magnetizing coil. The following tests showed a constancy 
to within \\ per cent, for all loads within working limits. 



Potential at 
Terminals. 


Ourrmt 
(amperes). 


Horae-povrer 

at Brake. 


Bevolutlons per 
Minute. 


Torque 

(pound-feetX 


S8*4 


44 


1-1 


1125 


515 


68*4 


126 


7-4 


1120 


88-4 


68-4 


165-5 


10-36 


1115 


48-8 


68-4 


180 


1M4 


1110 


680 



With a lower electromotive-force the same motor regulated 
almost equally well, but at a lower speed. It was observed 
that, especially when the motor was giving out small horse' 
power, the speed was increased by weakening the field. 

» See "Phil. Mag., January, 1886. 

' This might have been foreseen from the equations of p. 525, in which If 
f« 4. f-m = 0, the condition of regulation will give Sm = 0. 
84 
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Other Methods of Qoveming Motors. — A further suggestion for 
governing motors is due to Mr. Mordey and Mr. C. Watson* 
They wind the armature with two windings, having separate 
commutators. One winding — ^the main one — ^is the ordinary 
armature circuit of the motor, and is supplied with current from 
the external source, causing the armature to revolve. The other 
winding, which may he called the regulating armature winding, 
is small in amount, and is disposed over, or side hy side with, the 
main motor- winding. This additional winding is not connected 
to the mains or source of current, but to the field-winding by 
means of a special commutator or collector and brushes. It will 
be observed that this additional armature-winding, revolving in 
the field, constitutes a generator of current. The regulating 
action is as follows : — ^When a tendency to increase in speed 
results from a diminution of the load, the additional armature- 
winding tends to increase the strength of the field by supplying 
more current to the field-coils, and thus raises the opposing elec- 
tromotive-force of the motor, diminishes the amount of current 
received from the mains, and so reduces the speed to its normal 
rate. Again, an increase of the load, tending to reduce the 
sx)eed, is counteracted by a lessening of the magnetizing current 
produced by the additional winding, a consequent lowering of 
the opposing electromotive-force of the motor, and an increase of 
the current received from the mains. It will be seen that as this 
plan is summative it does not require so great an expenditure of 
energy in the fields as a differential winding ; nor ifif it open to 
the objection that the motor may start in the wrong direction. 
On the other hand, it has the drawback of requiring an additional 
commutator. The method has given very good results. 

A possible mode of governing constant-current motors is by 
providing a variable magnetic shunt, in the converse of the 
manner suggested by Trotter for constant-current generators. 
Various other modes ^ of controlling the speed by altering the 
magnetism have been suggested, but few of them are automatic 
or reliable. 

1 See a most interesting and fully lllustratod paper by F« B. Crooker In 
mectHcal Wwrld, xiiL 311, 1880. 
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CHAPTER XXI. 

MODERN FORMS OF CONTmUOUS-OURREKT MOTORS. 

Almost any good modem dynamo (independently excited, 
shunt wound, or compound wound) will serve as a motor on 
mains supplied at the proper pressure ; but attention has to 
be paid to the setting of the brushes that it may run rightly, 
and the machine so used must be one that will give the 
proper Toltage at the proper speed. In designing motors 
precisely the same principles hold good ^ as obtain for design- 
ing generators ; for the same features, namely, low internal 
resistance, powerful field-magnets, and proper elimination of 
eddy-currents, which go to make a good generator, also apply 
to the making of a good motor. For example : suppose it is 
desired to design a 10 H.P. motor to run at 500 revolutions 
per minute, when supplied from 200 volt mains. Now 10 H.P. 
IS 7460 watts; a motor to give out actually 7460 must be 
allowed to absorb (at 85 per cent, nett efficiency) 8776 watts. 
Further, if its electrical efficiency is to be, say 90 per cent., it 
must generate 180 volts of counter electi*omotive-force. 
Dividing 8776 watts by 180 volts we find 48*75 amperes as 
the current it must take at normal load. If, thei*efore, we 
simply set to work to design a dynamo with good powerful 
field-magnets capable of generating 50 amperes at 180 volts 
at a speed of 500 revolutions per minute, we shall have 
obtained what we wanted. ' 

Snell has given the following rules for expressing the 
actual H.P. which may be safely and continuously taken from 
continuous-current motors : 

Ring armatures, 2-pole ; H.P. =0'00001 X * d" n, 
Drum armatures, 2-pole ; H.P. = 0*000015X i d* n ; 



^For discussion of the subject of motor design, see a paper by Snell in 7%e 
Mtciridan^ zxil. 813 and 403, 1889 ; also Jown. Inst. Eleetr. Enffineers^ 
1891. 
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where I ia length of armature and d ita diameter, in laches, 
and » the revolutions per minute. 

It might be supposed from the opening statement that 
any description of motors was superfluous. There are, how 
ever, certAiu special forms of machine that have come into 
notice as motors, and are, therefore, described here. 

Amongst the motors which were at one time in commerce 
were special forms by Ayrton and Perry, with a fixed exteitial 
ring armature and an internal revolving field-magnet. Thay 
posseased the etructui-al defect of possessing too weak a 
fleld-ma^et to enable them to run spaiklessly, and though 
lemai^ably compact and convenient, fell into disuse. These 
motoiB were illostrated in the earliest editions of this book. 
A little later escelleut forms up to several horse-power were 
coDstrofited by Reckenzauo, Immisch and others, which were 



Fio, 889.— iMMiscH'a Motor (Section). 

\ in former editions. Reckenzaun conceived the 
nsefol notion of winding the magnets of a series motor for 
traction purposes with two, or in some cases three, coila oo 
each limb, which might be put in parallel or series so as to 
vaiy the exciting power and permit of obtaining the different 
rates of speed and power required in ti-amway work without 
resorting to artificial resistances, and also of obtaining a 
great torqne in starting, when all the coils are in series. 

Imniiscli's motors were amongst the first in England to 
be well and mechanically constiucted. The armature cores 
were built up of insulated disks, having at the ends, and at 
intervals, thicker disks provided with projecting driving, 
teeth, all the disks being securely keyed to the shaft. The 
windings were insulated with "VVillesden paper protected witlj 
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india-rubber varnish. In the commuting arrangements special 
means were taken to cut out the coila as they reach the neutral 
point; the effsci, accor(£ng to the inventor^ being to diminish 
cross-magpettzing- influences and obviate changes of lead. 

In Immisch motors carbon brushes, Fig. 249, p. 321, are 
used. The mode of driving the core-disks of the large 
machines is shown in Fig» 224, p. 294. 

A 80-H.P. motor, designed by Mr. A. T. Snell, for mining 
porposesy^ weighing 850 kilogrammes^ gave tiie following 
results : — 



RevDlutians 


Volta. 


Amperes. 


E.H.P. 
AbaorBed-. 


H.P. 
gf^enimt. 


Effldenoy. 


6«» 
675 


900 
509 
600 


49 
48 
49 


88 

8»-2 

88 


29-8 
29-5 
29-5 


'9» 
-91 

•89 



A number of firms — ^for example, Messrs. Cuttriss of 
Leeds, M. Trou v^ of F^9y and M efl8x&. Crocker and Wheeler, 
in New Jersey — have made a speciality of small motors for 
driving fans, lathes and other light running machinery. 

All large firms who construct continuous-current dynamos, 
famish them also as motora, in some cases making special 
patterns, the only difference being that a machine designed 
for a motor usually has the &Id-magnet carried to a rather 
higher degree of saturation^ and made relatively more 
powerful than in the corresponding size of dj^namo. If two 
machines are to be used together as generator and motor, the 
former being driven at a constant speed, the latter will not 
run at a constant speed at all loads if they are of identical 
construction, for the voltage given to the motor falls as the 
current in the line increases. To make the motor run at 
constant speed it should be wound with fewer armature con- 
ductors in proportiwi precisely to the efficiency contemplated. 

^ See notes by Mr. Snell on Electrical Work in Mines, tn Proc, South 
Wales Irutitute of Engineers^ July 27, 1891. Also lecture on Electricity in 
Mining^ by author of this book, published by Messrs. Spon. 
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Table of Data of Spraoxts Motobs. 
(The figores in the first oolumn refer to dimensions indicated In Fig. 840)^ 



Motor n*P« 



ToUl height- .. ^. 
Height of bed^plat« .. 
Length of hed*phUe ••* 
Width of bed-plate •• 
Height of core-seat •• 
IHam. of core-ftet ^ 
Length of core «• •• 
Diam. of core *• m 
Befween core-centres 
Diam. oyer winding .. 
Height 4>f keeper • « 
Width of keeper 
Length of keeper •• 
Length of field •• .. 
Boie of field .. .. 
End thicknessi pole- 
piece « .. 

Space be t ween pole-tips 
Block to tods(comm. 

end) •• «• «• •• 
Block to fields (poUex 

end).« 

Lengthy pillow-block 

scat ' .. 

Width, pillow* block 

seat 

Height of pillow-block 
Length of pillow-block 
Between shaA shoulders 
Diam. of pulley • • • • 
Face of pullev •• ,. 
Length of hoo •• .. 
Between centre ofmotor 

and centre of pulley 
Length of core bolts .. 
Diam. of core bolts . . 
Diam. of core disks .. 
Diam. of aimatiire .. 
Armatare conductors 

(at iiOYoIU) .. .. 
Armature conductors 

(at22aTQ)ts) .• .. 
Armature conductors 

(at440Tolts) .. .. 
Segments in commata-\ 

tor .. .. .. ../ 

Bin core disks 
N (usefiil)mqpdines.. 
Total ampere- turns .. 
Revolutions per min, •« 

J— Vol. 4 
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For instance if the electrical efficiency of the transmission 
is to be 85 per cent, the motor armature should have 85 
per cent, of the number of conductors that there are in the 
generator armature. As an example see Brown's 240 H.P. 
motor mentioned on p. 412. 

Sprague's Motors. — Several firms have made a speciality 
of motor work. Amongst American engineers, Lieut. F. J* 
Sprague was early in the field with several forms of motor of 
excellent design and construction ; many hundreds of them 
were in use in the States for lifts, machine tools, and the like, 
until his firm was amalgamated with the Edison Co., after 
which time the Edison bipolar dynamo was substituted. 
One form of these machines, resembling the ^^ Manchester '' 
type of dynamo, is shown in Fig. 840. Sprague's method 
of winding the field-magnets with a differential compound 
winding is identical with that invented in 1883 by Ayrton 
and Peny, depending upon the use of a coil in series with the 
armature to demagnetize and weaken the field.^ Many other 
ingenious methods of governing and practical applications 
have been worked out by Sprague. The reference numbers 
given in Fig. 840 relate to the statistics given in the accom- 
panying table, from which the relative sizes of a well-worked- 
out line of machines can be learned. For further details the 
reader is referred to the accounts published in the technical 
press.^ 

Crocker and Wheeler" 8 Motors. — ^Another American firm 
that has been very successful with motors, particularly in 
small sizes, is that of Crocker and Wheeler, of Ampere, N.J. 

Fig. 841 gives a general view of the bipolar motor of this 
firm. The magnet limbs are stamped in one piece out of 
wrought iron or mild steel, and set firmly in the cast-iron bed* 
The armature is built up of toothed core plates (see Fig. 212, 
p. 287) and ring wound, the finished armature being repre- 
sented in Fig. 842. A starting gear is usually provided with 

» See Specifications of British Patents, Nos. 15,768 of 1884, and 8524 of 1885. 

^Electrical World, October 1886 ; also Martin and Wetzler's treatise on 
The ElectHc Motor, 157-75 ; and ElertHcal ITorW, xiv. 8, 1889 ; xv. 870, 
1890 ; also Eleettidan, xxiv. 248, 1890. 
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these motors, coDsistiDg of a switch, with resistances, so 
arranged that the field-magnet is first excited, the armature 
then thrown into circuit with a resistance which, when t^ 



Fio, 841.— Crocker- Wrbeleb Motor. 

motor acquires speed is cut out \tj a further movement of the 
starting switch. For use in arc-light circuits ' a centrifugal 
governor is added to the shaft. For sizes up to 10 H J*, the 



Fia 842.— Abuatcbe of Cbocesb-Wheeesr Hoioe. 

bipolar type is used, hut for large ^zes 4-pole designs of the 
type of Fig, 278 are preferred. 

The following tahle gives some statistics about these 
machines. 

For further accounts of the Crocker-Wheeler motors, and 

' For some accounts of motors for constant-cmrent circuits, see JCleo- 
McdllTorlil, XV. 209, 1890; xrll. 120and 130, I6Q1 ; also iTIecirf elan, xxv. 
10, 40 and 131, 1890. 
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UBO 


nKKn-WHE 


ELEB JUOTC 


m&» 




Ontput. 


BevolutioDfl 

per 

Minute. 


Weight, 
Lbs. 


Armftture 
I>iam., 
Inches. 


Ck>m« 

mutator 

Parts. 


Gore 
Tteth. 


Bipoiar. 












A 


1900 


17 


8 


12 





i 


1800 


20 


8-601 


16 


8 


i 


1400 


70 


4-76 


24 


12 


i 


1250 


106 


5-625 


24 


12 


1 


1000 


201 


7 


82 


16 


2 


1000 


281 


7-75 


48 


24 


8 


050 


864 


8-75 


48 


24 


5 


050 


590 


9-187 


56 


28 


10 


875 


1065 


11 


56 


28 


Four-Pole 












15 


850 


1450 


11 


102 


51 


80 


750 


2800 


15 


110 


65 



iheir application to driving workshop tools, the reader is 
referred to the technical journals.^ 

A.I!.Q^^ Motors.— In Germany the Allgemeine Elektri- 
citats Gesellschaft has made a specialty of small motors, 
both for continuous current and alternating. Their typical 
form up to 12 H.P. is shown in Fig. 848. For larger out- 
puts 4-pole and 6-pole machines are used. This company 
has long systematized its manufactures- The following table 
includes the usual sizes. 



H.P. 

Eeiy8.per l 
minute. \ 



Total wt, 
kUos. 

Amperes at 
105 volts. 



[ 



A 

1600 



i 



i\ 1 



1100 2100 1900 



80-560-5 



1-8 



2*5 



55 



2*9 



75 



5-0 



1 

1650 

120 



1-5 
1480 

220 



2*5 
1270 

855 



6 

11001020 

I 

885 620 



10 



20 



925 850 



8251820 



I 9-514- 4 22-2,. 

I i 1 1 



84«8 50-8!82-9 170 

1 1 



80 
720 

2870 

255 



40 
650 

2980 

855 



1 



60 
600 

4100 

610 



90 
450 

4760 

700 



I See Engineering, zliv. 88, 1887; also ^lectHcalWorld,^. 4 9 imd 
208 : xlll. 809, 1889 ; xv. 114, 269 and 370, 1890 ; xvil. ISO, m Also see 
ProJessor Crocker's book, entitled • Pn^lcal Manag^ent ofT^os^ 
Motors,' and a series of papers by Professor OWKtar In EUo. Engineer 
(N. Y.), 1891 and 1892. 
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QooldefiC% Mtning Motor. — Mr. Atkinson has deBigned for 
Messrs. Goolden & Co. a mining motor of the simple bipolar 



FlQ. 848.— A.E.O. MOIOB. 
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type, witn special adaptations for use in coal-mines ; ^ the 
moving parts being enclosed so that all possibility is remoyed 
of a spark at the brushes causing an explosion. As shown 
in Fig. 844, the commutator and brushes, which are of carbon, 
are completely boxed in. 

Sayeri Mining Motor.^-^An entirely-enclosed mining 
motor, haying fixed brushes and compensating armature on 
Sayers* design, has been introduced by Messrs. Mayor and 
Coulson. Fig. 845, which giyes a section of this machine, 
shows the position of the auxiliary poles P^, the use of which 
was described on p. 395. A 80-kilowatt motor, running at 

700 revolutions per 
minute, weighs 8732 
lbs. complete. The 
core-disks are deeply 
slotted with 4 main 
conductors and 8 com- 
muting conductor in 
each of the 108 slots. 
The armature body is 
9 J inches long, and 17 J 
in diameter. 

Electric Locomotive 
Motors. — Many motors 
have been designed for 
propelling tramcars and 
for electric railways; 
the points that invent- 
ors have chiefly con- 
sidered being strong 
mechanical design of armature, slow speed with or without 
gearing, and construction that will resist deterioration, by 
water, mud, dust, or overheating. Owing to the enormous 
rush of current just at starting, the armature must be capable 
of enduring the severest torque, and be practically fireproof 
as well as waterproof. For tramcar driving a single-reduction 

1 See the anther's Electricity in Mining, p. 88, lor deacriptlons of electric 
coal-catten and other mining appliances. 
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gear has foand general favor, but for heavy railroad work 
all gearings for speeding down have gradually fallen into 
disfavor, direck-driving slow-speed forms being more re- 
liable. All this implies the employment of motois with 
relatively powerful field-magnets. This is not the plsce to 
enter on a detailed account of electrio locomotion in general, 
or to describe any of the hundreds of electric tramways and 
railways now running. Suffice it to say that the lighter 



Flo. 846.— BfAONETS FOR STREEr-CAK UOTOB. 

street-tramway systems have developed to an enormona 
extent in the United States, where alone more than 10,000 
miles of electrio street lines are at work, mostly with an over- 
head trolley-«yst«m of supplying current to the cars. The 
usual pressure is 500 volts. Generators suitable for such sys- 
tems are described ou p. 433. With respect to the motors, 
apart from the difficulties arising from damp, dirt and 
vibrstion, the main difficulty lies in designing the m^net, 
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which must be both powerful and very compact. An earlj 
form used in the States resembled No. 82, Fig. 108, p. 168| 
but inverted.^ More modern forms have four poles with very 
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Tests o? 30 H.P..Car Motor (Westinohouse Co.). 
^ See The Electric BaUtoay, by O. T. Crosby and LoiuiB Bell (New Yoik,) 1801 



Modem Forms of Continuous-Current Motors. 543 



»si ll liv- Iillll 


90 
89 
868 

23-1 
64-29 

46-0 

41-5 
29-68 
3«1 

16,110 
6,750 

84,000 
79,200 
87,600 
183,600 


80 

80 
781 

24-0 
48-87 

640 
50-3 
31-99 
a- 81 

14,830 
6,500 
80,400 
76,800 
84,000 
126,600 


ess ?? ???? Iillll 






SSS5 tl ^-«S Sillll 


80 
118 
188 

18-9 
181 

86-8 

77 

1-77 

5.870 

8,400 
64,000 
51,600 
56.400 
86.800 


20 
14S 
96 

9-1 
1805 

91-5 

75-7 
105 
ISO 

8.580 
3.900 
46,200 
44,400 

48,600 
73.200 


S|g ll ss^? iillll 




Current 

Revs, of oar axle . . . . 

Torque (nett In Ibs.-foot 
armature) 

H.P. on brake .. .. 

H.P. supplied electri- 
cally. 

EUectrioal efflciency . . 


H.P. loet in copper .. 
H.P. loet in iron, gear- 
ing, etc. 
Ampere tume per pole 
Ampere turns in gap . . 

B„ingap 

B„inpole 

B„ in armature . . . . 
B„ in teeth 
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short coreS) with an srrangemeDt (or hiDging the yoke-frame 
in two parta as shown in Fig. S46. The armatares of these 
motors aretlioserepresent«d in Fig. 217 in actof heing wound. 
Fig. 347 gives other views of motor armature construction, 
and on p. 542 ara given graphically the results of some testa 
of a 30 H.P. streetcar motor of the Westinghouse Company 
■when supplied at 500 volts. It will be seen that the efQcieocy 
ifl close to 80 per cent. In the table on p. 543 are given 



Fio. 347.— AaUATUBBS in Process of Construction. 

some data respecting another test of the same motor when 
run at 450 volts. 

For tramway work Messrs. Mather and Piatt make a 
standard type of single-reduction geared motor, as shown ia 
Fig. 348, one-twelfth actual size. It is a Gramme armature, 
with single magnetic circuit steel magnets, suspended at or 
about their centre of gravity by a free suspension and carried 
on the other end by bearings on the axle. The armature is 
completely enclosed by casing, and the gear is of steel with teeth 
cut from the solid, the ratio varying from 3 : 1 to 4-5 : 1. 

Heavy Railway Locomotive Motor B. — In Plate XX. ia 
given a sketch of the electiic locomotive of liie City and 



Modem Forms of Continuous-Current Motors 545 

South London subway railway, with two 50 H.F. motors 
designed by Dr. E. Hopkinson and constructed by Messn. 
Mather and Flatt. Each locomotive weighs about 10 tona, 
exerts 100 H.P., and can run over 25 miles per hour. They 
are series-wound, and run with magnets nearly saturated. The 
tractive effort with 100 amperes is 1180 Ibe., with 226 amperes 
8000 lbs. Fourteen of these locomotives are now running, 
and also two others by Siemens of a pattern in which the 
field-maguets are relatively more powerful, enabling the 




Fia. S48.— Mather and Piatt's SiKOLE-BUDucnon Hoior. 



armature to give the requisite torque with less current. All 
the fourteen locomotives supplied by Mather and Piatt are 
still at work, having been in service since 1890, and having 
each run during that time on an average 120,000 miles. The 
principle of constructing the armature directly on the axle, 
which Dr. Hopkinson introduced for the firet time on this 
line, has been followed in all cases where large powers at 
comparatively high speeds have been required, on account of 
its simplicity, efiBciency and the small amount of wear and 
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tear. A smaller example \& afforded by the 20 H.P. motoi 
used in the Bessbrook Tramway, described by Dr. Hopkinson,^ 
which ran at 1000 revolutions per minute, taking 100 ampei-es 
at 220 volts. It was series-wound, the resistance of armature 
being 0*112 ohm, and of magnet 0*118 ohm. The nett 
efficiency was over 90 per cent. This motor is reversed by 
simply revereing current in the armature.^ 

A still larger example of solid railway work is afforded by 
the Liverpool Overhead Railway,* the electrical machinery of 
which was built by the Electric Construction Corporation, 

The largest electric locomotives yet made* are those 
designed by the General Electric Company of Schenectady, 
for the Baltimore and Ohio Railroad. Each locomotive 
weighs 95 tons, and has on it four motors each of 400 H.P. 
They are operated at 600 volts, and exert their maximum pull 
of 47,600 lbs. when running at 15 miles per hour, the current 
then being 2700 amperes. The motors, of the 6-pole type, 
are grouped two in series. The generating station will con- 
tain four 10-pole 600 kilowatt direct^riven dynamos over- 
compounded from 600 to 700 volts. 

Pulsating motors. — The early type adopted by Page, 
Hjorth and others, with a reciprocating movement, has been 
revived in recent years for motors for the special purposes of 
operating hammers or drills. In 1879, Werner von Siemens * 
produced a mining drill in which a continuous current and 
an alternating current of slow period were combined to pro- 
duce a reciprocating movement without a commutator. In 
1880 Marcel Deprez * designed an electric hammer for forging, 
having a plunger of iron to be drawn up and down in a cylin- 
drical coil wound in sections, into which the current was suc- 
cessively led by a commutator. Atkinson has lately designed 
a pulsating motor of remarkable novelty for mining drills. 

1 Proc, Inst, Civil Engineers, xci, part i., 1887-S. 

* For a full description, see Railway World, August 1803. 

< See paper by J. H. Greathead, before Iron and Steel InstittUe^ Liverpool, 
Bept. 20, 1892. See also Elec Retfiew^ xxzii. 151. 

* See Engineering, July 19, 1896. 

* D.R. Patent, Ko. 9469 of 1879 (see vol. ii. 889 of Siemens* Arheitm). 

* La Lumih'e £lectrique, ix. 44, 1883. 
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CHAPTER XXIL 

THE PRINCIPLES OF ALTERNATE CURRENTS. 

In alternate-current working the current is rapidly reversed, 
rising and falling in a succession of pulses or waves. 
Electricity is in fact oscillating backwards and forwards 
through the line with enormous rapidity, under the influence 
of a rapidly-reversing electromotive-force. The adjectives 
altenuite^ oscillatori/y periodic undvlatory^ and harmonic have all 
been used to describe such currents. The author would prefer 
the term wave-currenU as being both shorter and more apposite. 
The properties of alternate currents differ somewhat from 
those of continuous currents. They are affected not only by 
the resistance of the circuit but also by the magnetic reaction 
commonly called self-induction or inductance ; the inductance 
of the circuit having a choking effect on the alternating cur- 
rents, diminishing the amplitude of the waves, retarding their 
phase and smoothing down their ripples. They are also affected 
by the capacity or condenser action of the circuit. If a con- 
denser is placed in an electric circuit, it completely blocks the 
flow for continuous currents ; but alternating currents can 
oscillate into and out of its electrodes as though the condenser 
allowed them to pass through. On account of these peculiarities 
some preliminary account of alternating currents is needed. 

If a coil of suitable form is placed, as in Fig. 350, between 
the poles of a magnet, and spun around a longitudinal axis, it 
will have currents generated in it which at each semi-revolu- 
tion die away and then reverse. In the figure the coil of wire 
is supposed to be so spun that the upper portion comes 
towards the observer. In that case, the arrows show the direc- 
tion of the induced currents delivered to the circuit through 
the agency of two contact rings (or slip-rings) connected 
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respectivel; to the ends of the ooil. Id the position shown, 
the current will be delirered to the left-hand ring, and returns 
{rom the circuit to the right-hand ring ; but half a turn later 
it will be flowing to the 
- right-hand ring and re- 
tnmiiig from the circuit 
back to the left-hand 
ring. Fig. 850 is, in fact* 
a primitive form of alter- 
nator, generating a sim- 
ple periodicaUyreversed 
or alternating current • 
and is, in fact, the kind 
of alternator known as a 
"magueto-ringer," used 
Fio- 850. fop 1^11 service in tele- 

phone sets. The simple 
revolving coil, by cutting the lines of the magnetic field, seta 
up periodic electromotive-forces, which change at every 
half-turn, giving rise to alternate currents. In each whole 
revolution there will be an electromotive-force, which uses 
to a maximum and then dies away, followed immediately 




by a TCversed eleotsomotlve-foroe, which also g^nnra to A 
maximvim and then dies away. The wave-form depicted 
in Fig. 851 serves to illustrate this. The heights of the 
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curve above the horizontal line represent the momentary 
values of the electromotive-forces ; the depths below, in the 
second half of the curve, represent the inverse electro- 
motive-forces that succeed them. Each such complete 
set of operations is called a period^ and the number of 
periods accomplished in a second is called the freqtienci/ or 
periodicity of the alternations, and is symbolized by the 
letter n. In 2-pole machines n is the same as the number 
of revolutions per second ; but in multipolar machines n is 
greater, in proportion to the number of pairs of poles. 
Thus, in an 8-pole field with four north poles and four south 
poles around a centre there will be produced four complete 
periods in one revolution. If the machine revolves 15 times 
a second (or 900 times a minute) there will be 60 periods 
a second, or the periodicity will be 60. By revolving in a 
uniform field the electromotive forces set up are proportional 
to the sine of the angle through which the coil has turned 
from the position in which it lay across the field. If in this 
position the flux of magnetic lines through it were Ni ^^^ ^^^ 
number of spirals in the coil that enclose the ^ lines be 
called S, then, as was shown on p. 173, the value of the in- 
duced electromotive-force at any time t when the coil has 
turned^ through angle 0=2 it n t will be 

E(9 = 2 7rnS N sin^ -5- 10«, 
or, writing D for 2 ^ n S N / 1^^ we have 

E^ = D sin 0. 

In actual machines the magnetic fields are not uniform, 
nor the coils simple loops, so the periodic rise and fall of the 
electromotive-forces will not necessarily follow a simple sine 
law. The fonn of the impressed waves will depend on the shape 

^ If n is tbe number of revolutions per second, 2 irn will be the total angle 
(In radians) turned through in one second. Hence, the angle turned through 
(which we call 0), in any short time t will be equal to t times 2ir n. For 
example, if n » 15, 2 tt n=s94'2 radians per second, and during, say one- 
eightieth of 1 second, the angle passed over will be 1*18 radians, or about 67^. 
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of the polar faces, and on the form and breadth of the coils. 
But in most cases we are sufficiently justified in assuming 
that the impressed electromotive-force follows a sine law, so 
that the value at any instant may be expressed in the above 
form, where D is the maximum value or amplitude attained 
by E, and ^ an angle of pAa^e upon an imaginary circle of 
reference. As diagrams of lines revolving around a centre are 
much used in explaining altemate-cunent actions, the follow- 
ing explanation ^ should be most carefully followed. Consider 
a point P revolving clockwise round a circle (Fig. 851). If the 
radius of this circle be taken as unity, P M will be the sine of 
the angle ^, as measured from 0^. Let the circle be divided 
into any number of equal angles, and let the sines be drawn 
similarly from each. Then let these sines be plotted out at 
equal distances apart along the horizontal line, as in Fig. 851, 
giving us the sine curve. 

Now, the use that we make of this diagram is this. We 
know that as time goes on, the value of the electromotive- 
force is changing from instant to instant. To find its value 
at any particular instant, we treat time as if it were an ever- 
increasing angle; we take the number of seconds or the 
fraction of a second, that has elapsed since a certain instant t^ 
(when the electromotive force was zero), and multiply it by 
2 r n, then considering this as an angle expressed in radians, 
the sine of this angle multiplied by D gives us in volts the 
electromotive-force for the particular instant. It will therefore 
be seen that the point P, in revolving uniformly round the 
circle in Fig. 351, represents the lapse of time. If we consider 
it revolving at such a speed that it passes through 2 n n radians 
in one second, then the perpendicular P M represents (to some 
scale or other) the electromotive-force at any particular 
instant. Now taking the horizontal line 0^-360** to repre- 
sent time (to some convenient scale), it is evident that after 
the lapse of the time measured by the distance from 0** to M 
the electromotive-force has the value M P ; and in the same 
way, at any other instant, the electromotive-force is repre- 

^ Those who are not familiar with the problems of simple-harmonic motions 
should consult some modern treatise of theoretical mechanics on the subject. 
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sented by the perpendicular drawn from that point in the line 
which represents the instant to the sine curve shown in the 
figure. In Fig. 851, one revolution of P around the circle of 
reference corresponds to one complete alternation or cycle 
of changes. The value of the electromotive-force (which 
varies between + D and — D as its maximum values) may 
be represented at any moment either by the sine P M or by 
projecting P on to the vertical diameter, giving O Q. As 
P revolves, the point Q will oscillate along the diameter. 
We may, therefore, without drawing our sine curve at all, 
merely consider a line O P (drawn to some scale to represent 
D) as revolving round O, and take its projection O Q at any 
instant as the electromotive-force. Such a diagram is known 
as a clock diagram. 

The currents which result 
from these periodic or alter- 
nating electromotive-forces 
U'e also periodic and alter- 
nating; they increase to a 
maximum, then die away and 
reverse in direction, increase, 
die away, and then reverse 
back again. If the electro- 
motive-force completes 100 
such cycles or reversals in 
a second, so also will the 
cun*ent. 

There is yet another way of representing periodic varia- 
tions of this kind — namely, by a diagram akin to that used 
by Zeuner for valve-gears. Let the outer circle (Fig. 852) be 
as before a circle of reference around which P revolves. Upon 
each of the vertical radii describe a circle. Then the lengths 
5uch as O Q, cut off from the radii, represent the correspond- 
ing values of the sine of the angle. If a card with a narrow 
slit cut radially in it were made to revolve over this figure, 
the intersection with the two inner circles would show the 
varying electromotive-forces in various positions. 

The reader who desires to pursue the graphic study of 
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these matters further should consult the excellent treatise of 
Prof. Fleming,^ or that of Mr. Blakesley,^ and sundry papers 
• by Mr. Kapp.* Bedell and Crehore,* devote a whole chapter 
to the subject. In the case of real machines in which the 
magnetic fields are not uniform, nor the coils simple loops, 
the periodic rise and fall of the electromotive-forces will not 
necessarily follow a simple sine law. The form of the ^ 

impressed waves will depend upon the shape of the polar faces, > 

and on the form and breadth of the coils. Consider the case, 
of a machine in which the field-magnets consist of a double 
crown of opposing poles (as in the machines of Siemens, 
Ferranti, Mordey, etc.). If the armature coils and magnet 
cores are both of circular form, and equal in diameter, as the d 

coils approach the polar ends of the cores they will, it is true, 
gradually enter the field, and the number of lines cut by the 
coil during equal displacements will gradually increase and .^ 

become a maximum when the axis of coil and core coincides, d 

and from that point it will again decrease, almost in a sine \t[ 

law ; the greatest rate of cutting being when the edge of the } 

coil is opposite the centre of the core ; but if coil and core be / 

rectangular in outline, the greatest rate of cutting in each wire 
will be when one edge of the coil is passing the edge of the 
pole. In this case the sine law cannot be true for the electro- 
motive force. In order to test whether in any given dynamo • 
the rise and fall of electromotive-force and of current in the 
armature coils conforms to the law of sines, experiments are 
necessary. Joubert, in order to measure the currents of a 
Siemens dynamo, employed an electrometer method, and 
took off the current at any desired phase by a special com- 
mutator, and found an approximate curve of sines.'^ Another 

^ Fleming, The Alternate Current Transformer^ London, 1889. Also & 
paper on Polar Diagrams, Electrician, xxxv. 43. 

2 Blakesley, Alternating Currents of Electricity, London, 1889. 

• Kapp on " Alternate Current Machinery," Proc. Inst, Civil Engineers^ 
1889, pt iil. * Bedell and Crehore, Alternating Currents, London, 1893. 

^ For references as to modem varieties of this method see p. 712. Baring 
recent years many experimental methods have been given for determining the 
shape of the curve followed by the variations of alternating electromotive- 
forces and currents. The reader should consult the methods pursued by Kyan, 
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method, applicable also to direct-current machines, doe to 
Mr. Moitley, is described. 

In Pig. 868 are given four curves for a half-period. 01 
these one is a sine-curve, the other three from actual alter- 
nators, showing how nearly they agree with a true sine-curve. 
The one which agrees most 
nearly is that of the Mordey 
alternator, which lies just 
within the sine-cui-ve nearly 
throughout its whole extent. 
The curve is usually more 
peaked in machines which 
have the coils sunk between 
iron teeth and have much 
armature-reaction. In the 
Niagara generators they are, 
on the contrary, rather flatter- 
topped and broader than true 
sine-curves. We are then 

sufficiently justified in assuming that the impressed electro^ 
motive-force follows a sine law. 

*^ Virtual '* Volt% and Amperes. — Alternate current volt- 
meters and alternate-cuiTent amperemeters do not measure 

Amer. Inst BUee. Engineers, 18S8 and 1889 ; also Electrician, xxiy. 268, 
1890 ; Bedell, Miller and Wagner, Amer. huL Elee. Engineers, z. p. GOO ; 
Fleming, Electriciany xxziv. 400, 507, 1895 ; L. Duncan, ibid. 617 ; nicks, 
ibid. 696. Fleming's method is applicable to determine the form of the 
current curve at any part of a circuit. See also a jmper by Barr, Bumie 
and Kodgers, Electrician, xxxv. 719. 

Some controversy arose in the columns of the Electrician and of the 
Electrical World, in the aatumn of 1894, as to whether there was any ad- 
vantage in alternators giving a sine-curve. Flemfng has since found that 
certain transformers worked with a distinctly higher efficiency when oper- 
ated by an alternator giving a peaked curve than when operated by one 
giving a nearly pure sine-curve for the electromotive-force. On the other 
liand, this form appears to be undesirable for motor^nmning. As a matter 
of fact, the form of the current curve depends, not on?y on the construction 
•f the ahemator, but also upon the modifying SnUnences of capacity and 
•elf-faidTietioo fn the circuit. The presence, fn the circuit, of transformers 
with Iron cores and of motors will modify the enrre ; and the modification 
will specially depend on the degree of saturation to which the iron cores are 
carried at each cycle. A paper bj Barr, Beeton and Taylor, in the Elec 
trician, xxxv. 257, 286. is of great importance. 
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the arithmetical average values of the volts and of the amperes. 
They measure what are called virtual volts and virtual amperes* 
In a Cardew voltmeter the heating of the wire depends on 
the square of the current. In an electro-dynamometer the 
torque depends at every instant on the product of the 
currents in the fixed and movable parts; therefore, when 
used as an amperemeter, depends on the square of the current. 
The attraction (or repulsion) in electrostatic voltmeters is 
proportional to the square of the volts. The readings which 
these instruments give us, if first calibrated by using steady 
•currents, are not true means, but are the square roots of the 
means of the squares. Now the mean ^ of the squares of the 
«ine (taken over either one quadrant or a whole circle) is J ; 
Jience the square-root-of-mean-square value of the sine 
functions is got by multiplying their maximum value by 

1 -^ ^ 2, or by 0*707. But^ the arithmetical mean of the 
values of the sine is 0*687. Hence an alternating current, if 
it obey the sine law, will produce a heating effect greater 
than that of a steady current of the same average strength, by 
ihe ratio of 0-707 to 0-637 ; L e. about 1-1 times greaticr. If 
a Cardew voltmeter is placed on an alternating circuit in 
which the volts are oscillating between maxima of + 100 and 
— 100 volts, it will read 70-7 volts, though the arithmetical 
mean is i^ally only 63-7 ; and 70;7 steady volts would be 
required to produce an equal reading. 

The term virtual^ has been used to denote these square- 



* See proo/, p. 558. 
^ Or mora strictly 



lf'^.^n0de^l=^', 



IT 2 

whence, if ^ = - , the average is - , 

2 ^ 

* I adhere to the term virtual^ which was in use before the term ^ffleace 
which was t«commended in 1889 by the Paris Congress to denote the square- 
root-of-mean-square value. I adhere to it mainly because the adjective 
^ective is required in its usual meaning in kinematics to represent the re- 
aolved part of a force which acts obliquely to the line of motion, the effect- 
ive force being the whole force multiplied by the cosine of the angle at 
vhlch it acts with respect to the direction of motion. 
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*ootK)f-mean-square values. If an alternate-current ampere- 
meter reads 100 amperes, that means that the current really 
rises to -f 141-4 amperes and then reverees to — 141*4 
amperes ; but the heating effect and the amount of power 
delivered are the same as if the current were 100 continuous 
amperes, and therefore such a current would be described as 
100 virtual amperes. 

It may be remarked in passing that the virtual electro- 
motive-force of a dynamo wound for alternate currents will 
therefore be 1*1 times higher (compare p. 589) than that of 
the same dynamo wound as a continuous-current dynamo of 
the same current-carrying capacity; or will be 2*2 times 
higher if, while the same wire is used, the alternator is not 
re-entrant, but forms a single circuit. 

The distinction between virtual and maximum values is 
important since certain effects — for example the tendency to 
pierce insulation with a spark— depend on maximum, not on 
virtual values. For example, if an electrostatic voltmeter 
reads 10,000 volts ; the maximum value (supposing the law 
of variation a sine law) will be 14,142 volts. If the curve is 
more peaked than that of the sine curve, the maximum will 
be higher. 

'0%e of Clock Diagra'rm. — In these polar diagrams the 
amperes or the volts that are undergoing periodic cycles of 
change are represented by the projection on some given line 
(in this book, the projection on a vertical line is taken) of a 
line supposed to revolve about a centre. Such diagrams are 
of so frequent use in the study of alternating currents that a 
few further points about them are given. 

Differences of pAoir^ are in the clock diagram represented 
by differences of angular position. For example, if two 
revolving pointers O V and O C (Fig. 854) are going round 
at the same rate, but always one a little behind the other, 
they will not come to their respective maximum at the same 
instant. Projecting them upon the vertical line we see that 
at the moment when O Y has revolved so far that the angle of 
position 18 ^, its projection will have the value O v; while 
the other pointer, which lags behind by an amount measured 
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by the angle ^ (=:V O C), has for its value as projected, the 
length O c. When O v gets to its maximum (that is when 
V arrives at the top), O c will still be behindhand. The 
values of the two projections are O v = O V . sin ; and 
O <? = O C . sin (^ — ^). The angle ^ is the differ ence ofphoBe. 
To add together two different alternating quantities — ^for 
instance two electromotive-forces — that have the same period, 
it is not sufficient simply to add their numerical values. 
For instance, if there are two coils in series in a circuit in one 
of which there is being induced an alternating electromotive- 
force of 40 volts, and in the other an alternating electro- 
motive-force of 30 volts (both having, let us say, the same 
frequency of 100 periods per second), the total electromotiye- 
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force will not be 70 volts unless the two electromotive-forces 
happen to be exactly " in phase." If there is any difference 
of phase between them the resultant will be less than 70 
because they do not come to their maxima at the same time. 
To ascertain the value they have when added together we 
must apply the principle of summation of vectors with which 
every engineer is familiar in the ordinary compounding of 
forces by constructing a pamllelogram. 

Let O P and O Q represent two electromotive-forces, of 
the same period, but with a phase difference between them of 
P O Q which we may call angle ^ . Completing the parallelo- 
gram by drawing P R equal and parallel to O Q, we get the 
resultant O R which represents the relative magnitude and 
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phase of the resultant revolving vector. The projection O r 
of this line will always be equal to the sums of the projections 
O f and O 9 of the two components. Now, by ordinary 
geometry we have O R = VOP^^fOQ^ + 2 P Q cos ^. 
This is obviously a maximum when ^ = zero. For instance 
if in the above example O P =40, O Q = 80, and ^ = 87^. 
it will be found that the resultant O R is 66*6. 

If the two components are at right angles to one another, 
on the diagram one will have its maximum at the instant 
when the other has its minimum. They are then said to be 
in qtMdr<Uurey or as some electricians say, in quarter-phase. 
If they are equal in themselves the resultant will be greater 
than them in the proportion y^ to 1. For example, the 
resultant of two alternating electro- 
motive-forces of equal period, of 100 Yu,^^ [ 
(virtual) volts each, that are in quad* 
rature, i» 141-4 (virtual) volts. 

Products of Periodic Functions. — 
Suppose we have two periodic func- 
tions — say two currents, or a current 
and an electromotive-force — both 
varying with the same periodicity, 
but having different amplitudes and ^^' ^^' 

a difference of phase between them. 

Let one be called p = O P sin d; the other j = O Q sin ^.; 
where O P and O Q are their respective maximum values 
(as in Fig. 356), and ^ the angle of phase-difference between 
them equal to e — /5. Now, suppose we want to find the 
mean value of the product p q. This product will itself vary, > 
but not as a sine function, and therefore is incapable of being ^ 
represented as a line revolving. It will at certain instants — I 
four times in each cycle — ^have zero values, for ^ comes twice 
to zero, and q comes also twice to zero. It will also have 
negative values when either jo or y is negative. Its mean 
value will be the mean of all the values of the product during 
one complete cycle. 

At the instant shown the product will be jt? } = O P . OQ 
cos $ . cos /?. A quarter-period later the two lines O P and 
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O Q will stand to the axis — O Y in the same relations as they 
now stand to the axis O X, and the product (being posiUye) 
will then be 

pY = OP.OQsind.sin^. 
Taking the mean of these two values, we have 

V^-^P'^ =lOP.OQ(cos0.co8/? + Bind.8ini9) 

= iOP .OQcos (d—P) 
= i O P . O Q cos ^. 

Now this is obviously independent of the actual position of $ 
or of /? ; that is to say, for every position the mean of the 
value between that position and the position at right angles is 
the same all the way round. Hence this value is the required 
true mean value of the product. 

We shall make use of this theorem later. 

A geometrical construction to illustrate the above is given 

in Fig. 857. Let O P and O Q represent the maximum values 

of two periodic functions as having phase-difference the angle 

 or P O Q. Turn either of them (in this case O P) through 

a right angle so that it occupies the 
position O S, then complete the paral- 
lelogram O Q T S, and draw the triangle 
O Q S. The area of the parallelogmm 
is equal to O P . O Q cos ^, and the 
area of the triangle is equal to J O P.O Q 
cos ^, and therefore represents the mean 

Fig. 357. product. 

A further deduction is of use. Sup- 
pose p and 9 to be identical; we shall then obtain the mean 
value of the square of the periodic function by writing O Q as 
O P and 0=0; so that cos 0=1. Then we get, 

mean value of p^ = i O P^. 

In other words, the mean value of the square of the sine is ]• 

Lag and Lead, — Alternating currents do not always keep 

in step with the alternating volts impressed upon the circuit. 

If there is inductance in the circuit the currents v/ill lag ; if 
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there is capacity in the circuit they will lead in phase. Fig. 358, 
illustrates the lag produced by inductance. The curve 
marked Y represents the alternating volts ; that marked C is 
the current curve. Distances measured from O along the 
horizontal line represent time. These curves are in fact 
similar to what would be obtained if curves were plotted from 
Fig. 854 in the same way as that plotted in Fig. 851, the 
points y and C being taken instead of the point P. The 
impulses of current, represented by the blacker line, occur a 
little later than those of the volts. But inductance has another 
effect of more importance than any retardation of phase ; it 
produces reactions on the electromotive-force, choking the 
GUiTent down. While the current is increasing in strength the 
reactive effect of inductance tends to prevent it rising. To 
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Fio. 358.— Curve op Current Laggino sEmND Curve of Volts. 

produce a current of 40 amperes in a resistance of 1^ ohms 
would require — for continuous currents — an E. M. F. of 60 
volts. But an alternating voltage of 60 volts will not be 
enough if there is inductance in the circuit reacting against 
the voltage. The matter is complicated by the circumstance 
that the reactive impulses of electromotive-force are also 
out of step : they are, in fact, exactly a quarter period behind 
the current. 

The Reaction of Inductance, — We have seen that every 
current is surrounded with a whirl of magnetic lines all along 
its length, the number depending on the permeability of the 
medium, and the distance between the going and returning 
wires. If the circuit consists of coils whose convolutions lie 
near one another, the whirls or loops of magnetic lines 
belonging to one part of the circuit will enclose another part 
of the circuit ; so that whenever the current is growing or 
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dying away these loops of magnetic lines will be cutting 
across some other part of the circuit. In fact there will be 
self-indtiction^ and the amount of cutting of magnetic lines 
that goes on when unit current is turned on or off (and which 
we may call the coefficient of self-induction, symbol L) will 
be proportional to the square of the number of spirals so 
reacting ; or L is proportional to S*. The presence of an 
iron core helps the magnetic field due to each convolution to 
thread itself around all the other convolutions. If the 
sectional area, length and permeability of the niagnetio cir- 
cuit in question are A, I and // ; then L = 4xS^/i-^ lO* /; 
where the factor 10*^ is introduced because the unit of induc- 
tion, the henry J is chosen to correspond to the ohm and other 
units. 

So then whenever in a circuit having an inductance L, the 
current is growing, there will be a self-induced electromotive- 
force reacting and tending to prevent the current growing , 
and the magnitude of this will be proportional both to L and 
to the rate of change of the current. If an alternate current 
of C (virtual) amperes is flowing with a frequency of n cycles 
per second through a circuit of inductance L, the reactive 
electromotive-force,^ will be 2 » n L C (virtual) volts. If, for 
example, L = 0*002 henry, n ss 50 periods per second, and 
C = 40 amperes, the reactive electromotive-force will be 25"1 
volts. Now, if we wish to drive the 40 (virtual) amperes not 
only through the resistance of 1| ohms but against this 
reaction, we shall require more than 60 volts. But we shall 
not require 60 H- 25-1 volts, since the reaction is out of step 
with the current. Ohm's law is no longer adequate by itself 
as a guide. To find out what volts will be needed we must 

1 This is calculated as follows. By definition, L, the coefficient of self* 
induction, or inductance, represents the amount of self-enclosing of magnetic 
lines by the circuit when the current has unit value ; when current lias 
value C the number of lines enclosed is C times L. And, as the self-induced 
electromotive-force is proportional to the rate of change of this number, we 
may write £ » L. d C / d t. Now C is assumed to be a sine function of the 
time having instantaneous value Co sin. 2 ^ n t ; where Cq is the niazimnm 
value of C. Differentiating this with respect to time we get dC / dt •a2ir 
n Co cos 2 IT n ^. The ** virtual ^* values of cosine and sine being equal we 
have for £ the value 2 fr n L C, but differing in phase from the current 
bva^ Deriod. 
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calculate, either by algebra, or by geometry ; and for greater 
simplicity we will have recoui-se to geometry. 

Geometrical Investigation of the Law of Alternate Cur^ 
rents, — Plot out (Fig. 859) the wave-form O A 6 d, to cor- 
respond to the volts necessary to drive the current through 
the resistance, if there were no inductance. The ordinate a A 
may be taken to scale as 60. This we may call the R C 
curve. Then plot out the curve marked — p L C to represent 
the volts needed to balance the reaction of the inductance. 
Here p is written for 2 w n. The oi*dinate at O is 26'1 : and 




Fig. 359. 



the curve is shifted back one-quarter of the period : for when 
the current is increasing at its greatest rate, as at O, the self- 
inductive action is greatest. Then compound these two curves 
by adding their ordinates, and we get the dotted curve, with 
its maximum at V. This is the curve of the volts that must 
be impressed on the circuit in oixler to produce the current. 
It will be seen that the current curve attains its maximum a 
little after the voltage curve. The current lags in phase 
behind the volts. If O c? is the time of one complete period 
the length v a will represent the time that elapses between 
the maxima of volts and amperes. In Fig. 360 the same facts 
are represented in a revolving diagram of the same sort as 
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Fig. 864. The line O A represents the working volts R X C, 
whilst the line A D at right angles to O A represents the 
self-induced volts |7 L C. Compounding these as by the 

ti'iangle of forces, we have as the 
impi-essed volts the line O D. The 
projections of these thi'ee lines on a 
vertical line while the diagi-am re- 
volves around the centre O give 
the instantaneous values of the 
three quantities. The angle A O D, 
or ^, by which the current lags 
behind the impressed volts, is 
termed the angle of lag. However 
great the inductance or the fre- 
quency, angle ^ can never be 
greater than 90^. If O A is 60 and AD is 25-1, O D. 
will be 65 volts. In symbols, the impressed volts will have 
to be such that W= (R C)« X (p L C)«. This gives us the 
equation : 

\J SB — - • • • • • [!• I 

The denominator which comes in here is commonly called^ 
the impedance. Comparing this with the law for continuous 
currents, namely 

E 

R' 

we see that the effect of the inductance is to make the circuit 
act as if its resistance, instead of being R, was increased to 

V R^ + p^ L^^ In fact the altemate current is governed, not 

1 The term impedance strictly means the ratio of any impressed electro-mo- 
tive-force to the current which it produces In a conductor (see Lodge's Mod" 
em Views t p. 396), of which the above is only one case. For steady currents 
the impedance is simply the resistance. For variable currents it may be 
made up of resistance, of inductance, and (if the circuit has electrostatic 
capacity), of permittance, in various proportions according to the form of the 
variation. For true periodic currents obeying the sine-law the impedance is 
the square root of the sum of the squares of resistance and inductance. For 
currents which vary more suddenly the impedance will depend more on self- 
induction and less on resistance. 



c = 
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by the resistance of the circuit, but by its impedance. The 
equation tells us the magnitude of the current, but not its 
fha%e. 

In Figs. 861 and 862 the angle of lag is seen to be such 
that tan^=jpLC/RCor=jL/R. , The current is lagging 
as if the angle of reference were not B but Q — ^, so that me 



/^LC 




equation for C^ the instantaneous value of C at the moment 
when E = D sin 9, is 



D sin ((? — i) 



[H.] 



This is Maxwell's law ^ for periodic currents as retarded 
by inductance. As amperemeters and voltmeters take no 
account of phase but give virtual values, the simpler form 
preceding is usually su£Qcient. 

The relation between resistance and impedance is readily 
got from the triangle in Fig. 862 ; for clearly the angle ^ is 
such that 



8in ^ = 



cos ^ = 



tan ^ = 



R 



l/R2 4-;?2L2 



If we prefer we may substitute for the impedance in th# 
denominators of the preceding equations its value R / cos ^. 
The equations established above hold good, whether 

' The analytical proof is given at the end of the present Chapter, p. 673. 



or 



and 



or 



564 Dynamo-Electric Machinery. 

maximum or virtual values are used. For example, we may 
write 

Maximum 0=5"™^; 

impedance 

Maximum C = ">«^^°'"" ^ x cos * ; 

resistance 

Virtual C = .J[!£^^ ; 

impedance 

Virtual C = .1^''*"^^ ^- X cos ^. 

resistance 

The clock diagrams of revolving lines may be drawn either 
with maximum or virtual values. 

Effect of capacity, — When an electromotive-force is applied 
to a condenser the current plays in and out, charging the 
condenser in alternate directions. As the current runs in at 
one side and out at the other, the dielectric becomes charged, 
and tries to discharge itself by setting up an opposing electro- 
motive-force. Its opposing potential rises just as its charge 
increases. A mechanical analogue is afforded by the bending 
of a spring, which as it is being bent exerts a back-force 
proportional to the amount of bending to which it has been 
subjected. When a periodic force is applied to a spring the 
elasticity of the spring tends to hasten the return movement. 
In like manner the electric elasticity of a condenser tends to 
hasten the return flow of the current. 

The effect of capacity introduced into an alternate current 
circuit is to produce a lead in the phase of the current, since 
the reaction of a condenser, instead of tending to prolong the 
current, tends to drive it back. The student must clearly 
distinguish between the case of capacity in series with a 
circuit and the case of capacity in parallel with a branch of a 
circuit. What is said here refers to capacity in series, that is 
to say, the conductor of the circuit is actually cut and the 
ends joined to a condenser so that no current can flow except 
into and out of the condenser. If the capacity is in parallel 
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with a branch of a circuit, and we are considering what happens 
in that branch when there is a given alternating pressure at 
its ends, the capacity in parallel has no effect at all. If we 
are only given the pressure at some other part of the circuit, 
then the problem becomes more complex and involves the 
impedances of the circuit's various branches. Returning then 
to a simple circuit with a condenser in series, the smaller 
the capacity of the condenser the more does it react. The re- 
actance is therefore written as — 1 / ^ K, being negative and 









R 


^ 4 
pK 





Fia. 863. 



Fio. 864. 



inversely proportional to K (the capacity in /araci*) and top; 
and the angle will be such that ^ = — 1 / ji? K R. The 

impedance will be i^'W -k-Vpl^. Figs. 863 and 864 show 
the construction that is applicable in this case. 

If both inductance and capacity are present, tan ^ =a 
(pL — 1/ jt> K) / R; the reactance will be jo L — W p K; 

and the impedance 4/ R^ + (p L — 1 /p K)*. This is illus- 
trated by Fig. 865, in which the triangle for finding ^ is 
drawn by setting out p L at 
right angles to R and then 
deducting from jo L a part equal 
tol/j^K. 

The same construction may 
be applied to a circuit containing 
several resistances, inductances 
and capacities. 

Since capacity and inductance produce opposite effects, 
they can be used to neutralize one another. They exactly 
balance if L = 1 / ^ K. In that case the circuit is non- 
inductive and the currents simply obey Ohm*s law. 




Fia. 865. 
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It will be seen that if in a circuit there is little resistance 
and much reactance, the current will depend almost exclu- 
sively on the reactance. For example, if p (= 2 tt %) were, 
say, 1000 and L = 10 henries, while R was only 1 ohm, the 
resistance part of the impedance would be negligible, and the 
law would become 

C ^ 

The current would lag by almost 90°. 

Self-induction coils with large inductance and small resist- 
ance are sometimes used to impede alternate currents, and 
are called choking coiU^ or impedance coils. This formula is 
wanted for calculating alternate-current electromagnets ; for 
their apparent resistance is almost entirely due to inductance. 

If the current were led into a condenser of small capacity 
(say K = j\y microfarad, then 1 / p K = 10,000), the current 
running in and out of the condenser would be governed only 
by the capacity and frequency, and not by the resistance, and 
would have the value — 

and its phase will lead by almost exactly 90^. 

A capacity acting laterally across the circuit, as when a con- 
denser is placed across the two mains, has the effect of increasing 
the flow of current from the dynamo up to the points on the cir- 
cuit which are connected to it, and therefore of raising the virtual 
potentials of those points, thereby affecting the voltage of the 
rest of the circuit. There is, for a given frequency, resistance 
and self-induction, one particular value of capacity which would 
enormously increase the current and voltage as by a sort of reso- 
nance. These various condenser effects have been considered by 
various writers. A very clear exposition of them, together with 
the phenomena observed on the Ferranti mains on the Deptford 
supply has been given by Fleming.^ 

Mean Power. — The power cannot be calculated by simply 
multiplying together the volt% and the ampere% as with con* 
tinuous currents ; for when there is any difference of phaso 

1 Journal Inst. Electr. Engineers^ xz. 362, 1801. 
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the appareivt watts so calculated are always in excess of the 
true watts. We have seen on p. 658 that the mean product 
of two periodic functions is equal to half the product of their 
maximum values multiplied by the cosine of their phase 
difference : or 

Mean power (true watts) = i E^xC„«Xoo8 ♦• 

= E^ X C^ X cos ^. 

One way of dealing with this is to consider the pix)duot 
E^mX cos ^ as the resolved part of the volts that is in phase 
with the current, and therefore equal to Cvin X R. Hence we 
may write the mean power (true watts) as C^.^ R. That is 
to say, if the resistance of the circuit is a plain non-inductive 
resistance (such as a load of lamps, or a water resistance) the 
true watts spent in it are found in the usual way by the C^ R 
law. There is, however, another way of regarding the matter 
as follows. 

Watt-less Current. — ^Whenever there is a great phase difference 
between volts and current (whether a lag due to self-induction or 
a lead due to capacity), the true watts are, as has already been 
pointed out, much less than the apparent value that would be 
obtained by merely multiplying together the virtual amperes and 
the virtual volts. For, as we have seen, this product must be 
further multiplied by the cosine of the angle of lag (or lead). 
Now there are two ways of looking at this matter, the product 
Eyirt X Cyfrt X cos ^ may be regarded as either the product of the 
virtual amperes into the resolved part (or effective part) of the 
virtual volts, or it may be regarded as the product of the virtual 
volts into the resolved part of the virtual amperes. Just as any 
force may be resolved into two component forces at right angles 
to one another, so any alternating current may be resolved into 
two component alternating currents differing 90* in phase. Or O 
may be resolved into two parts, C cos ^ agreeing in phase with 
the volts, and C sin ^ in quadrature with the volts. These two 
resolved parts of the current may be termed the working cur- 
rent and the watt-less current. In Fig. 366, O E represents the 

effective i)art of the impressed electromotive-force O A. Of O E 
Vol. 4— L 
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d part O I is found, by dividing by B (p. 569), to represent the 
current C. Of this current the resolved part O W, in phase with 
O A, is the working current, and the part O U, which is in quad- 
rature with O A, is the watt-less current. Whenever, for either 

cause, the angle of lag is great, the watt-less 
part of the current will be great also. For 
example, when transformers are left on open 
circuit, the current in the primary is nearly 
in quadrature (owing to self-induction) with 
the impressed volts, and, if it were not for 
hysteresis or eddy-currents in the iron cores, 
would be almost entirely watt-less. 

For example, if there is a current of 100 
virtual amperes lagging 14^ behind the im- 
pressed volts, this may be resolved into a 
working current of 97*03 virtual amperes, and a watt-less cur- 
rent of 24*2 virtual amperes. 

Meamrem&nt of Altemate-eurrent Power. — ^The considen^ 
tions above show that this is a matter for care. If there is no 
phase-difference between volts and amperes, the apparent 
watts are the same as the true watts ; and in that case ampere- 
meter and voltmeter may be used.^ But if there is a phase 
difference a suitable wattmeter must be used ; the usual form 
being an electrodynamometer specially constructed so that the 
high-resistance circuit in it shall be non-inductive. 

Numerical Example: — Let an impressed electromotive-force of 
65 (virtual) volts, alternating with a frequency of 50 periods per 
second, act upon a circuit having resistance 1*5 ohms, and a co» 
efficient of self-induction of 0*002 henry. Find the lag, the cur- 
rent, and the mean power. 

To find the lag, we must find the inductance, 2 ^ n L, and d^ 
vide this by the resistance ; or 

tan^=2TnL-T-R = 2X 31416 X 60 X 0002 -r- 1-6 — 0-419. 
Looking in a table of natural tangents, we find that ^ will be 
22^ 44' ; whence a table of natural cosines gives us cos f *= 0'9223. 

1 Those who are not familiar with this subject should consult the writing! 
of Mr. Blakesley or those of Prof. Fleming. The three^ynamometer meth- 
od of Blakesley, the three-voltmeter method of AyHon, and analogous 
methods, are all of value. Fleming in Journal Inst. Electr* Engineers^ 
zzi. 594, 1802, has after much experience given preference to a simple 
wattmeter method. 
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Or, we might calculate cos ^ directly as R -^ 4/B" i-4 «« n* JU 
Multiplying cos ^ into the 65 volts, we get 59*95, say 60, as tlM 
effective virtual volts, and dividing by the resistance gives 4C 
virtual amperes as the current. The mean power is 65 X 40 X 
0-9228 « 2400 watts. 

Geometrically this is given in Fig. 867. 

Let O A be 65 to any scale, the impressed (virtual) volts. DSi 
scribe the circle of radius O A, and the semicircle O £ A. Draw 

B at right angles to O A. On O B set Off O R on any convenl- 
ent scale of resistance, O 1 being taken as 1 ohm. Using same 
scale, set off O S or R F at right angles, equal to the inductanoa 
2irnL=0-628. Join OF. ROF 

is the angle of lag. Draw E O at 
right angles to O F, cutting semi- 
circle in £. E O A is also angle of 
lag, hence E O represents effective 
virtual volts ; and A E the cross- 
electromotive-force of self-induo- 
tion 2 fl- n L 0. Join ERand from 

1 draw 1 C parallel ; O will rep- 
resent the current. As O B is O A 
turned through a right angle, the 
area of triangle B O O = i O A. 
O . cos A O C = 4 mean power 
(see p. 558). 

There are some reasons why it is 
desirable that the induction curves of alternators should follow the 
sine-form (but see p. 712 as to effect of wave-form on transformer 
efficiency). According to the well-known theorem of Fourier, 
every complex single-valued periodic function can be analyzed 
down into a series of simple periodic functions differing in ampli- 
tude and phase, but all belonging to a harmonic series, having 
frequencies that are some exact multiple of a single fundamental 
frequency. Every complex wave-curve may be regarded as built 
up of sine-curves. For example, the curve shown in Fig. 868 
may be looked upon as a compound of the two dotted sine-curves 
one of a frequency three times that of the other. Now, if this 
complex curve represents the impressed electromotive-force of 
an alternator with curiously-shaped poles, what will the curve of 
effective electromotive-force (or of current) be when self-indue- ^ 
tion is present ? The amplitude is cut down in proportion nearly ' 
to the frequency of the alternation. Hence the component ripple, 
which has three times the frequency, will be damped out nearly 
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three timeB as much as the fundamental wave.^ In Fig. 869 are 
shown the two waves, as altered by a lag of 41° which cuts down 
the fundamental to 0*75, and the ripple to 0*36 of their respective 
amplitudes ; the resultant wave being also shown. It is evident 
that self-induction tends to smooth out the ripples, including all 
parts of the wave that do not fit to the sine-form. Hence those 
alternators which give induction curves of true sine-form are lees 
affected than others by self-induction in the circuit, regulate 
better, and have a higher plant efficiency. 

High Frequency Altemationa, — Alternations of very high peri- 
odicity, going up to as many as 10,000 or 20,000 per second, have 
been studied by Spottiswoode,< and more recently by Tesla,* who 





Fias. 868 and 869. 

has obtained some very remarkable effects. One of his alternators 
was of the same type as Mordey*s, having numerous polar pro- 
jections on either side,^ and another was of the inductor type* 
With these excessively high frequencies the currents flow almost 
exclusively along the surface layers of conductors, instead of 
flowing through their entire cross-section ; even straight rods of 
copper offering a relatively enormous impedance. 



> Much attention has been ghran to the analysis of attemato-KSiirrenft 
enrres dnring recent years by Perry, Ryan, Fleming, Bedell and others. 

* Proc. Boffy 8oc.<, xziii. 455. 

^American Inst Electrical Engineers, May, 1891. See EUetrieai 
World, xvl. 1891, and The Electrician, xxvl. 549, 1891. 

 See Electrical Engineer (N. Y.), March 18, 1891. 
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Torque of Alternators, — A very singular result follows the 
presence of any lag in the current of an alternator^ It was 
pointed out on p. 487, that where amperes flow with the volts, 
electric energy is being supplied by the machine, and power 
must be applied to drive it ; but that when amperes flow against 
a counter electromotive-force, there electric energy is leaving the 
circuit and being turned into mechanical energy, helping to 
drive the machine. The one is the case of the generator, the 
other that of the motor. But now consider an alternator with 
the amperes lagging behind the volts, as indicated by the dia- 
gram of Fig. 870. It is clear that in consequence of this lag the 
amperes are sometimes flowing against the valts instead of 




Fio. 870.— Effbot of Lao of Cubbkkt. 



them. In fact, we may divide each complete period such as O X 
into four parts, during two of which, namely II. and IV. in Fig. 
870, the amperes and volts are alike in direction, either both pos- 
itive, or else both negative ; during the other two parts — namely 
I. and in. — ^the amperes and volts are opposed in direction be- 
cause the volts have reversed in sign, but the lagging amperes 
have not yet changed. Now, during the partial periods II. and IV., 
when there is agreement in sign, the machine is in the condition 
of being a generator, and will require to be driven, the currents 
in the armature setting up a counter torque. But during the 
other partial periods I. and III., when there is opposition in 
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sign, the machine is in the condition of being a motor, and will 
tend to drive itself, the torque helping it on. The conductors are 
consequently subjected to a racfeing action, alternately resisting, 
being driven and then helping to drive twice in each period. It is 
clear that if there is little lag there will be little motor action, 
the partial periods I. and III. being brief ; whereas if there ia 
much lag the motor action wi)] increase. If there is lag of exactly 
a quarter of a period, the motor and generator actions will be 
equal. Similarly, if in consequence of capacity the current leads 
in phase, there will be motor action in partial periods. This sub- 
ject may be considered in another way. The electromotive-forces 
change sign just as the conductors are passing (Fig, 371), from 
one magnetic held to another, where the lines run in an opposite 
direction. If the currents are in phase with the electromotive- 
forces, they will always tend to oppose the motion that generates 



Fia. 371. 

them, and will reverse when the conductor passes into the reversed 
field as at a, a- But if the currents lag, the force exerted by the 
field will help on the motion of those conductors which have 
passed from one field to the other until such time as the currents 
have reversed at h, h. 

It follows that when t..ere is a difference of phase between 
volts and amperes, the mean power in a cycle is equal to the 
difference between the power which it gives out during the 
partial periods II. and IV., and the power which it receives 
back from the circuit during the partial periods I. and III. If 
the phase difference is lees than 90° the machine acts on the 
whole as a generator. If it is more than 90° the machine acts 
as motor on the whole. If two alternators are coupled in 
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seiieB, one to act as generator, the other as motor, the current 
will be nearly in phase with the electromotive-force in the one 
and almost exactly opposed to the electromotive-force in the 
other. This question is resumed in Chapter XXIV. 

Analytioal Treatment of Fuivdamental Equations of 

ALTERNATma CUSRENTS. 

Beginning with the case of a loop having ^ turns, placed at 
such an angle ^ (measured from the initial position as in Fig. 110, 
where it stands right across the field), we see that it no longer 
encloses the whole number of magnetic lines which are present in 
the magnetic circuit. When we omit all account of self-induo* 
tion, we may write 

where Ni is the amount of flux actually enclosed by the loop in 
this position. 

To get a complete account of the action we must now take into 
consideration the number of magnetic lines induced on the cir* 
cuit by itself,^ 

If current C flow through a circuit whose coeflScient of self- 
induction or inductance is L, the whole self-induction of the cir- 
cuit will be equal to L times G ; and the product L C will repre- 

^ Neamann's mathematical investigation of the effect of considering the 
•elf-induction of the circuit in relation to a periodic electromotive-foroe, 
was published in 1845, but self-inductive phenomena had previously been 
studied by Henry and by Faraday. 

Other mathematical investigations of alternating electric currents have 
been given by Weber in his Elektrodynamiaehe Maaabeatimmwigen^ and 
by the following : — 

Eoosen, Pogg. Ann., Ixxxvll. 886, 1852. 

Le Roux, Ann. Ckim. Phys. [8], 1. 463. 1867. 

Clerk Maxwell, Phil. Trans. 1865, p. 478. 

F. Kohlrausch, Pogg, Ann., cxlviii. 148, 1878. 

Jamin and Richard, Ann. Chim. Phys. [4], xvii;, 27«, 1869. 

Joubert, Ann. de Creole Normale Supirieure^ [x], 1881 ; and Jonmol 
de Physique, s. 11. 1. 11. p. 208, 1883. 

Lord Rayleigh, Phil. Mag., May, 1886, p. 875. 

Hopklnson, Lecture at Instit. Civil Engineers (on Electric Lighting), 1888L 
" Jour. 8oc. Telegr. Engineers, xiiL 

•* Proe. Boy. 8oe., Feb. 1887. 

Abstracts of the most important of these wiU be found in Fleming's book 
on the AUemate Current Tran^ormer, 
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sent the total amount of enclosing of magnetic lines by the con- 
volutions of the circuit. 

But we know that if there is a current C in the circuit, we 
ought to write the equation in full — 

f^j = S, fsl cos ^ + LC. [IL] 

Now we know that any variation in Ni will set up induced 
electromotive-force, and that at any moment the electromotive- 
force will have the value 

E £Ni-; [in.] 

where we use the negative sign to show that an increase in Ni will 
produce an invei'se or negative electromotive-force. Any change 
in Ni , from whatever source arising, will set up electromotive- 
force. In the absence of armature reeu^tions the only quantities 
whose variations contribute to the variations of Ni ^^^ ^ £tnd O. 
The angle of position ^ varies from to 2 n- (radians) ; that is 
to say, from 0® right round to 360**, and then recurs ; and its 
cosine therefore fluctuates between 1 and — 1. The current C 
varies also from a certain maximum value + Cma«. to an equal 
negative value — C«a«. We will neglect all the variations of 
the other quantities, not because these variationS would not be 
instructive — for that would be quite untrue — ^but because of 
their lesser practical importance. Then we have 

E =— ^N ^_<^ (S9 N co s<^ + I^C), 
^ dt dt * 

Now suppose that while the armature loop has turned through 
the angle ^, the time occupied — a small fraction of a second — is t 
Also take T to represent the time taken for one revolution ; so 
that if there were n revolutions ^ per second, T will be 1 ./ n of a 

second. Then obviously will be the -— part of a whole revolu- 
tion, and as there are 2 t radians in a circle, the angle expressed 
in radians will be 

where p is written short for 2irn^ and called the pulsation, 

^ For mnltipolftT machines the number of alternations Is more numerooB 
than tlie number of revolutions in proportion to the numbers of pairs of 
poles. The symbol n will in this case stand for alternations per second. 
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Inserting this value, and performing the differentiation, we gee 
E,= 2ir»S3N.sinpe — L^P; [IV.] 

Consider this equation carefully. It shows us that when the 
dynamo is on open circuit, so that there is no current, then self- 
induction would not come in at all. The negative sign also indi* 
cates that that part of the electromotive-force which is due to the 
self-induction opposes the other part. Now write D for the group 

of symbols 2 ^nS,N* Further, we know that that part of the 
electromotive-force which is effective in driving the current 
through the resistance may be calculated by simply applying 
Ohm's law. So if E^, as found in formula [IV.], be the nett or 
effective electromotive-force at the time f,we may write £» » BCV ; 
whence 

RC,= Dsin©— L^ 

dt 

This is a differential equation of the form 

ay + h -^ = sin p x. 
ax 

(See Boole's Differential Equations^ p. 38.) 
The solution is 

XV 

where ^ is called the retardation or angle of 2ag, and has the value 
such that 

23rn L 
tan p = — - — . 

K 

In the second term of the expression on the right-hand side of the 
above equation, the symbol c is a constant of integration, and e is 
used in its common mathematical sense to represent the number 
2*7182, which is the basis of the Napierian (or hyperbolic, loga- 
rithms. This second term relates only to the irregularities during 
the first starting of the current, and dies out as the time t in- 
creases in value. The phenomenon of inductive rush, sometimes 
noticed when current is suddenly switched on or off, is of this 
nature. In general the exponential term may be omitted. 

We have therefore, got our equation for the current at time ( 
as follows : — 
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C^,Doo6f.8m(»-0. p^j 

which should be compared with the value D sin 9 -r B that the 
current would have if there were no self-induction. We see by 
comparing the two expressions that our current still follows a 
sine-function, but it is the sine-function not of the angle 6^, but of 
the angle (fi — ^) ; that is to say, its waves lag behind those of 
the impressed electromotive-force. Also, the amplitude of the 
current is reduced, because everything is going on as if the am- 
plitude of the impressed electromotive-force had been altered 
from D to D cos ^. Or, in other words, the effective electromo- 
tive-force is equal to the part of the impressed electromotive- 
force as resolved along the line of the lagging current. If we 

substitute for cos ^ its value R / ^^ -^ pF JJ^ we reduce the 
equation to the form 

which is what we deduced from geometrical considerations. 

To establish the equations for the case of a circuit possessing 
capacity and resistance only, we may proceed very simply to 
calculate what impressed electromotive-force is needed both to 
drive the current' through the resistance and to charge the con- 
denser. Assume C == Co sin 0. Let the condenser of capacity K 
(farads) have a charge q at any instant, then its potential will be 
q/Ky and the corresponding electromotive-force needed at that 
instant to drive the current will be 

RC+i=E. 

Jx 

But 

q=fc d t a — iC, ooB «, where 9^ptmB2MnU 
Substituting, we get 

R Co sin 9 Lc,oos«i«B. 

pK 

Mow divide both sides by 
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This indicates that the volts will lag in phase behind the 
rent ; or in other words, the current will lead in phase. 

Mean Power, — ^The mean power is obtained by integrating the 
power during one period and dividing by that period, and thei^ 
fore may be written 

K we square the expression [VII.] found for current and Bob* 
stitute for the square of the sine its mean value, viz. }, and thM 
multiply by R we get as the mean power (in watts) 

This expression, by a well-known algebraic rule, will be a max- 
imum for variations of B, when H is such that the two terms in 
the denominator are equal, or when the resistance equals the in* 
ductance. Under these circumstances the highest letg is 4!^. 
But though this is the condition for highest plant efficiency, (he 
regulation is, under these circumstances, bad. Hence it is better 
to use such a machine for lesser currents than those ^luch would 
produce so great a lag. 
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Skin Effect. — When the frequency is high, there is a tendency 
for the alternate current to distribute itself unequally through 
the cross-section of the conductor, flowing most strongly in the 
surface parts. For this reason it has been proposed to use hollow 
conductors, or flat conductors, rather than solid round wires. 
But with frequencies not exceeding 100 periods per second, this 
tendency is negligibly small in copper conductors under one 
centimetre in diameter. Where the conductor is large, or the 
frequency high, the effect may be judged from the following in- 
stances calculated by Professor J. J. Thomson.^ 

In the case of a copper conductor exposed to an electromotive- 
force making 100 cdtemations per second, at 1 centimetre from 
the surface the maximum current would only be 0'208 times that 
at the surface ; at a distance of 2 centimetres only 0*043 ; and at 
a distance of 4 centimetres less than v^ part of the value at the 
surface. 

If the electromotive-force makes a million cdtemations per sec- 
ond, the current at a depth of one millimetre is less than one 
six-millionth part of its surface value. 

The case of an iron conductor is more remarkable. Taking the 
permeability at 1000 and the frequency at 100 per second, the 
current at the depth of one millimetre is only 0*13 times the sur- 
&ce value ; while at 5 millimetres it is less than one twenty- 
thousandth part of its surface value. 

> Elements (^ the Mathematical Theory ef Electricity and MagneUem 
ICambridge University Press.) 
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CHAPTER XXin. 

ALTEENATOES. 

Alteenators, or altemate-current dynamos, may be clas- 
«ified in" three 80i*t8 :— ^ 

I. Those with stationary field-magnet and rotating arma- 
ture. 

II. Those with rotating field-magnet and stationary arma- 
ture. 

ni. Those with both field-magnet part and armature 
part stationary, the amount of magnetic induction from the 
latter through the former being caused to yary or alternate in 
direction by the revolution of appropriate pieces of iron, called 
%niuetoT%. 

Alternators may also be classified into sttiffle-phase and 
polyphase according to whether their coils are so arranged that 
the currents all rise and fall in them at the same instants, or 
whether they have two, three or more circuits so arranged that 
the currents in one part are out of phase with those in another 
circuit. The frequency used in practice varies between 26 
periods per second to 100 or sometimes 150 periods per 
second ; but each machine is expected to work at its own 
proper frequency. The symbol n, used for the number of 
revolutions per second in the formulae for continuous-current 
dynamos, is also used, in formulae for alternate currents for the 
number of periods per second, as it corresponds to the number 
of complete alternations there would be if the dynamos had 
but one pair of poles. For arc lighting it is impracticable to 
work with a lower frequency than 40, though lower frequencies 
are quite as good for motor driving. The higher the frequency^ 
the smaller the transformers ; but very high frequencies give 
trouble, increasing the inductive drop in the mains. As it is 
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teqaisite in alternate-current working to have so many alter 
nations in every second, and as mechanical considerations 
forbid very high speeds, it is the general piuctice to make this 
dass of machines multipolar, with a considerable number of 
poles of alternate polarity armnged symmetrically around a 
common centre. The number of symmetrical poles in 
machines of different systems varies from 12 to 48 or more. 

The armatures of alternators may be of ring, drum, pole, 
or disk type ; but the grouping of the windings is in general 
different from that which would be adopted for a continuous- 
current dynamo. Tlie field-magnet being multipolar, a section 
of the armature winding which is passing a N-pole will have 
eurrents induced in it that circulate in an opposite sense to 
tiiose induced in a section which is at the same moment 
passing a S-pole. Hence in an alternate-current ring the 
soooessive sections must be either wound or connected so as 
to be alternately right-handed and left-handed. In alternate- 
eoirent drums the sections do not overlap one another as in 
ordinary drum armatares ; nor do they overlap in altemato- 
cunent disk armatures. 

Bimg Armatured. — ^This type was invented in 1878, almost 




Fig. 40s. 






FlQB. 873 and 878.— Rino-Armatubb Sbbubs 
WnrDmos for Alternators. 

loltaneonsly by Oramme ^ and by Wilde,* the main differ- 
between them being that, whilst Gramme rotated his 

> Spedflcatf on of Patent, «53 of 1878. « Ibid, 1228 of 18T8. 
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fleld-m^aet within a large stationary ring, Wilde rotated hit 
ring-annatuie within an external system of inwardly-pointing 
field-magnet poles (see Fig. 101, No. 28). When ring annaturee 
are used in thia type of 
dynamo, they must not 
be wound in the same 
manner aa for continuous- 
current armatures. If the 
successive sections are to e 
be connected up in series 
then they must be wound 
as shown in Fig. 872, 
alternately with right- 
haoded and left-handed 

windings. If aU the seo- ^- 874.- Sdiplk Bipolab 

tions are coiled right- 
handedly, then they must 

be connected as shown in Fig. 373 ; for the electromotive-force 
induced in a coll as it passes under a N-pole will circulate 
around the armature core in an opposite direction to that in- 
duced in th^ neighbouring coil that is passing under a S-pole. 



'^ 



RO. 873.— RlHa-ABICATCBZ PaSAUXL VhSOSSa lOB AXnBKATOB. 

If a Grammering wound in the ordinary way is connected ' 
^wn to slip-rings from two points at opposite ends of a 
-diameter, it will yield an alternating current when revolved 
in a Upolar field. In a multipolar field the liog will need 
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multipolar connections alternately at points corresponding to 
the pitch of the poles. In this case, Fig. 875, the various 
sections of the ring are all in parallel. 

A diagram of the Gramme alternator is shown in Fig. 876. 
The sections of the winding of this machine were four times 
as numerous as the poles, and might be coupled to feed four 
separate circuits. It is clear that the revolving poles would 
come past the four adjacent sections successively, so that the 
four alternating currents generated would differ infha%e. from 
one another. Gramme's was in fact a polyphase machine. 




Fio. 876.— Orammb Aiatsknatob. 

One form of Gramme alternator, designed for use with 
JablochkofTs candles, had four separate circuits differing 45** 
in phase from each other. Another ring alternator, by De 
Meritens, with permanent steel magnets, was a favorite about 
1879. A ring armature with external magnet is used by 
Messrs. Ernest Scott and Mountain. 

In Kapp's early alternator depicted in the former edition 
of this book, the ring lies between a double crown of field- 
magnet poles. Other ring alternators have been designed by 
Rankine Kennedy, who uses a discoidal ring between alte]> 
natelynspaced alternate poles within an iron-clad magnet ; and 
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byMordey, whohaa suggested a form with two Pacinotti rings, 
. one laminated, as ai-mature, one non-laminated, as field- 
magnet. 

Drum Armaturet. — So far as the act! ve wires are concerned^ 
they may be coupled up quite as effectively without being 
wound around aring coi-e. 
In Fig. 877, which is a 
di^rammatic picture of 
the early Westinghouse 
alternator, the windings 
lay on the outside of a 
drum core ; the sections 
being coiled separately 
in temporary frames and 
then laid upon the sur^ 
fece of the core, with the 

ends turned down over ^^^ a77.-EARLT Form of Wiwraw. 
the end core disks and house Alternatob. 

firmly secured. 

In the recent Westinghonse machines the coils are held in 
deep slots in the iron of the armature. Large armatures 
are built up of segment^}, one of which is shown in Fig. 378, 
composed of ttiin mild 
steel stampings bolted 
together and assembled 
so as to form a core like 
the larger cores shown in 
Pig. 216, p. 288. The 
joint in the segments 
being made in the centre 
of a tooth does not affect 
the reluctance of the 

magnetic circuit. The ^ ,„ 

.f , , Fio. 878.— Westinohouse Cobb 

coils, wound on formers, Seqmknt 

are at first of sufficient 

width to slip over the projections of the teeth. When in 
position their ends are nipped so that they fit closely and 
are held by the teeth from flying out. This construction is 
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further illustrated in Fig. 401, p. 602, which showB the wooden 

wedges driven in longitudinally to make the whole compact 

Fig. 879 has an iuternal revolving field-magnet, and aa 

innature an external cylinder built of segmental core-plates. 



Fto. 8TO.— Easlt Fork of Elw^lit-Pabeer ALTKRiuica. 

gainst the inner periphery of which the armatui-e coils aie 
batened. 

It is but a step from this form to Fig. 380, which shows 
the construction of Zipernowsky, in which the field-niBgnet 



FlO. 880.— OA?I^Zn>ERNOWSET Alteritatos, 

oores are made up of (J~sbaped stampings, and the armature 
cores of short X-*h*ped pieces which project through the coils, 
•ud are removable singly. We are thus passing away from 
the dram type toward that with ^oU armatore. 



Parsons' Turbo-alternatoR; ! 

Designed' by Hoa C.A.Parsor\s. i 

PUT: 350 AMPERES AT 1000 VOl.TS, AT 3000 REVOLUTIONS PER tAlt \ 
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Hopkinson's alternator. Fig 411, p. 618, is ao iuveraion 
of this design, the field-magnet being fixed and exteroal. 

Disk Armatures. — In these mactiines the armature coils 
are arranged around the periphery of atliin disk. The field- 
magnets consist of two crowns of fixed coils, with iron cores 
arranged so that their free poles are opposite to one another, 
with a space between them sufficiently wide to admit the 
armature. Fig. 383. Tlie poles taken in order round each 
crown are alternately of N and S polarity ; and opposite a 
K-pole of one crown faces a S*pole of the other crown. This 
description will apply to the magnets of the alternate-current 
machines of Wilde and 
Siemens, and to Ferranti's 
alternator. The principle /!^7T 
will be best undei-stood by ^\l, 
reference to Fig, 881, which 
gives a general view of the , 

arrangement. Since the ^ 

magnetic lines run in oppo- 
site directions between the 
fixed coils, which are altera 
nately S~N, N— S, as 
described above, the mov- 
ing coils will necessarily be 
traversed by alternating 
ODiTents ; and as the alter- 
nate coils of the armature will be traversed by currents in 
opposite senses, it is needful to couuect them up, as shown in 
Figs. 381 or 384, so that tliey shall not oppose one another's 
action. 

Siemens' alternators, dating from 1878, realize this design 
with a thin disk armature built up of wedge^haped ooila. 
Ferranti's alternators follow the same plan, the copper 
ooils being built up into a thin disk, as indicated in Figs. 382 
and 888. 

Collecting Rings. — In those alternators in which the armap 
tare part is fixed, mere terminals are required for collecting 
tlie main current. In machines with rotating 1 
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siiDple sliding connections are needed. The usual method of 
collecting is shown in Fig. 884. Two undivided insnlated 



Fioe. 882 and 883.— Febeahti Ai.tebiiatob. 

metal rings, forming the terminals of the annature coil, fllide 
each under a collecting-brush. 

Where high voltages are used the twoslip-ringB should be 
JO placed that by no accident cau an attendant touch both at 




Ro. 884— GoLLBcnNO-oiNas op Alterhatobs, 

Uie same time, tt is also well to provide two brushes to each 
ring to make contact sure. For ^temators with stationary 
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armatures a similar bat smaller pair of slip-rings suffice to 
carry the exciting current to the revolving field-magnets. 

Coupling Armature Coils. — There are various ways of 
coupling up the coils of alternators, according to their purpose. 
For low-voltage work the coils may be coupled up in parallel 
as in Fig. 385, so as to reduce the internal resistance ; whilst 
for supplying distant transformers and for transmission of 
power, in both of which cases high electromotive-force is 
required, the more usual mode of connecting is to join the 
several coils in series, as in Figs. 885 and 886. 



^ (5)^ 




ftas. 885 and 386.— Different Modes of CouFUNa up Abmatube-oou^ 

OF Alternatobs. 

Comparison of Continuous and Alternate' Current Winding. 
—We have seen above in the case of ring windings how a 
system of parallel grouping could be reached by connecting 
down at appropriate intervals. Precisely similar considerations 
apply in the case of drum windings. For instance, a 10-pole 
armature with 860 conductors might be woundasa re-enti-ant 
lap-winding by connecting forward at one end of the drum 
over a spacing of 37, and then lapping back at the other end 
over a spacing of 85. This is just what might be used with a 
180-part commutator for continuous currents. But suppose 
no commutator added, and ten connections brought down at 
regular intervals (as in Fig. 875) to two slip-rings : it will then 
serve as an alternate-current armature. Instead of using this 
lap winding, the 860 conductors might be grouped in 10 lots of 
86 each, each lot of 36 being connected (like Fig. 877), as a 
pancake coil, opposite a pole, and then all 10 put in parallel as 
before. We shall consider later the effect of concentrating the 
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ooils around polar points, as distinguished from the dUitr^lyiMm 
winding where they are spaced out equally. If we wanted to 
use a wave-winding, the number 360 will not suit for a 10-pole 
machine. We must choose 358 with a spacing of 85 and 87 
alternately. As this winding is in series with two circuits 
only in parallel we shall need only two connections to the 
slip-rings from points equidistant along the winding. 

Width of Polb-faces and Brbadth of Abmaturs 

Windings. 

The distance from the centre of one N-pole to that of the 
adjacent S-pole may be called the pitch of an alternator. It 
is desired to know what is the best proportion for the pole- 
faces and the windings to bear to the pitch. This matter has 
been discussed by Kapp.^ It involves two questions-^1) 
in what way will the voltage depend on the relative width of 
poles and breadth of windings ; (2) what proportions will give 
the highest plant-efficiency. If the poles are too wide, so as 
nearly to touch, not only is there great leakage, but the coils 
must be inconveniently crowded. It is obvious that for any 
coil to give its best result it should be so Wge as to embrace 
the whole flux of magnetic lines from each pole as it passes^ 
If it is smaller, it contributes less to the total voltage. If it 
is larger it merely takes more space. Hence it is usual to 
make the width of the internal aperture of the coils but little 
less than the width of the pole, and to make the external width 
equal to the pitch. Compare Figs. 877, 879 and 882, in the 
first two of which the inner width is rather less, and in 
the third rather greater than that of the pole-faces, whilst the 
double breadth of copper in the coils is about equal to the 
width of the poles. 

It has been shown on p. 45 that the average electro- 
■lotive-'foice of a continuous-current dynamo may be written 

^ Pnoc. hk^tituiion Civil Engineers, xcvii. 1889, pt. UL 
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where n was the number of revolutions per second, Z the 
number o£ conductors around the armature, and (SJ the 
magnetic flux. We may adapt this to alternators, whilst 
keeping the two former symbols, and using ^ for the mag- 
netic flux through any one pole, by multiplying by p the 
number of pairs of poles, and by a coefficient k. 
So we have 

E (virtual volts) = i;? n Z N -^ 10*- 

If the fluctuations followed a sine cui-ve, so that the virtual 
volts were 1 * 1 times greater (see p. 555) than the average 
volts, and the coils all joined in series (instead of two parallels), 
tiien h would have the value 2-2. The value^ of Ar for various 
widths of poles and breadths of coils has been calculated by 
Kapp, with the following results ; the field under each pole 
being supposed uniform : — 



Pole width. 


Total Breadth of Copper in CoIL 


h 


!• Equal to pitch 


Equal to pitch (covering whole surface) 


1-160 


3. Equal to pitch 


Half of pitch (covering half surface) 


1-685 


8. Half of pitch 


Equal to pitch (covering whole surface) 


1*685 


4 Half of pitch. 


Half of pitch (covering half surface) 


2-800 


5. Third of pitch | Third of pitch (covering third of surface) 

1 


2-880 



If there were no spreading of the magnetic field, No. 4 of 
these would be best (being r.lso neai-est sine-law). On a 
smooth core such as Fig. 877 or Fig. 879, the useful breadth 
of wires is that which would just lie between the pole-tips. 
The output of a machine having a given thickness of copper 
in the gap is proportional to the number of such wires and to 
the width of the pole-face ; therefore to the product of the 
two breadths, the sum of which (if there were no magnetic 
q)reading) would equal the pitch. Hence the output would 
be a maximum when the breadth of coils and width of poles 



^ See also Bronsson on " The determination 
. World, 1805, xxvi. 236. 
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vera each half the pitch. But Eliha Thomaoa has foand hy 
experiment that, owing to the distortion of the m^^etic field 
vhen the machine is running, there is an advantage in making 
the breadth of copper greater than this ; this is by diminish- 
ing the aperture of the coils to something less than one-hall 
the width of the pole-face. 

Let us consider more closely the effect of breadth of the 
irindings in the coils of the armature. Consider a multipolar 
revolving field -magnet, such as Fig. 387, in which we will 
assume that the pole-pieces have been so shaped that the 
magnetic field in the gap-epace between poles and armature 
cores ia distributed in a manner so as to give a regular and 
smooth wave-form for the curve of electromotive-force induced 
in any one conductor placed in the gap. We ^vill represent 
electromotive-forces which act upwards, or towards the reader. 



bjr a dot, and those which act downwards, or from the reader, 
ly a cross placed in the section of tlie conductor. Then it is 
obvious that there will be induced electromotive-forces acting 
upwards in those conductors in front of which the S-pole 
is moving to the right, and downwards in those which the 
N-pole is passing. But these electromotive-forces will not 
be equal at the same instant amongst themselves : they will 
be greatest in those conductors which are moat active, that is 
to say, in those which are passing through the strongest 
m^netic field. Each conductor will go through an equal 
cycle of inductive action, but it is clear that they come to 
their maximum one after the other. For convenience we will 
suppose this maximum to occur in each conductor as the 
middle of the pole passes it. Now suppose (as is usual in 
oonstruction) thatanamber of these conductors are connected 
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up, as in Fig. 889, to form a coil ; their electromotive-forcea 
will be added together. If a view is taken, as in Fig. 889, 
where we are supposed to be looking back at the poles passing 
from right to left, we shall understand this a little more plainly. 
A moment later the N-pole will come right behind the coil 
as in Fig. 890. This figure shows that there can be no ad- 
vantage in having the inner windings of the coil much nearer 
together than the breadth of the pole-face, since at this instant 
their electromotive-forces are opposing one another. But the 
actual electromotive-force generated by a coil of a given 
number of turns would be greater if they could be all of the 
same size, so that all should reach their maximum action at 
the same instant 






Fio.889. 



Fig. 890. 



Fig. 801. 



This point may be further elucidated by the use of a 
clock diagram. Suppose the maximum electromotive-force 
generated in one conductor to be represented by the pointer 
O A in Fig. 391. Then the projection of O A upon the vertical 
line O P gives the value of the electromotive-force at the 
instant when the angle A O P corresponds to the phase of the 
induction that is going on in the period. Let there be two 
other conductors situated a little further along so that these 
electromotive-forces would be represented separately by O B 
and O C. We have to find what the effect will be of joining 
them all in series. By the rules for compounding vector 
quantities, we shall find their resultant by drawing from A the 
Une A B' equal and parallel to O B, and from B' the line 
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B' C equal and parallel to O C. Then O C is the resultant; 
and its projection O Q upon the vertical line gives the instan- 
taneous value of the united electromotive-force of the three 
conductors. Had they all been placed close up to one 
another at A without any difference of phase between them 
the resultant would have been O A"\ and this projected upon 
the vertical line gives O P''' as tlie instantaneous value. 
A numerical way of considering the matter may be usefuL 
Suppose each conductor to generate an electromotive-force, 
the virtual value of which is 1 volt : then if three such con* 
ductors are connected up in series their total electromotive- 
force cannot be 8 volts unless they lie so close together that 
they all receive their maximum values at the same time. Any 
spreading out of the coils miLBt lower the value of the resultant 
electromotive-force. 

It is therefore worth while to calculate a breadth-coeffi 
eient for a coil of any particular angular breadth. Let the 
symbol ^ stand for the difference of phase between the centre 
of any coil and its outermost conductor on either side. If the 
machine lias a two-pole magnet the value of V is simply half 
die angular breadth (in radians) subtended by the coil. If the 
machine ia multipolar, having p pairs of poles, then the angle 
^ of the phase-difference will be equal to halt the angular 
breadth (as measured on the machine) multiplied by p. Or, 
if the linear breadth of the coil measured along the circum" 
ference be called i, and the diameter of the machine is d^ the 
angle V' of the phase difference con^esponding to the half- 
breadth will be = 6 jt? -T- rf. Now the average value of the 
virtual electromotive-force in all the conductors comprised 
within this breadth will be given by the formula 



^ I ^ e . cos r • o r 5 



where e is the virtual value electromotive-force in any one 
conductor and r is the angle of diffei*ence of phase between 
the E.M.F. in any conductor of the coil and the E.M.F. in the 
central conductor of the coil. If we call the part of this ex- 
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pression which depends on ^ the breadth coefficient, and 
denote it by j, then performing the integration we have 

gr = sin * -5- *. 

In order to give some numerical yalues we may anticipate 
some of the constructions later shown. For instance, in a 
ring wound with four coils each covering one quadrant (aa 
in Fig. 467), 

V' = 45** = radius: y= 0-90. 

In the case of a ring wound with three coils, each covering 
120% 

 = 60** = radius: q = 0.82. 
In the case of a ring wound with 6 coils each covering 60®^ 

^ = 30^ = radius : q = 0-95. 

As an example consider a multipolar 2-phase generator, 
having armature conductors carried through holes in the core 
disks, and having 12 equally spaced holes in the repeat 
from one N-pole to the next N-pole. In this case six of the 
conductors belong to one phase, six to the other, and each 
group will consist of three up and three down. The three 
in a group occupy one-fourth the whole breadth, or are 
equivalent to 90° on the circle of reference : but as the con- 
ductora are confined within holes, the virtual angular dis- 
tance between the two outer conductors of the tliree is 60**, 
and the half-distance 30°; whence q = 0-95. 

There has been much controversy whether armatures 
should or should not have iron cores. Iron cores are certainly 
inadmissible in thin disk armatures, as they would inevitably 
jamb against the pole-faces. Owing to the high frequency 
of alternation, the loss by hysteresis in machines with iron 
cores becomes serious, unless the magnetization is kept down 
below 7000 lines per sq. cm., and even then is not negligible. 
On the other hand, there is more loss by eddy currents * in 
the copper in machines not having iron cores. 

' See remarks by Elihu Thomson in comment on Eapp's paper, loc, cU, 
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MODBS OP ExCITAnOK OF FiELD-MaQNBTS. 

In the older maohinea the field-magnete were either of steel 
permanentlj monetized, or else electiomagnets separately 
excited. About 1869 began the practice of making these 
machines self^excitiiig by the method of diverting a small 
cun-ent from one or more of the armature coils, which were 
for this purpose separated from the rest, this current being 
passed through a commutator, which rectified the alternations 
and made it suitable for magnetizing the field-magnets. This 
device is used in tlie "composite" 
alternators of tlie Tliompaon-Honstou 
(General Electiic) Co. and in those 
of Ganz, who also attiiins tlie effect of 
compounding by supplying the field- 
magnets with a rectified cun-ent ob- 
tained by a small transformer from 
the main cuiTent, to which it is pro- 
portional. Such rectifying commu- 
Fio 892 tators have in general the form de- 

Eectifvino Commutatoe. picted in Fig. 392, consisting of two 
For Self-exciuno metal cylinders, cut like crown- 
Altkrnatobs, wheels, having the teeth of one pro- 

jecting between the teeth of the other. 
They are insulated from one another, one being connected to 
one end of the wire of the armature coils that are to be used 
for exciting, whilst the other is connected to the other end 
of that wire. Two brushes are set so that one presses gainst 
a tooth of one, whilst the other presses against a tooth of the 
other part. An ordinary commutator having as many bars 
as poles may be used ; the bars being connected together 
alteniately into two sets. If the field-magnets are wound 
with fine wire, such a commutator may be used (in low- 
voltage machines) to rectify a fraction of the main cun-ent, 
thus making the machine virtually a self-exciting machine. 
It is, however, more usual to supply each alternator with a 
small auxiliary continuous-current dynamo termed its exciter. 
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A convenient way of regulating the cuiTent or potential 
of alternators is to interpose a vai'iable resistance in 
the exciting circuit; the resistance being operated by 
hand or by some automatic regulator (see Chapter XXIX.) 
This method is applicable either to separately excited or to self- 
exciting machines. In the case where separate exciters are 
used, the performance of the alternator may be regulated by 
controlling (by variable resistances, etc.) the exciting circuit 
of the exciter. 

Alternators, when intended for supplying glow-lamps at 
constant pressure, whether direct at low voltage, or by trans- 
formers at high voltage, are constructed with low resistance 
in the armature part. Those which have also a low coeffi- 
cient of self-induction would be almost self-regulating if it 
were not for the demagnetizing influence of the armature 
currents. If the field is not %tiff (p. 893) or if there is iron 
in the armature, or if the armature's reaction, as measured 
by the number of ampere-turns per pole, is too great, the 
machine will require much more excitation at full load than 
at no load. Even in the largest machines the armature 
ought not to create more than 8000 ampere-turns per pole. 
Those armatures that have the windings deep sunk between 
great teeth of iron have both great self-inductive drop, and 
great demagnetizing action at full load. For motor-driving 
alternators should be chosen which have no great inductive 
reaction. For supplying lamps in series with a e(m%tant cur^ 
rent a somewhat different type of alternator is needed, having 
considerable self-induction in the armature. This is attained 
by winding the armature coils, deeply embedded in the core, 
or wound on long core-plates to give considerable magnetic 
inertia. 

The demagnetizing influence ^ of the armature current is 
most marked when the field-magnets are weakly excited. In 
the Mordey alternator (p. 619) the field-magnet is so powei^ 
ful that the diminution of the electromotive-force from this 
cause with the full current is less than 8 per cent, of the 
whole, the resulting droop in the characteristic being ex* 
tremely slight. The demagnetizing action depends, however, 
s^ee BsaoiL in Jtlectrieal BtHew, zviii. 248, March, 1880. 
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on the phoBe of the currents* If they neither lag nor lead, 
tliere will be no demagnetizing reaction, only a distortion c^ 
field (p. 75). But if they lag they will tend to demagnetize, 
while if they lead in phase they will help to magnetize the 
field. Swinburne ^ has discussed armature reactions from 
this X)oint of view, and has suggested the use of condensers 
to produce an effect akin to compounding. 

Some load-curves for an alternator have been given by 
Kapp (loc. cit.^y and should be compared with Fig. 261, p. 
880. 

Now in an actual machine there are many armature con- 
ductors spaced symmetrically around, and these have to be 
grouped together by connecting wires or pieces. In the case 
of ring>wound armatures the connecting conductor goes 
through the interior of the ring-core, thus constituting a 
spiral-winding. When we go on to those cases in which the 
winding is entirely exterior to the core, as for drum arma- 
tures and disk armatui'es, we find that (as with continuous- 
current machines also) there are two distinct modes of pro- 
cedure, which we may respectively denote as lap^vinding and 
vfavB'winding. The distinction arises in the following man- 
ner. Since the conductors that are passing a north pole 
generate electromotive -forces in one direction, and those that 
are passing a south pole generate electromotive-forces in the 
opposite direction, it is clear that a conductor in one of these 
groups ought to be connected to one in nearly a correspond- 
ing position in the other group, so that the current may flow 
down one and up the other in agreement with the directions 
of the electromotive-forces. So after having passed down 
opposite a north pole face, the conductor may be connected 
to one that passes up opposite a south pole face, and the 
winding evidently may be aiTanged either to lap back, or to 
Eigzag forward. 

Wave windings were independently suggested in 1881, 
by Lord Kelvin and by Mr. Ferranti. But there are disad- 
vantages in its use for high voltages, owing to the difficulty 
of maintaining the insulation between each ^ wave ** and tbs 

1 Journal Inst. Electrical Engineers, xx. 178, 1801 • 
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eceeding one. In some alternators — including those of 
Ferranti and Mordey — ^the coils are joined in two parallels, 
not all in series, a construction which has the result of 
keeping the points of greatest potential difference widely 
apart. 

This distinction between lap-windings and wave-windings 
aB applied to alternate-current machines, is illustrated in 




Fig. 893.— -Alternate-current MAcmNE : Lap-windino. 




Fig. 894.— Alternate-current MAcmNE : Wavb-windino. 




Fia. 395 — Alternate-current Machine : Ring-winding. 

Figs. 893 and 894. Fig. 893 represents an 8-pole alternator 
with lap-winding, each " element *' or set of loops extending 
across the same breadth as the ^^ pitch " or distance from centre 
to centre of two adjacent poles. Only 24 conductors have been 
drawn ;and it will be noticed that the successive loops are 
alternately right-handed and left-handed. In Fig. 894 is shown 
the same alternator with a wave-winding. The electromotive* 
force of the two machines would be precisely the same ; the 
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choice between the two methods of connecting is here purely 
a question of mechanical convenience in construction and 
cost. The ring-winding using the same number of active 
conductoi-s is shown in Fig. 895. In each case the beginning 
and end of the winding are connected to two slip-rings, which 
in these developed drawings are represented by two parallel 
lines. These therefore represent series or single-circuit 
windings. 

Polyphase Alternators. — The disadvantage of making the 
coils broad, which was pointed out on p. 592, was experi- 
mentally discovered by Gramme. The closer the coils in 
any one group were huddled together, the more effective 
he found them. If, then, in his machine, Fig. 376, there 
had been only eight narrow coils — one opposite each pole 
— there would have been much idle space on the machine. 
Gramme, therefore, filled up the idle space with other coils. 
The sections of the winding of this machine were, in fact, 
four times as numerous as the poles, and might have been 
coupled to feed four separate circuits. It is clear that the 
revolving poles would come past the four adjacent sections 
successively, so that the four alternating currents generated 
would differ in phase from one another. Gramme knew or 
discovered that it would not do to join all the coils together. 
He only joined together those that at any one instant were 
opposite the poles. So there were four separate circuits 
each consisting of eight coils joined up in series. And these 
four separate windings were led off to four entirely sepamte 
circuits, each supplying a number of Jablochkoff candles 
with current. Gramme's alternator was unquestionably a 
polyhase generator ; but there is not the slightest evidence 
that he at any time attempted to combine the cuiTents of 
separate phases for any useful purpose, or that he knew that 
they could be so combined. On the contrary, he always 
kept the circuits separate because the several currents in 
them were not in phase with one another. No one, at that 
time dreamed of combining cuiTents of different phase so as 
to get a rotatory magnetic field. 

Ti; may be remarked, in passing, that in every type of 
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alternator there will be idle space between the groups of coils 
if they are wound advantageously for single-phase working. 

If we make the armature with as many groups of windings 
as there are poles of the field we shall have a single-phase 
machine. If we make the coils twice as numerous as the 
magnetic fields we shall get a 2-phase machine. If they are 
three times as numerous a 3-phase machine. 

The large alternators of the installation at Paddington, 
designed by the late Mr. Gordon (which were fully described 
in the first edition of this book), are 2-phase machines, with 
" red " and " blue '* circuits kept separate. They have been 
at work ever since 1883. 




Fio. 396.— Bradley's 2-phase Generator. 

A 2-phase alternator was designed by Bi-adley, in 1887, 
using in a bipolar field a ring connected at four points to 
four slip-rings (Fig. 896). 

As the ring levolves tlie electromotive-forces tend always 
towards the highest point. Two separate alternate currents 
may therefore be taken from this machine, but they will 
differ by a quarter-period or be " in quadrature," as repre- 
sented in Fig. 897. 

A 8-phase alternator might have been made by connecting 
the ring to three slip rings at points 120** apart. Gramme 
indeed wound some of his rings witli three independent sets 
of coils. Such a machine will yield three currents in three 
separate successive phases. If these were grouped as in 

N— Vol. 4 
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Pig. 898, we might join up the A coils together into one 
cironlt (the coils being wound or connected alternately 
right-handedly and leftrhandedly) ; the B coila being simi- 
larly joined up into a second circuit, and the C coils being 




Flo. 897.— Two Altebk&tb Cubbehts mFFEEim bt a 
Qdasteb Period. 

Joined into a third. It is clear that in each set the electro- 
motive-forces would rise and fall in i-egular succession, and 
that the electroniotive-force in B would not rise to its maxi- 
tnam until after that in A Lad passed its maximum and 



Flo. 898.— S-PHASE Qekebatob. 

was felling. In fact the differences of phase might be Tepra- 
sented by the three curves of Fig. 899. Since the angular 
distance around the machines from one N-pole to the next 
N-poIe corresponds to one whole " period " (p. 549), or to 
one complete revolution of SOO" on the imaginary circle ol 
reference (Fig. 851), we see that these three cuiTents viP 
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differ in phase from one another by 60°. If we bad a sepa- 
rate outgoing and return wire for each of the three cirouits^ 
we should need no fewer than six lines from the machine to 
the (3-phase) motor which it supplied. But as will be seen 
(p. 669), by adopting proper methods of grouping, this com- 
plication is unnecessary, the number of lines being capable 
of being reduced to four or to three. If an earth return were 
admissible the number of actual line wires might even be 
reduced to two. 

Not only does the adoption of a polyphase winding lead to 
certain advantages in the opemtion of motors; it also eilects 




Fia. 899.-^TmtEB-FHASE Currents DiFFERn?a 6(P in Phase. 



a saying in the cost of the machines. By winding a second 
set of circuits on the otherwise idle spaces on the core we 
may double the output of the machine. It will take twice 
as much horse-power to drive: it will give out twice as much 
horse-power electrically. But it will not cost twice as much, 
nor take up any more space. Goerges states that a 8-phase 
machine was found to give an output 2*73 times that of the 
same machine with a continuous-current armature. 



Construction op Alternators. 

Although some excellent alternators have been made of 
the thin disk type by Siemens, Ferranti, Mordey and 
Crompton, there is at present an obvious preference on the 
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part of flleotricKl engineers for macltinea o£ other lypM 
vhenever large outputs are required. The racking strains 
to which the armature conductors are subjected render diffir 
cult the task of giving to the thin disk tlie mechanical 
strength it needs without sacrificing good insulation, or using 
constructions that would heat by reason of eddy-carrents. 
Hence the majority of makers use iron core-disks in the coo- 
struction of their armatures : and whetlier the armature 
revolves or stands still a sunk-winding is almost universal. 

In Fig, 216 were shown some of the core-disks used by 
the Westinghouse Co. Those witli a few large teeth are for 
alternators. Figs, 400 and 401 show the construction. The 



Flos, 400aad 401.— Section or WBSTtNaHousE AlterkatobAbxatcbk 

coils are wound on special formers and bent into their 
places ; then secured by wooden wedge-pieces. In the 
largest machines tlie armatui-e cores ai-e built up of stamp- 
ings assembled in sections, one of which is shown in Fig. 378. 
Fig. 402 shows a general view of a 450-kilowatt alternator of 
the Westinghouse standard type, having 30 narrow radial poles 
of elongated section surrounding an armature which is pro- 
vided not only with the two slii>-rings but with a rectifying 
commutator to furnish a small exciting curreat. Tlie poles 
are of laminated steel cast solid into the outer yoke. The 
armature cores have 30 teeth to correspond. In many modem 
luachiues, however, the armature is fixed, and surrounds aa 
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internally revolving magnet In this case the armature cores 
take in general one of the two forms shown in Figs. 408 
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and 404. The pierced form is distinctively Swiss. Such 
core-rings are built up iu segments, and may be wound in 
various ways. For low-voltage machines stout conductors 
may be drawn in and connected up in wave-foi-m. For high 
voltages lap-windings are more usual, a number of tunis being 
looped tlirough two of the holes situated at a distance 
apart about equal to the pitch o£ the poles. Brown has 
introduced the pnictice of an-anging these end parts of the 
loops where they emerge outside the core rings iu two sets in 
iitFerent planes. This construction, which is applicable to all 
diternators wliether for single-phase, 2-phase or 3-phase wort, 
and to motors as well as generators, may be noticed in 
the coils in Plate XVIII. Though a detail it b of great use in 
obriatiug risks of short circuits. In Fig. 405 this construction 
isdiagrammatically displayed, showing how both the A set and 



. l|Pl&l||'' 



B set of windingn in a 2-phaae generator may be grouped so 
as to utilizg for each lap two sets of holes side by side. This 
has some advantages over using single boles of very large size. 
These would interfere more with the magnetic circuit and 
tend to set up greater heating in the polar parts of the field- 
m^net. 

Fig. 406 shows an adaptation of the method of aiTanging 
the windings of a 3-phase generator so that the loops of the 
ooil can still be situated in two planes. The A coib will of 
course be connected together in series, though they lie al-. 
temately in the inner and in the outer positions ; and so like- 
vise the B and C coils. 

Fig. 407 shows how the core-rings may be utilized for a 
S-phase generator (or motor) with a winding in which all 
the holes are not employed. This winding was used to save 
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the neceasity of making a fiesh set of stamps for the core- 
disks. The m^netic reactions are less, when the unused 
holes are left in the spaces as shown, than would be the case 
if the core-rings at theae patts were not pierced. 

Another variety of the same construction may be noticed 
in Plate XYII., where one of the sections of the core is shown 
nrung outwards for oleaaing. 



nos. 4W, 406, ¥fl. 

In designing alternators the same general mlee BiB to be 
followed as govern the design of continaoufrcarrent dynamos ; 
bnt owing to the higher frequency of the reversals of mag- 
netism a lower density of flux — say from 6000 to 7000 — is to 
be observed in the laminated armature iron. The coefficient 
I, which comes in the fundamental formula, having beeq 



6o6 Dynamo- Electric Machinery. 

determined by experiment in any given type, can be nsed in 
calculating machines of similar type. In calculating the ex- 
citation to be provided for the field-magnets, allowance must 
be made for the inductive choking action of the armature 
windings, as well as for the demagnetizing (p. 559) reaction 
of the armature currents ; both these causes conspiring to 
produce an ^^ inductive drop.'* Suppose an armature winding 
to have been calculated for 2000 volts on open circuit, at 
normal speed and field, and that the full cui*rent is to be 
20 amperes. Some experiment must be made to ascertain 
the additional volts necessary to drive 20 amperes, not only 
through the resistance of the field but against its self- 
inductance. An experimental determination of this may be 
made by measuring with a voltmeter the volts actually 
needed (at the proper frequency) to send this current through 
the armature. Another and better experimental method is 
to short-circuit the machine through an amperemeter, and 
then drive it at the proper speed with field-magnets at first 
unexcited, gradually increasing the excitation until normal 
cun*ent is reached. Then open the circuit and measure the 
volts which at such excitation the armature generates. The 
next step after having found this reactive electromotive-force 
is to reckon out the additional excitation. Suppose that the 
experiment in question had shown the reactive electromotive- 
force to be 880 volts, then since they are in quadrature with 
the effective electromotive-force of 2000 volts, it will be 
needful that the impressed electromotive-force at full load 
should be at least 

i^ 8802 ^ 200F= 2184 volts ; 

for which amount the full-load excitation must be calculated 
upon magnetic circuit principles. An example relating to a 
Kapp alternator was given on p. 656 of the previous edition. 
A%ynchronous Generators. — It has been found by several 
experimenters independently — amongst them Mr. C. E. L. 
Brown, and the engineers of the General Electric Company, 
at Schenectady, New York — that asynchronous motoi*s (see 
p. 685), whether polyphase or monophase, can actas genei-ators 
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provided they are mechanically driven at a slightly higher 
speed than that of synchronism. But it is not possible to 
work a circuit with only one such machine to be used as a 
generator — ^it is not self-exciting. There must be an alter- 
nate or polyphase current already supplied to the mains or 
terminals. It would probably be convenient in those central 
stations where the load is apt to show very sudden increase, 
to use one or more asynchronous generators along with other 
alternators, as the asynchronous generator might be kept 
turning as a non-loaded motor at a speed just below syn- 
chronism until required. On merely quickening up the speed 
of its engine (without waiting to " synchronize *') it will begin 
to work as a generator, its electromotive impulses synchroniz- 
ing perfectly with those of the circuit, though its speed is not 
synchronous. 

Examples of Alternators. 

GordorCB Alternator, — Gordon's alternator was described 
and figured in the earliest editions of this book. It has twice 
as many coils in the fixed armatures as in the rotating 
magnets, there being 32 on each side of the rotating disk, or, 
in all, 64 moving coils ; while there are 64 on each of the 
fixed circles, or 128 stationary coils in all. The latter are of 
an elongated shape, wound upon a bit of iron boiler-plate, 
bent up to an acute V'^o^^^i with cheeks of perforated 
German silver as flanges.^ Tlie result of thus arranging the 
coils in two sets, is that there are two distinct currents differ- 
ing in phase by a quai-ter period. The Paddington station, 
equipped by Gordon in 1888, was the first ^phase station. 

Kapp*% Alternators. — The multipolar ring-armature alter- 
nators of Eapp were described in detail in the previous 
edition, and scale drawings were given of a 60 kilowatt 
machine built at the Oerlikon works. More recently Mr. 
Kapp has designed a new alternator for Messrs. Johnson 
and Phillips. The construction is shown in Fig. 408. The 

^ For further details of the Gordon dynamo, see >^<r. Gordon^s Pr<ietieal 
Treatise on Electric Lightinff (1S84), p. 1C2. 
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armatore core is built up of stampings assembled in i-e- 
movable segmental blocks. Around each block of core in 
flod notches is wound a section of the armnture coil. The 
armature consequently has considemble self-induction. The 
Oeld-niagnet is on the same plan ns tbiit of tlie Lnuffen 
alterniitors desciibed later (p. 631), having but a single coil 
for excitation. 



Fig. 409.— Siemens Alternator, wfth m Exctteb. 

Siement Alternators. — Messrs. Siemens and Hitlske were 
early in the field in 1878 with alternators designed by von 
Hefner Alteneck, having a disk-armature (see Fig. 409), in 
which the coils are wound usually without iron, upon wooden 
cores. Copper ribbons insulated from one another by strips 
jf Tulcaoized fibre are used for the coils ; the conneoticHis 
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being made by soldering the strips with silver solder, b 
some forms of the machine, the individual coils are en- 
closed between perforated disks of thin German silver. 
In cases where large currents are required, at no great 
electromotive-force, the coils are coupled up in parallel 
instead of being united in series. - In Fig. 409 a small 
continuous-current machine of vertical pattern, such as was 
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described on p. 404, is shown in action as an exciting 
machine to furnish the magnetizing currents to the stattonaiy 
field-magnets of the alternator. 

More recently Messrs. Siemens and Halske have returned 
to a form with multipolar rotating iield-nmgnet and fixed 
estemal armature. The large 330 kilowntt machine shown 
at Frankfort in 1891 is depicted in Fig. 410. The field- 
m^^et consists of 60 bobbins with laminated cores built 
opon the rim of a fly-wheel, 8-7 metres in diameter ovor 
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all ; whilst the armature ring is 4*6 metres (14 ft. 9 in.) in 
external diameter. When running at 100 revolutions per 
minute, it yields 165 amperes at 2000 volts. The construe- 
tion of the armature is as follows : — A laminated ring of 60 
segments, each built up of straight iron plates stamped 
with end-projections, is held together firmly in a cast-iron 
frame. Each segment before being put in place is wound 
with 20 turns of a conductor m^de of stmnded copper wire 
compressed to a square section, each wire in the strand 
being lightly insulated with a coat of enamel. The ring thus 
formed is 4*6 metres in diameter, and 50 centimetres in 
width parallel to the axis ; the end projections of the core* 
plates constituting 60 internal teeth. It is therefore simply 
a laminated Pacinotti ring with sections coiled alternately 
right and left-handedly. Any one of the sections can be 
removed singly for repair. The laminated magnet-cores 
carry 76 windings each, and receive a current of 56 amperes 
at 70 volts for excitation. 

The large 3-phase alternators recently made for the 
central station at Chemnitz by Siemens and Halske, have a 
general construction resembling Fig. 406. 

Q-am-Zipemowsky Alternators^ — Various forms have been 
built ^ by Ganz and Co., of Buda-Pesth, chiefly from the 
designs of M. Zipernowsky. The general principle of these 
machines has already been described on p. 584 ; but some 
have been otherwise constructed. At Frankfort, in 1891, a 
large Ganz alternator was shown by the Helios Co.,* of a 
capacity of 400 kilowatts, giving 200 amperes at 2000 volts 
at 125 revolutions per minute. The armature consisted of 40 
T-shaped punchings, like Fig. 380, surrounded with coils each 
working at 100 volts, the whole being coupled up in two series 
of 20 each. The rotating field-magnet is 299*2 centimetres 
in diameter, and 38 centimeti*es wide. The electrical efficiency 

^See Centralblattfur Elektrotechnik^ xii. 554, 1880; also Eleetrieal 
Review, xv.70, 1884 ; xvil. 115, 1885 ; Electrictan, zxv. 258, 1890 ; ElectriccU 
World, ziii. 297, 1889 ; xvi. 78, 1890 ; La Lvmihre ^lectrique^ xxxi. 121 ; 
and xxxii. 159 and 582, 1889. 

* See description by Mr. Esson, and cot. Electrical Review, xxix. 603, 1891. 
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is given at 95*6, and the nett efficiency at 91*5 per cent. 
Four very fine examples of the Ganz alternator exist in the 
central station o£ Rome,^ each being of 320 kilowatts capacity 
driven direct at 125 revolutions per minute by separate com* 
pound engines of 600 H. P. each. They have rotating field- 
magnets with 40 itidiating poles of solid iron, the diameter 
being over 9 feet. The interior diameter of the aimature ring 
fi-ame is about 9^ feet, the core being built up of sheet iron 
and paper as described. There are 40 coils, each generating 
60 volts, all united in series, and capable of caiTying 200 
amperes, the wire being 6 mm. in diameter. The bobbins 
on which the magnet coils are wound, are made of split 
rectangular zinc formers about 16 inches high and 20 inches 
wide, the windings being more numerous toward the outer 
end. The armatui*e windings, 30 in each coil, are contained 
on vulcanized fibre fmmes 19 inches long, 10 inches wide, and 
2 inches deep, and are clamped in place by skeleton bronze 
fi-ames. 

HopkinBon Alternator. — This machine has fixed external 
multipolar magnets, with a width of pole-face exceeding 
three-fourths of tlie pitch. The armature wires are coiled 
upon short polar projections of laminated iron having extended 
faces. The machine is shown in Fig. 411. Its exciter is 
mounted on a bracket to run on the same shaft. 

Owing to the almost complete continuity of the iron of the 

magnetic circuit, and the high peripheral speed which the 

construction of the machine admits of, an exceedingl}*^ high 

efRciency is obtained. The following are particulars of 

machines of this type constructed by Mather and Piatt for 

the Salford central station. 

No. of poles 20 

Revolutions per minute . . 450 

Output 40 amperes at 9000 volts. 

Resistance of all magnet colls in series . . . . 7' 4 obms. 

Resistance of armature coils in series . . . . o* 8 ohms. 
Exciting current required through magnets 

at full load 10 amperea 

Hence electrical ^ciency at full load . . 96*4 per cent. 

1 See description by Prof. Fleming in the Electrician, xxy. 317, 1890. 
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la Bpite of their high self-induction, these machines are 
suitable for working in parallel, and have so much armature 
reaction that they can be short-circuited with perfect safety. 



Flo. 411. — HopKnraoN AiiTERNAToa (Uatheb & Fiati). 

J'erronti'g Alternator. — This machine, as brought out in 
1882, was based on the joint but independent proposal of 
Lord Kelvin and Mr. S. Z. de Ferranti to substitute wave> 
windings for coiLs. 

In the machine as constructed at that date,^ the field- 
1 See SpedflcUion ot Fat«nt, Ko. ST02 of 1SS3 ; and for Inter deUU«, No, 
MSoflSSI. 
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tUE^net consisted of two crowns of alternate-poles, precisely 
as in the altematoi-s of Wilde and Siemens; and the arma- 
ture consisted of stiip copper bent into a wavy star form. 
There were eight loops in the zigzag (as shown in Fig. 412), 
and on each side were 16 magnet poles ; eo that the current 
flowing radially outwai'd past a N-pole flowed i-adially inward 
past a S-pole. The copper strip was wound round on itself 
(with insulation between) in many layers ; the limbe of the 
star being held in place hy insulated bolts passing through 
BtaMhaped face-plates. The advantage of the armature of 
zigzag copper waa 
supposed to lie in ita 
strength and sim- 
plicity of constmo- 
tion. 

In the later alter- 
nators of Ferranti the 
zigzag mode of wind- 
ing has been entirely 
abandoned, and tlie 
coils are wound sepai^ 
ately and then assem- 
bled into a disk. The 
mode of construction 
is explained by the 
figures which follow. 
Fia. 413.— Ferkanti Akhatubs (1882). Each coil is wound 
upon a rigid core. 
The cores are constructed of brass strips spreading fan-wise, 
with a'ibeatos between, bi-azedsolidly together at one end, and 
united to a brass piece drilled with an aperture A (Fig. 413). 
The winding, the inner end of which is soldered to the bi-asa 
piece, is of ribbon copper slightly corrugated to secure greater 
rigidity, wound with a tape of thin vulcanized fibre between. 
The coils are mounted in twos in brass coil-holders, depicted 
at D, Fig 415, into which, with inteiposed layers of mica and 
fibre, they are secured by bolts which pass through their eyes. 
The two coils in each holder are separated mechanically and 
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deotrioally by interposing a piece of fibre ofthe form shown at 
H ; but the holder constitutes a metallic connection from tlie 



■B. 41&— Sinole Con, or Fro. 414. 

FBBKANn ARMATtTRB. CONNKTHONS OP FBKKANTI ABIUTUBB. 
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Fia. 413.— Details of Ferranti Arkatubb. 



eye A of the one to the eye A of the other. Consequently, a 
current ciroalating from outside to inside of one coil must 
0— Vol. 4 
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drcalate from inside to outside of the other. The oataide end 
of each coil is joined to the outside of the netu«st coil in the 
next holder. Tlie holders must of course be insulated, and 
yet held mechanically and firmly. For this purpose they are 
provided with a tail-piece D', of circular section, which passes 
through a porcelain bush E, and is threaded to receive a metal 
foot which is further secured by a pin passing through D'. 
The tail-piece, pro- 
tected by its porcelain 
bush, passes through 
the rim of a strong 
foundation ring, hav- 
ing apertures into 
which the metal feet 
are inserted , but 
which are much wider 
and longer. The gap 
between them is then 
filled up by pouring 
in a molten compound 
of sulphur and pow- 
dered glass, which 
secures and insulates 
them. On the side of 
each coil-holder pro- 
jects a small oblique 
wing, to promote ven- 

_ ..- »,_ . tilation. In all the 

Flo. 4ie.— Fkrranti Armatcec, , t- ^l 

■Howufo MODE or Momraro '''rger machmes the 

Con^BOLDEits. coils ai-e connected 

up, as shown in Fig. 
414, in two series, which are joined together in parallel. This 
grouping is effected by placing all the coils in one halt cir- 
cumference liglit-handedly, and in the other left-handedly, 
and is adopted so as to keep widely apart the coils that differ 
most in their potentials. 

Two copper rods pass inwards from the tail-pieces of two 
of the coil-holdera at opposite ends of a diameter, and am led 
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to the collecting arrangements which are monnted on the 
end of the shaft. 

Fig. 417 relates to a 225 kilowatt Ferranti alternator, and 
gives a view of half the armature and half the field-magnet. 
Here it ia seen how the copper connector D' passes from 



1^. 417— FERRUrn Altebmatob (23S kilowatts). Scale j^ 

the coil-holder D to nt^, a bolt uniting it to the collecting 
apparatus. The cut also showH how tlie field-magnet is built 
in two separate halves, each of which can be racked laterally 
aside by a lever K and rack M to expose the armatnre for 
cleaning or repairs. The speed of this machine is 850 revcH 
Intions per minute, and the diameter of the armature 6 feet 
6 inches. 
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Fig. 418 represents on a scale of 1 : 72 the 1000 kilowatt 
alternators as used at the Beptford ligliting-etation. These 
maohines, capable of giving 100 amperes at 10,000 volts, 
when running at 120 revolutions per minute, are driven by 
rope^earing from engines of marine type. The pulley, 
which has grooves for 27 ropes, is nearly 10 feet in diameter, 
and over 10 feet long. It is built in two parts N and Nj, 
united by bolts at a. and is keyed to the middle of the shaft 



Bo. 4113.— Ferranti Alternator (1000 Kn/jWATre). Scale ^ 

between two bearings ;• mounttd on pedestals which curve 
inwards at both ends. The journals are of unusual length, 
«nd the bearings swivel upon spherical seats. End play is 
prevented by collars at the outer ends of the shaft. The 
exact position of the pulley upon tiie shaft can be adjustec 
by a central screw collar e, turned by a handle U. This 
.adjustment is rendered necessary because the armature is 
mounted upon the end rim F of the pulley itself, over- 
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hanging the bearing; and, as the clearance between the 
armature coils and the magnet pole-faces is veiy small, any 
wearing of the bearings might cause the armature-coils to 
come dangerously close to the pole-faces. The coil-holders 
and porcelain bushes are shown at D and E. The magnet- 
poles are held in a large external cast-iron fmme. There ai'e 
48 poles in each crown, of alternate polarity. The faces are 
covered with caps of thin ebonite to protect against spark 
discharges from the coils. The armature coils, also 48 in 
number, are each capable of generating about 420 volts, an<f 
will cany a current of 50 to 55 amperes without undue 
heating. The mean diameter of the armature is 15 feet, 
and its peripheral speed is therefore 5850 feet per minute. 
The thickness at the working part is only | inch. Owing 
to the mode of driving the armature the insulated copper 
connections must pass through the bearing, and are therefore 
carried along in a channel through the shaft. The most 
elaboi-ate precautions are taken against the possibility of a 
stoppage arising from over-heating of the bearings. There 
is a double circulation of water and of oil. On the end of 
the shaft opposite to the collecting apparatus an eccentric 
works an oil-pump j9, which pumps oil through a filter out 
of the reservoir R under the platform, and distributes it 
under prensure to the oil-ways a in the bearings, whence it 
returns to the reservoirs. 

The alternators lately constructed by Mr. Ferranti for the 
Portsmouth central station * are of entirely different con- 
struction, and follow very closely the lines of Brown's 
machine, Plate X,VII. 

Mordey*8 Alternator. — This striking form of machine, first 
brought out in 1888, is constnicted by the Brush Electrical 
Engineering Company, of London. One of small size is 
depicted in Fig. 419, while on Plate XIV. are given draw- 
ings of one of the 200 kilowatt machines,^ lately erected at 
the Leicester lighting station. 

^ See Electrician, xxxill. 157, 1894. 

« See The Engineer, Ixxx. 67, July 19, 1895. The figures given In plate 
XIY. have been reproduced from this article. 



630 Dynamo-Electric Machinery. 

The ohanusteristio features of the Mordeyaltemator ore 
the statdonaiy thin-disk armature, and the solid reTolving 
field magnet. In the latter, though there are two crowns of . 
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poles between which the armature lies, all the poles on one 
side are of one kind, north poles, and all those on the other 
side are south poles. Hence there is no reversal of the 
magnetic field through the armature coils ; the number of 
magnetic lines through any coil simply varying from zero 
to maximum and back. As a result of this arrangement, 
thei*e is a great simplification of the means needed to 
magnetize the field-magnets. One single coil suri*ounding a 
central cylinder of iron suffices to magnetize the whole of the 
poles. There is indeed only one magnetic circuit, branching 
into separate branches. The construction of the field-magnet 
is as follows^ — 

A pulley-shaped iron cylinder, through which tlie shaft 
passes, forms the core, and is surrounded by the exciting coil. 
Against the ends of this core are firmly screwed up the two 
end castings (Plate XIV. Fig. 3) each of which is furnished 
with a number of polar projections varying from 9 in small 
machines to 60 in large ones, projecting toward one another ; 
the narrow polar gap between them being only just wide 
enough to admit the armature. The entire field-magnet re- 
volves on the shaft, the exciting coil being supplied with current 
from a separate machine by means of two contact rings on 
the shaft. There is no need f 6r the exciting coil to revolve ; 
but for mechanical reasons it was deemed preferable to wind it 
actually upon the field-magnet core. The aimature coils are 
of copper ribbon, wound upon narrow wedge-shaped cores of 
enamelled slate, and insulated with a thin tape between the 
turns. Each coil is held in a German silver bracket embedded 
in ebonite and fii-mly clamped to the exterior frame. All 
the metal clampings are outside the magnetic field, and are so 
arranged that any one coil can be removed in a few minutes 
without dismounting any other part of the machine. 

As the armature is stationary there are no centrifugal 
forces to be considered, and the coils have to be suppoi-ted 
only with a view of resisting the tangential drag of the field. 
The revolving field-magnet forms an excellent fly-wheel, 
and as there are no parts liable to fly out, a high speed of 
driving presents none of the difficulties that arise with many 
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other types of machine. The journals are furnished with s 
shoulder to limit end-play, and the bearing blocks are made 
adjustable longitudinally, so that the field-magnet may be 
placed exactly symmetrically with respect to the armatuiis. 
The electromotive-force is 1 volt per 8i inches of conductor. 
The very low resistance of the armature, and almost complete 
absence of armature reactions, makes the machine almost self- 
legulating, a point of some importance for parallel running, 
and for operating motors. 

In some cases a small continuous-current machine is 
mounted on the same shaft as shown in Fig. 419, to excite 
the field-magnets. 

Owing to the excellent conditions of ventilation, it comes 
about that the limit of current-density is not fixed by risk 
of overheating, but by considerations as to efficiency and 
self-regulation. The amperage at full load is no less thaa 
8300 amperes per square inch. Loss by hysteresis there is 
none, owing to absence of any armature core. The eddy- 
currents in the conductor are trifling ; the copper tape needing 
no further lamination. The coil-holders, moreover, are of 
German silver, the high specific resistance of which alloy 
reduces the losses by eddy-currents to -^th or ^^ of what 
they would be if brass were Used. A proof that the waste is 
almost entirely confined to the C^r loss is afforded by the 
fact that a 75 kilowatt machine wlien driven on open circuit 
but excited to give its full voltage, only absorbs 3 H.P., 
the armature keeping quite cool. It is a curious point that 
in these machines the losses due to friction, hysteresis and 
parasitic cuiTents, though moderately great at low loads, are 
not only proportionally but actually less at full load. Machines 
which show very great losses at low loads are uneconomical 
for central station work. 

The constniction of this alternator is more completely 
shown in Plate XIV., which depicts the machines erected in 
the Leicester central station. In its general features it is, as 
already seen, similar to the machines made by the Brush 
Company for some years, but with certain detail modifications* 
An end elevation, partly in section, is shown in Fig. (1) ; a 
side elevation in Fig. (2) ; a part section of the field-magnet— 
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to a lai'ger scale — ^in Fig. (8) ; side and end yiewsof an arma* 
ture coil — ^to a larger scale — in Figs. (4) and (5). The armature 
is stationary, and consists of 120 coils mounted in ebonized 
German silver clamps — see Figs. (4) and (6)— secured to the 
armature ring by bolts passing through slotted holes in the 
flange of the ring — see Fig. (5). The armature coils consist 
of thin copper ribbon wound with suitable insulation round a 
slate core. Down the middle of the slate core a number of 
small slotted holes are drilled, these holes serving for a lacing 
of hard-tanned cord which is put round the coils under 
pressure after they have been covered with a thin layer of 
mica and tracing-cloth, the object of which is to prevent a 
sparking to the poles and to earth. They are set radially . 
round a gun-metal ring, which is bolted to a cast-iron frame 
divided into four sections, two of which are below the floor 
level ; each section is pivoted on end giixlers of cast iron, and 
can be readily swung back for inspection or repair of the 
coils. An equalizer is placed in one of the girders, as the two 
halves of the armature are connected in parallel. The field- 
magnet consists of massive steel castings with 60 pairs of polar 
projections, and is excited by one central coil provided with 
two gun-metal collecting rings mounted on the shaft, and the 
whole rotates in ample swivel bush bearings. An examination 
of the section of the magnet — seen in Fig. 8 — will render 
description almost unnecessary. The field winding is «n 
annular coil wound directly on the annular cast steel core, the 
winding being separated into two portions, leaving a radial 
space the whole way round. A number of conical radial air- 
passages allow a very free supply of air for ventilating and 
cooling purposes to pass from the hollow hub quite through 
the field winding, and over the armature which stands in the 
air-gap between the polar extensions. The magnet will be 
seen to consist of two cheeks secured by bolts and circular 
keys to the inner flanged nlagnet core. In smaller sizes of 
machines these cheeks are cast steel, each in one piece, but in 
the machine illustrated, and in all the larger machines, each 
cheek consists of two pieces, divided as shown. The armature 
ring is divided into four portions hinged at the ends of the 
machine near the horizontal diameter. This arrangement 
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allows of any one quadrant being readily withdrawn fox 
purposes of examination, or cleaning, or repairing. In Fig. (1) 
is shown a quadrant standing out from the magnet in this 
way. The whole of the armature coils are accessible without 
removing any part of the machine, because there «b a gap 
between the adjacent poles on either side, rather more than 
equal to the width of one armature coil. Thus, in any 
position, half the armature is accessible, and by moving the 
field-magnet round very slightly, the other half becomes 
accessible. This facilitates the ordinary cleaning work, while 
for periodical examination it is easy to withdraw the arma- 
ture quadrants as shown. End play is limited by taking the 
thrust on a shoulder on the shaft bearing, on the inside end 
of each bearing. The lubrication is effected by means of a 
small oil pump of the Roots' blower type, seen in Figs. (1) and 
(2) at the side of the machine. These machines work at 96 
revolutions per minute, having an output of 100 amperes at 
2000 volts. The smallness of the armature I'eactions may be 
judged by the circumstance that if the excitation is kept 
constant, the voltage rise fix)m full load to no load is only 
7 per cent. 

A number of Mordey altematora of 760 kilowatt output 
were constructed by the Brush Co. for the City of London 
lighting station. 

Mr, Mordey has designed^ a considerable number of alternative 
forms, all characterized .by the combination of the two principles 
of simplicity of magnetic circuit and non-reversal of polarity in 
the armature. Some designs for machines of kindred tyx)e have 
been patented by W. Main.* 

Parsons* Alternator, — This is a high-speed machine of bi- 
polar or tetrapolar type designed for running at 3000 to 10,000 

1 Specification of Patent, 8262 of 1887. 

2 Specifications Kos. 15,858 and 16,082 of 1887. The device of employing 
field-magnets with a greater number of pole-pieces than of exciting coils had 
been previously employed by Holmes (Specification 2060 of 1868)» and mora 
recently by J. and E. Hopkinson. Anotlier machine, by Klimenko, shown 
at Vienna in 18$;3, had a fixed armature with Iron cores between the poles 
of a revolving field-magnet, with multiple pole-pieoea. 
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rovolutions per minute, when coupled to the special high-speed 
steam turbine ^ of the same inventor. Hence it is sometimes 
known as a turho-altemaior. This combination has lately 
come into notice owing to its possessing the qualities not only 
of a good efficiency, but of an almost complete freedom from 
mechanical vibrations. It has in consequence been adopted 
for city lighting stations in various parts of England. It 
occupies less space than any other form of combined plant. 

Plate XV. gives a scale drawing of a 850 kilowatt turbo- 
alternator of the same design as those used by the Metro- 
politan Electric Supply Co. in their centml station, Man- 
chester Square, London. The armature consists of laminated 
iron, the core-disks measuring 18 inches outside diameter. 
There are 60 holes around the circumference, through 40 of 
which are passed conductor. Thus there are virtually only 
two coils, with 10 tunis in each, and yet so great is the 
speed that a pressure of 1000 volts is generated. The 
machine having four poles, a speed of 3000 revolutions per 
minute gives a frequency of 100 per second. The governing 
of the machine is accomplished as follows. Steam is admitted 
to the turbine in a series of gusts by the periodic opening and 
closing of a double-beat lift-valve, the valve being opened 
once in every 15 revolutions. The duration of each gust is 
controlled by a solenoid which is connected as a shunt to 
the field-magnets. The field-magnets being excited by a 
small continuous-current machine on the same shaft as the 
alternator, the pi*essure at its terminals is a measure of the 
speed. The regulator, which will be seen in Plate XV. on 
the top of the magnets, operating a long lever reaching to 
the valve in question, has a series coil as well as a shunt coil, 
the efEect of which is to increase the speed at heavy loads so 
as to keep the pressure constant. At full load the gusts 
become blended into an almost continuous blast, the lift-valve 
closing only momentarily or not at all. The action of this 
governor is most satisfactory. The consumption of steam is 
only 25 lbs. per kilowatt-hour at full load, and with super- 

^ See ElectricUm, xx. 103, 1887 ; and Proc, InaU Civil Engineers, xcvili 
Feb. 1889. 

40 
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heating it can be still further reduced. The total weight ol 
this plant, including turbcKilternator, exciter and bed-plate^ 
is about 12 tons. The copper in the armature weighs 58 lbs. 

OeneralElectric CoJ's Alternators. — The Thomson-Houston 
alternators with stationary external magnets and internal 
revolving armature were described in the previous edition of 
this work, where also an illustration was given of the " com- 
posite ** method of excitation. These were high frequency 
machines of 133 cycles per second. Some of these alter- 
nators, of 600 kilowatt output at 100 periods per second, 
have recently been furnished to the City of London lighting 
station, where they are direct driven by Willans triple- 
expansion three-crank engines. The same company has lately 
developed a low-frequency alternator operating on an un- 
symmetrical 8-phase plan, termed the " monocyclic " system,* 
the third circuit being merely intended for starting motors. 

Westinffhouse CoJs Alternators, — These have already been 
generally described. At the Chicago Exhibition in 1898 
were shown some large 2-phase alternators. They resembled 
Fig. 402 in general design, but were virtually double 
machines, having side by side two similar field-magnets, each 
of 86 poles, and within two similar armatures upon the same 
shaft. But the armatures were " staggered" ; that is to say, 
they were so mounted that one of them had an angular ad« 
vance over the other equal to one-half the angular breadth 
from a N-pole to a S-pole. By merely shifting the second 
armature the same machine might be used as one single-phase 
alternator. In this case the adoption of a 2-pha6e system is 
not accompanied by any economy of space or material in the 
machine. These alternators are of 750 kilowatt output, 
running at 200 revolutions a minute, and having a frequency 
of 60 periods per second. 

In its more recent polyphase machines ^ the Westinghouse 
Company has adopted a " distributive " winding (p. 681) of 
the armature. It also constructed the Niagara alternators 
described below (p. 636). 

^ Electrical World, xxv. 182 ; VEclairage Electrique^ ilL 152. 
• lb. xxv. 713, 745, 1895. 
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5 (7(».'« Altematorg. — The AllgemeiTieMektricitSU- 
GeaellieJiaft of Berlin has developed the 3-phaae system in its 
altematora, from the designs of Mr, Dobrowolaky. Fig. 420 
illustrates a Drehstrom generator of 89 kilowatts, with fixed 
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external radial poles, and a revolving ai-matare with sank 
■wave-winding. 

The large S-phase inductor altematora made by this com- 
pany for the Strassburg lighting station are considered 
later. 

Oerlikon CoJ'g Alternators. — In 1890-91 this compwiy 
constructed from the designs of Mr. C. E. L. Brown the 
S-phase alternators for Lauffea on the Neckar. They were 
intended for suppling current to the town of Heilbronn, six 
miles away, but were first employed in the now famous 
historical trauamissiou of power from Lauffen to Frankfort, 
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a distance of 110 miles, on the occasion of the Frankfort 
Exhibition. Thoagh propelled by vertical-shaft turbines, the 
alternators have horizontal axes driven by toothed wheel 
gearing. They have revolving internal field-m^nete with 
an external armature with zigzag arrangements of conductors 
passing througk holes in the core-rings. Fig. 421 gives a 
general view, whilst Fig. 422 shows the field-magnet after the 
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annature has been slid away for inspection. Tlie machine 
generates three currents, each of 1400 amperes at a pressure 
of 50 volts ; taking 300 horse-power when running at 150 
revolutions per minute. Tlie armature has an external di- 
ameter of 189-4 cm. (nearly 6 feet) and an internal diameter 
of 176'4. The total thickness of core-rings, parallel to the 
■haft, is 88*0 cm. Around tlie inner periphery of the core- 
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riags are 96 circular holea 33 mm. in diametar at distances 
of 60 mm. apart. Each of these holes is lined with a tube of 
asbestos, and through each passes a solid copper rod 29 mm., 
in diameter. The core-riugs, built up of segmental stampings, 
are assembled in a strong cast-iron frame. The winding, if 
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Bucb it can bo called, is in three independent zigzags of 82 con- 
ductots each, connected according to the following scheme : — 

Set A, 1, 4, 7, 10 91, 94. 

Set B, 95, 92, 89, 86, . . . 6, 2. 
Set C, 93, 90, 87, .... 3, 96. 

The ends of Nob. 94, 2, 96, are connected to a common 
junction J, while Nob. 1, 95 and 93 are severally broughtout 
to three external terminals. This constitutes a star-winding 
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(p. 669) ; the general arrangement being illusttatod in 
Fig. 423. 

The gap-epace between the armature core-ring and tha 
pole-faces of the field-magnet is 6 mm. This field-magnet 
has 32 poles. It is of great solidity and simplicity, having 
but a single magnetic circuit. The exciting coil is wound In 
a channel on the periphery of a sort of pulley of cast iron, . 
to which are bolted two steel rims, each carrying 16 polar 
expansions or honis. Kach of the polar faces has an area of 
86 X 16 sq. cm. The channel is 18 cm. wide and 9 cm. deep. 
Id it lie 496 windings of copper wire 5 mm. diameter. A 
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■eotion of this channel ia given in Fig. 424 ; and Fig. 426 
illustrates the way in which the polar horns project inwardly, 
the N-poles between the S-poles over the exciting coils. This 
arrangement reduces the cost of construction and of excitation 
to a minimum. In fact, on open circuit only 100 watts are 
spent on excitation — one-twentieth of one per cent, of the out- 
put; and at full load, when the nrmatui-e reaction is a maxi- 
iiLiim, it is still far less than one percent. This excitation ia 
fuiTiished by a small separate dynamo. The exciting current 
is conveyed to the rotating part by means of flexible metallio 
rords running over insulated pulleys, in lieu of the usual 
contact rings and brashes. At full speed and normal voltage. 
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llie lOes by friction and hysteresis is S600 watts, or nnder 
1-7 per cent, of the maximum output. The losa by resist* 
ance of armature windings at full load is 8500 watts, makln g 
the commercial efficiency over 95 per cent. The heating is. 
in the total absence of eddy-onrrents, quite negligible. Tlia 
weight is 4} tons. As there are 16 pole-pain and the 
speed is 150 per minute, the freqaenoy is 40 periods per 
second. The electromotive-force, generated in each of the 
three windings, as measured between the common junction i 
and the outer terminal, oould be increased up to 55 volts* 
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KAONET, 

The same design was repeated, with the difference that 
the shaft was set vertically over the turbines, in tlie three 
machines made by the Oerlibtm Co. to convey power to their 
works from Hochfelden, 24 kilometres distanL Hiey are 
depicted in Fig. 511. 

A more recent 3-phase generator of the Oerlikon Co., 
shown in Fig. 426, has a revolving field-magnet of the same 
type as the preceding machines; but the armature is lap- 
wound, the coils passing through slots in the laminated 
external core. The exciter is carried on a bracket at the end 
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of Uie machine. Thia machine has an output of 22 amperea 
at 5000 Tolts, at 500 revolutions per minute, taking about 
150 H.P. 

BrowtCt AUerruOort. — Since 1891 Mr. G. E. L. Brown has 
continued to develope the vertical-shaft type of generator 
which he introduced when constructor to the Oerlikon Co. 
Fig. 427 gives a general view of an alternator of the "um- 
brella "type, withrevolving internal field-magnets, hung upon 
a six-finued spider. The external core-rings have perforations 
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as in Fig. 421, through which in low-voltage machines pass 
the stout copper conductors coupled up in zig-oag very much 
as in Brown's continuous-current drum-armatures. The two- 
layer-winding is excellent for this type of machine. In high- 
voltage machines the coils are woundin a lap-winding on plans 
resembling Fig. 405 or Fig. 406 according to circumstances. 
A lai^e number of the machines are now in operation. 
One of these machines, a 8-phase generator, has for some 
years done excellent work at Schdnenwerth near Aarau in 
Switzerland, furoishing current for motois in a large shoe 
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factory. More recently the town of Aarau has been provided 
vith A central station which derives its power from the waters 
of the river Aar hy means of turbines; the generators being 
of the same type. 

To the Niagara Cataract Construction Company, Mr. Brown 
submitted two designs of " umbrella " type, with revolvii^ 
field-magnete, for alternators of 5000 H.P, One of tliese 
designs is reproduced in Plate XVI., and shows the 2-Iayer 
winding in the stationary armature, together with the arrange- 
ments for lubrication. 

In recent years various forms of polyphase altematons 
have been introduced by Messrs. Brown, Boveri & Co. Some 
of these machines present no special feature to distinguish 
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them from ordinary alternators beyond having the coils of the 
armature arranged in seta 01 twos or threes to correspond to 
S-phase or S-phase work. 

Recently Mr. Brown has adopted a form of revolving field- 
magnet having a series of outward-pointing radial poles, irith 
tlie peculiai-ity that only altemata poles are wound with 
exciting coils, the intermediate ones being simply projectiona 
of cast iron of larger cross section than the intermediate 
cylindrical cores that receive the coils. He finds that for 
operating motors it is needful to employ a field-magnet lest 
subject to armature reactions than the form used intheLauffen 
alternators. Fig. 428 shows one of his 2-phase alternators 
of 800 H.P., in which this system of field-magnet winding 
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is illuatrated. Tlie armature of this niiichine is of the same 
general construction as the stator of the 2-phase motor 
sliown in Fig, 470, the only real difference between the two 
macliiiieii being that the one lias a separately excited field- 
magnetr, relatively to which the poles remain fixed, and the 
other ha^ a rotor in which the poles change in position. 



Ita. 428.— Two-phase Alternatos (225 Kilowatt). 

For the central station at Frankfort, Mr. Brown designed 
the five 550 kilowatt alternators, driven at 85 revolutions 
per minute. In these machines (Fig. 429) the projecting 
poles of the revolving magueta are each separately wound, 
the excitation being derived from a continuous-current 4-pole 
machine on the end of the shaft. A point of novelty in the 
design is the construction of the stationaty external armatnze 
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as a vbeel capable of beiug slowly torned roand bo aa to 
briDf each part to a position conTeniect for inspection and 
cleaning. 
Plate XVII. gives tlie drawings of a smaller alternator of 
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similar design, in which can be seen the way in which the 
armature cores are constructed in hinged sections, allowing of 
being removed for cleaning or repairs. 

Alioth Convertible Alternators, — Messrs. Alioth & Co. of 
Miinchenstein near B&le, have recently constructed several 
4000 volt. 300 H.P. alternators for a power station at 
Neufchfi,tel, which are intended to be convertible at will, 
either into monophase or triphase machines. Fig. 430 gives 
a section of one of these machines parallel to the shaft, 
allowing the exciter on the left and the detail of the selt 
oiling bearings. The field-magnet, as seen in Fig. 431, has 
nine pairs of poles and is of the same general construction 
as the field-magnets of the machines shown in Figs. 408 and 
424. This magnet is interchangeable with one having six 
pairs of poles, in case the machine should be required as a 
8-phaser. The crowns of poles are of mild cast steel with 
laminated faces. The armature coils, 18 in number, are 
wound on formers, and then slipped over the laminated iron 
projections. Connected in two sets of nine each they yield 
a monophase current, but when three sets of six are joined 
in star fashion the machine is a veiy efficient 3-phaser. 
The power station supplies both single-phase and 3-phase 
current, and it is convenient to have the machines convertible. 

ITie Niagara Alternators} — When the project of utilizing 
the water-power of Niagara by turbines was taking shape, 
the Cataract Construction Company invited many different 
manufacturers in Europe and in America to submit plans. 
The machines were to be of 5000 horse-power, driven by 
turbines making 250 revolutions per minute. Many of these 
designs were extremely good ; nevertheless it was determined 
to have the machines manufactured in America, owing to the 
high tariff charged on imported goods, and to the cost of 
transport. Some of the designs (including those of Mr. Brown) 
were of the " umbrella " type, but for various reasons (turning 
mainly upon the constructive difficulties arising from size and 
speed) Professor Forbes and Mr- Coleman Sellers were in- 

1 For an illustrated description of tlie works carried out, see Vassier* s2iagik^ 
tine (N. Y.), July 1895. Figs. 432 and 433 are taken from the article by Hr. 

Stillwell. 
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structed in May 1893 to get out fuither plans for altematoiB 
of the proposed type. Professor Forbes fixed upon an 
extfirnally-revolving umbrella field-magnet, with inwardly- 
pointing polea held together by an external annulus of steel, 
as possessing both great strength and a lai^e fly-wheel action. 



FiQ. 432.— Sectional Elevation of Niaoaba BOOO H.P. Z-PHAb-s 
Generator. Scale 1 : 50, 

At fii'st he prepared designs for n 2-phasc niacliine, having 
the low frequency of 16g periods per second, with 8 poles. 
Eventually, after the Westinghouse Compan}' had been 
selected as manufacturers, it was decided to fix the frequency 
at -5, and to wind the armatures for 2000 volts. Tlie drawings 
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pnUished by Professor Forbes ' relate to the earlier design, 
and have certain complications about the armature which 
became unnecessary when it was decided to keep the volta^ 
at 2000. 

The machines as actually constructed are shown in Figs. 
432 and 433. The field-magnet consists oF a nickel-6teel ring 



Fig. 433.— Plas of Niagara BOOO H.P. 2-p 



forged without a weld, towards the interior of which project 12 
pole-cores. This is supported by an umbrella^haped driver 
fixed to the top of the shaft. There are 187 slots in tho 
armature with two conductors in each slot. Each cpnduotor 
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is 1^1 inches by -^ in section, with slightly roonded edgesr 
The method of connecting up is seen in the drawings, as also 
the method of bolting the laminated iron to the cast-iron 
frame of the armatura. Around the hub of the bearings 
grooves are cut (shown in dotted lines) which permit water to 
circulate and keep the bearings cool. 

Constant-Current Alternators. 

A variety of alternators for supplying currents of aa 
unvarying number of virtual amperes for the purpose of arc- 
lighting in series has been evolved in the United States ; the 
principal forms being those of Stanley ^ and of Heisler.* The 
principle of these machines is to so construct the armature 
th.'xt it has great self-induction* This is accomplished in the 
Stanley constant-current alternator by using in the armature 
\ fine wire of many turns wound deep in nicks in the core 
disks. 

Inductor Alternators. 

In the inductor type of alternator none of the copper con- 
ductors move, the only moving parts being masses of iron 
whose motion seta up variations in the magnetic flux. Ttiis 
principle, suggested by several early workei"s {see Historical 
Notes, p. 11) was revived by the author of this treatise in 1883.' 
During the last two or three years much progress has been 
made in tlie application of machines of this type. 

Kiyigdon^B Inductor Alternator. — In tliis machine the 
inductor principle is applied in the following way. A ring 
having a large number of internally projecting poles is en- 
tirely built up of laminsB cf soft iron. As shown in Fig. 434, 
the alternate poles A are wound with coils to serve as aima- 
ture parts, whilst those between them F are wound with other 

> JElectrieal Worlds xt. 45, and xvL SS9, 1890 ; also The Eleetrician^X3ir» 
023, xxv. 145, and xxvL 20, 1890. 

* Electrical Review, xxv, 207, 1889. 

* Specification of Patents, No. 1639 of 1883, which led up to Mr. 
don's form, see Ele Meal Review, xxii. 178, 1888. 
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eoils to act as the magnet part. Upon an internal wheel ue 
tx>rne masses oi laminated iron P, which in rotating produce 
mpid periodic reversals in the mt^netic polaritj of t}te cores 
of the annfiture parta, and set up alternate currents in the 
coils that BuiTOund them. 

In the 50 kilowatt machine there are 16 field-magnet or 
primary coils, and 16 armatiirs or secondary coils. The in- 
ductor wheel carries 16 inductor blocks, each just long 
enough to span the width of two snccessive eoiU on the poles 
of the outer ring. Its diameter is 4 feet 5 inches, and 
breadth 12 inches ; speed 350 revolutions per minute. 



Fio. 4S4.— KiHODON's Inductor Altbbhatoh. 

Mardeif'a Inductor Altematort. — In 1888, Mr. Mordey 
designed ^ several types of inductor machines, which were 
described in the previous edition of this work. In some of 
these machines there was but one primary winding, and in 
others both primary winding and secondary winding consisted 
of a single annular coil each, though the polar projections 
were numerous. These machines may be looked upon as an 
apparatus for periodically varying the mutual induction be- 
tween two circuits in one of which there is a steady current. 

Stanley-Kelly Inductor Alternators. — Tlie Stanley-Kelly 
Co., of Pittsfield, Massachusetts, has brought to great per- 
fection a 2-phase alternator, having rotating inductors of cast 
steel with laminated polar projections. The armature part 
(closely resembles Fig. 477, which shows the stationary part of 
a Stanley-Kelly motor. 

 I^Mdflntlon of PSMnt, Ka 8163 of 1888. 
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Elihu Thomton^a Inductor Alternator. — This machine was 
described and jigured in the previous edition of this work. 
The inductor was a simple toothed wheel, built up of lam* 
inated disks mounted ou a cyliudeL- of ii-oa. 



P&9 and Sarriii Inductor Alternator, — This compact 
form, which has been very successful for small machines, is 
depicted in Fig. 435. The primary or magnetiziDgcoil is an 
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mtemal helix wound with its plane at right angles to the 
shaft, surrounding a central pole, and is surrounded by an 
external iron mantle. Two laminated rings with toothed 
projections support two sets of secondary or armature coils 
seen in the figure. On the shaft is fixed a revolving carrier 
which supports the laminated inductor masses. The solid 
part of the field-magnet acts also as a bearing. The 6- 
kilowatt machine runs at 740 revolutions per minute. It is 
21 inches high, and weighs 850 kilogrammes. 





Fio. 487.— Inductor of 

DOBBOWOLSKY'S ALTERNATOR 



Fio. 486.-^BcrnoN of DobrowoubetIs 
Inductor Alternator. 

Allgemeine CoJ*8 Inductor Altemators.^^Two types of in- 
ductor machine have lately been constructed from the designs 
of Mr. Dobrowolsky.* The first, which closely resembles the 
Stanley-Kelly alternator, is represented in Figs. 436, 437 and 
439. The magnetic circuit passes through an external iron 
case and two armature core-rings AA built up of stampings 
with teeth surrounded by coils, and is completed through the 
yokes J J of the revolving inductor, which is shown sepa- 
lately in Fig. 487. For 8-phase machines the teeth of the 



* Mdki»wimlmi9ehs S^eiUehrjft. Feb. 7, 1805 ; see wlaoEieeirieiantJaaY. 91. 
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fixed annatare part are thiee times as nnmeroas as Hbatm at 
tbe inductor, aa shown in Fig. 4S8 ; but pierced oofs rings 



! Ab> 488,— Gin>>TiBw of S-pbasb I)idc<7iob au^bsav»- 



like Fig. 406 may be used. The large 280 kilowatt alte» 
mtoBB built by the Allgemeine Co. for the central statacm at 
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Strassburg, are of the same type as the Pyke and Hams 
machines, having laminated inductor masses P, Fig. 439, 
revolving between two armature core-rings. Their speed is 
150 revolutions per minute. The excitation is 1-4 per cent, 
of the output ; the annature resistance loss is 2 per cent., and 
total hysteresis loss is I'S per cent. The copper used is only 
2 kilogrammes per horse-power, and the iron, excluding shaft 
and bearings, about 22 kilogrammes per horse-power. 

BrowrCs S-Phase Inductor Generator. — This is a machine 
constructed to meet the requirements of high speed with low 
frequency. The inductor magnet is simply a mass of cast 
steel having on each end a set of 4 arms, which, by the mag- 
netizing action of a stationary coil between them, acquire 
opposite polarities. As shown in Fig. 440, these arms are 
set to operate alternately upon the coils of the fixed armature, 
which has its windings carried through holes in the inner 
periphery of two sets of core-disks mounted in an outer iron 
frame. 

Other Inductor Machines. — Amongst other designs of in- 
ductor types may be mentioned those of Mr. Rankine Ken* 
nedy and M. Thury. The largest of Thury's alternators, 
which are built by the Compagnie de Tlndustrie ^lectrique, 
of Geneva, are those at Chdvres, six kilometres from Geneva, 
where the water-power of the Rhone is used for the lighting 
of that city. These machines, which are of about 900 kilo- 
watts each, are two-phase machines with vertical shaft. 

The reason of the tendency which manifests itself just 
now to favor the inductor type of alternator is not very ap- 
parent. Against the advantage that there is no moving 
copper, must be set the disadvantage of greater iron losses. 
In general, the efficiency of these machines is two or three 
per cent, lower than that of alternators of other types. They 
have, however, some constructional advantages in those cases 
where either an exceptionally high speed or an exceptionally 
low speed is a necessity. 
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CHAPTER XXIV. 



THB COUPLING OF ALTERNATORS. SYNCHRONOUS 

MOTORS. 

If two alternate-current machines are joined up in the same 
circuit as in Fig. 441, they are in parallel when considered as 
forming part of the lamp circuit, and might be both supplying 
current to the lamps, but they are in series with one another 
if we consider the alternator circuit only, for we might out 
the lamp circuit out altogether 
and A 2 might drive A 2 as a 
motor. Many of the con- 
siderations which govern the 
running of two machines as 
generator and motor govern 
the running of two machines 
in parallel. We shall, there- 
fore, up to a certain point treat 
the two cases together, and in 
doing so consider the alter- 
nator circuit only, taking a certain direction round the circuit, 
viz. clockwise in Fig. 441, as the positive direction of electro- 
motive-force and current. We may as well emphasize here 
the importance in all alternate-current problems of clearly 
stating what is meant by the positive and negative sense of 
the quantities considered, as the utmost ambiguity and con- 
fusion arises in many important contributions to the subject 
owing to the neglect of this precaution. 

The simplest conception of two-alternate-current machines 
in series is that of a closed conductor ab c d^ Fig. 442, near 
different points of which two magnets rotate so as to cause it 
to cut their lines. The part a b may be considered as the 

0— Vol. 4 




FlQ. 441. 



648 DynanuhElectric Machinety. 

middle conductor of an alternator coil. The change of position 
of the field-magnet of an alternator with regard to the centre 
conductor of one of its coils is represented by the angle Q in 
Fig. 442. All the phase relations of the magnet's position, 
the electromotive-force, and the current, can be seen from this 

figure; and the full 
Y^ ^ e theory (so far as at 

j^ ^V ^ "^^^^ present known) of the 

 *^A "* l.!n*l *^ synchronous motor 

can be deduced from 



t 



A| 




S] |Sj it by the aid of a few 

^<*- ^ graphic diagrams. 

First of all con- 
sider that the magnet A , only is rotating. The electTomotiye- 
{oi*ce e^ induced by it, we will say> varies according to 
the law 

e^ = Ej cosd» 

and may be represented by the projection upon a vertical luie 
of the line OE^, drawn to scale to represent the maximum 
electromotive-foitse B] and which is supposed to rotate clock- 
wise about O in Fig. 443. If the self-induction of the whole 
circuit is L and the resistance R, we would have from previous 
considerations (see p. 562) the cuiTcnt lagging by the angle ^ ; 
the vertical projection of R C at any moment representing the 
electromotive-force which is in phase with it. Observe that a 
line drawn above the axis of X represents a positive electro- 
motive-force or current, that is, an electromotive-force or 
current round the circuit in the direction indicated by the 
big arrow-heads in Fig. 442. The alternating cuirent flowing 
along e d would tend alternately to turn the magnet A^ 
clockwise and counter-clockwise so that it would not stait, 
but if we artificially run it up to the speed of A| it will, under 
suitable conditions, keep on running in synchronism with A| 
and exercise considerable torque. These conditions we have 
to consider. Let us say that at a certain instant the magnets 
are in the position shown in Fig. 442. The electromotive-force 
generated ine d will be negative in sense and its magnitude 
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will depend on the strength of the magnet A^- Suppose m 
the iirst place that the two magnets A, and A^ are of the 
same strength, then the electromotive-force which each will 

induce in the circuit will be represented by the lines O E, and 

O Eg in Fig. 444 (O E3 at the moment we are considering 
being negative). The two E.M.P,'^ being equal and opposite, 
the resultant E.M.F. in the circuit will be zero, and there being 
no current to drive A^ the friotioa of its bearings will slow it 





Fio. 448 



Fia 444. 



FlQ. 445. 



down so that it gets behind Aj in phase. The electromotive- 
forces may then be represented by O E, andO Eg in Fig. 445, 

and the resultant electromotive-force will beOE,. The phase 
of the current will depend upon the self-induction of the circuit. 
If there were no self-induction in the circuit the current would 



be in phase with O E, and its magnitude would be 



OE) 
K 



Now we have seen (p. 671) that when a current from an 
alternator differs in phase from the E.M.F. by lees than 90° 
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the alternator is acting as generator and requires a force to 
drive it. If, on the other hand, the difference in phase between 
the current and E.M.F. is more than 90^ (viz. between 90^ and 
270^) the machine acts as a motor and yields a torque. In 

Fig. 445 the difference in phase between O E3 and the electro- 
motive-forces of both Ai and A, is less than 90^, so that both 
machines will act as generators, and A, haying no torque to 
drive it will stop. If, however, there be considerable self- 
induction in the circuit so that the current lags behind the 




IQ 446. 



Fig. 447. 



Fia. 448. 



resultant GT&s as shown in Fig. 446, where the line R 
represent * the phase of the current, then as the angle between 

it and O E, is greater than a right angle, the machine A, will 

act as a motor. If we let fall the perpendicular C D upon the 

direction of E^ O we obtain line O D, which divided by the 
resistance represents the component of the current which is in 

direct opposition of phase to O E,, that is, the part of the 
current which is operative in driving A, as a motor. The 
power developed by Ag is proportional to the product 
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O D - O Eg. As the lines in the figure represent the 
maximum values of the E.M.F. and current, the power is 

equal to -- — \^ (see p. 667). The magnet of A, would 

2 R 

be displaced behind the magnet of Ai just so much as to cause 

O D to be sufficiently great to exert the required torque. 

So far we have considered the E.M.F. of the machines 

as equal. If we excite the magnet A| until it is stronger than 

A„ so that E| is greater than E,, then we may represent the 

state of affairs in Figs. 447 and 448. Fig. 447 shows what 

would happen if the self-induction were small as compared 

with the resistance.^ The resultant E3, and therefore the 

current, is more than 90° out of phase with E^, a gpreat torque 

results which makes the magnet of At go faster than Ai until 

it gets just so far in advance of it that O D is diminished to 
an amount which will give the required torque and no more. 
Thus we see that the effect of having the motor under- 
excited is to make its magnet lead in phase, while the effect 
of self-induction is to make it lag. If there is considerable 
self-induction in the circuit (as is usually the case, particularly 
with alternators with iron in the armatures), the phase 
relations of the various E.M.F.'s are those shown in Fig. 448. 
This may be taken as representing the most usual case of 
transmission of power by means of a synchronous motor; 
the effect of the self-induction in the circuit is to enable the 
motor to yield considerable torque whether its magnet is 
under or over-excited. Let us consider more exactly what 
happens when the excitation of field-magnet of the motor 
is varied, the load on the motor remaining constant. We 

see from Fig. 448 that O Eg = EiE,, so that we may take 

E| E3 to represent the E.M.F. of the motor, that is to 
say, the counter E.M.F. or " back " E.M.F., as it is usually 
called. We may then draw the half-figure on a larger scale 

(see Fig 449), and consider what happens when Ej E3 is 

varied in magnitude, while the impressed volts O E^, the 

1 See Bedell and Ryan, ''Action of a Single-phase Synchronous Motor^** 
Amer. Inst Electr. Eng,^ March 1895, p. 197. 
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resistance R, the 6elf4nducti<m L, luid the power of the 
motor P, all remain constant. R and L being known, ^ the 
angle of lag of the current behind tiie resultant E.M.F. 

O Es is ascertained f for tan ^ ^=^^g') and remains constant. 

Produce O C to F, and upon O £» as diameter^ describe the 

oirele I^i F O having Oie centre 6. Join FE^ then E^ F O 

being a right angle, O F 
is the projection of the 

impressed volts O Ei 
upon the direction of 

the current O C, so that 

— ^ gives the value of 

the virtual volts which 

are in phase with the 

••':^ current, whose virtual 

value is-^7J^- The 

power yielded by the 
generator A| is therefore 

^^2'^ ' Similarly 

FT) being the projection 
of El Es, the power 
yielded by the motor Ar 

jg — ^-L^ , and this we are taking as constant. Now 

when the line E^ Es alters in length the figure becomes 

changed in shape, but always in such a manner that the 

angle E^ F O remains a right angle, so that F moves on the 

circle Ej F O. At the same time the point C must move* on 

a circle C J II concentric with circle Ej F O, in order that 

F C . C O (or J O . C O) may remain constant. Now, if C 

moves on the circle C J H the point E3 must also move on a 

* R V. Picou, ** Transmission de Force par Moteurs altematifs sjrnch- 
rones," Bull, Soc. Int. Electriciens, Feb. 1895. 
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circle, because ^ remains constant and O C «TKi O E3 bear to 
each other a constant ratio. The centre of the circle M E3 N 

nrhich forms the locos of Eg, will be formd by dramng O K, 

making the angle with E^ O and drawing G E at right 

angles to E^ O. We are now able to find the value of any 
of the quantities repi*esented in the figure for any given 

value of E^ E3, the back E.M.F. of the motor. It may be 

pointed out that though O £^ has be^i taken to repi«sent 
the electroiaoiiveHforce indoeed in the conductor of the 
generator, all the above clock diagrams are equally Appli- 
cable to the case where O E^ represents the electromotive- 
force of the line at the terminals of the motor ; but then 
R aiMl L represent the resistance and self-indnctian of the 
motoi* only. We see that in the figure as drawn the ourrent 

lags behind the impressed volts E^ O by the angle A If we 

decrease E^ E3 we see that ? will increase and R C will 
also increase. That is to say, if we decrease the excitatioa 
of the motor, the lag of the current behind the impressed 
volts increases and the current increases. If, on the other 
hand, we increase the excitatien, we eee from the figure that 
as E3 moves up to M the angle ^ decreases to Eero, tiie coiv 
rent being then at a minimum.^ A further increase of the 
back E.M.F. of the motor will cause the current to increase, 
but instead of lagging behind the impressed volts it leads, 
the motor in fact acting as though it were a condenser placed 
in the circuit. If we plot a curve with the values of the back 
E.M.F. of the motor (or the exciting current when that 
is proportional), as abscissae and the armature current as 
ordinates, we get a V'shaped curve showing the decrease of 
the armature current to a certain minimum, and its increase 
again as the back E.M.F. is augmented. 

Mr. Mordey^ obtained from a 50 kilowatt alternator 
running as an unloaded motor, the cui-ve shown in Fig. 450. 
The values of the current in the motor field-magnet are 

^ Blondel, " Couplages et Synchronisation des Alternateurs," Laliwmxere 
£l€ctnque, 18d2, xlv. 42.3-5G3. 
• " On Testing and Working of Alternators," InsL Elec. Enga.^ Feb. 1893, 
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taken as abscisssa, and the current in the armatures as 
ordinates. 

Messrs. Bedell and Ryan ^ have given a similar curve for 
a small Westinghouse alternator, together with full pa*:- 
ticulara as to the E.M.F.'s of generator and motor and angles 
of lag, and have worked out clock diagrams for diffei^ent 
points on the curve, showing that the theory agrees with 
what is found to occur in practice. 

This property of an over-excited synchronous motor of 
causing the current to be in advance of the impressed E.M.F. 
would enable such machines to be used to counteract tlie 

tendency of the current to 
lag when transformers are 
in circuit, and thus to in- 
crease the power-factor of 
the line. 

One of the bad effects 
produced by a current lag- 
ging behind the E.M.F. of 
the generator, is the de- 
magnetizing action of such 
a current upon the field- 
magnet (see p. 596). It 
will be seen from Fig. 442 
that so long as the current 
is in phase with the volts it has no demagnetizing effect, for 
when the current is at its maximum the magnet pole is 
directly in front of the conductor, as in A ^ in Fig. 442. An 
instant before the pole comes to this position, the armatui*e 
current is helping the magnetizing cuiTent, and an instant 
afterwards it is opposing it, so upon the whole the mean 
strength of the magnet is not affected, though the maximum 
E.M.F. in the armature probably occurs a little sooner than 
it otherwise would do. If, however, the current lags, the 
maximum current flows just after the pole has passed the 
middle position, thus producing a strong demagnetizing 

^ ** Action of a single-phase Synchronous Motor,' Journal of the FYanklin 
Tnstituiej March, 1805. 
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aotion and a consequent fall in the volts unless the excita- 
tion of the field-magnets is augmented. If, however, the 
current leads, the maximum occurs when the pole is ap- 
proaching the conductor, increasing the magnetization, and 
thus the volts are raised. A generator and motor being 
in opposition of phase, a current that lags with regard to 
the one leads with regard to the other ; thus on switching 
in an under-excited synchronous motor to a generator whose 
current lags, there is a tendency for the generator volts to 
fall and the motor volts to rise. On gradually increasing the 
excitation of the motor the generator volts will rise, owing to 
the advance of the phase of the current. This is very clearly 
shown in the paper of Messrs. Bedell and Ryan before 
referred to (p. 654). 

R. y. Picou has pointed out that in applying the con* 
struction given in Fig. 449 to the working out of a practical 

case, the lines O E^ and E^ Eg representing several thousand 

volts are so great, relatively to O Eg, that the aixjs of the 
circles E^ F O and C H J may be considered as straight 

lines, and O E^ and E^ Eg as parallel. The construction is 
then simplified, and there is no difliculty in working to scale. 
An example is worked out in M. Picou*s paper referred to 
above (p. 652). 

There are several interesting 
deductions to be made from the 
graphic construction given above. 
Obviously the most economic con- 
dition for ordinary power tmns- 
mission is to have the excitation of 
the motor such that the current is 
in phase with the impressed volts. ^/ 
Referring to Fig. 449, let us fix n\ 

the condition that R C shall be ^ 

Fia451. 




in line with O E^ and draw our 

diagram as in Fig. 451, setting oflf the line O Z, making the 

angle ^ with Ej O. For any given load on the motor there is 
one particular value of current which will satisfy the prescribed 
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condition, and the line G O ^hich vepresentB R C ^rill baTO to 

E^ O O 

be set off at such a length, that -^-= — is equal to the 

2 R 



given power (see p. 652). Then drawing CE3 at right angles 

to cut O Z, E^ E^ will represent the back EJtfJF. of the 
motor in magnitude and phase. Now if we vary the power C 

will move along O E^ and Eg will movaaloog O Z, the power 
yielded by the motor being always equal to the area of tlio 
rectangle C Q divided by 2 B, and that supplied by tbe 
generator equal to the area of the rectangle O Q divided by 

2R. When tbe power is ceroE^ Eg = E^O, the current being 
sero. Tbe maximum power occurs when C Q is a square. 

From the figure we see that then 

El 
max. power = ^, 

R C being equal to } E^ and the efficiency being 50 per 
cent. Tlius we see Jacobi's law of the continuous-current 
motor, and the construction given on p. 496, ai*e equally 
applicable to the alternate-current sjTichronous motor. The 

back E.M.F. of the 
motor for any pre- 
scribed power can 
be found readily 
from the figure (see 
p. 655, line 20). 

We can also get 
a very simple figure 
by which to study 
the changes in the 
back E.M.F. and 
current when the 
power is zero. The 
clock diagram for 
this case is given fax 
Fig. 452, where R C is at right angles to E^ E,, because if the 
power is TOro the current must be at right angles in phase to 
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the back E.M.F. of the motor. As ^e change the Talue of 
El En the I0CIGI6 of the point C mast therefore be the circle 
O C El ; and from the reasoning on p. 662, the locus of Ei 
must also be a cixxsle whose centre is at K. 

If we plot a curve taking on a conTenient scale the back 
E.M.F. as afaseissse and the annature current as ordiaates w^ 
find it is in the form sliown 
by the thick line in Fig. 45S« 
Beginning with E^ ooin* 
ciding with O we get the 
comer point C^ in Fig. 45S* 
As we increase the back 
£,M,F. passing counter- 
clockwise round the circle 
O £a El in Fig. 452, the 
current increases until we 
reach the point E', when it 
attains its maximum. R G 
is then equal to Ei, thereforo 




the current C = 



El 



If the 



fte.4S8. 



motor were standing at rest the current through the annature 

would only be . — -^ , but if the motor is running light the 

impedance 

back E.M.F. might be so adjusted in magnitude and phasf 

&s to completely balance the self-induction of the armature 

E 
so that a current would flow through it equal to r=-i. In 

R 

practice the upper portions of the curve in Fig. 453 would be 
difficult to realize unless the motor were constrained to keep 
in the proper phase relations, but theoretically we can follow 
Es round its circle until it coincides with Ej. 

This curve Co E'3 Ei in Fig. 453, really forms part of an 
ellipse shown in dotted line, the equation to which is given 
below. If we follow E, further round its circle in Fig. 452 
we find it passes through the point Ei ; a question then 
arises as to whether we will give the positive or negative 
sign to the back E.M.F. in plotting the curve in Fig. 453. 
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The back E.M.F. haying passed through zero ivoold 
theoretically be negative, which would take us along the 
dotted ellipse, but if we still choose to call our back E.M.F. 
positive then our curve is the thick line E| Go* This forms 
part of another ellipse similar to the first, that lies with its 
major axis sloping the other way as shown in the figure. If 
instead of plotting the back E.M.F. and cuiTcnt from Fig. 452, 
where the power is zero, we plot them from a clock diagram 
like that in Fig. 449, where the power has a fixed value, we 
would get curves like those shown by the fine lines in Fig. 453, 
the area enclosed by the curve becoming smaller and smaller 
as the power is increased, until at maximum power there is 

E 

only one point representing current =s -p^ and back E.M.F. 

= — i (T ^ — • ^^ ^ ^^® lower comers of these curves 

2 K 

that form the Vnshaped curves referred to on p. 654. The 

equation to these curves is very simply deduced; for re 

membering that, in Fig. 448, the lines O E^, E^ Eg, O E3 
represent respectively the electromotive-forces Ej, Eg and 
I C, where I, the impedance, = v' R^ -H/?^ L^ we have 

El* =E,« + PC*+ 2 Ex . 10 • cos # (1) 

and cos # = cos(^ — i?) = cos cos iy + sin ^sin iy. Further 
we know 

cos ^ = _ sin ^ = IL— 5 



where P = power of motor. 
Substituting these values in (1) we get 



E,»_E,»— PC»— 2RP=,jt?LVC»E,»— 1«, 
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which is the fundamental equation of the synchronous mo tor.^ 
Taking E^ and C as the only variables we obtain a curve 
like those in Fig. 453 for each value of P* 



Parallel Running of Alternators. 

It is found very convenient in central lighting stations to 
be able toiiin alternator in parallel, so that the machines may 
feed into one set of omnibus bars, and their number be altered 
at will to suit the load on the station, instead of assigning 
different parts of the town circuits to separate machines. 

The principles which govern parallel running have been 
considered in Fig. 446. OEj may be taken to represent the 
volts between the omnibus bars. The machine to be thrown in 
in parallel is run up to speed and its excitation is adjusted 
until its volts O Eg are equal to O E^. It has, before being 
switched in, to be iyncKronized^ that is to say, it must not only 
be run at the same speed but the impulses of its electromotive- 
force must be got into step with those of the omnibus bare* 
To do this a synchronizer is employed. Fig. 454 illustrates 
the principle of one form of synchronizer. An incandescent 
lamp is fed from two transformers in series with one another : 
the primary of one transformer is connected with the omnibus 
bars^and that of the other to the alternator to be synchronized. 
The connections are so made that when the machines are in 
synchronism the secondaries of the transformers assist each 
other in lighting the lamp. When not in synchronism they 
are in opposition. If the alternator to be thrown in is not going 
at the right speed it gets into and out of step alternately and 
the lamp blinks rapidly. The supply of steam is then altered 
to correct the speed, and the lamp is seen to blink more and 
more slowly until it takes several seconds between the instant 
of perfect darkness and the instant of full incandescence. 

* Steinmetz, ** Theory of the Synchronous Motor," Amer. InsL Flee. 
Sng8,y Oct. 18d4; Rhodes, "A Theory of the Synchronous Motor," Proc. 
PhyHcal 8oc,y A^nl 26, 1895, Phil. Mag., July 1805. Also *' Alternate 
Current Motors,*' Mec. BeHew^ 1805, zxxyii. 182, 222. 
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Just at the moment of full incaadeBceocay and wlien the Tolt* 
meter (see Fig. 454) indicates the foil pressure, the switches 
are closed and the lamp forthwith shines without fluctuatioDi 
showing that the yolts of machine are in step with the volts 
of omnibus bars. If the supply of steam is now increased the 
alternator will take up a portion of the load. The amount 
of current it will supply depends entirely on the amount of 
steam admitted to drive it. If the steam were cut off 
it would inin as a motor and drive the engine. Fig. 446 doea 
not show the main current supplied to the outside oironit, 
it only shows the resultant electromotire force O £3 round thm 
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alternator circuit (see Fig. 441) which comes into existence ;» 
ease A^ should lag a little. This resultant electromotive- 
force produces a current which by reason of the self-induction 
of the circuit is out of phase by more than 90** with the lagging 
machine, and which therefore supplies power to it and hurries 
it up. It will be seen from the figure that the current repre- 
sented by O D is greatest (for a given lag of the machine) 
when the angle ^ is 45 degrees ; that is to say, when in the 
alternator circuit His equal top L. In well-designed machines 
R and L are both kept as small as possible. It is sufficient 
if R is something of the order of ^ L. 

Synchronous Polyphase Motors. — A polyphase system of 
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distribution, while giving great facility in the use of self* 
starting motoi*s, does not sacrifice the possibility of installing 
synchronous motors in cases where perfect uniformity of sj)eed 
is desired, A synchronous motor for a polyphase system 
may consist of an ordinaiy alternator placed across two of 
the mains ; but preferaUy it i& identical in construction to 
the polyphase genei'ators, and connected to all the lines. It 
differs from an asynchronous motor miiinly in tlie fact that 
instead of a rotor (Fig. 460) it has a field-magnet separately 
excited by means of a cootiniioiis current ; and as the poles 
always keep the same position lelatiTely to the ii*on of the magw 
Bet when once they are ran np to the speed of the revolYing 
poles of the armature^ the respectiTe poles lake kold of each 
«»ther.nd theinagnet is dragged round in perfect synchronism. 
The ordinary smgle-phase synchnmous motor, as we have 
seen, must be ran up to speed by some independent source of 
power; but in a polyphase system the rotatory field acting 
upon conductors sunk in the pole pieces of field-magnets is 
sufficient to start the motor. It is thus possible to so far 
eombLne the principle of a polyphase asynchronous motor 
with a truly synchronous motor, that ii shall be capable of 
starting itself, and after running up to speed, will keep its 
speed at all loads as constant as the periodicity of the supply. 
It is to be noted that while a polyphase generator will always 
act as a synchronous motor, it is not necessarily self-starting. 
Its design should facilitate the generatioa of currents in th? 
polar projections if it is intended to be self-stai*ting. A very 
good instance of an installation of synchronous motors of this 
kind is at the Ponemah Cotton Mills, TaftTiUe, Conn^ U.S. A.^ 
Six hundi'ed karse*power is transmitted, at a pressure of 2500 
volts, from a mill three miles distant^ where water power is. 
available. The system is a three-phase one. The motors are 
the same in oonatnietion as the generators, and while being 
able to start themselves, ran under load with perfect syn- 
chronisnw The efficiency of the complete transmission from 
the power applied to the dynamo pulley to that delivered lo 
the motor pulley is reported to be 80 per cenL 

> JSITee. i?eoie», (IT^T.), 1804, zxlv* 210 ; and tee Mi:, 1805^ zxviL 82. 
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CHAPTER XXV. 

ASYNCHEONOUS HOTOB8. 

Motors in which the rotation is produced by the induction 
of currents as the field shifts around, present the structural 
advantage that thej can be made without commutator, and 
even without sliding contacts of any kind. The induction of 
these currents in an entirely detached structure depends upon 
the circumstance that the running is asj/nchronous : that is to 
say, that the revolutions made by the moving part do not 
correspond to the periodicity of the impressed currents. 

Asynchronous motors may be grouped under two heads: 
(i.) polt/phase ; (ii.) monophase. In the former two or more 
alternate currents of equal period, but differing in phase, are 
employed to produce, as explained below, a rotatory magnetic 
field; this rotatory field tending to set up induced currents in 
all conducting masses placed within them, and by the reaction 
of these currents to rotate these masses mechanically. In the 
monophase class a simple oscillatory field is impressed by an 
alternate current, and this acting on a revolving system of 
conductoi-s is, by the action of the induced currents, converted 
into a rotatory field with effective driving power. 

As the subject has lately been treated in extenso In the 
author's work on ' Polyphase Electric Currents and Altemate- 
.Current Motors,* the present chapter may be brief. 

Production of a rotatory Magnetic Field. — If an alternate 
current is led around a coil it produces along the axis of the 
coil an alternating or oscillating magnetic field. If there is 
an iron core the magnetic flux in it will be an alternating flux ; 
that is to say, one ibhat begins, increases to a maximum along 
a fixed direction, dies away, reverses along the direction ai^d 
increases to a negative maximum, and dies away to begin the 



Asynchronous Motors. 663 

oyde over again. The frequency of this alternating flux will 
l)e the same as that of the current. We have to show thatbj 
oombining two or more alternating magnetic fields that are 
in different directions and in different phases we can produce 
the same effect as a magnetic field of constant intensity 
rotating in direction. 

It is well known that a uniform circular motion can be 
decomposed into two rectilinear harmonic motions at right 
angles to one another, the two having equal amplitude, equal 
period and a phase difference of one-quarter period. Let P 
be a point uniformly revolving around centre O (Fig. 455) ; 
let the angle X O P = 0. The projections of the radius O P 
upon the two axes are O M and O N. If the radius O P 
be called r we have O N = r sindyand O M =3 r cos(? = r sin 
(04- 90®). While P revolves the point N will oscillate up and 
down the line Y Y'; the amplitude of its motion being equal 
to the radius of the circle. Also the point M will oscillate 
along the line X X' with equal amplitude and in equal time ; 
but O N will be at its maximum when O M has zero value^ 
and vic9 versd. It follows kinematically that a uniform 
circular motion may be produced out of two straight-line 
motions, by combining them at right angles, provided they are 
harmonic, of equal period, of equal amplitude and differing 
by an exact quarter period. 

Mechanically this motion is equivalent to that of two 
pistons having equal travel, working by two connecting rods 
upon the same crank pin, but placed at right angles to one 
another (Fig. 456). If the cylinders are made to produce two 
rectilinear motions one ahead of the other by a quarter period 
in time, the apparatus will combine these motions into a true 
circular motion. If the two cylinders are set parallel side by 
side two cranks will be needed, one at right angles to the 
other. 

A similar combination can be ^ magnetically effected. If 
an alternating current is led round a coil so as to produce an 
alternating or oscillating magnetic field along the line O X, 
and a second alternating current is led round a second coil so 

^ See Marcel Deprez, Comptea Rendua. iU 1108» 1888. ' 
R— Vol 4 
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as to produce a second alternating magnetic field along tha 
line O Y, then the result will be a rotatory magnetic field, 
provided these two magnetic fields are of equal period and 
amplitude, and differ exactly a quarter in phase. If they are 
of equal period, but notof exactly equal amplitude, the result 
will be equivalent to an elliptically'To\Atm^ magnetic field ; 
that is to say, one in which the strength and direction of the 
field is represented by the successive values of the radius 
vector drawn to an ellipse from its central point. An ellipti- 
cally rotatory field will also be produced if the two component 
magnetic fields, though equal in period and amplitude, do not 
differ by exactly a quarter period. For a perfect rotatory 
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Wiet. 455.— Deprez*s Thbobkh. Fig. 45d.-*Two-€YiJHi>EB Engine. 

field, corresponding to uniform circular motion, the two com- 
ponents must vary precisely as the sine and the cosine ^ of an 
angle respectively. The two-phase system of cun-ents for 
producing a rotatory magnetic field is the electrical analogue 
of the two-crank mechanism. 

This is not by any means the only combination that will 
produce a rotatory magnetic field. The mechanical analogues 
of the three-crank engine, and of the three-throw pump, at 
once suggest other solutions. In the former instance three 
cylinders are used^ with three pistons which operate in succes- 
sive phases differing by one-third of a period from one another. 

1 See alao Ferraris, ** Botasloni elettrodynamiche," Turin. Aead.^ March* 
18S8. 
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If the three cylinders are set (as in a Brotherhood's engine) at 
120^ to each other (Fig. 457) their connecting-rods may actuate 
a single crank. If the three cylinder are set parallel side by 
side, then there must be three cranks spaced out in angular 
positions 120^ from one another. If the angular positions of 
the cranks were not exactly 120^ apart, the phase-differences 
of the motions will not be exactly one-third of the period. 
The time-phase of motion must be complementary to the 
space-phase of angle in the combining mechanism^ otherwise 
the resulting motion will aot be a tm{form rotation* The 
famous thi'ee-phase system of currents (or Dr^hAram) for 
producing a rotatory magnetic 
field, is the electrical analogue 
of the three-crank mechanism. 
We have then two main 
cases before us — ^the 2-phase 
method (sometimes called the 
" quadrature ** method, or, less 
correctly, the "quarter-phase *' 
method) and the 3-phase 
method (called by Dobrowol- 
sky " Drehstrom "). The fii-st ^ j^^ ^- 

2-phase induction motor was Thbkb-cyukdeb Extgivx. 

described by Baily in 1879, 

who used commuted battery-currents. The idea of producing 
rotation by combining two or more alternate currents of 
different phase, seems to have occurred from the years 1885 
to 1888 independently to several persons. Prof. G. Ferraris, 
Mr. C. S. Bradley, Mr. Nikola Tesla, Mr. Borel, and Mr. von 
Dolivo Dobrowolsky. Ferraris found that in such a rotating 
field not only will pivoted magnets rotate, but masses of iron, 
both solid and laminated, also disks and cylinders of copper, 
the drag on these being due to the eddy-currents generated in 
them precisely as in the classical experiments of Arago, in 
which copper disks were set in rotation in the presence of a 
rotatingmagnet. Fig. 458 illustrates a simple form of Ferraris's 
motor having a copper cylinder pivoted within two sets of 
ooils A A and B B which lie at right angles to one another. 
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Ferraris discussed the elementary theory of the apparatos, 
pointing out that the inductive actios would be proportioDal 
to the slip, that ia to say, to the difference between the angular 
velocity of the magnetic field and that of the rotating cylinder, 
that the induced current in the rotating metal would also be 
proportional to this ; and that the power of the motor is pro- 
portional jointly to the slip and to the velocity of the rotating 
part. 

Consider a laminated iron ring. Fig. 459, wound with two 
pairs of coils A A' and B B', which are inserted in the circuits 
of a S-phase generator. At the moment when the current in 
A A' is a maximum, that in B B' will be zero, the cnnents 



Fie. 456.— SiHPLB 
B0TA.TOBE-FIBU) 
UoTOB. ftg, 4Cf9l 

being in quadrature. The magnetizing effect of A A' irill 
tend to produce a magnetic field di^onally across the ring in 
the direction B B'. As the current in A A' dies down, that in 
B B' begins and increases, and therefore shifts the pole 
forward. When the currents in A A' and B B' have become 
equal, A and B will act together as one coil, while A' and B 
will act together as another coil, the resulting poles lying now 
between B and A' on the right and between B' and A on the 
left. When the B current is at its maximum the poles will lie 
right under the middle of the A coils. Since there is an 
actual production here of a travelling polarity in the ring, it 
follows that any mere mass of iron, a cylinder for example, 
placed in the rotating field will be set into rotation, thoQgtl 
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not synchronously ; anda cylinder of copper would be dragged 
round by the eddy-currents induced in it. If the cylinder 
were to revolve at the same rate as the rotating magnetic field, 
there would be no eddy-currents and no driving force : the 
rotating part therefore tends to run up toward synchronism 
but never attains it ; for without «7tp (i. e. difference of speed) 
there would be no induced currents. But if such eddy-cuirents 
were permitted to circulate at random in the mass of copper 
there would be much waste of power in heating, since the 
only useful currents for driving are those that flow at right 
angles to the magnetic lines and at right angles to the 
direction of motion, or» if oblique, their resolved parts in this 




B)a. 460.--BoTATiNa Pabt qb Bbown*8 Morcn. 

direction. Hence it is better to make the moving part as an 
iron core surrounded by appropriate closed coils within which 
the induced currents are confined. A special form excellent 
for small motors consists of a cylinder of laminated iron 
within the periphery of which are embedded a number of stout 
insulated copper conductors lying parallel to the axis, their 
ends being united together so that they form closed circuits* 
A ring of copper at each end — ^forming with the conductors a 
sort of squirrel-cage of copper filled with iron— serves to short- 
circuit the conductors. A short-circuited structure of this 
kind is shown in Fig. 460. 

When such rotating combinations of copper and iron, ft,re 
used it becomes a question which part of the machine should 
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be oooflidered as armature, and which as field-mag:net. If the 
ring is regarded aa ai-matnre, then the copper and iroa corn* 
Inuation must be looked upon aa a field-magnet whicb is self- 
monetized by the eddy-currents in the copper, and which is 
continually trying to catch up the rotating poles outside it so 
as to reduce those eddy-currents to a minimum and keep its 
magnetic polarity constant. If, however, the ring be looked 
upon as the equivalent of a rotating magnet, then the com- 
tenation of copper and iron may be considered as an armt^ 
tore in which currents are inducedf and which ia driven bj thd 
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Fig. 401.— lUiTTSIRATIOK OF S-PHAW TRANBHtSSCON. 

leaotion of these currents. The former is certainly the more 
correct view : but to avoid ambiguity it is better to call the 
revolving mass by the term roUtr ; while the stationary part 
vhich receives tlie primary currents may be called the itator. 
The case of S-phase currents is illustrated by Fig. 461( 
where the generator is represented by a magnet revolving 
within a ring-armature, generating three cuirenta differing 
120' in phase from one another. The rings are wound with 
three coils joined up at their ends and united to three lines. 
The current in any one line at any instant is equal to the 
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algebraic sum of the currents in the other two ; and, with the 
arrangement shown, the phase of the currents in any one of 
the lines is intermediate between the phases of the currents in 
the two coils feeding it. Further, in the motor the cuiTent 
in P differs in phase from the currents in c and a, being 
^^ period in advance of the leading current. As the magnet 
rotates in the generator a pair of travelling poles will, as 
before, be produced in the ring of the motor. It will be 
noted that the coils here constitute a closed circuit. There are 
indeed several ways of connecting up three coils so as to pro- 
duce the rotatory effect, the following being possible : (1) each 
of the three coils might be independently joined by two wire» 
to the ends of the three corresponding coils, requiring six 
lines ; (2) three ends of the three coils might be independently 






Fig. 462. Fig. 463. Fio. 464.— Star aot> 

Stab Combination. Mesh Combination. Mesh Combination. 

joined by three wires to the three corresponding ends of the 
ooils in tlie motor, their three other ends being united to a 
eommon return line, so involving four wires ; (8) the three 
coils a, h and c may be simply joined at a common junction 
(Fig. 462), from which they branch star-wise each to its own 
line ; (4) the three coils may be joined as/>, j^ and r in Fig. 468, 
in a closed mesli joined with the three lines at its corners. In 
this case the phases of the currents in^, q and r are inter- 
mediate between those of the three currents in the lines ; (5) 
six coils may be used as in Fig. 464, which shows the way of 
getting a 6-phase effect out of a 8-phase current by combining 
the star and mesh arrangements ; (6) by merely winding a coil 
left-handedly instead of right-handedly the phase of its mag- 
netizing force is reversed. For example, a reversed coil inserted 
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in a QxL Fig. 461) would give an effect differing 180^ in phase 
born a, and therefore intermediate between h and e. 

The mode in which the three currents overlap in phase is 
fehown in Fig. 465, the phase-difference being here 120^. Three 
currents with phase-difference 60® will also serve for rotatory 
work, and can be converted into three of 120** by merely 
inverting the connections at the ends of one of the three coIIb. 

Star and mesh combinations may also be applied to 
2-phase systems. The two circuits of the Niagara generators 
are kept separate, four lines being required; but in many 
oases three lines would suffice, one of them serving as a 
common return for the two circuits. 
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Pro. 465.— Three-phask Current Curves. 

When mesh combinations are used the current in the limb 
of the mesh as measured by amperemeter differs in value from 
the current in the line. For a 2-phased system the current 

in the Hmb is --t^ of the current in the line. For a 8-phase 

system the limlnjurrent is -—rg of the line-current. When 

star combinations are employed, the limb-currents are the 
same as the line-currents, but the voltages between line and 
line differ from the voltages between any one line and the 
oommon junction. For a 2-phase system with 4-ray star con- 
nection, the voltage between two adjacent lines is V^ times 
as great as that from line to centre ; while with a S-phase 

system it is V' 3 times as great. 
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Bradley in 1887 described a 2-phase motor <JB\g. 466) 
vitli mesh connections; the current being brought in by four 
slip-rings. This, however, was aByncliroDOQsmotorhavinga 



Fio. 466.— Bradley's 2-pha8b Motob. 

fixed exteraal magnet. In 1889 he desonbed a S-phase 
machine, having a similar armature connected at three 
symmetrical points to three slip-rings. 



Fla. 487.— Tbsla's 2-phase Ststeh. 

Tesla in 1887-38 designed many combinations of whiiA 
the fundamental notion was the progressive shifting of the 
field. In Fig. 467 a generator 13 shown wound with two coils, 
the free ends of which are connected to insulated contaot>rings 
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OD tbe cdmft. From four brumes that press on the rioga four 
vires are led away to the motor. This is, in fact, a simple 
S^^utse generator, inducing two independent currents in 
quadrature. The motor is shown as a ring having wound 
upon it four coils, two of which are connected in circuit with 
one pair of wires, the other two being in the other circuit. 
They tend to conaperate in pairs to produce magnetic poles 
on diametrically opposite parte of the ring. Within the ring 
is pivoted as rotor a disk D of iron, preferably cut away at 
ite sides so as to form an elongiited body ; and turning so aa 
to convey from side to side of the ring the greatest numberof 
magnetic lines. It was found 
that this form was not essen* 
tial to rotation, since a circu- 
lar disk of iron was also set 
revolving. In a series of 
eight di^rammatic figures 
Tesla explained the succes- 
sive phases through which 
the coils of the generator 
pass during one revolution, 
and the coiresponding and 
resulting changes of m^net- 
ism produced in the ring of 
the motor. 
Fio. 468.— Mdi-tipolab Design. ^7 adopting a multipolar 

design the speed can be re- 
duced though the frequency of alternation remains the same. 
Pig. 468 shows a design by Tesla for using a tetrapolar 
magnetic field having four poles in the A circuit (alternately 
W and S poles), and four intermediate poles in the B circuit. 
In such a case the progression of the field is not a uniform 
rotation. The field of a pole at A does not shift round to the 
next pole at B. What happens is that the mi^netism of 
the A pole dies out, while freah magnetism grows in the 
neighboring B pole. 

The famous 8-phase transmission of power from LauEfen 
to Frankfort in the autumn of 1891 did much to bring into 
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notice the advantages of polyphase methods for electric 
power purposes. Through three copper wires, each 4 milli- 
metres in diameter, and 110 miles long, 100 H.P. was trans- 
mitted with an eflBciency of 75 per cent., the pressure being 
raised by transformers to about 8000 volts (see p. 697.) 
Particulars are given in the author's work on Polyphase 
Electric Currents. 

Modem Polyphase Motors. — In modem motors both stator 
and rotor are built up of stampings of soft iron pierced with 
holes or slotted to receive the conductors. Fig. 469 gives 
about ^ size the stampings for a 4-pole, 6-H.P., 2-phase motor 
designed by Brown ; the rotor being of the short-circuited 
squirrel-cage pattern (Fig. 460) with 87 conductors. This 
motor is intended for 100 volts at a frequency of 40 periods, 
and runs at 1200 revolutions per minute. Plate XVIII. gives 
scale drawings of a 8-phase motor of 100 H.P., taking current 
directly from high pressure mains at 5000 volts, with a 
frequency of 40 periods per second and a speed of 600 
revolutions per minute. The rotor, which is about 80 inches 
in diameter, has 96 holes through which insulated copper 
conductors are threaded, and joined up in a wave-winding 
constituting a 3-branched star, of which the three outer ends 
are led down through the shaft to three slip-rings to permit 
of an external starting-resistance being applied. The torque 
at starting is greater when such resistances are inserted in the 
secondary circuit (see p. 681). Fig. 470 gives an external 
view of a 2-phase 120 H.P. motor built upon the same 
carcase, but with different windings, to work at 2000 volts. 
In this case the starting resistance is attached inside the 
rotor, with a simple mechanism passing out through the 
end of the shaft to short-circuit it when the motor has 
started. In this way the need of slip-rings is avoided, the 
rotor having no external connections of any kind. 

These rotatory-field motors were brought to a aigh pitch 

of perfection by the Oerlikon Co., and by Brown, Boveri & 

Co. z and more recently the Westinghouse Co, has brought 

out many fine designs. On the Continent of Europe several 

large central stations an^ many factories are now equipped 
43 
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with polyphase ej^tems. The efficiency of the polyphase 
motors is veiy high, certainly not inferior to that of con- 
tinuouBCunent motors of equal power and cost. > 

Elbmentabt Theoby of Folxphase Motors. 
For the sake of simplicity we will take a Upolar machine, 
the iron of which is of the general shape shown in Fig. 469. 
Suppose that a rotatory magnetic field is produced bj either 
^fihase or ft-phase currents in the stator. 



RO. 4TO.— TWO-PHASB MOTOR OF 120 HOBSK-POWIB (BBOWN). 

The currents :n the rotor also produce a magnetic field 
which, compounded with that of the stator, gives rise to a 
resultant rotating field. It is to this resultant field that the 
electromotive-foTces in the conductors, and the torque, are due. 
We will take it as a uniform flux flowing diametrically through 
the rotor and cutting the conductoiB of hoth stator and rotor 
as it reTolves. 

Let fl stand for angular speed of the rotatory magnetio 
field = 2 irn in a bipolar machine, where n is the frequency 
of period. If the machine is multipolar having m paiia o£ 
polee then fi =» 2 r » -m». 
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Let <tf stand for angular speed of the rotating part, or 
rotor of the machine, = 2 Trna, where n% is the actual number 
of turns per second. 

Let T stand for the torque between the stator and the rotor. 

Let W stand for the power (total watts) communicated by 
the stator to the rotor. 

Let vo stand for the power (useful watts) actually used in 
turning the rotor. . 

Q — itf is the dip of the rotor with respect to the field, oris 
the difference of their angular speeds. If the field has an 
angular speed ^ — to grreater than that of the rotor, it is clear 
that the inductive action on the circuits of the rotor will be 

• exactly the same as if the rotor were revolved backwards 
with a speed ^ — o> while the field stood still. 

W — w is the power wasted in heating the conductors and 
iron of the rotor, since it is the difference between the total 
power supplied to the rotor and the power it utilizes. 

Now W is proportional to T and to iG, and therefore, by 
choosing suitable units may be written W = T fl. 

And w is proportional to T and a/, and may be written 

M^ = T w. 

Hence, dividing the last equation by the preceding, 

w to 

From this we see that the efficiency of the rotor is the same 
as the ratio of the two speeds. The efficiency of the stator 
will be considered presently. 

Further, the rotatory-field motor is simply a sort of running 
transformer, of which the stator and rotor windings constitute 
respectively the primary and secondary. Now, if ta were made 
= i2 there would be no induced cuiTents in the rotor con- 
ductor, the stator would then simply act as a choking coil ; 
hence, it follows that if the condition of supply of the primary 
currents is that of constant voltage, the magnetic flux through 

• the machine, rotating with speed fi, will have an approximately 
constant value at all loads, just as the flux in the core of an 

. ordinary transformer has. This, of course, is only true when 
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the current in the stator coils is unrestricted; it is not true, 
for instance, if a resistance is put in series with the stator 
<;oils9 or when the motor is starting without any resistance in 
its rotor circuit, as will be seen hereafter. Further, if there is 
very little magnetic leakage in the gap between stator and 
rotor (as is indeed the case in well-designed motors), the only 
electromotive-forces in the rotor conductors will be those 
produced by the resultant magnetic field, and therefore the 
maximum currents in them will occur when the conductors are 
in that part of the field where the flux density is a maximum. 
And as the flux is constant at all loads (subject to the above 
conditions), it follows that the torque will be proportional to 
the currents in the rotor. But these are proportional to the 
slip Q — fl> : hence, also, it follows that T will be proportional 
to — fl*, and may be writen T = 6 (^ — w), where 6 is a 
constant depending on the strength of the field, the radius of 
the rotor, and the length and resistance of the conductors of 
the rotor. 

We may now write : — 

Useful watts «> = J . w (fl — w). 
Total watts W = 6 . fi (fl — «»). 
Wasted watts W — w = 6 . (fi — a;).a 

Hence we may at once apply 
the now well-known diagram of 
motor efficiencies, by drawing 
(Fig, 471) a square A B C D, f 
having its side A B numerically 
equal to O, and cutting off a 
piece B F equal to <tf. The area 
A F H D represents the total 
watts supplied, the area AFGK, 
or G L C H, the watts utilized, 
and the square K G H D the < 
watts wasted in heating the con- 
ductors of the rotor. The effi- 
ciency will approach unity as F moves up towards A ; and, 
as with continuous-current motors, if it were not for the 
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weakening of the field by armature reaction, the output would 
be a maximum when w = i 0, the eflSciency being then only 
60 per cent. We shall see presently that when the motor is 
running at much below its proper speed, magnetic leakage 
and other causes play such an important part that the torque 
is actually less than at a higher speed. Fig. 471 is, however, 
applicable to cases of normal running, and shows how these 
rotatory-field motors behave in an exactly similar manner to 
continuous-current motors. 

In good modern rotatory-field motors the slip is only, at 
the most, about 4 per cent., except for very small sizes of 
machine, where it may be 10 per cent, at full load. 

In the above investigation no account has been taken of 
the loss due to heating in the conductors of the primary or 
stator circuit. This, like the ordinary C^R loss in the exciting 
circuit of any dynamo, is but a small percentage of the whole 
energy supplied. Neither has any account been taken of 
hysteresis losses in the iron of the stator, which also have to 
be supplied, as it were, by additional excitation, but are small 
in a well-designed machine. Losses by hysteresis or by eddy- 
currents in the iron of the rotor will, like the friction of the 
journals, deduct from the available power, but these are 
necessarily very small since the reversals of the magnetism 
in the rotor are proportional not to Q but to — a». 

MezMiltavt Magnetic Flux in Motor. — It was pointed out 
above, from consideration of transformer analogies, that the 
magnetic flux in the motor is of approximately constant 
value at all normal loads. We may take it that in the air gap 
between rotor and stator the flux-density varies approxi- 
mately as a sine function around the periphery from point to 
point. Let the density of this flux in the direction in which 
it is a maximum be called B- ^^^^ flux-density, like the 
flux-density in a transformer core, is the result of the mag- 
netizing actions of both the primary and the secondary wind- 
ings. Kapp has given ^ a discussion of the reaction which 
may be summarized as follows : — 

Take a line B? ^ represent (Fig. 472) the maximum of 

1 Gisbert Kapp, Mectric Traiiamis^itm cfSnergy. 1804i» p. 8ia 
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the flux-densitj in the motor ; in a bipolar machine it may 
be considered as revolving clockwise around O as a centre, 
with an angular speed Q. This field is due to the joint 
action of the impressed field excited by the primary currents 
in the stator, and of the induced field excited by the secondary 
currents in the rotor. These 
rotor currents are in phase with 
the resultant field (if there is 
no magnetic leakage), and pro- 
portional to it, and to the slip. 
They may be represented by a 
length c, set off along the side 
B- This current c tends to 
produce a cross-magnetization, 
p.73, proportional to itself. Let 
the line h at right angels to B 
represent this cross field. Here 
h =-}c c where A; is a coefficient depending on the reluctance 
of the magnetic circuit and the number of windings on the 
rotor. Complete the triangle B ^ <* by drawing the line a. 
Then a represents in magnitude and phase the magnetic field 
that must be impressed by the primary cun*ents in the stator, 
since B ^^ ^^ i*esultant of a and h. The angle ? is the angle by 
which the current in the rotor lags behind the impressed field. 

Further, since the torque is proportional to both B a^^d c — 
that is to B *"<i ^ — ^^ *rea of the triangle a B ^ will repre- 
sent the torque. 

Moreover, since c is proportional to the slip,^ and to B> 
and to a constant depending inversely on the resistance R in 
the rotor circuit, we may write 

• ,_BXslip. 



Fia. 473. 



R 



or slip = 



gR 
B 



1 " Slip " is here used to denote an angular speed, namely (0 - 6)). Some 

vrlters use it to denote tlie ratio between the two speeds, that is to say — . 
S— Vol. 4 " 
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and substitoting & -i- i f or c, 

but i-7-B IS tan ^9, hence slip is proportional to Rtani?. That 
is to say, if the slip is great the angle of lag ^ will be great. 

Conditions of Operation. — There are three chief stages 
of operation to be considered ; and for the present we will 
consider the supply voltage constant. 

(i.) Starting. — Here w = 0, and slip = c. Rotor currents 
enormous, primary currents also enormous. Therefore, fi 
the angle of phase-difference between primaiy currents and 
resultant field very large. Torque would be enormous if 
there were no magnetic leakage (see p. 681). 

(ii.) Running at Light Load. — Here « is very neai'ly equal 
to ^ ; and as slip is small, rotor currents will be small, and 
their reaction small. Angle ^ will be small, and a will not 
be much larger than B- 

(iii.) Running with Heavy Load. — Here ^ — <«, the slip, 
must be enough to allow of the generation in the rotor of 
currents enough to produce the necessary torque at the actual 
speed of rotation. 

In addition to the above, if the speed is artificially brought 
up to synchronism by supplying from without power to over- 
come friction, &c., there will be no rotor currents and no 
torque. If the speed is artificially increased beyond this, so 
that the rotor runs faster than its field, power will be con- 
sumed in driving it, and it will act as a generator, pumping 
back current into the supply network, as we shall see 
presently (see p. 685 ; also p. 606). 

Starting Torque. — In the above we have considered a 
motor working under normal conditions, so that the rotor 
currents are not excessive and the effect of magnetic leakage 
has been neglected. When, however, the motor is being 
started, the slip is so great that enormous currents would be 
generated in the rotor circuit if of low resistance. These 
currents would call for very large currents in the primary 
coils to keep up the magnetic flux, just as in a transformer. 



Plate xix 

Transformer 

Designed by G. Knapp 
Constructed by Messrs. Johnson and Phillips 



r^ 
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The effect would be threefold. In the fii*st place, a consid- 
erable fraction of the pressure of supply would be lost upon 
CV losses in the stator coils. Secondly, the ampere-turns 
of the stator and rotor coils, opposing each other with very 
great magnetomotive-forces, would force a number of lines 
along paths which do not thread through both sets of coils 
(for example, leakage would appear along the air-gap), and 
these lines would be the cause of electromotive-forces in 
the stator and rotor coils, in addition to the electromotive- 
force produced by the common resultant field, and have a 
choking effect upon the currents in these coils. Thirdly, 
not only is the true resultant field B 
diminished by the above causes, but 
the little that remains is out of phase 
with the current in the rotor circuit, 
so that the torque is very much reduced 
instead of being increased by excessive 
slip when the rotor circuit is of low 
resistance. This is very simply ex- 
hibited in Mr. Kappas construction. 
When the slip is great, the triangle 
a B ^ will become of the form of Fig. 

473; for if slip is proportional to R 

tan /9, and R is small, tan ^ must be 
very great, ^ will be near 90°, the 
impressed field a is limited by the foregoing considerations, 
so the torque (represented by the area) will be very small. 
If we increase R we necessarily decrease tan i^, making B 
greater and the area greater, and so we get a greater starting 
torque. Thus, introducing a non-inductive resistance into the 
rotor circuit at starting enables the machine to start with a 
greater torque. 

jRelatian between Torque and Slip^ — ^In order to get an 
equation for the torque in terms of the slip and the resistance 
of the rotor, we note that from Fig. 472 it follows that 




Fig. 478. 



and 



} =s a sin fiy 
B s= a cos p. 
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Now, from the equation — slip ss ^Xx i we get -^X ^ "^ B* 

Therefore, by merely altering the scale of Fig. 472, we caa 
rename the sides of the triangle as shown in Fig. 474, where 
% stands for the slip. 

From this we see that sin ^ ssz  — ^ and oob fi 



VW+W? 



R 



— • 



[Iierefore the torque T, whioh is prqportiODed 




proportioDal to a* sin ^9 cos fi ; and therefore, writing 9 as a 
quantity involving cfi and constants depending on constroctioii, 
we have 

Here we are assuming that a, the impressed field, is ocn* 
«tant (sea p. 681). 

If we wish to see graphically what this equation means, 
we may then plot out the relation between T and s as a curve, 
assuming a definite value for R. 

Take the line O X (Fig. 476) to represent the speed of 
lotatiou of the magnetic field, and cut off from it a part O Q 
to represent the speed of the motor. Then the remainder 
Q X represents the slip. This is equivalent to plotting the 
slip backwards from X. The vertical ordinates then represent 
the values of the torque as calculated from the equation. 
For example, when Q X is taken as « ; P Q is plotted to 
represent the corresponding value of T. Thus, beginning at 
X where the slip is zero, we get a curve X P t^j which rises 
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Bteeply, comes to . a maximum, and dies away to the value 
O t^ which is the torque at starting. The torque has a 
certain maximum value for which p = 45^« It will be noted 
that the steep end part of the curve is nearly straight, being 
an asymptote to a straight line, which would represent the 
relation between torque and slip if the current in the stator 
were unrestricted and the magnetic field constant. In fact, 
this line corresponds to the expression T= 6 (o — w) on 
p. 677. Or if in our present equation we consider that 
values of b are small compared with R, the equation might 

be written T ss j _ giving a straight line law. At the other 




speed. 
Fig. 475. 



Clip. 



end of the curve, where slip is great, the curve is hollow; 
Here we may approximate by supposing that b is very 
great compared with R, or that R^ is small compared 

R 

with «*; in which case the equation reduces to T = o' ~, 

B 

This is the equation to a hyperbola (also shown in dot). 
When the motor is at rest « = q, or O Q = zero, giving at 

R 

O U the value T ss j .-. That is to say, at Btarting^ the 

mm 

torqiie is proportional to the resistance of the rotor. If we 
then assign a higher value to R, and plot out a new set of 
oirdinates, we obtain a new curve (shown in dotted line) which 
also starts at X, rises to a maximum of the same height as. 
before, and then falls, but this time to t^ • The effect, then, o£ 
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introducing more resistance is to raise the torque at starting; 
but it also has the effect of causing the maximum torque to 
occur when the slip is greater. The motor gives out practically 
the same power as before, but runs with a greater difference 
of speed between its speed at light load and its speed at full 
load. And the efficiency at full load is diminished. If, with 
a 5 per cent, slip and a 95 per cent, efficiency, we do not get a 
sufficient starting torque, we can get it by introducing resist- 
ance, and contenting ourselves (at full load) with, say, a 
10 per cent, slip, and a 90 per cent, efficiency. And one 
understands the reason for the modem device of constructing 
the rotor so that a resistance can be put in at starting, and 
then shoiircircuited as soon as the rotor has got up a fair 
speed. 

In the various theories of the rotatory-field motor* the 
subject is attacked from many different points of view, but, 
through whatever mathematical intricacies it has passed, the 
expression for the torque is of the general form 

The above method of deducing the formula, though in- 
complete in so far as it does not contain symbols for all the 
quantities concerned, perhaps has the advantage of keeping 
clearly in view the main principle, and enabling the student 
to follow the physical meaning of the expressions throughout. 
The quantity A, it will be remembered, is a constant, depend- 
ing upon the reluctance of the magnetic circuit and the 
number of windings on the rotor. It is, in fact, the self- 
induction of one complete turn of conductor on the rotor. 
The quantity q involves a^ and total number complete turns 
upon the rotor. In comparing with the formulsB given by 
other writers, it must be remembered that a is an angular 
speed, and is equal to 2 ^ (n — nj) (see p. 676). 

^ By Duncan, Hutln and Leblanc, Sabulka, Picou, Arnold, Fararis, 
Reber, Steinmetz, De Bast and otbers. See tbe author's work on Polyphase 
Slectric CurrenU. 
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Steinmetz gives the formula for 
pounds at 1 foot radius in the form 



68s 
tiie totqoe in 






to use oar own symbols ; g being tiie ratio of the aeeondaiy 
tuniB to llie primaiy tarns, and 
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where n is the frequency, and jp the number of poles. Stein* 
metz^s theoiy is very complete in this respect, that he takes 




Pio. 47«. 

into aoooimt both leakage and hysteresis, and gives an ex* 
pression for ^, the counter electromotive-force in the stator 
conductors, in terms of the impressed volts, and an expresskxi 
involving these quantities. Plotting values for torque at 
different amounts of slip he gives the curve shown in Fig. 476t 
which is of the same character as that given in Fig. 476, only 
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extended in both directions. If the speed o£ the motor is nm 
np \s3 mechaDical means beyond synchronism, the torque 
becomes negative and the machine acts as a generator, givit^ 
the lower branch of the curve. If, on the contrary, the motor 
is turned in the sense opposite to the rotation of the field, the 
torque decreases as shown on the left of the ^ure. 

Tiu iStatUey-Kelly Theo-phate Motor. — This motor has the 
ebaiaoterietio peculiarity that though a two^base motor. 



Fm 477.— Statoh of 8TAin,BT-KEUiY Mctob. 

the two magnetic fields are kept independent and are not 
combined to form a rotatory field. The stator (Fig. 477) 
consists of two parts, each of which is multipolar, and which 
are "st^^red" with respect to one another. Each simply 
produces an alternating field. The revolving part consists 
of two rotors side by side (Fig. 478), the windings of which too 
interconnected, so that the wire which lies directly nnderthe 
poles in one of the stationary armatures, is in series with the 
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wire that lies between the poles in tlie other. So conaected 
each rotor acts alternately as a motor, to receive current and 



FlO. 478.— SOTOBS OF Stanlbt-Kellt Uotob. 

be driven by it, and as a transformer to send current to the 
other rotor. The windings on the two rotors together are 
closed, having no external connections or commutator. 

Monophase Motors. 

As soon as polyphase asynchronous motors had reached 
the st^e of practical success, it became evident that mono- 
phase asynchronous motors might be constructed on anal<^ou8 
lines. Many years ago De Fonvielle discovered tliat an iron 
disk pivoted within a coil supplied with an alternate current 
was mantained in rotation if once started in either direction. 
Even before the introduction of polypliase methods the funda- 
mental fact had been discovered by Prof. Glihu Thomson, 
that if a short-circuited armature is set into rotation between 
the poles of an alternating electromagnet, it will tend to go 

, on in the direction of its motion and increase its speed. The 
alternating magnetic flux through a non-moving rotor will 

\ ioduce strong currents in those conductors which enclose it ; 
but there will be no more tendency to turn in one direction 
than in the other. But Elihu Thomson found that owing to 
the lag caused by self-induction, the current in the closed 
circuit reacts, tending to produce a secondary magnetic field 
which is out of phase Tvith the primary or impressed field. 
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Hence, if tliis secondaiy field is compounded at an angle 
with the primary field, the resultant action will be equiya* 
lent to a rotatory field. 

In the course of his observations on the effects of alternate 
currents,^ in 1886-7, Elihu Thomson observed that a copper 
ring placed in an alternating magnetic field tends either to 
move out of the field or to turn so as to set itself edgeways 
to the magnetic lines. He took an ordinary continuous- 
current armature placed in an alternating field, and having 
lihort-circuited the brushes, placed them in an oblique position 
with respect to the direction of the field. The effect was to 
cause the armature to rotate with a considerable torque* 
The conductoi^s of the armature acted just as an obliquely 
placed ring, but with this difference, that the obliquity was 
continuously preserved by the brushes and commutator, not- 
withstanding that the armature turned, and thus the rotation 
^as continuous. 

A closed squirrel-cage rotor, like Fig. 460. when once 
started in an alternating (bipolar) field, tends to run up into 
synchronism ; that is to say, if there were no friction it would 
make exactly half a tuni during each reversal of the primary 
current. But if there is any work done in turning, then it 
will run slower, the dip being proportional (as in the poly- 
phase motors) to the torque. The only trouble then is to 
start the motion. 

Monophase motors may therefore be built on lines pre- 
cisely similar to the polyphase motoi*s ali^eady described. 
The rotor, for small sizes, may be a simple squirrel cage ; 
for larger sizes it will be a wound structure, with arrangement 
for inserting a starting resistance. The stator will be wound 
with appropriate windings to receive the primary cuiTenti 
and with an auxiliary winding to be used at starting, as de» 
scribed below, and then either to be cut out or else thrown 
into the main circuit. 

1 Elihu Thomson, ** Novel Plienomena of AKemating Carrents,** .Efee. 
Wwld^ (N. Y.), May 28, 1887. See also J. JL Fleming, ^ On Electro- 
magnetic Repulsion," Proiu Royal huiiJtuU<m^ March 1891 ; and Joicrn. 
8oc. of Arts, May 14, 1890. 
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Splittinff the Pha$e. — The waj in which monophase moton 
ftre commonly started is to superimpose upon the alternating 
field an oblique field differing in phase* This is usually done 
by having additional coils on the stator fed by a current that 
is out of step vrith the current in the main coils, and it is 
necessaiy to have some device which will cause a difference 
in the phase of the currents in the two branches. This 
operation of splittinff the phase may be performed in many 
ways. Ferraris produced rotation in his motor by connecting 
one of the pairs of coils in the circuit of an ordinary alternate 
current, whilst tbe other pair were connected as a shunt to 
the circuit, with an inductive resistance included in order to 
retard the phase. Borel attained a similar result by using 
iron cores in one pair of coils. 

We have seen (p. 563) that in circuits possessing resist* 
ance and self-induction the tangent of the angle of lag of 
the current behind the electromotive-force is equal to p h/R. 
If, therefore, we have a comparatively large self-induction in 
one branch of the circuit, and comparatively large resistance 
on the other, the phases of the currents will differ by nearly 
90®. This difference in the self-induction of the branches 
may be caused either by the difference in the number of turns 
of wire in the coils on the stator and the arrangement of the 
iron around them, or it may be caused by putting in series 
with one of the branches a coil of wire on an iron core. A 
non-inductive resistanoo may be introduced into the other 
branch. 

A difference in phase can also be produced by giving one 
of the branches capacity by means of a condenser, capacity 
having the effect of giving the current a lead. The kind of 
condenser usually employed for this purpose is an electrolytic 
condenser, consisting of a number of iron plates with a solu- 
tion of carbonate of soda between them. 

Spliirphaee Motors. — ^This device of procuring a difference 
of phase at starting may also be made use of for the perma- 
nent running of a motor. Two-phase motors were designed 
by Tesla in which the two sets of poles were wound with 

coils having different resistances and inductances. They 
44 
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only need to be supplied, however, from a single sooioe of 
alternating current. 

Theory of MonopJuise Motors. — Prof, Ferraris ^ has given 
a simple method of treating this subject in which the alter- 
nating magnetic field is regarded as being resolved into two 
magnetic fields rotating in opposite directions. It is a famil- 
iar point in mechanism that any simple harmonic rectilinear 
motion may be resolved into two equal circular motions in 
opposite directions. Fig. 479 illustrates one way of doing 
diis, the mechanism being well known to engineers. The 
amplitude of the original motion is equal to the diameter ol 




« 




Fig. 479. 
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each of the circular motions. Ferraris deals, however, with 
the problems of the alternating magnetic field quite generally, 
applying the geometrical notion of rotating vectors. 

If we represent by the vector hi which rotates clockwise 
uniformly about O, the magnitude and direction of a rotating 
magnetic field, and by b^ the magnitude and direction of 
another field of the same strength rotating in the opposite 
sense with the same frequency n, it will be seen that the 
direction of the resultant field is always along the line B, and 
the magnitude of the resultant field will alternate between the 

^ Galileo Ferraris, " A Method for the Treatment of Rotating or Altei^ 
Hating Vectors, with an Application to Alternate-current Moton,** 
cton, 110, 129, 152, 184, 1894. 
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values + 25 and — 2ft following a sine function of the time, 
BO that we may write B = 2 ft sin 2 ic n t. 

Conversely, if we have an alternating field following the 
law B^ sin 2 tt n t as in a monophase motor, we may resolve 
it into two oppositely rotating fields of the same frequency n, 
and consider the effect of each field separately upon the rotor. 

If the rotor turns clockwise with a frequency m^ the fre-' 
quency of rotation of the clockwise field with respect to the 
rotor will be » — 1», and the frequency of rotation of the 
counter-clockwise field with respect to the rotor will be 
n + m. 

Each field may be considered as generating currents in 
the rotor, and the torque due to such currents flowing through 
conductors in the field may be ascertained by the formulso 
employed in the case of rotary-field motors. 

Now it was found above (see p. 682) that a field rotating 
with a speed 8 relatively to the rotor produced a torque 

where L = A;, and the coefficient 2 x is added because oh 
p. 682 8 was an angular speed, whereas here n and m are 
revolutions per second. 

The torque due to the two oppositely rotating fields will 
be 

TrirnuB J7 r I ^— fW II + 111 j 

^ ~^ [r» + 4^L»(» — m)» " r« + 4:c*L« (n + in)*J ' 

where q is proportional to the number of conductors on the 
rotor and to the square of the magnetic flux. 

It is not necessary to consider the partial torque exerted 
by the currents due to one rotating field flowing in conductors 
that are immersed in the oppositely rotating field, because the 
frequency of these cuiTents differa by 2 tw from the frequency 
of that opposite field ; and consequently this torque is rapidly 
reversing in direction. 

In order to find the torque due to the field rotating clock- 
wise with the frequency n — w, we draw the curve O P Q W 
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(Fig. 481) (see p. 68S where the curve is reyersed) showing 
the relation between slip and torque obtained by ibe fonuila 



T = , 



r9 



r» + 4«*LV* 



Let O Q| represent the speed of rotation of field of fre- 
quency n ; then measuring backwards from Q^ a distance Q^ P^ 
^ m (saspeed of rotor) we get tlie abscissa O P^ =s n ^m^ and 
the ordinate P^ P represents the torque in question. 




F^a. 481. 

To find the torque due to the counterKslockwise rotating 
field, we measure off forwards from Q^ the distance Q^ U^ss «§ 
and get O U| s: n + «n, then U U^ represents the torque due 
to a slip « + !»• This being in the opposite sense to the torque 
P P^ we can cut ofif from P P^ a part P P^^ = U U^ and obtain 
P^^ P^ which represents the actual torque on the rotor. For 
convenience in subtracting the torques due to countei>clock- 
wise field we may draw Q W^ symmetrical with Q W, and then 
subtract the intercepted parts such as U|, P^ from the ordinates 
such as P P^. Doing this for all the ordinates between and 
Qi we obtain the new curve T P^^ Q^, the ordinates of which 
represent the actual torque for various values of m. When 
» ss 0, that is to say, when the rotor is stationary, the two 
opposite torques balance one another ; as m is increased tho 
torque rises to a maximum, and then falls to zero before m is 
quite as great as n. Any further increase in m produces aa 
opposing torque. 

This argument assumes that the impressed flux remains 
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fixed, which is only true so long as the motor is supplied with 
the same current. The curve cannot therefore be taken as 
the true characteristic of the monophase motor supplied at 
constant voltage, but is useful as a simple indication of its 
genei'al behavior, When load is tlu-own on to the motor its 
speed decreases a little, more current flows through the stator, 
and the impressed field is correspondingly increased, so that 
the quantity denoted by q increases in reality with the load. 

A number of alternate-current motors have been devised 
which do not come under any one of the preceding classes, 
and yet are hardly susceptible of classification. 

homdnated Series Motors. — For small power an ordinary 
oontinuons-current motor with commutator and brushes may 
be used, provided the field-magnet is built of laminated iron. 

Itetarded Field Motors. — If one end of a laminated bar of 
iron is placed in a magnetizing coil supplied with an alternate 
Current, it will undergo an alternating 
magnetization . But if at a poin t further 
along it is surrounded by a stout copper 
ring or ferrule, the eddy-currents in- 
duced in the latter, being out of phase 
with the primary current, will react 
locally on the alternating magnetiza- 
tion and retard the phase of the mag- 
netic polarity at all points beyond. 
Consequently, if two or three such 
elosed rings or bands of copper sur- 
xound the ii^on core at different distances along (Fig» 482), 
the effect will be the same as if the poles travelled along the 
iron at a finite speed, a north pole being followed by a south 
pole, and again by a north pole, each travelling toward the 
tip, and there dying out. On this plan the Ferranti*Wright 
motor is based. It is used in Ferranti's alternate-current 
meters. A pivoted iron disk is placed between two curved 
pole>pieces of laminated iron, each of which is furnished with 

of copper. 
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CHAPTER XXVL 



TRANSFORMERS. 



Whenever electric energy is to be transmitted to a distance, 
considerations of economy dictate that high voltages ^ shall 
be employed. On the other hand, considerations respecting 
safety to person as well as those respecting the pressures 
suitable for lamps, dictate that the voltage at which the energy 
should be supplied to the consumer should be comparatively 
low, or from 100 to 200 volts at the most. Hence devices are 
required which shall receive the currents at high pressure from 
the feeders or main lines, and shall transform the energy so 
as to give out larger currents at lower pressures. Such devices 
are called tramformerB. Notes on the history of transformers 
were given in the previous edition of this work. 

^ This is fully explained in Chapter XXVIII. on Transmission of Energy, 
but may be briefly recapitulated here. It must be remembered that the 
energy supplied per second is the product of two factors, the current and 
the pressure at which that current is supplied, or in our notation, 

g C =» electric energy per second (in watts). 

The magnitudes of the two factors may vary, but the value of the power 
supplied depends only on the product of the two ; for example, the energy 
furnished per second by a current of 10 amperes supplied at a pressure of 
2000 volts is exactly the same in amount as that furnished per second by a 
current of 400 amperes supplied at a pressure of 50 volts ; in each case the 
product is 20,000 watts. Now the loss of energy that occurs in transmission 
through a well- insulated wire depends also on two factors, the current and 
the resistance of the wire, and in a given wire is proportional to the square 
of the current. In the above example the current of 400 amperes, if trans* 
mitted through the same wire as the 10-ampere current, would, because it is 
forty times as great, waste sixteen hundred times as much enei^ in heating 
the wire. Or, to put it the other way round, for the same loss of energy one 
may use, to carry the 10-ampere current at 2000 volts, a wire having only 
Y^th of the sectional area of the wire used for the 400-ampere current at 
50 volts. The cost of copper conductors for the distributing lines is there- 
fore very greatly economized by employing high pressures, and using step- 
down transformers to reduce the pressure to tliat needed for the lamps. 
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For transforming continuous currents a revolving apparatus 
b required consisting, in principle, of amotor (driven by the 
incoming or priniaiy current) driving a generator, which 
induces a secondary current at the desired (low) pressure. 
Such combinations, known as motor-^eneratora, are specially 
considered in the next chapter. 

Fortransformingaltematingcurrente (whether single-phase 
nr polyphase) all that is needed is a stationary apparatus con- 
sisting of a suitable core of laminated iron with primary and 
secondary coils wound upon it — in fact an induction coil. 
These alternate-current tran^onnert form the subject of tho 
present chapter. 

General Notions abovt Ai/febnate-citbbent 
Tbaksporuers. 

The simplest and earliest form of transformer was the inm 
ring of Faraday, Fig. 488, upon which be wound two coils, a 



primary and a secondary. In elementary treatises on 
electricity it is explained hnw an electromotive-force is 
induced {n the secondary whenever the primary current is 
increasing or diminishing, because the mi^netic lines made 
in the iron core by the primary current thread through the 
secondary coil and act inductively. The same thing occun 
in the form shown in fig. 484, where the two coils are wound 
one outside the other upon a straight core of iron wires. 
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An alternating transformer may be regarded as a species 
of dynamo, in which neither armature nor field-magnet re- 
solve, but in which the magnetism of the iron circuit is made 
to vary through rapidly repeated cycles of alternation, by 
separately exciting it with an alternating current. The pri- 
tnary coil of the transformer corresponds to the field-magnet 
«oil of the dynamo ; the secondaiy of the transformer to the 
tu'mature coil of the dynamo. 

If an alternating current having a frequency of n periods 
f)er second be sent into either of the coils there will be set up 
in the other coil an alternating electromotive-force having the 
•came frequency, because the iron core is undergoing an 
■^.Iternating magnetization also of n cycles per second. The 
-effect on the second circuit is the same as if the magnetized 
iron core were being plunged into and removed from the 
second coil n times per second. 

Our first step shall then be to calculate the electromotive- 
force induced in a coil of any given number of turns by an 
alternating magnetic flux in the core within it. Let S be the 
number of spirals or turns in the coil, and W the maximum 
-value of the flux in the core. Suppose that the changes of 
the flux follow a sine law we may then write for the value of 
Abe flux at time t after the maximum has occurred, 

Nf = N cos 2t: n t. 

But the electromotive-force in any one turn is proportional to 
the rate at which N is changing, ovto cfN I dt. Further, we 
must multiply by S, and divide by 10^ to bring to volts. 
JPerforming the differentiation we get 

E, = 2jrnSN sin 2 jrn t -5- 108. 

The virtual value of this electromotive-force is obtained by 
eubetituting for sin 2 tt » f its square-root-of-mean-square yaloe 
namely j/% giving us 

This formula is fundamental in transformer calculatioos. 
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Now consider a simple magnetic circuit, having wound on 
it a primary coil of S ^ turns, and a secondary coil of 8 j turns. 
We may conceive it like Fig. 485 ; but to avoid complications 
at first, we will suppose that there is no magnetic leakaget 
that is to say, all the magnetic lines created by the current in 
the primary coil thread through the secondary coil. The 
impressed electromotive* 
force applied to the ter- 

minals of the primary ^ ^f?L,l l^'^^'^'i^^ 

coil sets up a primary 
current which produces 
an alternating magnetic 
flux^ and this alternat- 
ing flux in tui-n induces FI0.485.-ELEMENTAEYTRANSBOEMEB. 

electromotive-forces, not 

only in the secondary coil but also a back-electromotive-foroe 

in the primary. These two induced electromotive-forces will 

be strictly proportional to the respective numbers of turns, 

and absolutely in phase with one another. We may write 

them 

Ei = 4-45nSi N "^ 10«, 
Eg = 4-45nSaN -^10«; 

we have, therefore, 

Et 8i 

This ratio is called the ratio of transformatvm^ and is in this 
4:hapter denoted by k. 

Two main cases now arise for consideration : (L) when the 
secondary circuit is open ; (ii.) when the secondaiy circuit is 
closed on a load of lamps or other resistance. 

If the secondary circuit is open, though electromotive- 
force may be induced in it there will be no secondary 
current, and therefore no reaction of any kind due to this 
-coil. It might as well be absent. The only reaction will be 
that of the primary coil on itselL As in a motor runhing 
light, so in the transformer at no load, the back-electromotive* 
force will be almost equal to the impressed electromotive* 
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force. The latter must be slightly greater, for there must 
be enough volts unbalanced to drive the requisite small 
magnetizing current through the internal resistance of the 
primary coils ; as there are hysteresis and eddy-current losses 
they also must be provided for by a small additional primary 
current. But, save for these, the whole action of the primary, 
when the secondary is open, is that of a choking coU, and the 
induced electromotive-force E^ will be in almost exactly 
opposite phase to the primary current. 

Now pass to the case where the secondary is closed upon 
a load of lamps or other resistance. We will suppose this 
resistance to be for the present a simple non-inductive 
resistance. There will be a secondary current in phase with 
the induced electromotive-force Ej, therefore in phase also 
with E^, therefore in almost exact opposition of phase to the 
primary current. When the primary is rising to its maxi* 
mum, the secondaiy will also be rising to its maximum, but 
flowing the opposite way round. While the primary is 
magnetizing the secondary is demagnetizing ; and it is clear 
that the magnetic flux, on which the counter-electromotive 
force in the primary depends, cannot be as great as before 
unless more current flows from the primary source. In fact, 
more current will of itself flow in the primary because of the 
demagnetizing effect of the secondary current. The effect of 
the presence of the current in the second circuit is then to 
unehoJce the primary. The primary coil now acts not as a 
choking coil to dam back the primary cun-ent, but as a 
working coil, inducing current in the secondary by flowing 
sufficiently strong to keep up the alternating magnetic flux 
in spite of the demagnetizing tendency of the secondary 
current. If only half the lamps are on, then the primary will 
act partly as a choking coil and partly as a working coil. If 
the primary impressed volts are kept constant, the secondary 
volts at the terminals of the lamp circuit will be nearly 
constant also ; and the apparatus becomes beautifully self- 
regulating, more current flowing into the primary of itself 
when more lamps are turned on in the secondary circuit. 

The elementary theory of this simple case of a tran?- 
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former without leakage, working on a non-inductive load of 
lamps, is quite easy. Adopting the same notation as used for 
motors and dynamos, write S for the volts of supply as 
measured at the primary terminals, and e as the volts at the 
secondary terminals. Let ri be the internal resistance of 
the primary and r^ that of the secondary. Call the ratio of 
transformation A: = Si / S, = Ej / E,. Since (apart from 
small hysteresis losses, here neglected) the work done hy the 
fluctuating magnetism of the core is equal to the work done 
on it, we may further write Ei Ci = Es Cg ; whenoe it follows 
that Ct s=B C« / k. The volts lost in the primary are raCi ; those 
in the secondary rJC^ Hence we may write 

S = El + Ti Ci, 
e = E,-r,q|. 

Writing the first of these as : 

El = S— rA — 8— rA/ *, 

and inserting Ei / Ar for E, in the second equation, and sobsti^ 
tuting, we get 

which shows that everything goes on in the secondary as 
though the primary had been removed, and we had substi* 
tuted for S a portion of it proportional to the number of 
windings, and at the same time had added to the internal 
resistance an amount equal to the internal resistance of the 
primary reduced in proportion to the square of the number of 
windings. 

EStompIe.— In aMordey 1* kilowatt transformer, Si - 800 ; S, - 12; n - 
10 ohms; r, - 0-014 ohm; g '= 1000; find e when C, =- 36 amperes. Here k 
« es, so that on open drenlt the secondary volts would be exactly ^ of the 
primary volts, or 40 volts. Bnt working ont by the formula for the ootiNtf 
of Se ampeies the terminal volts e drop to SS-^g. 
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Construction op Transformers. 

The function of the core is to cany the magnetic lines that 
are created by the circulation of surrounding currents, and to 
excite inductive actions in those coils. It is therefore obvious 
that in the construction of a ti*ansformer the core must have a 
sufficiently great sectional area ; further, that its shape ought 
to be such that all the magnetic lines created by the primaiy 
coil shall pass without leakage through the aperture of the 
secondary coil ; and to accomplish this the magnetic circuit 
ought to be a closed circuit of compact form, and with as few 
joints as possible. If there is magnetic leakage, so that some 
of the lines made by the currents in one of the coils do not 
thread through the other coil, then each coil will tend partially 
to choke its own currents, and the drop in volts at full load 
will be greater than that which results (as above) merely from 
internal resistances.^ To avoid inductive di'op tlien, we 
must use such a construction that there is a minimum tendency 
to magnetic leakage. It is also important to keep the form of 
the magnetic circuit as compact as possible, so that the 
necessary magnetic flux may be attained with as few ampere- 
turns as possible. If by avoiding joints and gaps in the 
magnetic circuit, by using the most permeable iron, by having 
the length of path along the circuit as short as may be, and 
by having a sufficient cross-section of iron, the magnetic 
reluctance is kept low, then a very small magnetizing current 
will be needed. This is of great importance in all trans- 
formei-3 that are to be used for light all-daj^ loads. 

For high-efficiency transformers it is also necessary to 
avoid those kinds of iron that have much hysteresis (p. 137), 
and to use sheets so thin (about 0*5 millimetre or -^ inch is 
the usual limit) that eddy-current losses are kept small. 

1 Another way of stating this result is as follows : — As wiU be shown at 
the end of this chapter, the effect of tliere being a coefficient of mutual In- 
duction between two circuits, is to diminish the self-induction of each of them 
separately ; or if their convolutions are wound around the same core, in 
geometrically identical relations, the effect of the mutual induction is to 
wipe out the separate self-inductions. Any unbalanced self-induction in 
eltlier circuit will necessarily tend to make that circuit act as a choking* 
coil; and any magnetic leakage will act as an unbalanced self-induction. 
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As a farther conetructional point it is not unimportant to- 
cboose sucli forms as ^vi]l permit the coils to be wound in a 
lathe, and to be mounted and dismounted without undu» 
labor. 

Return now to Fig. 483 which depicts Faraday's ling^ 
transformer. Its iron core was not laminated ; and the- 
placing of the two coils was such that there was a great 
tendeucj to magnetic leakage across the ring from top to 
bottom. Two obvious improvements are (1) to make tli& 
core of wire or washere ; (2) to wind the primary and secondary 
coils in sections, sandwiched between one another, ae is 
Fig. 486. 



Flo. 486.— RlNQ TRAMSlV HIlfgg, 

WITH Sandwiched Coils. 

Pig. 487.— VakleVs Closkp- 
cntcciT Tbansformer. 
Now turn to Fig, 484, p. 695, which depicts the cylindricaE 
type of induction coil, also used by Faraday, further developed 
by Callan, Masson and Ritchie, and perfected for spait 
purposes by Ruhmkorff. It has a bad magnetic circuit ; for 
the magnetic lines will have to find their return paths through, 
thesurroundingair: it will take a relatively lai^e magnetizing- 
current, and there will be some leakage, through not quite as 
much as if the two coils had been wound separately on the 
two ends of the core instead of over one another. Fig. 48T 
depicts a form due to Varluy, which is an obvious improve- 
ment, the m^;netic circuit being much better closed. Th» 
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modern Pyke and Salomons transformer is like this, but liaa 
the coils sandwiched along the core. The Ferranti trans- 
former, Fig. 499, also resembles this form, but has its core of 
ribbons of sheet iron. If we imagine the two coils made quite 
short and set side by side on the core, the elongated form of 
Fig. 487 might be reduced to the squat shape of £^g. 488, 
which is a form introduced by Zipernowsky. The primal^ 
and secondary coils are first laid upon one another, and Haa 
iron core is then wound through and over them by a shuttle, 
so that the whole of the copper is enclosed within the iron, tn 
the drawing (Fig. 488), the front portion of the iron winding 
is lepiesented as removed to show the interior. Mr. Kapp has 
proposed the name of " shell-trans- 
formers " for this type of apparatus 
as distinguished from those with 
a mei-e straight or a non-expanded 
internal coi-e, which he calls " core- 
transformers." But the two types 
run into one another. All shell- 

__ „ „„ transformers have a core, and all 

no. 48.— SZtPERNOWSEY'S , ., , , , . 

Shkli^transformek. core-transformers, if they have closed 
magnetic circuits at all, have some 
portion of iron returning outside the windings ; so it is only 
a question of detail how far tiiis return portion is spread out 
as a shell. It is certain that excellent transformers are made 
in accordance with both extremes of type. 

Type* of Modem Transformers. — Modem transformers, 
almost without exception, have cores built up of thin sheet 
stampings. The forms shown in Figs. 489 and 490 are 
typical of a class in which the stampings when assembled 
constitute a long central core and an external shell, with two 
long apertures to receive the coils. Different firms build up 
the stampings differently, and wind the coils in different 
ways. 

To avoid waste of material Mordey introduced the method 
shown in Fig. 490, wliere the cross-pieces that form the core 
are simply the rectangular portions stamped out of the external 
plates that form the shell. If the external dimensions of the 
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Bhell-pUte are 6 by 4 inches, the core-plates will be 4 by 
2 inches, and each of the windows will be 2 by 1 inches. 
These pieces are interlaced as shown, being built up, howsTeTf 




Fioe 489 and 4».— COHE-rU-TEB of TRAnraORHEBS (WestfnghcnM 
and Moidej). 

around the coils (notshown in Fig. 490) which are previooaly 
wound upon a light rectanguUr former A, Fig. 491, made of 
hard wood steeped in ozokerit 

Fig. 492 shows in diagram 
four diEEerent ways of disposing 
the primary and secondary wind- 
ings in the space available in 
the apertures. Apart from an 
allowance for the small extra 
amount of primary current for 
maimetizine, the quantities of „ . "IIl 

^ S, H MORDET'8 TBANBFOBMEE 

copper needed for primary and fTnuwverBe Section), 

secondary are equal (for mini- 
mum heatwaste and drop) ; for if the secondary wire has 

only y as many turns as the primary it will have to carry h 

times as much current, and therefore require a section k times 
as great. It is usual to make the primary of a round wire 
well insulated, and the secondary of insulated copper ribbon 
or rectangular strip. And as the insulation of the fine primary 
wire takes up arelativelygreater space, the total space left for 
the primary Is greater than that for the secondary. Owing to 
the conditions of imperfect ventilationa high amperage cannot 
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be used; a current-density of 500 uniperes per square inofa; 
being considered nither high. (Refer to table, p. 371). 

In Figs. 493, 494 and 495 are depicted, withoutshowiiigth& 
jointing of the cores, three types of construction now most in 
TOgue. The first of these is the long shell type just dis- 
cussed ; with its exceedingly compact mt^netic circuit and 



Pia. 493.— Vabious Modes or Disfosino Transformer WniDiiiofi. 

its elongated coils built on a special frame. The second 
represents a type used by the Oerlikon Co. (compare Fig. 496) 
having a long core over which the coils, wound in cylindrical 
shapes on bobbins, can be slipped, the shell-yokes being then 
added, being furnished with faced joints. This feature of 
placing the windings cylindrically over one another upon a 
long core is found excellent for avoiding leakage and indao- 
tive drop, and it therefore gives good regulation. As will be 
noticed, an approximation to cylindrical form is procured by 
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tise of graduated sizes of core-plates. The fine-wire bigb*- 
voltage winding is divided into two parts for the purpose ot 
keeping far apart the portions which differ greatly in poten- 
tial ; and the winding ia coned 
at '\\a ends so as to obviate 
the use of bobbin cheeks; 
insulation in oil or air being, 
better without them than 
with them. 

The transformer now 
built by Brawn, Boveri & 
Co. iias a similar internal Fio498. 

core, over which, on a paper 

cylinder, ia slipped the secondary winding of copper strips, and 
over this again the primary winding in two coned coils: but 
the yoke part is not in two portions as in Fig. 496, but in one 
of double section fitting by faced joints. 

The form represented in Fig. 495 is that adopted by 
Messra Johnson and Phillips, originally from the designs of 



Mr. Kapp, and may be described as an improved Faraday- 
ring. Dobrowolsky employs a kindred pattern. Plate XIX. 
gives drawings, the material for which was principally 
furnished by Messrs. Johnson and Phillips, who have 
patented several improvements. The cores as shown in 
that plate are built up of varnished plates of graduated 
45 
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siz«g, 80 that the seotioa of each limb is appioximatel/' 

octagonal. The cores are served with tape and coated with 

shellac Tarnish. The stampings are in Teotasgular strips 

imbricated at the joints, and secured 

hj insulated bolts. Sleeves of in- 

snla^g material receive the coils, 

which being cylindrical are slipped 

over one another on the longer limbs 

of the core. Afterwards when placed 

concentrically on the core, sheet ebo 

nite is interposed between them ; the 

fine-wire primaiy lying outside the 

secondary. A cast^ron watertight 

case encloses the whole. 

Fig. 498 illustrates the Bo^salled 
"Hedgehog" transformer of Swinburne,^ having as core 
a handle of iron wires which, after receiving the copper 
coils, are spread out at their ends so as to reduce the 
magnetic reluctance, which is in any case 
great, the magnetic circuit being an open 
one. It was supposed to be more efS- 
cient, as the weight of iron is so small, 
(educing the eddy-current and hjnteresis 
losses. But owing to its incomplete 
magnetic circuit it requires a very large 
magnetizing current, and therefore at low 
loads wastes a disproportionate amount 
of energy in the primary mains. It is 
now generally agreed that closed-circuit 
forms are preferable : they have the fnrther 
advantage of an entire absence of waste 
&om eddy-cmrents in the copper con- -pjo. 498. 

ductors, however massive. S wumumiift 

Ferranti's transformer (Fig. 499) for 
extra high pressure work, has a core made 
of a lai^ number of thin strips of iron, which pass vep> 
tioallj np tlirough the middle of the copper coils, and 
' Jotowil Inst. EUetr. Bngtneen, xx. ISS, 1891. 
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.are bent round below and above on each side, and interUpped 
BO as to complete the magnetic circuit. Tbe coils are made 
of copper strip, very carefully insulated, and compacted to- 
gether in sections by insulating matetial. There ate three 
coils thus built up, the innermost being a portion <^ Uw 



Fia. 499.— Fkrrahti's TRANsroRMER. 

primary, outside this the secondary, and outaide this again the 
rest of the primary. Sheets of ebonite are interposed in the 
spaces between these colls, so as to prevent sparking across 
from the high-pressure coils. There is also room for lurTen- 
tilation in the vertical spaces where these sheets of ebonite 
are wrapped round between the three piles of coils. 

PftoM-relafiotM in Transformera. — Keeping in mind always aa 
the chief consideration in the operation of a transformer, the 
alternating magnetic flux in the core, we must next study the 
relations to it of the other quantities. It may be remarked that 
,in a system of supply at constant voltage, this flux scarcely 
-varies between do load and full load. Aa in a compounded 
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dynamo, so in a regulated transformer, to keep the volts at the 
terminals of the lamp-circuit constant needs at full load an in- 
crease of but 2 or 3 per cent, in the magnetic flux to compensate 
for the drop. To simplify matters we will suppose, however, 
that a drop is allowed to occur, but that the flux always alter- 
nates around tl^e same cycle. Also, for simplification, suppose 
the ratio of transformation to be = 1, so that ampere-turns in 
each coil may be plotted to same scale as amperes. For any 
other ratio it will at any time be easy to substitute any given 
value of the ratio Ic. Then E| = IJi, and both are at right an^es 
to the line N O N, Fig. 600, which on the clock diagram repre- 
sents the time when the flux is at its maximum in either direc- 
tion. Consider first the case of no load ; then the only current 
will be that in the primary, and if 
there were neither hysteresis nor 
-eddy-currents in the core it would 
be an entirely watt-less current, in 
•quadrature with the primary im- 
pressed volts, but in phase with 
iux. Let the value of this mag- 
iMiiztng current C^ be represented 
by the line O C«. But as hystere- 
sis and eddy-cuiTents put a small 
load upon the transformer there 
wfll necessarily be a small com- 
ponent of current Cp in phase with 
the volts. This may be repre- 
sented by the line O On. The 
actual no-load current will be the 
resultant of O C^ and O Cp, 
namely O C^. The power factor at 
no load will be the ratio of the true 
watts to the apparent watts, or is 

"Op ~^ Oo. To furnish the small eleetromotive-force O v requisite 
to drive the current Co through internal resistance of the primary, 
the impressed primary volts must have a magnitude and phase, 
such that O & shall be the resultant of O £1 and O t;. But as the 
no-load current is, say, only 3 per cent, of the full current, and 
as the primary lost volts at full load will not be more than 2 per 
•cent., O V will not be more than about lAi of O Ei, and thediffer- 
•«nce of phase between O g and O £1 will be insignificant.. 

At full load the phase relations are somewhat different, and 
they differ according to whether the load on the secondaiy dr- 
•cuit is a plain resistance, or as to whether it is inductive, causing 
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a lag of the secondary current behind Es. If we consider the 
latter ciise it will be easy to see what difference the absence of 
self-induction would make. As before, take for reference the 
phase of the flux, and work backwards to find the relative phase 
of the impressed primary volts. The secondary induced electro- 
motive-force £| will, as before, be at right angles to N O N. 

Now, if there is inductance in the secondary, as well as resist- 
ance, there will (see p. 663) be a lag such that tan ^ =p L, -r B9 ; 
and the effective volts Es O, that drive the secondary curr^it 
through the resistance, will be got by the construction in the 

lower part of Fig. 601. The 
length O Csmaybe taken as 
the effective secondary volts ; 
and the actual volte at termi- 
nals e might be found by de- 
ducting from O C2 a short 
length to represent the lost 
volts rjGi. The secondary 
current also will be repre- 
sented in phase by O Ct, and 
by a suitable change of scale 
O Cs might also represent it 
in magnitude. Producing 
O Cg backward to an equal 
length, and compounding this 
line with O Co (the no-load 
current) we get O Q to rep- 
resent, according to scale 
chosen, either the primary 
current or the primary am- 
pere-turns. Along the same 
line we take the part O t; to 
represent the volts needed to drive this current through the mere 
resistance of the primary windings. We shall now have to com- 
pound O V with the counter electromotive-force O Ej induced in 
the primary by the core ; and at the same time we must take 
into accoimt the unbalanced self-induction in the primary (if 
any) by drawing a line x S (=p Li Ci) at right angles to O C,. 
This gives as the final resultant, showing required magnitude 
and phase of the impressed primary volts, the line O @. Consid- 
eration of the diagram will show that the smaller the no-load cur- 
rent the more nearly would Ci and Cs be in complete opposition 
of phase ; also that self-induction in the primary throws the 
phase of Ei behind S, and that self-induction in the secondary 
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throws C^ behind E«, hence leakage, which throws self-inductiotl 
into both circuits, tends to shift the lines O S and C| nearer to 
one another. 

The actual performance of transformers has been carefully 
examined by Prof. H. J. Kyan,> who has plotted out curves to 
show the forms and phases of the several varying quantities. 
The transformer used was a small one of 600 watts capacity, 
adapted for transforming down from 1000 to 60 volts, the num- 
oer of windings being 675 in the primary, and 3B in the secondary 
coil. The volume of laminated iron was about 2060 cubic cm. 
The mean length of the magnetic circuit was 30-8 cm. and mean 



Fig, 502.— TKAJraFORMER CUKTBS ON Ofen CiSClJTt. 

cross section 63-3 sq. cm.; the frequency used was 138. Figs, 
603, 603 and 604 show the results. It will be noted that although 
the primary current curve differs widely from a curve of sines 
(especially at light loads), nevertheless the curve of secondary 
volts is much more nearly like a sine curve ; and it is always in 
almost exact opposition of phase to the curve of primary volts, 

 Amei. iatt. Eteetrieal Engineern, 1889 and 1800. See also BieetrieaC 
World, xlT. 419, Dec. 28, 18S0, and xvi. 10, Jul; 2S, 1800 ; also The Eleetri- 
cjon.xxlv. 263, and XXV. 313,1800'; also La Lumfire ^Uetrigue, xav.233, 
1890. See also an appendix paper by Mf^ssrs. Humphrey and Powe.'. laiClee> 
Meat World, xtI. II, 1890, and The Slectriclan, xxr. 2S0, 1890. 
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In a second paper Byan shows that the loss of energy by eddy» 
currents is less when the core is hot than when it is cold. The 
curious form assumed by the current curve is due solely to the 
properties of iron. If the impressed primary volts follow a sine 
law, that of the magnetizing current and of the primary current 
at low loads will obviously not have the same form unless the 
permeability were constant. At that stage of things when per- 
meability is increasing with the flux-density (i, e. when B is be- 
tween 1000 and 6000. see Fig. 92), the current need not increase 
so fast aa to conform to the sine curve ; but at the stage wh«i 



FiQ 508.— Teanspormer Cdkvks at Half Load. 

the permeability is decreasing while B te increasing (i. e. when B 
has pas.ted 8000), the current must increase more rapidly than 
would conform to the sine curve.' 

Efficiefncy of Transfoj-mers. — It has been found independently 
by Steinmetz, by Fleming and by Wedding that the efficiency 
of a given transformer depends to some extent upon the form of 
tlie electromotive- force impresaed by the generator, a peaked 
form giving a higher efficiency, a flat-topped, square-shouldered 
form giving a lower efficiency than a pure sine curve. The rea- 

' See Ryan and Menitt, Fortenbaugli and Sawyer. Major Hlpplaley, 
Froe. Roy. Soc, 1802, lii. 255; Fleming, "DelinPaiion ot Alternating 
Current Curves," Electrician, ISO"), xsxIt. 507 ; lilmlnRWn, E. C. " Alter- 
nate Ciiireiit when E. M. F. Is of a zlg-7Jig wave type." Phys. Revieie, ill. 

100 (ISir,) 



Tran sfortners. 713 

SIM depends on the fact that the hystereeis losses iocreaae dispro- 
portionately with the higher flux-densities. For, since the value 
of the volts at any instant depends on the rate of change in the 
magnetic flux, a square-shouldered volt curve will imply a high- 
peaked curve of flux-density, and Mce versd. Dr. lioeeeler, in a 
recent investigation' on this subject, found that at no load the 
primary winding when the volts followed a sine lair absorbed 
I'S times as much' energy as when a peak wave waa used. He 
pointed out that one objection to the peaked wave was that it 
put a greater stress upon the insulation than a sine wave of the 
Bame virtual value. 

Many discussions have ariseu over the curves of trausfcwTners 



Fto. KM.— Transformer Curves at Full Load, 
and over the efficiency under various conditions.' Fleming' in 
particular has published most valuable determinations of the effi- 
ciencies of a large number of transformera. The reader should 
also consult the writings of Bedell and Crehore, Eapp, Weekcs, 
and Peldmann. The following table gives the principal results of 
Fleming's tests. The last named on the list had an efficiency of 
97 per cent, at full load ; and at one-third load had an efficiency 
of »4-5 when supplied from a Mordey alternator giving a nearly 
true sine curve, and of 949 when supplied from a Thomson- 
Houston alternator giving a peaked curve. 

1 mk. Ze«., August 1,.1895 ; ftigfneer, August 9, 1805. See also Peld- 
Duum, HectHcfan, iijtv. 809 ; also various writers, ihii. jtx.tlli. 497, 611, 
623, 528, 5S0. 

• See Mordey, Jnni. EXec. Eng., xvlll . 609, IfsBO ; Ayrton, ifcicl. 684, 180a 

• Inst. o/Elec. Eng., 1892, xii. 591 : tee Sumpner. ibid. 740, 
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Design of Transformers. 

In designing a transformer that shall have a given output when 
supplied from mains that are operating at a given voltage and 
frequency, there are several modes of procedure ; and in many 
points experience is the only guide. The following is prohahly the 
best way to go to work. First select the type of structure, then 
from economiccd considerations decide what will be the permissible 
loss of power in iron and in copper. If the transformer is for all- 
day use at low loads the iron loss must at all hazards be kept low. 
If only for use during short periods a large copper loss may be 
allowed. If it is for motor running a considerable inductive drop 
is admissible. Having decided how many watts may be lost in 
the iron, fix, from previous experience, the approximate dimensions 
of the ironwork. Choose the size of core stampings, and deter- 
mine approximately the number likely to be wanted for the out- 
put. It will be easy to take a few more or a few less if on com- 
pleting a first calculation some change seems desirable. Then 
estimate the approximate weight of iron, and from this and 
the permissible loss in watts calculate the loss per pound 
of iron. (This should come out from 0*5 to 1-3 watts.) Then 
refer to the curve, Fig. 91, which connects this loss with the flux- 
density Q, and find the corresponding value of R. If this comes 

out lower than 4000 or higher than 8000, it will be well at once to 
go back and take less iron or more as the case may be. Having 
found a reasonable value for Q, estimate (in sq. centimetres) the 

nett area of section of the core you have chosen, and multiplying 
this by B you get the flux ^. Then from W and the prescribed 

voltage and frequency you find Si by the formula on p. 697, and 
from Si and the ratio of transformation you find S,. 

At this stage it may be well to calculate the no-load current by 
finding separately the wattless magnetizing current Cm, and the 
waste-power current Cp necessitated by hysteresis and eddy- 
currents. The former may be cidculated by magnetic-circuit 
principles, and the length I of the path of the flux along the mag- 
netic circuit and the value of the permeability i^ that corresponds 
to the particular value of g, by the formula 

C,^ - _ B ^ -0-565 B^-^/*Si. 

i^2.0-4 7r.Ai.Si 

The waste-power current Cp is calculated from the power per- 
mitted to be wasted in the core, by dividing down by the primary 
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volts. Finally the no-load current Co is calculated (see Fig. 600) 
by the formula 

Beturning to the design, calculate from the drawing (with due 
allowance for layers of insulation) the mean length of one turn of 
primary winding, of primary, and of secondary. Then from the 
available space left for the windings (allowing about if of this for 
the primary winding because of insulation requirements, and { for 
the secondary winding) and the numbers Si and Sg calculate the 
sections, resistances and weights of copper. Then work out the 
watts lost in copper at full load and no load, and the current 
defisity. If the copper losses come too great you have not left 
winding space enough, and must take a larger iron core. It de- 
pends on the type of structure as to what you can do w^ith a larger 
core. If it is such that the apertures for the windings (as in Fig. 
492) are no larger than before, it will, by having a greater section 

of iron, have the advantage that W being greater, Sj and S2 may 
both be smaller, and therefore larger sizes of copper wires can be 
got into the same apertures. If the new core is longer than the 
old one, but no thicker, you can use the same numbers of turns 
as first calculated, but thicker wires. 

In all cases it is weU to work out on paper the effect of two or 
three different selections, and to choose that which comes nearest 
to the prescribed conditions. Some capital examples of working 
out are given by Evershed.^ 

Another method of procedure is to assume an iron core of given 
dimensions, and fixing frequency and voltages, to work out the 
windings to give a definite flux-density (say g = 5000) in the 

iron ; and take the sections of the two windings as large as is 
structurally possible. This leaves the currents undetermined, and 
leaves the rating of the full-load output to be determined cither 
by the limit of permissible temperature-rise (to be found by ex- 
periment, or by calculation from losses and surface) or by the 
voltage drop, or approximately by the current density x)ermissible, 
or by the limit of eflBciency. Some makers rate their trans- 
formers above the output at which the rise of temperature will be 
within safe limits. The final degree to which after some hours' 
full working the temperature rises depends on the total losses in 
iron and copper, on the available surface for radiating this heat, 
and on the facilities for cooling, such for example as the circula- 
tion of oil in the outer case. A usual figure of allowance of 

* The Electrician, xxvi. p. 477 et seq. 
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cooling surface is 40 sq. centimetres pea watt of loss. At this 
allowance the temperature rise will be about 50^ C. above the 
surrounding atmosphere if there is no oil cooling, or about 40 
degrees with oil in the case. And, within the limits of 15 to 65 
sq. centimetres per watt, the temperature rise will vary roughly 
inversely with the available surface. E. Thomson has suggested 
the use of perforated secondary conductors to allow of greater 
cooling surface. The newest Westinghouse transformers have 
the projecting ends of the sandwiched coils bent away from one 
another for better ventilation. A forced circulation of oil has 
been suggested. 

If a transformer designed to work at a certain voltage at a 
given frequency is used for the same voltage at a lower frequency 
the efficiency will be less : for, from the fundamental formula on 
p. 696, it is clear that the cycles of magnetization of the iron core 
must go to a higher maxima of flux density, causing dispropor- 
tionate losses. If a transformer designed for a 2000- volt circuit 
at 100 periods is used on a system at 50 periods it ought to be 
rated at lower voltage, say as a 1000- volt transformer, or else re- 
wound. On the other hand, raising the frequency lowers the 
fiux-density (for the same voltage) and therefore raises the effi- 
ciency. If the flux-density is unaltered, the loss per cycle will 
also be unchanged, and the loss per second will be proportional 
to the number of cycles per second. Other things being equal it 
may be taken that for a given copper loss (and therefore for given 
current) the output is proportional to the voltage, and therefore 
for a proportional iron loss, is proportional to the frequency. 
Hence for a given total loss the output of a given transformer is 
proportional to the frequency. In other words, high frequency 
means a saving of weight and cost, smaller transformers being 
used than with low-frequency of supply. 

Ck)NSTAMT-CnRRENT ALTERNATINO TRANSFORMERS. 

Transformers arranged so that the two self-inductions of the 
two coils are high compared with the mutual induction between 
them have been designed by Elihu Thomson and by Stanley for 
the purpose of yielding alternating currents of a constant num- 
ber of virtual amperes. Forms with much magnetic leakage 
answer this pur]X)se. Swinburne ^ has pointed out that a hedge, 
hog transformer will answer in this way if the primary and sec- 
ondary coils are wound on opposite ends instead of being wound 

1 Froc, Hoy, Soc, February, 1887. 
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close together. An ordinary transformer can be adapted to such 
service if a choking-coil is introduced into the primary circuit. 
The use of constant-current apparatus is for feeding arc cmd 
glow lamps in series. 

Auto-Traksformebs. 

The auto-transformer (or "one coil" transformer) merely con- 
sists of a coil of wire wound on an iron core, and connected 
across the mains. To some point in it, at a greater or less dis- 
tance from one end, according to the voltage required, a branch 
wire is attached and current is drawn off between this branch 
and one end. In Fig. 606 the endspp are attached to the pri- 
mary mains, while s a act as the secondary 
terminals, giving out a lower voltage, and 
acting as a pressure-redticer. It will be 
seen that a greater current can be drawn 
off in this way than is actually supplied 
by the mains, as the portion of coil that is 
common to the circuit acts as the second- 
ary of a transformer. Less copper is re- 
quired than if there were two separate 
coils. If the connections were made the 
other way, so that the lesser number of 
coils were connected to the mains, the 
voltage at the outer terminals would be 
raised ; the arrangement then serving as 
an augmentator of pressure. 

For distribution by the 3- wire system the secondaries of trans- 
formers are often wound to 200 volts, with a middle terminal 
half-way along the coil for the third wire of the network. For 
working three arc lamps in series at 83 volts each, from 100- volt 
mains, an auto- transformer is used having intermediate ter- 
minals, so that each lamp is a shunt to one-third of the coil. 




Fio. 605. 
Auto-Traksforbcer. 



Polyphase Transformers. 

For the special forms of transformers used for 2-phase and 
8-phase currents ; and for transforming 2-phase to 3-phase 
currents, or vice versd, the reader is referred to the author's 
treatise on Polyphase Electric Currents. 
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Theory of Alternate-current Transformers. 

There are two ways of treating the theory of transformers. In 
the first, which lends itself the more easily to simple treatment, 
and has already been used on p. 699, the fundamental considera- 
tion is the alternating magnetic flux in the core, which induces 
electromotive-forces in the two windings, and is itself due to the 
resultant of the two sets of ampere-turns in the coils. This 
method has been elaborated by Hopkinson.^ In the second the 
calculations are effected by introducing the notion of coefficients 
of mutual and self-induction into the differential equations for 
the two circuits. The latter method, due to Maxwell,^ consists 
in finding the electromotive-force induced in the second circuit 
by the variations of current impressed on the first circuit. 

First let us consider the coefficients of mutual and self-induc- 
tion. In order to calculate the mutual action of the two circuits 
we want to know the amount of cutting of magnetic lines by the 
secondary coils that takes place when unit current is made to 
flow, or is stopped in the primary coils. Let M be used as a sym- 
bol for this quantity. It will be proportional to the number of 
turns in the secondary coil, because each turn encircles the iron 
core and cuts the magnetic lines ; it will also be proportional to 
the number of turns in the primary coil, because, cceteris paribus, 
the magnetism evoked in the iron core is proportional to the 
ampere turns that excite it ; it will also be proportional at every 
stage to the permeability of the iron core. We may, in fact, 
calculate M by the magnetic principles laid down in Chapter VI. 
Suppose the iron core to form a closed circuit of length Z, section 
A, permeability /^ ; and that Si and Ss are the respective numbers 
of turns in primary and secondary. Then, if the primary cur- 
rent is unity (in absolute C.G.S. units), the magnetomotive-force 
due to it will be 4 «■ Si, and the reluctance will be Z / A ^. Divid- 
ing the former by the latter, we shall have an expression for the 
number of lines in the core ; this multiplied by S^ gives the 
amount of cutting of lines by the secondary circuit ; or in sym- 
bols 

M = 4:r SiS-jA^t//. 

* Proc. Ray. 8oc., February, 1887. 

^ Philosophical TransactionSy civ. pt. 1. p. 459, 1865. In this paper Max- 
well shows that the effect of the second circuit is to add to the apparent 
resistance and diminish the apparent self-induction of the first circuit. The 
student will find the equations more fully treated by Mascart and Joubert, 
j6lectricit4 et Magnitisme. i. 593 and ii. 834 ; also by Hopkinsun, Journal 
Boc. Teleg. Engineers, xiii. 511, 1884 ; Ferraris, Mem, Acad. Sci. (Turin), 
xxxvii. 1885 ; and by Vaschy, Annates T^legraphiques, 1885-6, or Theori6 
des Machines Magneto et Dynamo-^lectriqueSf p. 31. A summaiy of 
Ifaxweirs work is given in Flcming^s book. 
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The name given to this quantity is the coefficient ofmutiujU iV 
duction. If the current in the primary have the value Qi (abso- 
lute C.G.S. units), then the amount of cutting by the secondary 
on turning this current on or off will be M Ci. And if the rate 
of increase or decrease of the primary current at any instant is 
known, this multiplied by M will give the electromotive-foroe 
impressed at that instant on the secondary circuit. 

Considerations precisely analogous to those above will show 
that there will be a coefficient of self -induction^ which we will 
call Li, which represents the amount of cutting, by the primary 
coil, of the magnetic lines created in the coil when the primary 
coil carries unit current ; and, as before, the value of this coeffi* 

cient will be 

Li = 4 «• SJ A A* / /. 

As Si is itself usually large, Li will be enormous. Further, 
there will be a coefficient of self-induction "Lg in the secondary 
circuit, such that 

L2=4 7rSJA/t/^. 

In a well-built transformer it is clear that 

If, however, all the magnetic lines due to one circuit are not 
enclosed by the other, M will have a less value than is indicated 
by the above relation. (See a recent paper by Dr. Bedell recul 
at the Chicago Congress, 1893.) 

The ratio between the two electromotive-forces and the two 
sets of windings, 

^ = k, 

S, 

we will call the coefficient of tixmaformation. 

If it is assumed that there are equal weights of copper used in 
the primary and secondary coils, then the following relations will 
hold good : — 
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Also M»>^-.Lifc,. 

MaanffSirs Theory, — ^At any given instant the impressed electro* 
motive-force in the primary circuit must be sufficient not only to 
drive the current C^ through the resistance B^ of that circuit, but 
must also be adequate to counterbalance the reactions arising 
from mutual and self-induction; These at that instant will have 

the respective values M ^ _? and L ~ i. 
^ dt dt 

Accordingly we write as the differential equation of the first 

E,_Ml^l_L,^^^i-RA=0; (J, 

circuit — ^where Ej is the impressed electromotive-force of she 
generator which is supposed to fulfil the condition Eij = D sin 2 w 
n t (see p. 549). If the supposition is admitted that a constant 
(alternating) potential can be maintained at the terminals of the 
primary coil (by proper compounding of the alternator, or other- 
wise), then the letters E, L, and Rj, may be taken to apply to that 
part of the primary circuit only which lies between the terminals 
of the primary coil. From this differental equation we have to 

d CI. 
deduce a value for M -~^. For brevity we wiU write p for 2 «• n; 

a t 
and— 2> ' for ^--^, because C is also assumed to be a sine-func* 

Ob w 

tion. Then differentiating equation (1) we get— 

^Ji + M/>« C, + L,/>«C,-R, ^^y - 0. (2) 

Now multiply this by Rj to get equation (3), and multiply equa- 
tion (1) by Li p* to get equation (4) ; and add (3) and (4) to get (5). 

R,^i-fMj9«RiC, + Li;?»R,C,-R,«^' = 0. (8) 

dt dt 

46 
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Now multiply every termby ^ ^ , and write the following 

abbreyiations : — 

Mjt> 1 






Then 



where ^ relates to the phase of the electromotive-f oroe ; Mnd we 
may write equation (5) as — 

Ml^^-.C-A^-E, (6) 

Now the differential for the second circuit i 



there being in this circuit no other electromotive-forces than 
those due to mutual and self-induction. Inserting in (7) the value 
obtained in (6), we get as the final equation — 

(R,+ A,)C,+ (L»-A)^-E,-0. (8) 

Examination of the quantity h shows us that if B^ be small enough 

or p large enough, it becomes equal to i-L ; or is the same thing 

M 

as the ratio of the windings for which we have used the same 
symbol. Then returning to interpret equation (8) we see that it 
shows us that the whole effect is equivalent to that which would 
happen if, the primary circuit being absent, there were introduced 
into the secondary circuit an electromotive-force equal to E| 
divided by Ap, and at the same time the resistance were increased 
by a quantity equal to Ri/ A;*, and the self-induction were dimi- 
nished by a quantity equal to Li / A:". If there are equal weights 
of copper in the two windings L, — Li / A;*, and H, -» E^ /X:< ; and 
the effect when the transformer is fully at work is to make p equal 
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to the internal resistance of the secondary, and X equal to L^ so 
that the internal resistance is virtually douhled and the self-in** 
duction wiped out. 

Professor Perry has contributed several important papers ^ on 
the theory of transformers, in which he has treated leakage and 
multiple secondaries mathematically. 

^ put JVocTm Angoat, 1891 ; and :PTOt . Ba^. Sens. IL p. 4BS, May, 1S0& 
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CHAPTER XXVII. 

MOTOR-GENERATORS. 

Motor-generators are revolving transformers for affect- 
ing transformations which cannot be effected by stationary 
apparatus. Tliey are of two sorts : (1) for transforming a 
continuous current at any voltage into a continuous current 
at any other voltage ; (2) for transforming continuous currents 
into alternating currents (single-phase or polyphase) or vice 
versd. In every case the apparatus consists essentially of a 
combination of a motor with a generator. 

Continuous-current Transformers. 

Gramme, in 1874, constructed a machine with a ring-armature 
wound with two circuits— one of coarse wire, the other with fine 
wire, having eight times as many turns. Two separate com- 
mutator were connected with the two windings. This machine 
could be used for transforming either from high to low potential 
or vice versd. The same end can be less conveniently attained by 
uniting on one shaft the armatures of two dynamos, one to be 
used as a motor driving, the other as a generator ; and these may 
have separate field-magnets or a common field-magnet. There 
is very little sparking with such machines, as the reactions in the 
two sets of coils tend to correct each other. The field-magnet is 
usually excited as a shunt to the low-potential armature coiL 
Swinburne has discussed many possible combinations, including 
one for transforming from a constant-current to a constant-po- 
tential condition of distribution. The chief use hitherto for con- 
tinuous-current transformers has been for transmission of current 
at high voltage, so as to economize copper in the feeding mains. 
In England, continuous-current transformers have been introduced 
with success by various firms. Messrs. Laurence, Paris and 
Scott* employ a 2-pole machine with cast-iron frame and an 

* See Electrician, xix. 517, October 1887 ; and Electricial Review, xxii. 
4,1888. 
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annature wound with double circuits. In the Chelsea central 
station a number of motor-dynamos are used. They have been 
described in detail by Major-General Webber,* and include several 
types, some being by Laurence and Scott, others of Elwell-Parker 
construction. In the city of Oxford continuous currents generated 
at 1000 volts are transmitted to motor dynamos at several points 
of the city where they feed the network at 100 volts. 

The following are particulars of an Elwell-Parker bipolar con- 
tinuous-current transformer, with drum wound armature but 
having a commutator at each end. 





Primary. 


SecMJiidiury. 


Volts 

Amperes 


1000 
40 

0-427 
646 
163 


110 
860 

0-0052 
72 
86 


Resistance of armature winding 

(ohms) 

Conductors around armature 
Segments in commutator . . . . 


Speed 500 revolutions per minute. 

Field-magnets: shunt- wound with 8080 turns; resistance 8*5 ohms. 

Armature core : diameter of disks lOJV in. ; nett cross section of iron 

326 sq. in. 
Efficiency of double transformation : at full load 88 per cent. ; at 

half load 75 per cent. 



Fig. 506 shows a small continuous-current transformer con- 
structed by the Crocker- Wheeler Co. for the author, for testing 
purposes. It transforms a current of 10 ampei*es at 100 volts to 
one of 1 ampere at 1000 volts. Mr. T. Parker winds motor- 
dynamos with Eickemeyer coils, the high-pressure windings 
being completed and connected up first. Then the whole surface 
is insulated afresh, and the low-pressure windings are laid on in 
outer layers. 

A second use for continuous-current transformers is the pro- 
duction of large currents at very low voltage, as for electro- 
typing and for meter testing.* 

- A third service for which motor-dynamos are employed is to 
compensate the drop in voltage on long mains by inserting into 
the main at a distant point a series motor driving an armature 
placed as a shunt across the mains. Lahmeyer' calls this device 

1 Journal Inst, Electrical Engineers^ xx. 63 to 69. 1891, giving drawings 
and data of three machines. 2 ge^ y/^g Engineer^ Aug. 11, 1893. 

» Centralblattfiir Elektrotechnik, xi. 402, 1889. 
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a "far-leading" dynamo {Ffimleitungs-dynamo). American 
electricians term it a " booster." Sayera haa described sucb ma- 
cbinea fitted with bis compensating winding (p. 395). (See £Iec> 
(rtctdn, xxzi. 677). 

A fourth application is for charging accumulators at a higher 
Toltage than that of the generator, so that the lampe may be 
run either direct or from the cella. 

A fifth use is for S-wire and 6-wira systems of distribution, a 
number of armatures or windings on the same shaft being con- 
nected across the various pairs of mains. If at any pair ot 



Fio, bM.— CoNTiNUOUS-cuKKHNT TaANSTORMER (Crocter-Wheelsr Ox). 

tnains the potential drops, this armature will begin to feed this 
pair, being driven by the other armatures as motors. Such a 
device is called an " equalizing " dynamo (Ausgleichungs-dynamo. 
The following are particulars of transformers or " equalizers, " 
as they may be properly called, recently constructed by Messrs. 
Mather and Piatt for the 6-wire supply in Manchester. The ma- 
chines have drum-armatures with the bar winding described on 
p. 806, with shunt- wound magnets of ' ' Edison-Hopkinson " type. 

Eeslslance of magnets 2S ohms. 

Resistance of each annalnre winding . . ,0128 ohm. 
With an output on one side of 126 amperes at 103-4 volte, the 
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output on the generator side was 112 amperes at 100*4 volts. 
Hence the efficiency of double conversion, including all f rictional 
and mechanical as well as electrical losses, is 83*5 per cent. ; or 
looked at from the point of view of the purpose for which the 
machines are specially intended, if there is a difference of 8*0 
volts between the two sides of a 3- wire system, they will transfer 
112 amperes from the higher to the lower side. The journals of 
these machines run on ball bearings. 

A somewhat different system of continuous-current transforma- 
tion has been suggested by Cabanellas,^ and patented by £dison,> 
in which neither armature nor field-magnet revolves, but in 
which, by means of a revolving commutator, the magnetic polar- 
ity of a double- wound armature is continually caused to rotate. 
In a further modification of this idea, due to Jehl and Rupp, a 
mass of iron, which completes the magnetic circuit, rotates 
within the double-wound ring.« 

Spark troubles, however, afflict all merely commutating ma- 
chines. 

For further notices of the methods of continuous-current trans- 
formation, the reader is referred to articles by Elihu Thomson, in 
Electrical Worldy x. 108, 1887 ; by R. P. Sellon, in Electrician^ 
XX. 633, 1888 ; and by Rechniewski, in La Lumiire Electrique^ 
XXV. 416, 1887 ; and see Electrician, xxxi. 677. 

Theory of CoNTmnous-cuRBBNT Transfobmkrs. 

Let S ^ the potentials at terminals of the primary or motor 
part, and e that at terminals of the secondary or generator 
pai't. Let the Ci, ri, and Zi stand respectively for the armature 
current, armature resistance, and number of armature conduc- 
tors of the primary part ; and Cg, rg, and Zs for the correspond- 
ing quantities of the secondary part. Then the two induced 
electromotive-forces will be — 

Ei = nZi N, and E,=nZ, N ; and 
Ei = g — r^ Ci, and E, = tf + r, C^ 

Now write k for Zi -r Zj (the coefficient of tranaformatum)^ and 
we have — 

* 6 = § — n Cj — * r, Q. 

' See La Nature, p. 43, 1882. 

« Specification of Patent, 3949 of 1882 ; and Electrician, xlx. 479,1887. 

* See Electrician^ xlx. 514, 1887 ; xx. 7, 1887 ; and Specification of Patent^ 

2180 of 1887. 
V— Vol. 4 
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But the electric work done on and by the armature is equals 
asBuming loss by eddy-currents and hysteresis to be negligible, oi 
El Ci = £t Ct ; whence Ct = ^ Ci* so that the last equation be* 
comes — 



e 



= f - ('■ +p)^ 



This shows that everything goes on in the secondary circuit as 
though the potentials were reduced from that of the primary 
mains in proportion to the respective numbers of windings on the 
armature ; and as though there were added to the internal resist- 
ance of the secondary circuit a resistance equal to that of the pri- 
mary winding divided by the square of the coeflScient of trans- 
formation. The ratio of transformation is independent of the 
speed and of the magnetism, though these two quantities depend 
inversely on one another, If the dynsuno (or secondary) part is 
compound wound the speed may be very nearly constant at all 
loads ; but there is little advantage in this, as the speed always 
adjusts itself to what is wanted. If the distant generator sup- 
plying the system is properly over-compounded it will keep the 
voltage at the lamps constant, though the transformer is inter- 
posed. The objections to the use as transformers of running 
machines are almost entirely met by the considerations that these 
machines run sparklessly (owing to the balancing of the self- 
inductions of the two windings), and with very little friction at 
the bearings, because the driving and driven parts are both con- 
tained in the one rotating part. The brushes once set need not 
be moved at any load. 

Continuous-alternating TRANSFoiiikiERS. 

To change an alternating current to a continuous one, or 
vice versd^ there is required a combination of an alternator and 
a continuous-current machine, serving one as genemtor, the 
other as motor. This may consist of two separate machines 
coupled together, as shown in Fig. 508, which represents an 
alternator combined with an internal-pole continuous-current 
dynamo, both of Siemens' pattern, to transform from 2000 
volts alternating to 150 volts continuous, for charging 
accumulators, &c. The town of Cassel is supplied with 
continuous currents transmitted as alternate currents at 
high voltage and transformed down by a Kapp alternator 
(as motor) driving two dynamos. At Buda-Pesth the tnoBr 
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nuBsion u S-phasefwitli coapled plant at sabttatioDB to give 
out continuous currents. 

But it is not necessary for this purpose to couple two 
Beparato machines. A single winding revolving in a bipolar 
field, Fig. 507, joined up not only to two slip-rings, but also to 
a commutator, will work either as motor or generator for either 
alternating or continuous currents, and therefore can give out 
either kind when diiven by the other.' In practice, a more 
complex armature with a many-part commutator is used. 
For example, an ordinary Gramme ring is used with the 
addition of two slip-rings which are conducted to two points 



Fla. tS07.— SnCPLE CONTmCOCS-ALTIDUIATDiQ TaAIiSFORMEB. 

180° apart. Such a machine has been in use at the Technical 
College, Finsbury, since 1885, when the rings were added by 
Dr. Walmsley. It will serve as a transformer either way, or, 
if driven by power, will furnish eitherkind of current, or both 
at once. In 1887, the Helios Co., and in 1889, Mr. Bradley 
and Mr. Tesla patented similar devices. For producing 
8-phase cnrrents from continuous currents, three slip-rings 
must be connected on at three symmetrical points. For 
2-phase currents four slip-rings are connected at points 90° 
apart. In a recent apparatus of Hutin and Leblanc * there is 

'H. HoapUaUer propoaet to aUlmwhinesof thlfclMepoI^morTiAledyna- 
HM. See Soc. Ftaa^ite dt Physique, iSM, p. 204. 

 See ftn Illnitnted ullcle la L'£lectricieii of April 21, 1391. 
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employed a row of eighteen slip-rings connected at as maof 
fiymmetriosl points, and giving rise to eighteen altemata 
eurreots, each differing in phase bj 20" from its next neigb* 
bor. 



As. 606.— OoiminionB-Ai.TBBMATmo 

A simple leTolving combined commntator like that of 
Fig. 509, wonld, without any field-mngnet, suffice to convert 
omtiDuons into alternating currents, or to rectify altenute 



As. 0(%— TBAHSFOBUBB ABJCATUBE for 8-FHASE add COKTUJUUm 

Current. 
currents into continuous, were it not for the practical difficul- 
ties arising about sparhing. The use of the field-m^net is 
to balance the electromotive-forces in the different parts ol 
tile windings, as well as to maintain the proper rotaticik 
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PoUak, of Frankfort, and Ferranti have both successf ally used 
rectifying commutators, the f oimer for charging accumulators 
the latter for arc lighting. 

At the Fi-ankfort Exhibition of 1891 many revolving trans- 
formers were shown. The firms of Lahmeyer and Schuckert, 
in particular, displayed many very interesting forms of poly- 
phase apparatus, in which this feature was prominent. 

Messrs. Schuckert and Co. showed a six-pole ring-wound 
machine, capable of transforming from a continuous cuiTent 
or single-phase, 2-phase, or 8-phase currents to currents 
of any or all of the other three kinds. It consists of an 
ordinary ring armature with a 144-part commutator, whose 
windings in front of the different pairs of poles are cross- 
connected in parallel (Mordey's well-known method). As 
there are 144 sections in the winding, and six poles, the 
number of sections that lie between any pole and the next 
pole of the same sign will be 48. From Nos. 1, 17 and 88, 
that is to say, at points equally spaced out at distances of 
one-third of the extent of the winding between any pole and 
the next pole of the same sign, are attached three wires 
which are brought down to three slip-rings from which 
brushes supply 3-phase currents. To fourpoints also equally 
spaced along the same section of the winding (namely, Nos. 1 
18, 25 and 87), are attached four wires, which going to four 
other slip-rings, supply both single and 2-phase currents. 

An 8-pole revolving transformer on a similar principle* 
but having a wave-wound drum armature, was shown at 
Frankfort by the AUgemeine Company. It could receive 
continuous current at about 100 volts, and transform this into 
8-phase currents at about 70 volts. This transformer b now 
in the laboratory of the Technical College, Finsbury. 

The most important motor-dynamos yet made are those 
constructed at Schenectady for the Niagara works.^ 

They are 20-pole multipolar drum machines, having the 
ordinary commutator, but also having four slip-rings added, at 
the back of the armature. They receive the 2-phase current 
already transformed down to 115 volts and deliver 8000 
vnperes at 150 volts for the purpose of aluminium reduction. 

^ See C^iMier'a Magazine, 1805, p. 884 
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CHAPTER XXVIII. 

ELECTRIC TRANSMISSION OF ENERGY. 

In all problems i*elating to the electric transmission o£ powefl^ 
whether over short or long distances, it is vital to remember 
that the two factoi's to be considei*ed are the cwrr&nA and the 
pressure (or voltage) at which it is transmitted. In the 
ordinary distribution of electric energy from central stations 
in cities, whether with direct or alternating currents, it is 
usual to observe the condition of constant pressure^ the current 
being varied in proportion to the demand. But for series 
lighting, it is possible to observe the other condition of msdn- 
taining a constant current^ the pressure being varied in pro- 
portion to the number of lamps in the circuit. It is well to 
bear this distinction in mind in the problem of transmission to 
i a distance, although in fact power may be electrically supplied 
without conforming to either of these prescribed conditions of 
supply. We have seen, p. 492, how it came to be recognized 
that the secret of success in long-distance transmission lay in 
the use of high voltages, as this permitted the use of small, 
currents, and therefore of thin conducting wires. We may 
with advantage recapitulate the problem of economy of trans* 
mission. 

It is required iii*st to determine the relation between the 
pressure at which the current is supplied to the motor, and 
the heat-waste in the circuit. 

Let 2'R stand for the sum of all the resistances in the 
circuit; then, by Joule's law, the heat-waste is (in watts) 

C* XR. And since C = l£—-—, we may write : 

heat-waste = ^ ~^ ^ 

2B. 
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Ifow suppose that without changing the resistance of the 

circuit we can increase S to &, and also increase E to E, while 

keeping g ^-< E the same as g — E, so that the current will be 
the same : it is clear that the heat loss will be precisely the 
same as before, while more energy is transmitted. The 
efficiency is greater, for 

power of motor C fe E 

power of generator eg ^' 

E 
and this ratio is more nearly equal to unity than ^ , because 

both S and E have received an increment arithmetically equal. 
As an example, suppose g to be 100 volts and E 90 volts, and 
the sum of the resistances to be 1 ohm. Then C will be 10 
amperes. The power supplied will be 1000 watts; that 
utilized will be 900 watts ; the heat-waste is 100 watts ; and 
the electrical efficiency 90 per cent. Now suppose the voltages 

increased so that i is 1000 volts, and ife 990 volts. The 
current will still be 10 amperes. The power supplied will be 
10,000 watts, of which 9900 will be utilized and 100 wasted in 
heat. We have 10 times as much power transmitted, with the 
same heat-waste as before, and the efficiency has risen to 99 
per cent. Clearly, then, it is an economy to work at high 
voltage. 

High voltage can be attained in several ways : by winding 
armatures with many turns of fine wire, by using higher speeds 
and by putting several machines in series. In the case of 
alternate currents there is the additional resource of using 
step-up transformers (see p. 738 and p. 741). 

The advantage derived in the case of the electric transmit 
sion of energy from the employment of very high electro- 
motive-forces in the two machines b also deduceble from the 
diagram. 

Let Fig. 828 given on p. 499, be taken as representing 
the ease where 6 is 100 volts and £ 80 volts. Now suppose 
the resistances of the circuit to remain the same while S is 
increased to 200 volts and E to 180 volts. § — E is still 
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20 volts, and the current will be the same as before. Fig. 510 
represents this state of things. The square K G H D which 
represents the heat-waste is the same size as before ; but the 
energy spent per second is twice as great, and the useful work 
done is more than twice as great as previously. 

We may look at the matter from a different point of view. 
Power being made up of the two factors E and C, if it is 
required to transmit a certain prescribed number of watts we 
will by preference make E high and C low, for it is the flow 
of the current through the resistances of tlie circuit that causes 

the loss, while the only 
^ ^ disadvantage of a high 
electromotive-force is the 
difficulty in preserving 
the insulation. The 
electi*omotive-force will 
therefore be made as 
high as it can be made 
consistently with safety. 
If we double the pres- 
sure, thereby reducing 
the current to one-half, 
we reduce the loss to 
one-quarter, as the loss 
is proportional to the 
square of the current. 
In an experiment, M. Fontaine,^ by using several Gramme 
machines coupled in series at each end of aline, the resistance 
of which was 100 ohms, succeeded in transmitting 50 horse- 
power with a mechanical efficiency of 52 per cent. This 
experiment realized the suggestion made in 1879 by Elihu 
Thomson for the economic use of several machines in series. 
Seven machines were used, of similar construction, of the 
" over " type, each weighing 1200 kilogrammes, and of about 
16 kilowatts capacity. Four were united in series at the gen- 
erating end, and driven at 1298 revolutions per minute by a 




Fia. 510. 



» VmecMcien, x. 707. 1888w 
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steam engine indicating 113 H.P. Brake tests at the generat** 
ing end showed the actual H.P. to be 95-88, The other three 
machines wei'e used as motors, their power being measured 
by a brake. They gave out 49-98 H.P. at 1120 revolutions 
per minute. The current was 9-34 amperes. The result is 
that there was a nett eflBciency of 52 per cent. The re- 
sistance of the machines was about 11^ ohms each. The 
voltage at the generating end of the line was 5996 volts; 
that at the receiving end was 5062 volts. 

JEffvciency of Tranwnisaion. — It can readily be shown that 
with two series dynamos, the electrical eflSciency of trans- 
mission, when there is no leakage, is the ratio of the electro- 
motive-forces developed in the armatures of the two machines. 
To do this we will consider separately the efficiencies of the 
three parts of the system. Writing Ej for the electromotive- 
force developed in the generator, E9 for that of the motor, rj 
and rfl for their respective internal resistances, we shall then 
have 

Efficiency of generator • • i^j s= ^ "^^— ; 

Efficiency of line .. ..,.-gg±^5 

E C 

Efficiency of motor • • . . 173 = ' — __ ; 

Hence the resulting efficiency of the whole system will be 

If the machines are shunt-wotmd or compound-wound, or 
if there is leakage on the line, the currents through the 
armatures will no longer be alike in the two machines. 
Writing the respective armature currents as i^ and «^, we shall 
have in this case, as the electrical efficiency of transmission, 

-^ E«Cg ^ 
Ej Ci 
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As an example of transmission to a moderate distance by con- 
tinuous currents we may cite the plant at Schaffhausen erected 
by the Oerlikon Works of Zurich where 500 actual horse-power 
are delivered to the spinning mills electrically, with a nett effi- 
ciency of 78 per cent, from turbines in the river 750 yards away, 
two generators (6-pole over-compounded dynamos designed by C. 
E. L. Brown) being used to give each 330 amperes at 624 volts. 
The motors, which are of the same type, axe constructed with 
field-magnets, which are relatively more powerful than those of 
the generators, and run without varying more than 3 per cent, in 
speed between no-load and full load. The conmiutators are 
guaranteed to last for 20,000 hours. 

Another example^ of transmission with continuous currents is 
afforded by the plant for supplying power to mills and to a cen- 
tral lighting station at Genoa. Water power derived from a 
tributary of the Po is converted for transmission in several sta- 
tions on the mountain side at a distance of 16 miles from Genoa. 
In one of these stations there are eight Thury continuous-current 
machines of 70 H.P. each, coupled in pairs to 140 H.P. turbines. 
Each machine yields 47 amperes at 1000 volts. They are sep- 
arately insulated on porcelain and coupled in series so that the 
power is transmitted at a total pressure of 8000 volts. The con- 
ductor is of bare copper carried on oil insulators. 

When a very high electromotive-force is required for the 
purpose of transmitting power, it is found convenient to use 
Jilternating currents (p. 547) for the two following main 
reasons. 

(1) Alternate-current generators require no commutator, 
and therefore the current can be generated by one machine at 
the full pressure required. 

(2) Alternate currents can be transformed from one pres- 
sure to another by means of a simple transformer without 
moving parts. 

The objections to alternate currents for this purpose 
are : — 

(1) As the maximum pressure with alternate currents is 

1'41 times the |/ mean ^ pressure, an alternate current of a 

' certain value will not transmit as much power along a line as 

• 1 Elek. Zeitsch. 1892, xiil. 216 ; Joum, Inst, Elec. Eng., 1892. xxl. 534 
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a continuous current of equiyalent value whose pressure is 
equal to the maximum pressure of the alternate current. 

(2) There may be a loss of fiywet in the line due to the 
wattless cuiTcnt (p. 667). 

(3) There is a certain amount of loss of pressure in the 
• line due to self-induction apart from the resistance of the 

line (p. 659). 

(4) There is a slight increase in the resistance of the mains 
due to skin effect if the frequency is high or the consents 
large (p. 678). 

(6) Until I'ecently alternate currents for transmitting power 
were open to the objection that alternate-current motors were 
not self-starting. This objection is removed by the introduo* 
tion of self-starting monophase motors of high efficiency (p. 
687), and by the employment of polyphase currents (p. 662). 

The two advantages of alternate currents mentioned above 
so much outweigh the objections, that in the majority of cases 
of long-distance transmission in all parts of the world 
alternate currents are used. 

In the largest scheme for the distribution of power ever 
undertaken, namely, from the Niagara Falls, alternate currents 
in two phases ai-e used. The 6000 H. P. dynamos for 
generating the current are described on p. 638. They are 
three in number and yield 1660 amperes each (776 amperes 
in each circuit) at 2260 volts. The power is intended for dis- 
tribution to factories in the immediate vicinity, and also for 
transmission to considerable distances. Continuous currents 
for aluminium smelting are obtained by means of rotating 
transformers. For distribution to great distances the pressure 
is raised by transformers to 20,000 volts. The water power 
available is about 100,000 H.P., and this will be utilized from 
time to time as the demand increases. It is probable that 
some of the future dynamos will generate the current for 
distant transmission at the full pressure without the interven* 
tion of step-up transformers. A subway carries the main 
conductors for a distance of 2600 feet, the conductors consist- 
ing of bare copper strip carried on oil insulators. From this 
subway branches are taken to neighboring factories. 
47 
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An instance of transmission of power at high pressure 
which has been in existence for over three years is at Hoch- 
felden, Switzerland, earned out by the Oerlikon Co. Fig. 511 
gives a view of the station showing the three generators, which 
were designed by Mr. C. E. L. Brown, in 1890. They are 
8-phase machines, each of 200 horse-power, running at 180 
revolutions per minute. Excepting in having the vertical 
shafts directly above the turbines by which they are driven, 
they closely resemble the LaufFen generators. They give 
86 volts pressure between the terminals. To raise the voltage 
each is connected to a S-phase transformer immersed in oil, 
one of these transformers being visible on the right hand 
of the cut. The pressure is raised to 13,000 volts, at which 
pressure the currents are conveyed by three wires, each 
4 mm. in diameter, to the Oerlikon Works (a distance of 
24 kilometres, or about 15^ miles), where by means of step- 
down transformers of similar construction the pressure is 
lowered to 190 volts, and the currents are distributed for 
lighting and power at this pressure. 

Oraphic Representation of Transmission. — A convenient mode 
of representing graphically the relative amounts of energy ex* 
pended at the transmitting end and utilized at the receiving end 
is the following, which is due to von Hefner Alteneck : — 

Let (Fig. 512) the perpendicular lines A Ei and B £| represent 
respectively the electromotive-forces at the transmitting and re- 
ceiving machines ; and let the horizontal lengths A Li, L| L^ and 
Ls B represent respectively the resistances of the machine at A, 
the line (including return wire), and of the machine at B. Join 
El E| : the tangent of slope (E| F -H F Es) of this line will repre- 
sent the current flowing. From A and from B drop perpendiculars 
upon this sloping line, and produce them to the points Wi and 
Ws, level with Ei and Es. The length of the lines Ei Wi and TSm 
W> will represent relatively the energy transmitted and received. 
For, by the construction each is proportional to the respective 
electromotive-force and to the slope of E| £S|. The energy lost in 
heat may, on the same scale, be represented by the length of the 
line El H.* 

1 For a further geometrical discnssion of the problem of electric transmls- 
Bion of power, see a paper by Reignier, in La Lumibre ^ecMque^ zzfil* 
862, 1887. 
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Economy of Transmission, — As already shown, the economy of 
transmission depends on the voltage at which the power is trans- 
mitted, and on the resistance of the line. The question then 
arises at what amount ought the latter to he fixed to make the 
economy a maximum. If one saves heat- waste by putting up a 
thick copper wire for the line, the interest on the prime cost of 
the line may more than balance the saving in power. An answer 
was given in 1881, by Lord Kelvin, to one form of the problem, 
in which it is assumed (1) that the voltage is fixed, (2) that the 
power to be transmitted is a fixed amount. If these are the con- 
ditions, then the total annual cost of the power wasted in the re- 
sistance of the line and of the interest on the copper (including 
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insulation and erection) will be a minimum when these two 
annual items of cost are equal to one another. Much confusion 
has arisen from the ignorant application of Thomson's law to other 
cases than those for which it is true. In 1886, Professor Ayrton 
and Perry* considered some other cases, and have arrived at 
several important conclusions. If a given amount of power has 
to be furnished by a motor at one end of a line, using a given 
voltage at the generator at the other end, maximum economy is 
obtained, not by keeping the cuiTent-density constant, but by 
making it less, as the length of line to be used is greater. The 
smaller the voltage that may be employed at the generator, the 
smaller must the current-density in the line be to obtain the 
maximum efliciency. More recently, Mr. Kapp,' in his Cantor 

' Journal 8oc. Telegr. Engineers, xv. 120, 1886. 

* Journal 8oc. Arts, xxxix., July 10, 1891 ; also his book on Electric 
Transmission of Energy ^ 4th edition, 1894, in which some very useful 
curves are given. 
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Lectures, has given a more general solution, taking into account 
the voltage and the cost of the machines as well as that of the 
line. It is assumed that the annual value of power at the gener- 
ating station is known as well as the cost of plant i>er horse-power. 
Of the data required to he known, such as primary horse-power, 
total efficiency, voltage at motor, annual cost of power delivered, 
and working current, the last mentioned is the most important 
to he calculated, for from it the other matters can then be found. 
Eapp finds that under no circumstances will it be economical to 
lose more than half the power in the line. 

A useful set of tables, showing the cost of laying one additional 
ton of copper, meaning thereby that part of the capital outlay 
which is proportional to current, was given by Prof. G. Forbes in 
his Cantor Lectures * of 1885 on the Distribution of Electricity. 

The secret of economy in all long-distance transmission lies, as 
we have seen, in the use of high voltage. But it is found in prac- 
tice that continuous-current machines cannot advantageously be 
used at such high voltages as 3000 and 4000 volts, inasmuch as 
the commutators will not stand the strain on their insulation. 
Even putting several machines in series, though it lessens the 
voltage on each dynamo, does not prevent the risk of break-down 
of insulation. Hence the superiority of alternate-current ap- 
paratus, which requires no commutator. Moreover, where volt- 
ages exceeding 10,000 volts are desired, it is found preferable to 
use low-voltage alternators and motors, and to insert step-up 
transformers at the generating end, and step-down transformers 
at the receiving end (as proposed in 1881 by Deprez and Oar- 
pentier), since it is much easier to insulate thoroughly the station- 
ary windings of a transformer than the parts of any running 
machinery. The question whether, of alternating systems, the 
ordinary single-phase, or one of the more novel 2- or 3-pha8e 
systems, is to be preferred in long-distance transmission is still an 
undecided matter. 

As an example of long-distance transmission at an extra-high 
▼oltage may be cited the experimental line erected in the summer 
of 1891, from Lauffen to Frankfort, a distance of 175 kilometres. 
At Lauffen a special low-pressure turbine was fixed in the river 
Neckar to drive the 3-phase alternator, by Brown, described on p. 
627, capable of giving (at full power) three alternating currents of 
about 1400 amperes each at 50 volts. These currents were con- 
verted by special transformers into three smaller currents at 8000, 
12,500 or 25,000 volts. Three copper wires, each 4 mm. in 

* JoMDia! ^oc. Arts, 1885. 
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diameter were carried to Frankfort on taU poles ; about 10,000 
porcelain insulators being employed, with oil-cups for high in* 
sulation . At Frankfort the currents were received into step-down 
transformers and reconverted to the low pressure of about 60 Tolts, 
to supply either lamps or 3-phase motors. Tests were made by a 
jury, having Prof. H. F. Weber as its head. Their report con- 
cludes with the following summary : — 

(1) In the Lauffen-Frankf ort plant for the electric transmission 
^of energy over a distance of 170 kilometres, by means of a system 

of alternating currents, with a pressure of 8500 to 7600 volts, and 
bare copper conductors insulated by oil and porcelain, the lowest 
output in the tertiary circuit at Frankfort was 68 '5 per cent., and 
the highest output was 75 '2 per cent, of the energy given out by 
the turbine at Lauffen. 

(2) In this transmission to a distance, the only cause of loss 
measurable by the instruments was that due to the resistance of 
the circuit (Joule's effect). 

(3) Theoretical considerations showed that the influence of 
capacity upon long aerial bare conductors for transmission of 
energy to a distance by alternate currents, under the conditions 
employed, and with use of a frequency of 30 to 40 periods per 
second, is of so entirely subordinate a magnitude, that it need not 
be considered in designing electric transmissions. 

(4) As the expression of our experience during the foregoing 
measurements for the determination of the efliciency of the 
Lauffen-Frankfort transmission of energy, we add, as a fourth 
result : — The electrical running with alternate currents of 7500 
to 8500 volts in conductors of more than a hundred miles in 
length, insulated by mecms of oil, porcelain, and air, proceeds just 
as regularly, safely, and as free from disturbances as does run- 
ning with alternate currents of a few hundred volts pressure 
over conducting wires of a few metres length. 

In some further researches,* with a high pressure of 25,000 volts 
from line to line and with a frequency of 24 periods per second, 
an efliciency of 75 per cent, was obtained with a load of about 180 
horse-power. 

1 Official Report of the Frankfort Exhibition, ii. p. 451. 



Regulators for Dynamos^ 743 



CHAPTER XXIX. 

REGULATORS FOR DTNAM06. 

Modes of governing the performance of dynamos are needed, 
not only for keeping the pressure at some constant numher of 
volts or for keeping current at some constant number of amperes, 
but also for such purposes as to enable the voltage of any one 
dynamo to be raised in order that it may feed into some distant 
point of a distributing network. 

The output of a dynamo depends on three intrinsic matters, 
namely, (1.) speed n, (tt.) number of armature conductors Z, and 
(m.) magnetic flux N ; ^^^ on two extrinsic matters, namely 
(it;.) resistance of the circuit ; and (t?.) counter electromotive- 
forces in the circuit. It is therefore clear that any of these five 
matters might afford a method of controlling the performance of 
the machine. 

To introduce resistances into the main circuit is always waste- 
ful, and may be dismissed as an uneconomical method of regula* 
tion suitable only for experimental purposes. To introduce 
counter electromotive-forces into the external circuit can be done 
in the case of alternate currents by the use of choking coils, and 
in the case of continuous currents by the reversed introduction 
of charged secondary cells ; but this is impracticable save for 
special cases on the small scale. It remains therefore to consider 
the three intrinsic methods. 

Speed governing is clearly limited to those cases where there is 
a separate engine for each dynamo ; and in such cases a special 
governor will be required instead of the usual centrifugal engine 
governor. 

To alter the number of conductors in a rotating armature 
whilst it is running is absurd. Their effecivoe number can, how- 
ever, be altered by the device of shifting forward the brushes so 
that they collect the current not at the point of highest potential, 
but at some other point. This method virtually uses some of the 
armature windings, namely, those between the neutral point and 
the point to which the collecting brush is advanced, to produce 

internal counter electromotive-forces. 
Vol. 4— W 
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To alter the magnetic flux is the almost universal mode of con- 
trol ; and it may be accomplished in two entirely distinct kinds 
of way. Since the flux depends on the excitation (or ampere- 
turns) and on the reluctance of the magnetic circuit, it can be 
varied by varying either the former or the latter. The excitation 
may be altered in various ways, (a) by the hand with the aid of 
rheostats and commutators in the exciting circuit, or (6) auto- 
matically by special governors in substitution for the hand, or 
(c) by devices of compound winding. The magnetic circuit may 
be varied in several ways, as (d) by moving the pole-pieces nearer 
to or further from the armature, (e) by opening or closing some 
other gap in the magnetic circuit, {f) by drawing the armature 
end- ways from between the pole-pieces, (g) by shunting some of 
the magnetic lines away from the armature by applying a mag- 
netic shunt across the limbs. All these magnetic devices have 
been tried,^ but not with much success except in small machines. 

Hand-Regulators. — These consist of sets of sliding contacts to 
enable the operator to perform one of the following operations : — 
(1) Insert or remove resistance from the exciting circuit of a shunt 
dynamo by means of a rheostat ^ (see Edison^s regulator, Fig. 152, 
p. 226) ; (2) insert or remove resistances, shunting the magnetiz- 
ing coils of a series dynamo ; (3) cut out more or fewer exciting 
coils, these being grouped in sections. 



Constant-pressure and Constant-current Regulators. 

In all automatic regulators there is a part which has to act as 
the brain of the instrument, watching as it were against any 
variation, and setting into action the mechanism which is to 
counteract the variation. This watching device is usually some 
sort of an electromagnet, often a coil with a movable plunger. 
When the volts are to be kept constant the coil of the controlling 
device must be wound as a voltmeter coil, that is of flne wire, of 

* For an example of {d) see Firth's method (see Industries, Ix. 161) in 
which the polar masses are drawn backwards by screws ; and of (9) a mag- 
netic shur.t applied by Desroziers, La Lvmiire ^lectriquey zxiv. 394. 
Other magnetic methods have been used by Goolden and Trotter, Langley, 
P. Miiller, Lontin and Diehl. 

^ On the construction of such rheostats, choice of wires, and the like, see 
Herrick, Electrical World, xv. 240, 1890. Important advances have lately 
been made in the introduction of enamelled resistances, for the first oi 
these operations. Fleming has devised special rheostats for absorbing 
power in wires strained over resilient supports. 
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bigh resistance, and connected as a shunt. When the amperes 
are to be kept constant the controlling coil must be wound like 
an amperemeter with thick wire, of low resistance, and inserted 
in the main circuit. Alternators are usually regulated by oper- 
ating on the circuit of their exciters, the current in the governor 
coil being derived from the mains by a small transformer. 

Automatic regulators are of two species : in one the work of 
moving the regulator is accomplished mechanically, the control 
only being electrical ; in the other both the control and the moving 
power are obtained electrically. Goolden's regulator, which was 
illustrated in the previous edition of this book, belongs to the 
former of these classes. The sliding piece of the rheostat is 
worked by a vertical screw, and this is caused to rotate right or 
lef t-handedly as may be required under the operation of a double 
crown-wheel on a sleeve on the vertical spindle to which rotation 
is imparted by a small pulley driven slowly from the engine. 
The controlling part — the brain of the apparatus — is a solenoid 
with suspended iron plunger. When the current in this coil is ot 
proper normal strength the plunger is drawn in just so far that 
the crown-wheel is not in gear either with the upper or the lower 
driver. If the current in the coil grows weak the plunger rises^ 
causing the crown-wheel to engage in the upper driving screw^ 
which inunediately begins to move the sliding-contact in such a 
way as to increase the excitation of the dynamo, and bring back 
the current in the coil to its normal strength. Slater Lewis has 
lately introduced a differential solenoid arrangement into the 
regulator. 

An example of the second kind of regulator is that of Haquaire, 
in which the moving as well as the controlling mechanism is 
electrical. The moving mechanism is a small motor made revers- 
jible by the device explained on p. 519. The controlling mech- 
anism is virtually a relay, consisting of an electromagnet with 
its armature balanced by a spring. 

If the main pressure becomes too low the tongue of the govern- 
ing relay rises, and touching one of the contact-stops, causes the 
motor armature to turn so as to alter the resistance and increase 
the excitation of the dynamo. 

In Fig. 513 is shown an automatic regulator of the first kind, 
designed by Thury and manufactured by the Allgemeine Ck)., of 
Berlin. The vertical relay is shown on the left : it actuates one 
or other of two horizontal coils which throw into gear oiv or other 
of the two bevel wheels that drive the worm which turns the rheo- 
stat arm. The pulley on the end of the driving shaft must be driven 
slowly from the engine ; or in emergency may be turned by hand. 
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A simple example of the purely electric regulator ia afforded liy 
that of Brush (Fig, fil4) by which a series dynamo is made to 
yield a constant current. Across the fleld-magoets P. U. is con- 
nected a carbon shunt C of variable resiBtance, the resistance of 
the shunt being adjust«d automatically by a governing electn^ 
niagnet B whose coils form part of the main circuit. 

When traversed by the normal current it attracts its armature 
A with a certain force just sufficient to keep it in its neutral poaif 



Ro, 61S.— Thubt's Rboulator. 

tion. If the current increases, the armature is drawn upwards 
and causes a lever to compress the column of carbon plates ; the 
current thus being diverted to a greater or lesser extent from the 
field-magnets. This regulator will keep the current OOnBtant 
even though the speed of driving may be irregular. 

Another purely electrical regulator is that used with til8 
Thomsoii-Houston arc-light dynamo (p. 463). 

In Statter's regulator the brushes are shifted by a motion do- 
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rived mechanically from the rotation of the dynamo, but eleo- 
trically controlled. 

The method of regulating Parson^s turbo-alternator was de- 
scribed on p. 625. 

A regulator devised by Waterhouse employs a third brush upon 
(he commutator to carry a variable portion of the current around 
A special circuit. It was illustrated in the previous edition of this 
book, as were also the regulators of Henrion and of Sperry. 




Fig. 514.— Brush's Aittomatic Reguultob. 



A special study of this method of regulation has been made by 
Caldwell,* who has shown that it can also be applied to constant- 
pressure regulation. 

For constant-current work Wood has devised a regulator in 
which a pilot brush is also employed, but there are two exciting 
circuits wound differentially, and there is an electromechanical 
device for shifting the brushes, attached to the dynamo. It was 
depicted in the former edition. 

An interesting example of the use of a magnetic shunt to pro- 
duce a constant current, occurs in the regulator of Trotter* and 
Bavenshaw, in which, instead of diverting the magnetic lines out 
of their usual path, into a path of lower magnetic reluctance by 
employing a movable keeper of iron, the plan is sulopted of fixing 
the keeper and varying its effects by surrounding it with a 
counter magnetizing coil. 

1 EXtcirician^ zxli« 217, 1888 ; and remarks by Professor Nicholls, iUd^ 
441, 1889. 

* See paper by A. P. iTrotter, in Mecirician^ xiz. 874, 1887. A drawing 
of the gOYemor itself is given in the EltciricaX iZeoieto, xiz. 289, Sept. 17, 
188S. 
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M. Beignier ' has drawn attention to a solution of the problem 
of exactgoveming to procure a constant current by automatically 
varying the number of coils through which the current is per- 
mitted to pass. 

ElEOTRIO Gk>TEBN0RS FOR StEAM-ENGINES. 

No centrifugal governor attached to the steam-engine can keep 
the speed of the dynamo truly constant ; for it does not act until 
the speed has become either a little greater or a little less than the 
normal value. Few mechanical governors will keep the speed 
within 5 per cent, of its proper value, under sudden changes of load. 
Hence the suggestion which underlies all electrical governors, 
that the admission of steam from the boiler to the engine should 
be controlled by the electric current itself, the speed of driving 
being varied according to the demands of the circuit. It is 
emphatically needed wherever the loads are liable to sudden vari- 
ations, as in the case of generators for electric railways. Numer- 
ous suggestions of a more or less practical nature have been made 
by Lane-Fox, Andrews, Richardson and others. 

Richardson's governor * was described in detail and illustrated 
in the previous edition of this book. More recently Mr. Richard- 
son has described * some detail modifications which include the 
use of a relay controlling a mechanicaUy driven governor so as 
to regulate the engine to maintain a constant electric pressure at 
any given distant point in the network of mains. 

Willans' governor* employs the attraction exerted by a solenoid 
on an iron core to actuate an equilibrium valve ; but the action 
is indirect, the solenoid core operating on the small valve which 
controls a hydraulic piston, the latter in turn controlling the large 
steam valve. The arrangement was depicted and described in the 
previous edition of the present book. A comparatively small 
solenoid, actuated by but 0*3 ampere of current and absorbing 
only about 32 watts of power, may by this use of a hydraulic 
relay, or by a steam relay valve, bring a force of many pounds 
to bear upon the main steam valve, and will control with ease an 
engine of several hundred horse-power. 

One great advantage of the electric governor is that it cuts 

' La Lumi&re Electrique, xxvi. 420, 188Y. 
2 See Specification of Patent, Xo. 288 of 1881. 

• Proc. Inst, Civil Engineers, cxx. pt. il., 1895. 

* See Specifications of Patent Nos. 1184, 5291 and 5945 of 1883 ; also paper 
by P. W. Willans in Proc. Inst. Civil Engineers, Ixxxi. pt. iii. 1884-5. 
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iown the consumption of steam to the actual demands made upon 
the electric circuit, and prevents injury both to the dynamo and 
to the steam-engine. 

DyiMi'mometTic Ooveming. — Another method of governing 
dynamos is too important to be omitted. The power transmitted 
along a shaft is the product of two factors, speed and torque. 

But the power of a dynamo is measured electrically by the 
product of its electromotive-force into the current it drives 
through the circuit. If £ stands for the electromotive-force, and 
C for the current, then 

E C = power On watts). 

Now we know that, other things being equal, the electromo* 
tive-f orce E of the dynamo is proportional to speed of driving. 
It follows at once that the torqtie will be proportional to the cwt* 
tent C. Jhis at once suggests that a dynamo may be driven so 
as to give a constant current, provided it be driven from a steam* 
engine governed not by a centrifugal governor to maintain a con^ 
gtant speedy hut by a dynamometric governor to maintain a con- 
stant torque or turning moment. Some good transmission 
dynamometers, such as that of Morin, or one of the later varie- 
ties, such as those designed by Ayrton and Perry, or best of all 
that designed by the Rev. F. J. Smith,* may be adapted to work 
an equilibrium valve, and would fulfil the above condition of 
governing. 

Prof. E. Thomson has suggested the use of a dynamometrio 
apparatus to govern a constant-current dynamo by the method 
of shifting the brushes. A description of this governor was given 
in the second edition of this work. 

Ooveming by Steam-pressure, — It was remarked above that 
electric power and mechanical power are each a product of two 
factors. But in an ordinary steam-engine the work per second 
also consists of two factors, viz. speed of piston and steam-pres^ 
sure ; and the angular velocity of the shaft is proportional to the 
former, and its transmitted torque to the latter. Therefore the 
condition of maintaining a constant current ought to be fulfilled 
if the pressure is always constant. If the valves are such as to 
admit a fixed quantity of steam at each stroke, and if the boiler 
pressure is really kept up, then the average pressure behind the 
piston ought to be constant. In practice this is never attained, 
on account of the friction of the steam against the steam-pipes 
and port-holes of the valves. The internal friction in the engine 

* See his excellent little book on Work-measuring liacMnes^ published 
by Messrs. £. and F. N. Spon. 
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plays the same part in preventing absolutely true self -regulation, 
as does the internal electrical resistance in the dynamo. An 
approximation is all that is possible.^ In an experiment made by 
M. Pollard with a G-ramme dynamo, the current gave deflections 
on a galvanometer, varying only from 52° to 54°, while additional 
resistances were introduced into the circuit, which caused the 
speed to run up from 436 to 726 revolutions per minute. Theo- 
retically, therefore, a constant current ought to be one of the 
easiest things to maintain with a series dynamo. Have adequate 
boilers, keep the steam-pressure always at one point, abandon all 
governors, and admit equal quantities of steam at each stroke 
whatever the speed ; the result ought to be a constant current. 
The condition of maintaining a constant potential cannot be sim- 
ilarly solved, except by employing a shunt dynamo under condi- 
tions that are both uneconomical and impracticable. But in the 
case of constant-current working it is possible to go further 
toward realizing such results. The existing method of maintain- 
ing a constant steam-pressure is to put upon the boiler a press- 
ure-gauge which indicates to the stoker when he is to add more 
fuel and when to damp down the fire. Let the pressure-gauge 
be abandoned, and instead, let there be provided at the side of 
the furnace an amperemeter, and let the stoker feed or damp his 
furnace fires according to the requirements of the electric system 
of distribution. Is there any valid reason why such a method of 
government should not be efficient in practice, at least in the case 
of the series dynamo for constant currents ? 

Finally, to render the system truly automatic, it is conceivable 
that mechanical stoking appliances might be arranged, under the 
control of the amperemeter or voltmeter, to supply the fuel in 
proportion to the number of lamps alight. In the case of gas 
engines or oil engines such a control would be very easily carried 
out. 

1 See Edmnnds in Journal 8oc, Teleg, Engineers, xvil. 697, 1888 ; also 
MUctHcian, xzil. 349, 422, 1889. 
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CHAPTER XXX, 

TESTING DYNAMOS AND MOTORS. 

Tests to be applied to dynamos are of two kinds, viz. those 
which relate to the resistance and insulation of the various 
parts, and those which relate to the efficiency under various 
loads. 

Testing Construction, — The resistance of the various parts 
of the armature coils, of the field-magnet coils, and of the 
various connections, may be tested in the ordinary manner, 
by means of a Wheatstone's bridge. The only point of 
difficulty lies in measuring such small resistances as those 
of armatures and of series coils, which are often very small 
fractions of an ohm. In this case probably the best method of 
proceeding is the following. By means of a few accumulator 
cells send a strong current through the coil or armature 
whose resistance is to be measured, interposing in the circuit 
an amperemeter. While this cun-ent is passing, measure, by 
means of a sensitive voltmeter, the fall of potential between 
the two ends of the coil. By Ohm's law, the number of volts 
of fall of potential divided by the number of . amperes will 
give the resistance in ohms. Additional accuracy may be 
secured by connecting in the circuit a strip of stout German 
silver, as recommended by Lord Rayleigh, of known resist- 
ance, and comparing the fall of potential between the two 
^nds of the strip with the fall of potential in the coil. The 
ratio of the two falls of potential will equal the ratio of the 
resistances. 

The internal resistance of a dynamo when warm after 
working for a few hours is considerably higher than when it is 
cold. Tests of resistance ought therefore to be made both be- 
fore and after the dynamo has been running. The perfection 
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of the magnetic circuit may be tested in two ways. One 
way is to measure the proportion of magnetic leakage induc- 
tively (p. 153). The other way is to join up a known suitable 
resistance to the terminals of the machine, and then to run it 
slowly, gradually increasing the speed until it excites itself. 
(The method is of coui-se inapplicable to many alternate- 
current machines.) The least speed of self-excitation is, 
ccBt€ri% paribus^ a measure of the goodness of the magnetic 
circuit. 

Testing Insulation redstance. — The rational mode of 
testing the insulation in the workshop is to apply a high 
voltage — say from 2000 to 4000 volts — and see whether the 
insulation resists being pierced. The electric tension or stress 
to which the dielectric is subjected, tending to pierce it, varies 
as the square of the volts. The most convenient way of 
applying the test is to use a small alternate-current trans* 
former giving the requisite voltage. All dynamos, motors 
and transformer intended for high voltage work should be 
tested at double the volts which they are intended to work 
at. Tests of the insulation-resistance between the coils of 
a dynamo and its metal cores or frame by use of a Wheat 
stone's bridge, made regularly day by day, are only useful as 
far as they serve as a guide to the way in which the machine 
is being cared for ; since damp and dirt lower the insulation, 
and if neglected promote likelihood of a break-down. 

Testing Temperature-rise. — The instructions given by the 
Admiralty for tests of temperature are as follows: — 

At the end of six hours' trial, and one minute after 
stopping the machine, no accessible part of the armature or 
field-magnet must have a temperature of more than 80® Fahr. 
above that of the dynamo room, taken on the side of the 
dynamo remote from the engine, and three feet distant from 
it. Also the maximum temperature of the armature at the 
end of the six hours' trial must not exceed the temperature of 
the dynamo room by more than 70° Fahr." It is usual to 
employ thermometers with narrow cylindrical bulbs which can 
be inserted in the armature, or laid upon it and covered with 
a pad of cotton wool while the test is made. 
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Ttw&ng Performance and lifficieney. — The testing of the 
efficiency and working capacity of a dynamo, whether work- 
ing as generator or as motor, is a more serious matter, and 
involves both electrical and mechanical measurements. 

In the case of the dynamo generating currents, measure- 
ments must be made (a) of the mechanical input and (h) of 
the electrical output. 

In the case of the motor doing work, measurements must 
be made {a) of the electrical input, and (5) of the mechanical 
output. 

Measurement of Power. — The general methods of measure 
ing the power mechanically are as follows : 

(a.) Indicator Method. — By taking indicator diagrams from 
the steam-engine which supplies the power. 

(6.) Brake Method. — By absorbing the power delivered by 
the machine, at a friction bitike such as that of Prony, Pon- 
celet, Appold, Raffard, or Froude. 

(<?.) Dynamometer Method. — By measuring in a transmis- 
sion dynamometer or ergometer, such as that of Morin, von 
Hefner-Alteneck, Ayrton and Perry, or of F. J. Smith, the 
actual mechanical power of the shaft or belt. 

(cZ.) Balance Method. — By balancing the dynamo or motor 
on its own pivots and making it into its own ergometer. 

(e.) Electrical Method, — By making the motor drive the 
dynamo which supplies it, measuring electrically the work 
given out in the one, or absorbed by the other, and then 
measuring, either mechanically or electrically, the difference. 

(/.) Steam Consumption. — In cases where indicators cannot 
be used (as for example in tests of steam turbines), the weight 
of steam consumed per hour, as measured by feed-water 
supplied to the boiler or by the water from the condenser* 
may be taken as a measure of the gross power. 

(a.) Indicator Method. — The operation of taking an indicator 
diagram of the work of a steam-engine is too well known to 
engineers to need more than a passing reference. It measures 
the gross power imparted thermally to the engine, not the nett 
power given X>y the eoffine to the dynamo. This method is, how* 
ever, not always applicable, for in many cases the steam-engine 
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has to drive other machinery, and heavy shafting for other ma- 
chinery. In such cases the only remedy is to take two sets of 
indicator diagrams, one when the dynamo is at work, the other 
when the dynamo is thrown out of gear, the difference being as* 
sumed to represent the horse-power absorbed by the dynamo. 

(&.) Brake Method. — The friction brake of Prony is well known 
CO engineers, but the same can hardly be said of the more recent 
forms of friction dynamometers. Various improvements have 
been introduced in detail from time to time by Poncelet, Appold, 
and Deprez. In Prony 's method the work is measured by clamping 
a pair of wooden jaws round a pulley on the shaft ; the torque on 
the jaws being measured directly by hanging weights on a pro- 
jecting arm with a sufficient moment to prevent rotation. If p 
is the weight which at a distance I from the centre balances the 
tendency to turn, then the friction force / multiplied by the 
radius r of the pulley will equal p multiplied by L 

This may be written. 

Torque =/r= pi. 



From which it follows that 



r 



If n be the number of revolutions per second^ then 3 ir n is tlie 
number of radians per second, or in other words, the angular 
velocity, for which we use the symbol w, and 2 ^r n r is the linear 
velocity v at the circumference. Now the work per second, or 
power, is the product of the force at the circumference into the 
velocity at the circumference, or 

„ 7 

r 

If p is measured in pounds* weight, and I in feet, then, remem- 
bering that 650 foot-pounds per second go to one horse^power, we 
have, 

horse-power absorbed = \^J^ ; 

550 

or, if p is expressed in grammes* weight, and I in centimetres, it 
must be divided by 7*6 X 10* to bring it to horse-power. 

The latter improvements imported into the Prony brake are of 
great importance. Poncelet added a rigid rod at right angles to 
the lever, and attached the weights at the lower end. Appold 
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substituted for the wooden jaws a steel strap, giving a more\ 
equable friction, and therefore having less tendency to vibration., 
Haffard' substituted a belt differing in breadth, and therefore 
offering a variable coefficient of friction, according to the amount 
wrapped roimd the pulley. Further modifications of this kind 
of brake dynamometer have been made by Professor James 
Thomson, Professor Unwin, M. Carpentier, and by Professors 
Ayrton and Perry. The friction of a turbine wheel was also ap- 
plied as a dynamometer brake by the late W. Froude. Professor 
Alex. B. W. Kennedy has obtained excellent results from the use 
of a rope brake. 

As all these brake dynamometers measure the work by destroy- 
ing it, it will be seen that though they are admirably adapted to 
mecisure the work furnished by a motor, they cannot, except 
indirectly, be applied to mecusure the work supplied to a dynamo. 
Some experience in working with these machines is essential if 
reliable results are to be obtained ; but with the more modem 
forms of instruments, such as those of Poncelet and Raffard, the 
results are very good. The great secret of success is to keep the 
friction surfaces well lubricated with an abundant supply of soap 
and water. 

Probably the most accurate method of measuring power by 
absorbing it is to use as brake a dynamo of high and known effi- 
ciency on a load of lamps, the output being measured by ampere- 
meter and voltmeter. 

(c.) Difwimofmeter Method. — ^The Prony brake was styled above 
a brake dynamometer ; but the true dynamometer for measuring 
transmitted power does not destroy the power which it mea§ures. 
Transmission dynamometers may be divided into two closely al- 
lied categories : those which measure the power transmitted cdong 
a belt, and those which measure power transmitted by a shaft. 

In the case of transmitting power by a belt, the actual force 
which drives is the difference between the pull in the two parts 
of the belt. If F' is the pull in the slack part of the belt before 
reaching the driven pulley, and F the pull in the tight part of the 
belt after leaving the driven pulley, then F — F' represents the 

' For farther accounts of these Instruments the reader is referred to 
Weisbach's Mechanics qf Engineering ; Spons* Dictionary of Engineering, 
Article " Dynamometer *' ; Smithes Work-measuring Machines ; a series of 
articles in the Electrician^ 1883-4, by Mr. Gisbert Eapp ; Proc. Inst, 
Mech. Eng., 18T7, p. 237 (Mr. Froude) ; Rep. Brit, Assoc, 1883 (Prof. 
Unwin) ; Journ. Soc. Telegr.-Eng. and Electr., vol. xli. p. 346 (Profs. 
Ayrton and Perry). See also Official Report of the Electrotechnical Exhi- 
bition of Frankfort, 1S91, for the brake tests made on the turbines at 
XAoffen. 
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nett pull at the circumference, aad (F — F'} X r is the torque T. 
Then if n is the number of revolutions per second the mi g iil ft r 
velocity (^ will be equal to 2 »* n. This gives us as the work per 
second, or power, 

w=wT=/o — 27rnr(F — F). 

As before, if F is expressed in pounds' weight and r in feet, the 
expression must be divided by 550 to bring to horse-power ; or 
must be divided by 7*6 X 10* if the quantities are expressed in 
grammes' weight and centimetres. 

A dynamometer which can be applied to a driving belt, and 
actually measures the difference F — F' in the tight and slack 
parts of the belt, has been designed by von Hefner Alteneck, and 
is commonly known as Siemens' belt dynamometer.^ Other 
forms have been devised by Sir F. J. Bramwell, W. P. Tatham,^ 
W. Froude, T. A. Edison and others. Nearly all of these instru- 
ments introduce additional pulleys into the transmitting system, 
causing additional friction. 

Much more satisfactory are those transmission dynamometers 
which measure the power transmitted by a shaft. In nearly all 
instnmients of this class there is a fixed pulley keyed to the shaft, 
and beside it a loose pulley connected with it by some kind of 
spring arrangement, so set that the elongation or bending of the 
spring measures the angular advance of the one pulley relatively 
to the other ; this angular advance is proportional to the trans- 
mitted torque. To this class cf instrument belongs the well- 
known dynamometer of Morin, in which the displacement of the 
loose pulley is resisted by a straight bar spring, the centre of 
which is attached to the driving shaft. Modifications of the 
Morin instrument have been devised by Easton and Anderson, 
Heinrichs,' Ayrton and Perry,* Murray,* and the Rev. F. J. 
Smith, of the Millard Engineering Laboratory, Oxford. Of the 
last named instrument, a full description and cut were given in 
former editions of this book. 

id.) Balance Method, — With small motors there arises the diffl- 
cmlty that the ordinary means of measuring the work they perform 
introduce relatively large amounts of extraneous friction. The 
motor to be tested is placed with its armature spindle between 

1 One form of the Siemens dynamometer is described by Hopkinson, 
Proc. Innt, Median. Eng., 1879. A more modem form is described by 
Bchroter, Bctyerisches Industrie-und Gewerbeblattf 1883. 

* Jotinu ^anklin Institute^ Nov. 1886. 

s See EngitieeHngy May 2, 1884, and Electrical Review^ April 26, 1884. 

* Journ. Soc Telegr.-Eng. and Electr.^ xiL 163, 1883. » I6id., xvili. 188flL 
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centres, or on friction wheels, and the weight of the field-magnets 
and frame is very carefully balanced with counterpoise weights. 
In Fig. 515, B D represents the field-magnets and frame of the 
motor duly counterpoised, and E is the armature. When the 
current is turned on, the armature tends to rotate in one direction 
and the field-magnets in the other ; the angular reaction being of 
course equal to the angular action. If the reaction which tends 
to drive the field-magnets round be balanced by applying a force 
P (for example that of a spring balance) at the point C of the 
frame A B C D, then the moment of this force, P d, measures the 
torque, exactly as in the Prony brake. Hence it will be seen that 
the motor has become its own dynamometer, the magnetic friction 
between the armature and the field-magnet being substituted for 
the mechanical friction between the pulley and the jaws. A 




Fig. 615.^Rev. F. J. Smith's Method of Testing Motors. 



modification of the balance method, due to Herman Miiller, con- 
sists in swinging the dynamo in a cradle* pendulum fashion, from 
the driving shaft, and estimating the power absorbed by the dis- 
placement from the vertical line. 

M. Marcel Deprez and Professor C. F. Brackett have proposed 
to apply the balance method to dynamos in action. Professor 
Brackett places the dynamo in a sort of cradle, balanced on centres 
that lie in the axis of rotation, and measures the torque between 
the armature and field-magnets, and multiplying this by the 
angular velocity 2^^ n^ obtains the value of the power transmitted 
to the armature. 

All these several dynamometric methods necessitate the use of 
a speed-indicator to count the number of revolutions n, which 
enters as a factor into the calculation of horse-power. The 
number of revolutions jper sec^rnd n being known, the angular 
velocity (.> ^ 2'^ n can be calculated. This only requires to be 
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multiplied by the torque T — P r give the power or work-per* 
second w. And if T is expressed in pound-feet, then, 

horse-power - il!L£l = ^ . 
^ . 550 550 

(«.) Eleetrieal Methods. — There are several varieties of this 
modern method of testing, and they involve the use of two 
or in some cases three machines. Two machines, one to act 
as generator, the other as motor, are connected together both 
electrically and mechanically, so that the power is circulated 
between the two machines, passing from generator to motor 
electrically, and returned from motor to generator mechaui* 
cally. The power given out by the generator machine, and 
that absorbed by the motor, are measured electrically. In 
the original plan of Dr. J. and E. Hopkinson,^ the small 
additional power required to drive the generator was supplied 
by a steam-engine and measured mechanically by a dynamo- 
meter. By thus circulating the power it is possible to test a 
pair of machines at say 500 horse-power each, using only a 50 
horse-power steam-engine. Modifications of this method for 
the purpose of obviating all mechanical measurements have 
been suggested by Lord Rayleigh,* Major Cardew,* whose 
method dates from 1882, M. Menges,* Mr. Ravenshaw* and 
Mr. Swinburne. 

All these methods are far more accurate than the rough 
mechanical methods of earlier date, and each has its ad- 
vantages, but Hopkinson's method requires two similar 
machines, and Cardew's requires three machines, one of which 
must be powerful enough to inin the other two. In Swinburne's 
method the loss of power due to resistance of conductors is 
calculated, and this deducted from the whole loss of power in 
the machine gives the " stray power " made up of losses due 

» Phil. Trans., 1886, ii. 847. See also ElecMcian, xvL 847, 1886 ; and 
Electrical Review, xvili. 207 and 230, 1886. 
« Electrical Review, xviii. 242, 1886. 
> IMd., xix. 464, 1886 ; and Electrician, xvii. 410, 1886; andxzL 275, 1887. 

* Electrician, xvl. 371, 1886. 

» Electrical Retiew, xix. 424 and 437, 1886. 

• Ibid xxl., 181 and 215, 1887. 
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to eddy-currents, friction and magnetic hysteresis, which are 
thus measured together. This stray power is determined by 
using the machine as a motor, the field-magnets being sepa- 
rately excited so that the armature has the same magnetic 
induction as at full load, the electromotive-force applied to it 
being such as to drive it at its normal speed. Only a small 
genei-ating dynamo is required to furnish the current for this. 
When matters are so arranged that the machine to be tested 
runs at its normal speed, the power used in driving the 
machines (which is measured electrically by taking readings 
of the volts on the armature and the amperes flowing through 
it, and multiplying up) is equal to the stray power at full load. 

An example may be nseful. Snppose we have to test a large 60 kilowatt 
Hhmit-woand dynamo, giving 500 amperes at 100 volts at 720 reyolntions per 
aiinute, and that ta = 0*006 ohm, and r« = 12 ohms, the lost amperes will be 
too -r 12 = 8*5, total current say 508 amperes; hence lost volts 508 X 0*006 
= 3 volte ; whence E = 103 volte. Watte lost in armature = 508 X 508 X 0*006 
= 1548 . Watts lost In shunt coil = 100 X 100 -f- 12 = 833. Now arrange any 
small d3rnamo, of say 2 H.P., to give out current at 103 volte; and from this 
run the large dynamo that is to be tested, as a motor, with no other load than 
its own friction, hysteresis and eddy-currente. It will run under 720 revolu- 
tions, since with such small current its armature produces no demagnetizing 
action to quicken it up. Therefore add some resistance to ite shunt till it 
comes up to speed. Then measure the current it is taking; this multiplied 
by £ gives the stray power. Suppose it takes 9 amperes, then the stray 
power is 103 X ^ = ^7 watts. We may at once reckon out the efficiencies. 
The losses now known are 1548 + 833 + 927 = 3308. Add this to the 50,000 
watts of nett output, and we get the gross output 53,308. Hence we have 
the foUowing : — 

Gross efficiency = 5?^ » 98*3 per cent. 

53308 

Electrical efficiency - ^? » 95*5 " 

Kett efficiency - 55^ = 93*8 " 

53308 

Mr. Kapp * has devised a method of testing which permits 
the commercial or nett efficiency to be determined electrically 
with far higher accuracy than is possible with any mechanical 
dynamometer. It requires two machines of nearly equal power, 
one G to run as generator, the other M as motor, together with 
a small auxiliary machine X of normal voltage, to which the 

> See EUctTxcal Engineer^ Jan. 22, 1892, and Electrician^ July 5, 1895, 310. 
Vol, 4— X 
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other two are coupled in parallel, Fig. 516. The armatures of 
O and M must also be coupled together mechanically, and the 
field of M must be weakened by use of a rheostat, so that it 
may run as a motor. X gives the current necessary for excit- 
ing and for making up the difference between the currents in 
O and M. Insert an amperemeter from one brush of G to one 
of M to measure the current. Take a reading of the 6 
current when the auxiliary current is led in on the right, and 
another reading of the M current when the auxiliary current 
is led to the left. As the volts are the same in each case, 
the ratio of the two currents is the efficiency of the combina- 
tion of the two machines ; and the square root of the ratio of 
tba two readings is the efficiency of either machine. 




FlQ. 516.— KaPP'S l^lETHOD OP TESHNO EFFICEENCnr. 



Testing Separate Losses. — In the preceding paragraph no 
distinction was made between the three sources of loss which 
^o to make up the stray power, namely, friction, eddy-currents 
and hysteresis. It was indeed possible to separate the eddy- 
current loss from the others by making experiments at 
-different speeds,^ because the eddy-current loss increases pro- 
portionately to the square of the speed, whilst the other losses 
are approximately proportional simply to the speed. The 
power thus wasted was given to the armature by a motor 
and measured electrically. In 1891, a method of separating 
these losses was independently published by Eapp' and 

^ Jaum. Imt, Electrical Engineers^ zvUL 620, ISSd. 
* The Electrician, xxvi. 690, 189L 



Testing Dynamos and Motors. 



761 



fay Housman.^ From the latter's paper is taken Fig. 617* 
which shows the method adopted by both these engineers. 
The method is as follows : — Let the field-magnet be separately 
excited to a constant value. Then measure the currents 
required to run the armature as a motor with no load at 
different speeds, by using different volts. The results when 
plotted out as a curve give a straight line A B, Fig. 517, cut- 
ing the axis of current above the origin. A horizontal line 
A D, through A, divides the ordinates, such as C B, into two 
parts ; one C D, which represents the losses that are propoi^ 






rouccm/r-ciMTMilA. 



HysUresiM 



Bearing FricUmL- 



VoUb m Armaturt. 
(X Speed- wUk ^ivMi JUfd. 




H 



Fta. 617.— Sepabahqn of Losses in DYKAxa 



tional to speed ; and another D B which represents those that 
are proportional to the square of the speed. To separate fric- 
tion of bearings and brushes, the armature should be coupled 
direct to another similar machine, the latter running without 
excitation of magnets, when the increase of current needed to 
drive will give a measure of frictional loss, and from this the 
lines E F and G H may be plotted out. If a second set of 
observations are made with a field of different strength, a 
second line A' B' will be obtained, which will be above or 

1 2Md., xxvi. 700, 1891; also Journ^ Inst. EUeiHeal Engineere, xz. 806| 
1891. 
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below A B, according to whether the change of field has in^ 
oreased or diminished the total losses. The minimum total 
loss usually occurs with an excitation that makes the flux« 
density B i^ the armature about 15,000 or 16,000 ; for when 
the excitation is pushed further, not only does hysteresis 
become much greater, but the eddy-currents in shaft and pulley 
due to the leakage of magnetic lines are greater. If the line 
A B curves upwards at the higher values, it shows that the 
eddy-currents in the armature are producing perceptible 
demagnetization. 

Testing of Combined Plant, — It is usual to specify for com- 
bined plant that the efficiency of the combined engine and 
dynamo taken together, on a run of several houi*s at full load, 
shall reach some prescribed figure ; and that the steam 
consumption per kilowatt-hour of output shall also not 
exceed a given limit. The requirements of British consult 
ing engineers have been for many years exacting, with the 
result that manufacturers and contractors ^ have attained to 
exceedingly high efficiencies. 

As an example of tests of a continuous-current combined 
plant we may take those made by Professor A. B. W. 
Kennedy in May 1893, at Thames Ditton, of a 128 kilowatt 
shunt-wound dynamo by Holmes & Co., direct driven from a 
two-crank compound Willans engine (condensing) at 335 revo- 
lutions per minute. During a six hours* run with a load of 
1010 amperes at 120 volts (or 121'5 kilowatts, or 162-8 horse- 
power electrical output), steam was being used at 3314 lbs. 
per hour, or 27*3 lbs. per kilowatt hour, or 20-3 lbs. per horse- 
power hour, of the nett electrical output. The internal horse- 
power during same time, as measured with indicators, was 
190*2, giving an efficiency of 85'6 per cent. The steam used 
per horse-power indicated was 17*4 lbs. The rise of tempera- 
ture at the end of the run was found to be 40^ 0. above that of 
the surrounding air. Tests were made also at |, J and | load, 
also when the dynamo was run on open circuit, excited and 
unexcited, and when the engine was run alone uncoupled. 

^ See a remarkable paper by Mr. R. £. Crompton, Proc. InaL CfltU 
XngineerSf voL cvL 189i« 
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The results are plotted out in the accompanying diagram. Fig, 
618. When worked out in detail it appears from these tests 
that the efficiency of the engine by itself is 89*5 per cent* : 
that of the dynamo by itself 95*6 per cent. 

The elaborate tests of Pai'sons' steam turbine (p. 625), 
made by Professor Ewing in 1892 showed a steam consump- 
tion of 27 to 28 lbs. per kilowatt hour at full load, and of 30 
to 32 lbs. per kilowatt hour at half load ; still higher results 
being claimed for the recent steam turbines of larger size. 



liP.l>0 




To ^40 m~ ie 100 i» !«• m»k.hTp 
Fio. 618.— Test of Holbces-Willaks Combined Plant (Kennedy) 



An elaborate arrangement of speed-cones for dynamo-testing, designed 
by Prof. Ayrton, is described in Industries, June 22, 1888. For detailed 
accounts of tests on dynamos the reader is referred to the foUowing 
sources -.--Report of Committee of Franklin Institution, 1878 ; Official 
Report of Munich Electric Exhibition, 1882 ». also Prof. W. G. Adams' 
Inaugural Address, Journal of Society of Telegraph- Engineers and 
Electricians, xiv. 4, 18^5; also Reports of Electrical Exhibition at 
Philadelphia, 1884, published in Journal of the Franklin Institu- 
tion, 1885 ; tests ot arc-lighting dynamos at Melbourne Exhibition, by 
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EL L. Murray, JowmaX Institution EUctricdl Engineers^ xvvL, 1889; teste 
of dynamos (Desioziers, Edison, Gramme, &c.) at Fftris Exhibition of 
1889, by A. Minet, La LumUre tHectrique^ zxxv. 1889 ; tests on Stanley 
Aro Alternator by Duncan and Hassen, Electrician^ xxvL, Jan. 1891 ; 
tests of a Qoolden dynamo and WiUans engine, separating the loases, tb. 
zxyI. p. 86. 1890 ; tests of aWenstrdmdynamo, separating the loases, by 
Duncan, Electrical Review, xxvL 116, Jan. 1890 ; papers on Oauses of 
Losses, by HummeU in Elektrotechnische Zeitschrift^ vUL 1887, and xiL 
1891. At the Frankfort Exhibition of 1891 , very careful tests were made 
of numerous machines under very favorable conditions. These are 
detailed in the second volume of the Official R^^ort^ pobifahed at 
Ftankfort in 189&. 
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CHAPTER XXXI. 

MANAGEMENT OF DYNAMOS. 

This chapter is devoted to three topics : — (1) The coupling oC 
two or more dynamos. (2) General instructions in use of dyni^ 
mos. (3) The diseases of dynamos. 

On Ck)UPiJNa Two or Mors Dnr amos in One Circi7IT. 

It is sometimes needful to couple two or more dynamos together 
so that they may supply to a circuit a larger quantity of electric 
energy than either could do singly. Thus it may occur that two 
dynamos, neither of which can safely carry a greater current 
than 1000 amperes, are required to supply jointly a 2000-amx)erd 
current : or two machines, each of which can nm at 60 volts, 
are required to furnish an electromotive-force of 120 volts. Sin^ 
pie as these cases may seem, it is not so easy to carry them out,, 
because it depends upon the construction of the machine, and 
especially upon the mode of excitation of the fieLd magnets^ 
whether they can be coupled together without interfering witb 
each other^s running. For it may, and does, occur that if no4» 
rightly arranged, one machine will absorb energy from the other 
and be driven as a motor instead of adding anything to the 
energy of the circuit. 

Cknupling Continuous-current Machines in Series. — Series- 
wound dynamos may be united in series with gdb another for the 
purpose of doubling the electromotive-force. Thus two Brusb 
machines, each working at 10 amperes, and each capable of 
working 6 arc-lamps, may be joined in one circuit with 12 arc- 
lamps in series. The only needful precaution is to see that 
the + terminal of one machine is joined to the — terminal of 
the other, precisely as with cells of the battery. Shunt- 
wound dynamos may also be coupled in series, though the 
arrangement is not good unless the two shunt coils are also put 
in series with one another, so as to form one long shunt acroee 
the circuit. Compound- wound dynamos may be connected in 
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series with one another, provided the shunt parts of the two are 
connected as a single shunt, which may extend simply across the 
two armatures (double short-shunt), or may be a shunt to the 
external circuit (double long-shunt), or may be a mixture of long 
and short shunt. The same considerations apply to more thar 
two machines. The coupling of alternate-current dynamos if 
considered in Chapter XXIV. 

Coupling Dynamos in Parallel, — Dynamos, to run well in par- 
allel without any special coupling devices, should have a falling 
characteristic (see p. 212), for if the characteristic rises, then the 
machine yielding the greatest share of the current will have ita 
electromotive-force increased thereby and will yield more and 
more current until it takes all the load and drives the other 
machines as motors. If, on the other hand, the electromotive- 
force falls with an increase of current the load is automatic€dly 
divided between the machines. It is, of course, possible for 
a machine to have a rising characteristic when run at a perfectly 
constant speed, and yet through the slowing of the engines with 
increased load the characteristic of the combined plant may be a 
falling one. In such a case, where each dynamo is driven by a 
separate engine parallel working would be possible.^ 

Simple shunt machines always have a falling characteristic and 
therefore there is no great difficulty in running them in parallel, 
as indeed is done on a large scale every day in central lighting 
stations. The chief precaution to be taken is that, whenever an 
additional dynamo has to be switched into circuit, its field must be 
turned on, and it must be run at full speed before its armature is 
switched into connection with the mains, otherwise the current 
from the mains will flow back through it and overpower the 
driving force.* 

Two series dynamos cannot be coupled in parallel in a circuit 
without a slight rearrangement, otherwise they interfere. For, 
suppose one of them to fall a little in speed, so that the electro- 
motive-force of one machine is higher than that of the other 
machine with which it is in parallel, the machine having the 
higher electromotive-force will then drive a current in the wrong 
direction through the other machine, reversing the polarity of its 

* Sayers, Joum. Inst. Elec, Engs., xxiv. 137, 1895. 

* See Burstyn, in the Zeitschrift fur angewandte Elecktricitatslehre, 
1881, p. 339, also Scbellen (2d edition), p. 717 ; Ledeboer, in La Lumi^e 
^lectriquCy xxvl. 210, 1887 ; Meylan, in La LumVere iSlectrique, xxvl. 379, 
1887 ; and Fenssner, in Zeitschrift fur Elektrotecknik, 1887, 108 ; also 
Prof. Puffer in Technology Quarterly, v. 380, 1893. See also the special 
mode devised by S. S. Wheeler, U. S. Patent, No. 335,048 of 1886. 
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field-magnetB and driving it as a motor. To obviate this, 
Gramme made the suggestion that the machines should be 
coupled in parallel at the brushes as well as at the terminals. 
This is shown in Fig. 519^ The terminals Ti Ti of one machine 
are respectively joined to T2 Ts of the second machine, and a 
third wire joins Bi with B,. Triple- 
pole switches are convenient. If ^^^ 
both machines are doing precisely ^^^Ai vSS IOOQQ^ t 
equal work, there will be no current ^w^l 
through the wire Bi Bj. If either 
machine fsdls behind, part of the cur- 
rent from the other machine will 
flow through Bi B^ and help to main- 
tain the excitement of the magnets V..— . 
of the weaker machine. This effect- 
ually prevents reversals. Another Fi». 519 -<^ocplino op 
J. ^ c y A. Two Series Dynamos 
method of couphng two series ma- ,^rT>*».,r™T 
v.- '4. u * ti. 4.V IN Parallel. 
chines is to cause each to excite the 

other's field magnetism. This equal- 
izes the work between the two machines. 

Coupling of Compound Dynamos in Parallel. — In working 
compound dynamo machines in x>arallel circuit, some difficulty 
has been found, on account of their tendency to behave in the 
same manner as series-wound machines. Mr. Mordey first 
pointed out that the difficulty might be overcome by connecting 
the parallel machines in such a way that not only are the shunt 
portions of the field magnets in parallel circuit, but the series 
circuits of the field magnets are also a shunt on one another ; in 
other words, by connecting the brushes, as well as the terminals, 
in parallel circuit, precisely as Gramme has done for series- 
wound machines. 

In Fig. 620, Ai A, are the armatures of two compound dyna- 
mos, Ti Ti and T, % are the terminals ; the wire Bi B, acting in 
conjunction with the lead T^ T, on the left, puts the armatures in 
parallel. The dynamos should each be furnished with a switch 
s in the shunt circuit ; they should each also have a switch m in 
their main circuit between the armature part and the point 
where the shunt circuit joins on, so that the armature part may 
be interrupted without interrupting the shunt circuit. The con- 
necting wire from brush to brush, which should be at least as 
thick as the mains, should also be furnished with a switch z. 
suppose dynamo No. 1 is at work alone, its two switches a wi,, 
wUl be closed. If, now, dynamo No. 2 is to be thrown in, the 
following order must be observed. First get up the speed of 
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No. 2 to its full value, then cloae «», then z ; this will fully excite 
CtB magnetism ; lastly, close m^ When Na 2 has to he thrown 
out of circuit the order must be exactly reversed : first open 
Mt ; then z ; then ^ ; lastly, slow down the machine. A special 
combinationHSwitch, which will perform these successive opera- 
tions in their proper order, is desirable. 

When compoimd dynamos are connected in this way,^ they 
work quite satisfactorily, and exercise a considerable power of 
mutual adjustment ; for any increase in the current from one 
machine is divided equally among the series coils and does not 
raise the electromotive-force of <me machine more than another. 




<{) ({) LAMPS V Y 9 T 



Fig. 020.— CouFLiNa of Two Comfoxtnd Dtnamos in PARAiiUEL. 

Not only does this control exist with similar compound dyna- 
mosy but it may be relied on when the dynamos are unlike in 
fliie, power and speed. For instance, large and pow^ul ma- 
chines may be worked in parallel circuit with smaller machines 
of various powers, and each will do its proper share of the work. 
Tlie resistance of the series coil of each machine must, in this 
ease, be adjusted so that the division of the current among the 
ooils is in proportion to the powers of the machines. If the 
swit<di z is permanently kept closed the effect is to make tiie 
excitation of the field of all the machines depend upon the total 

* The method proposed by M. Ledeboer In Xa Xtaiii^re tfectrique, zxri 
810, 1887, is practically identical with the above. 



Management of Dynamos. 769 

output of the station, and thus it is possible to compensate for a 
drop in volts which takes place in the mains. 

The usual practice in English central stations, supplying oon- 
tinuous current is to employ simple shunt dynamos regulated by 
hand. 

The parallel running of alternate-current dynamos is ooosid- 
ered in Chapter XXIY. 

General Instructions in Use of Dynamos. 

Position of Dynamo. — The place chosen should be dry, free 
from dust and preferably where a cool current of air can be had. 
It should allow sufficient room for a belt of proper length, unless 
the dynamo is direct-driven. 

Foundations. — It is most importamt to secure good foundationa 
for every dynamo ; and if the dynamo is direct^riven, bat is 
not on the same bed-plate as the engine, a foundation large 
enough for both together should be laid down. Stone or concrete 
nay be used, or brick built with cement, having a large thick 
stone bedded at the top. For small dynamos the holding-^own 
bolts may be set with lead or sulphur in holes in the stone top ; 
but for large dynamos the bolts should be long enough to pass 
right down to the bottom, where they should be secured into iroo 
plates built in. If long holes are left in the foundations for the 
holding-down bolts, they should be filled in with thin cement 
after the latter have been put in place. 

Sliding BcUls, — All belt-driven dynamos ought to be provided 
with tightening gear to take up the slack. If the dynamo is not 
provided with sliding rails under its bed-plate, and tightening 
screws, the less desirable method of employing a tenting pull^, 
as in Plate IX., may be used. In any case the bed for the 
dynamo must be quite level, and its shaft set properly pa«*lM 
with the driving pulley. 

Setting up. — Before setting up any dynamo or motor which has 
been long unused, or has been exposed to changes of filinm ie^ 
it should be kept for a few days in a warm and dry place. SVht 
the insulation materials are liable to absorb damp that can only 
be slowly dried out. Nothing is more likely to cause a break- 
down than to attempt to run a machine that is not thoronc^ily 
dry. 

Before fiNtortfnflr.— Examine the dynamo before it is set nuunng 
tor the first time. Bemove caps of bearings and clean them and 
ttie journals. Replace them, but do not screw up too tightly. 
See that lubricators are filled, and the drip properly adjusted* 
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Where the bearings are self-oiling see that the oiling ring works 
properly. Use ccypper oil-cans. Turn the armature round by 
hand to see that nothing catches and no loose wires or waste are 
adhering to it. Clean up the commutator with the finest glass- 
paper, and note carefully that no dirt or copper-dust is lodged 
between the bars of the commutator. A stiff dry hog-brush will 
be useful here. See that the brush-holders work rightly, and 
the hold-off catches, if any, are in order. See that each brush is 
properly trimmed (i. e. filed off at the proper bevel at the ends. 
Some makers provide a special tool to guide the file at the proper 
angle). Adjust the brushes, first, by clamping them very firmly 
in their holders, so that they protrude to the proper length. 
For this purpose many makers provide a holder with a pointer, 
as at P on Plate III.) Adjust them, secondly, so that they bear 
with a moderate but firm pressure on the commutator. See, 
thirdly, that when so pressing, they bear in the right positions. 
For 2-pole dynamos the brushes should bear on precisely oppo* 
site bars of the commutator. For 4-pole dynamos they bear on 
bars that are a quarter of the circumference apart. (It is cus- 
tomary for makers to mark two of the commutator bars with a 
centre-punch so that this adjustment may be verified.) If there 
are two or more positive brushes abreast, try to arrange them so 
that the gaps between them are opposite the negative brushes so 
that the commutator will wear evenly. (It is well to shift th3 
position of the brushes longitudinally from time to time.) Then, 
having verified these adjustments, remove all spanners and 
loose pieces of iron from the vicinity of the field-magnets. If 
there is any fear of the dynamo being started in the wrong direc- 
tion, it is well that the brushes should be only lowered after 
starting. The current should always be turned off before the 
brushes are raised, otherwise a destructive spark will spoil the 
commutator. 

It is necessary that carbon brushes should be very carefully 
fitted to the curvature of the commutator. One way of doing 
this is to paste round the commutator a strip of fine glass-paper 
and run the dynamo with the brushes in their normal position, 
until the ends are worn down to the right shape. Carbon brushes 
upon the whole give less trouble than copper brushes, as they 
do not wear the commutator so much nor do they spark so 
readily. A carbon brush should be free from the slightest suspi- 
cion of a crack or flaw, and a ** glass-hard " corner should not 
be allowed to come in contact with the commutator. 

The brushes being adjusted and lubricators filled, see that the 
connections are right, and the terminals tightly screwed down. 
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Bring the machine up to speed slowly, keeping a sharp look-out 
for anything that may be wrong, and be ready to slow down at 
any instant. Do not raise a brush without having turned off the 
current unless there are two or more brushes side by side. If the 
machine is shunt-wound it will at once excite itself, though the 
main switch is still open. If the dynamo is for supplying glow- 
lamps, do not on any account turn on the main switch until you 
see whether the machine is giving the right volts, or you may 
ruin all your lamps. For if the speed is too high, the volts may 
be too high. A pilot lamp or a voltmeter will tell you if all is 
right. Then, before you turn on the main switch, observe the 
brushes to see if there is any sparking. If there is any sign of 
sparks, rock the brushes forward or backward till a sparkless 
place is found. Not until then should the main switch be turned 
and the lamps lit. 

Daily Attention. — It is of the utmost importance to keep a 
dynamo scrupulously clean. A cotton rag should be used in 
preference to waste, as the latter leaves loose ends sticking to 
parts where it is objectionable. An air-blast is used by the 
Westinghouse Co. for getting rid of dust. Besides daily lubrica- 
tion, attention must be given to the brushes to see if they require 
to be fed forward or trimmed. The conunutator should not be 
oiled, but only wiped with a clean oily rag or a piece of cotton 
cloth {not waste) smeared with vaseline. (This reservation does 
not apply to arc-light dynamos with special commutators with 
wide air-gaps, which may be oiled freely.) Do not let the oil 
creep on parts that do not require it. Oil ii^ apt to spoil the in- 
sulating materials by rotting the varnish, and affording a lodg- 
ment for dirt cmd for the fine copper dust that flies from the 
brushes. Also, if oil gets to the commutator it will char under 
the brushes, forming a carbonaceous film between the commu- 
tator bars, inviting a short-circuit. This fault is less likely to 
occur when mica-insulation is used than when asbestos or paper 
is employed. It has been observed that the brushes wear and heat 
unequally : the positive brush wearing faster than the negative. 
But this is unimportant. If there is solder on the brushes, 
care should be taken that the soldered part should never be used 
for contact on the commutator ; it will set up flashing sparks. 

If the dynamo is driven from heavy shafting, so that there is 
no risk of turning backwards at starting or stopping, then the 
brushes may always be left down on the commutator. Many 
dynamos will spark at full load unless the brushes are rocked 
forward beyond the point that gave sparkless running on open 
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circuit. Sparkless running is a vital matter if the commutator 
IB to fast long. The attendant cannot be too strongly impressed 
with the necessity of proper care on this matter. A well-designed 
modem dynamo, if properly attended to, will soon acquire a 
beautiful dark-polished surface on its commutator. But the 
commutator, even of a good machine, may be ruined in a few 
hours by careless or ignorant handling. If the brushes press too 
heavily it will become scored or ploughed up. If they press too 
lightly, or if there is vibration that causes them to jump, or if 
they are allowed to spark, the conmiutator will be worn away in 
patches at the edges of some of the bars, and lose its cylindricity 
of outline. The only remedy in this case is to carefully turn it 
or file it down true ; this should occur very rarely. 

In central stations, and in all cases where reliability of supply 
is imperative, the insulation should be tested throughout the 
machine every day. If the insulation resistance of any part has 
seriously fallen (even though it may still seem sufficiently great) 
the machine should not be started until the cause has been 
ascertained and removed. A daily insulation test gives very 
good indication of the dryness and cleanliness of the machine. 

Diseases of Dynamos. ^ 

At least four-fifths cf the mishaps and break-downs that occur 
with dynamos arise from causes more strictly within the prov- 
ince of the engineer than in that of the electrician. On the other 
hand, many of the mechanical faults that develop themselves in 
the machine might have been avoided had the engineer been pos- 
sessed of a better knowledge of the electric and magnetic condi- 
tions which obtain in the running of the machine. It is not often 
nowadays that armatures fly to pieces. That disaster has sel- 
dom occurred since good engineers took in hand the construction 
of dynamos. The points which it is difficult for the ordinary 
engineer to grasp are the mechanical stresses on the copper con- 
ductors due to the magnetic field, and the necessity throughout 
of preserving proper insuLition. All insulation being mechan- 
ically bad, he is apt, in attempting to give mechanical strength, 
to use the insulating materials iu some way that vitiates their 

^ See paper by the author in Electrician^ xx. 82, 1887 ; see also articles in 
Xieetrcteehniache Zeitachrift, xl. 186, ICQO ; Electrical Worlds xiv. 90, 
184, and xvill. 383, 1891 ; Crocker and Wheeler, Practical Management of 
I^ifnamoti and Motors (Van Nostrand, New York) ; Lummls-Paterson, 
Mmkagement of Dynamos (Crosby Lock wood and Son, London) ; Parkhonti 
^IMieases of Dynamos," 2Van«, Amer, Inst. Elec. Eng.^ 1894. 
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adequacy. For want of full electrical information he may apply 
the insulation in an erroneous manner and produce a dynamo 
which will break down under the severe conditions of actual 
work. 

Burning-out of Armatures. — ^Single ooils of an armature some- 
times get heated to redness and burn the insulation. Sometimes 
a whole armature will become overheated, producing a general 
charring. The latter case happens more often to the armatures of 
motors than to those of dynamos. For if any excessive current is 
drawn by accident from a dynamo, the torque on the armature 
will generally become so great as to throw oft the belt or pull up 
the engine. Whereas, with a motor, if the armature is jammed 
so that it cannot turn, an enormous current will continue to flow 
through it if the supply be not cut off. 

Short-circuits in Armatures. — A short-circuit in the armature is 
usually first brought to notice by the smell of burning varnish. 
The machine should be shut down at once, and the armature felt 
all over with the hand. The short-circuited windings can generally 
be detected by their high temperature, even if the varnish is not 
visibly frizzled. If the greater part of the armature is short-cir- 
cuited the fault is not so easily located by the rise in temperature. 
If an independent source of current is available a very good plan 
is to pass a strong current between two opposite bars of the com- 
mutator, and compare the drop in potential between the different 
pairs of bars. An intelligent application of Ohm's law will generally 
lead to the discovery of the fault or faults. For instance, we know 
that if the armature is perfectly sound the fall in potential on each 
side of theleading-in point will be the same, so that a galvanometer 
whose terminals are attached to commutator bars at equal distances 
on each side of the leading-in point will show little or no deflection. 
As one passes from bar to bar the occurrence of a great deflection 
will immediately point to a want of symmetry at that point. 
The cases that might arise arc so numerous that it would be 
useless to attempt an exposidcn of all of them. The experi- 
menter must trust to his previous electrical trsuning and the ap- 
plication of common sense. Where there are faults to the iron- 
work of the armature a current may be passed from one of the 
<;ommutator bctrs to the ironwork, and a similar investigation 
made of the drop in potential between different bars. Another 
method is to connect all the bars of the commutator together by 
winding wire round it and then passing a current from this wire 
to the ironwork. The armature will become magnetized, the 
poles being in the vicinity of the faults. 
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A short-circuit between an imperfectly insulated wire and the 
iron core beneath it is a fruitful source of trouble. Not that any 
one such contact can of itself produce any effect : but that if thei*e 
is one such contact, then, if a fault occurs anywhere in the lamp 
circuit, there will at once be developed a serious leak through 
earth. Also the risk of shock to persons casually touching any 
part of the circuit is greater if there is any single fault in the 
dynamo. Some firms— chiefly American * — prescribe that the 
dynamo-frame itself should be insulated from the ground. The 
author's experience leads him to prescribe that the framework of 
the dynamo should, on the contrary, be carefully connected to 
earth. If this is done, the risk of accident to attendants — which 
is considerable in the case of high-voltage machines insulated 
from their bed — is reduced to a minimum. A contact between 
an armature conductor and the iron core may occur because of 
the iron laminae becoming loose and wearing through the layers 
of insulation. If the insulation is not waterproof and has got 
wet, it may break down when the machine is run. Sometimes 
armatures are destroyed by the burning of the insulation, by the 
overheating, not of the conductors, but of the iron core. In such 
cases the core has not been properly laminated. The burning of 
binding wires, which occasionally occurs, is due to want of com- 
pliance with the sufficient and necessary electrical conditions. 

Being pieces of running machinery, dynamos are liable, as all 
engines are, to heating of bearings, if proper attention is not paid 
to lubrication and to the avoidance of needless dirt. 

Fracture of Connections, — This most annoying fault — the 
fracture of the connecting pieces which lead down from the 
armature conductors to the bars of the commutator — appears to 
be partly mechanical and partly electrical. These connecting 
pieces pass through a partial magnetic field, and they carry at 
times strong currents, which are reversed twice in each revo- 
lution. Hence they are each racked by lateral forces as they 
rotate, and this incessantly repeated breaks them oft at last. The 
cure is either to make them mechanically very strong, or of 
stranded material, or to arrange that they shall lie outside the 
waste field. 

Disconnections in Armature. — Sometimes a disconnection oc- 
curs where the armature conductors or windings are coupled up 
or connected down to the commutator. The evidence of this is (i.) a 

« The lightning-arresters used on many dynamos in the States are them- 
selves a source of mishaps. If the dynamo-frame is properly earthed there 
is no need of a lightning-arrester on the dynamo. Efficient lightning- 
arresters should be fixed outside the dynamo-house where the overhead 
circuit enters it. 
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sparking that cannot be stopped by rocking the brushes forward 
or backward, and (ii.) one or more of the bars of the commutator 
appearing as if burned at the edge. One way ^ of finding the 
location of such a fault is to run the dynamo very slowly on short- 
circuit. Then after a few minutes' run stop the machine and see 
if any of the joints of the connectors are hot ; this will indicate 
a partial disconnection. If any entire coil is found to be hot, that 
is evidence not of a disconnection, but of a short-circuit. Any 
disconnected coil in an armature is very easily found by the fall 
in potential method mentioned above. If the fault cannot be 
remedied at once, and it is necessary to run the machine, the bar 
belonging to the faulty coil may be connected to the succeeding 
bar by a blob of solder to stop the excessive sparking and preserve 
the continuity of the armature. 

Flats in the Commutator. — Occasionally one of the commutator 
segments will become burned away or worn down to a lower 
level than the rest, or two adjacent bars may be similarly affected, 
causing a flat part on the cylindrical surface. Various suggestions 
have been offered to explain the origin of flats. If one of the 
bars was of unusually soft copper it might wear away faster ; but 
the occurrence is unlikely. A partial disconnection in the ar- 
mature at the part connected to the particular bar of the com- 
mutator will give rise to a spark here at every half-revolution, 
80 biting away this bar. Flats have been noticed also to spread 
along the bar from a flaw at one spot. 

Another undoubted cause of flats is a mechanically weak or 
defective means of driving. If an armature, attached by a three- 
legged spider, is mounted on a weak shaft that bends, it is pos- 
sible that periodic vibrations may occur which will cause the 
brushes to jump and set up sparks at definite points around the 
commutator. With well-constructed armatures, well-balanced 
and running without vibration, there is little fear of flats if the 
pressure of the brushes is sufficient. Whenever a bar of the 
commutator shows signs of burning along its edge, steps should 
at once be taken to prevent the development of a flat. A flne 
flle should be applied to smooth the surface of the commutator 
in the neighborhood of the threatened spot. Or, if need be, the 

^ Another way, applicable only to drum armatures, is due to Loomis 
(Electrical Engineer, New York, December 1891), and consists in holding 
the armature by hand and slowly turning it round against the torque while 
supplied with a current from some external source. If a position is found 
where it is easier lo turn, it is clear that in this position the disconnection 
stops part of the current, so that the fault can at once be found by tracing 
the connectors which run from those bars of the comniutaior which are at 
the bnishes in this position. 
Vol. 4— y 
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commutator should be very slightly turned down. A narrow 
tool should be used for this purpose, so as not to drag the copper, 
and the surface should be polished with very fine glass paper and 
examined to see that at no spot has the thin strip of mica been 
bridged over by a burr at the edge of any of the bars. 

Fautis in Fidd-nMgnet CoiJs.— Sometimes faults occur in field- 
magnet coils. These may be of two kinds — disconnections or 
short-circuits. When there is a disconnection the machine will 
probably refuse to excite itself. To make sure, the suspected 
coil should be disconnected at the ends and tested. A cell of 
Leclanch^ battery and a simple detector galvanometer, or, failing 
this, a common electric bell, will suffice to prove whether the wire is 
continuous. If the frames on which the coils are wound are loose, 
the resulting vibration may cause the leading-out ends of the 
wires to snap, perhaps at some point below the surface which can 
only be I'eached by unwinding the coil. A short-circuit between 
any two of the windings will have the effect of keeping the short- 
circuited part cool whilst the rest of the coils are hot. In a shunt 
coil, short-circuiting some of the windings causes the rest to 
overheat dangerously. A shoiircircuit may arise between the 
frames or cores and the coils, and may be also tested for by 
electric bell or detector as above. If there is a single contact 
fault of this sort between coils and ironwork in the field-magnet, 
then a single fault at any other point — ^armature, commutator, 
brushes, terminals or circuit — ^may work dire disaster. 

Dynamo fails to excite. — If a dynamo fails to excite, the first 
thing to do is to thoroughly overhaul all the connections, par- 
ticular attention being paid to the direction in which the current 
should circulate round the field-magnet coils : see that the 
brushes are in their proper position and are making good contact, 
and that the external circuit is open if the machine is shunt- wound, 
and closed if series- wound. If the dynamo still refuses to excite, 
lift the brushes and excite the field from some independent source, 
care being taken to give it the right polarity having regard to the 
direction of rotation and the manner in which it is connected up. In 
doing this it will be seen whether there is any break in field-circuit. 

Faults of Alternators, — Alternators are liable to faults of special 
kinds. Sometimes they show a regular pulsating fiicker, timed 
exactly to the revolutions of the armature. This can only be due 
to some double inequality. If one pair of poles of the field-magnet 
is weaker than the rest, and one of the armature coils is defective, 
then when these come together in position once in each revolution 
the current may show a momentary drop. Alternators are 
usually made for high voltage, and are therefore liable to faults 
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of insulation that might not occur in low-voltage machines. If 
the two collecting rings are side by side on the shaft, a spark — 
or rather arc — may spring over from one to the other unless a 
high projecting washer of ebonite is interposed. The field-magnet 
is necessarily brought into proximity with conductors differing 
greatly in potential, and great care is required to prevent these 
being short-circuited by arcs between them and the pole-pieces. 
The peculiar racking action of the alternating current on the 
armature coils (see p. 572) is responsible for many failures in this 
class of machine. 

Vibration and Noise. — Excessive vibration can only be due to 
want of proper balance in the rotating part. Vibration of a kind 
that may, nevertheless, be disastrous to the dynamo, racking its 
conductors, pounding its insulation to dust and causing the 
brushes to jump and spark, may be occasioned, even in a well- 
balanced machine, if it is not firmly secured to a proper foundation. 
Continuous-current machines should run practically silently ; 
the belt will make far more noise than any part of the dynamo. 
Alternators do not usually run silently, for the coils of all disk 
armatures churn the air between the poles. If the iron cores of 
the armature part are subjected to too severe a cycle of magnet- 
ization they will emit a loud humming sound, which cannot be 
cured except by using the machine at a lower degree of excitation, 
being a defect of design. Once the author came across a remark- 
able case of an alternator which emitted a sustained howling 
sound of piercing loudness. The cause In this case was the ac- 
cidental coincidence between the number of alternations and the 
natural vibration periods of some of the solid iron parts. It was 
cured by re<fitting the iron parts so as to alter the fulcrum from 
which the parts could vibrate. 



APx^ENDIX A. 
ON WIRES. 

On p. 369 were given some data respecting the sizes of wii^ 
found suitable in practice for winding dynamos for different cur- 
rents. Other data are to be found in the detailed descriptions of 
various machines in other parts of this book. The question of 
heating in relation to current-carrying capacity was also treated 
in Chapter XVI. in some detail. 

A few further points may be added here, founded upon infor- 
mation given by wire-makers, and in particular by the London 
Electric Wire Company. 

The usual insulation for round wires of a greater diameter than 
No. 16 S. W.G. is a double cotton covering which increases the 
diameter by amounts varying from 10 to 20 mils, but which 
usually averages 14 mils. Fop smaller sizes, from No. 18 to 
No. 22 S.W.G., the usual double-cotton covering is an addition 
of 12 mils. Square wire is usually double-cotton covered to 20 
mils additional, or is sometimes braided. Laminated square 
wire — i. e. made of a number of narrow strips, is usually braided 
to about an equal amount. Since stranded wires came in for 
armature winding, several modes of insulating have been 
adopted, and one maker employs a cable of 37 wires, each No. 15 
S.W.G., each single cotton covered ; the whole being double- 
cotton covered to 16 mils additional, or braided to 20 mils. For 
transformer windings at high voltcige a frequent practice is to 
wind a much thicker cotton insulation for subsequent immersion 
in oil. For example, a No. 23 S.W.G. wire is cotton covered to 
40 mils additional, thus nearly doubling the weight of the wire. 

Annexed is a table useful in magnet winding, showing the 
probable heating, and greatest permissible depth of winding at 
various amperages. It is to be remembered that 2000 amperes 
per sq. in. is a common density of current for field-magnets ; the 
density in armatures runs to 3000 or more ; whilst in trans- 
formers the amperage is as low as 600 or even 450 (see p. 371). 
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The following rules which have been given by Kapp, are useful 
for preliminary calculations about depth of winding and weight 
of wire. If I is the length of wire in inches, D the depth of 
winding-space in inches, X the ampere-turns of excitation, P the 
perimeter in inches, and W the weight of the coil in pounds, we 
have 

where a is a coefficient which depends on the gauge of wire and 
thickness of its insulation. Also 



«'-4\/i 



X 



1000 



[n.] 



where /? is a second coefficient varying with the gauge of wire. 

These two formulae are applicable to the case where a temper- 
ature-limit being imposed we allow 2i square inches per watt. 
If no such limit is imposed and a given expenditure of energy is 
assumed, it is more convenient to replace them by the following 
formulae : — 

X«r |/"WTiJTT; [m.] 

The four.numerical coefficients then have the following values : — 



Diam. of Bare Wire 
in mils. 


a W. G. 


- 


^. 


Y. 


a. 


40 


19 


522 


0-495 


820 


0195 


120 


m 


542 


0-520 


850 


0-205 


200 


5* 


570 


0-615 


900 


0-246 



Another useful rule for calculating wiring is that a copper wire 
1 foot long, and 1 square mil (i. e. one-millionth of a square inch) 
in cross section hcus a resistance of 9*4 ohms, at a temperature of 
60° Centig. 

Yet another set of rules is convenient when calculating the size 
of a round wire or rectangular strip which will carry any given 
current with a prescribed drop of voltage. 

Let C be the number of amperes the wire is to carry, v the 
drop of volts permitted, I the length in feet, ^ the mean length 
per turn in feet, S the number of turns in the coil, r the resist- 
ance in ohms, W the weight in pounds, A the sectional area in 
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square inches (if rectangular), and d the diameter in inches (if 
round). Obviously r = r -r- C. 

Then we have the following rules, in which the constants are 
chosen to suit a temperature of about 40° (Centigrade). 



Round Wire. 


Rectanqct.ar Strip. 




V 

r~~9'2^^ — 10» 
A • 

W — 3-85AS;i 


V 

r— 11-75 ?---rlO« 
W— 302d»SA 
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NUMERICAL STATISTICS ON ELECTRO-METALLURGY. 

Tlie following data are useful for reference in deciding 
what the electrical capacity of a dynamo must be in order 
that it may deposit metal in any desired quantity : — 

Copper. 



Current 1 ampere deposits '000826 grammes per second. 
*• 1 " " 001057 " per minute. 

" 1 '• •« M789 " per hour. 

** 851*8 " '* 1 kilogramme per hour. 

'• 886-4 '* " 1 pound per hour. 

To deposit 100 lbs. of copper In a working day of 10 hours will require 
8864 amperes of current flowing all the time ; or, if conducted in ten baths 
in series with one another, will require 3S6'4 amperes, but in that cace the 
dynamo will require to be of an electromotive-force ten times as great as for 
one single large bath. If electrolysis of the crude copper solution l.s carried 
on with carbon anodes, there will be required about 1*2 volts for each bath 
In series, or, at most, 15 volts for the ten baths. 

Silver. 

Current of 1 ampere deposits 4*025 grammes per hour. 
•I " 112-7 '* •* 1 pound per hour. 
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Gold. 

Current of 1 ampere deposits 2*441 grammes per hour. 
•* '* 185-8 " " 1 pound per hour. 

Nickel. 

Current of 1 ampere deposits 1*099 grammes per hour. 
" 412-8 ** " 1 pound per hour. 

The following statistics as to the various pressures and 
currents required in various processes of electit>-deposition 
are Ui>ef ul for reference : — 

Pkessurb at Terminals required for Different 

Kinds of Baths. 

Volte. 

Copper (acid baths) 0*5 to 1*5 

«* (cyanide bath) 3 "5 

Silver./ 0-5 " 1 

Gold 0-5 " 4 

Brass 3 ''5 

Iron (steel facing) 1 "1*3 

Niokdl on iron, steel, copper, with nickel 
anode, strike deposit with 6 Tolts, diniiiuBh- 

ingto 1*5 " 2 

Nickel on iron, steel, copper, with carbon 

anode 2 "4 

Nickel on zinc 4 '* 7 

Platinum 6 •* 6 



CXTRRENT DeNSXTY FOB PBOPEB DEPOSIT. 

Amperes per 
100 sq. inch. 

Copper Typing- 
Best quality tough deposit 1*5 to 4 

Good and tough (for cliches) 4 "10 

Good solid deposit 10 ** 25 

Solid deposit, sandy at edges 25 *' 40 

Sandy and granular d^K)sit 50 ** 100 

Copper (cyanide bath) 2 ** 3 

Zino (for refining) 2 *' 8 

Silver ., ..1 "3 

Gold 0-5 '• 1 

Brass .. 8 " 8-5 

Iron (steel-facing) .. 0*6 " 1-5 

Nickel at firet deposit 9 to 10 amperes per 
100 square inches, diminishing afterwards to 1 " 2 
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APPENDIX C. 

FORMS OF SPECIFIC A TION. 

The ioilowiug hints for di-avving up Specifications for 
tenders are intended to cover the points really necessary 
for securing fii-st-class machines without too closely tying 
down the details. 

Specification op Contintjous-currknt Dynamos. 

1. All the [four] dynamos are to be of the same [bipolar] [shunt- 
wound] c<Hitinuous-current type with ventilated [drum] arma- 
tures. All dynamos of the same size are to have correspouing 
parte interchangeable. Each dynamo is to be arranged to stand 
upon the same bed-plate as its engine, and to be driven direct 
from its crankshaft. 

t. [Two] of the dynamos are to be of [200] kilowatts normal 
output — viz. to give out normally [800] amperes ai [250] volts, 
running at [350J rev<^utions per minute. The other [two] dyna- 
mos are to be of [50] kilowatts normal output — viz. to give out 
normally [400] amperes at [125] volts, at [450] revolutions per 
minute. 

3. [Two] spare armatures must be supplied, one of each size. 

4. The dynamos must be so constructed that when run at an 
absolutely constant speed, the terminal voltage, wben tbe ex- 
citation is unchanged, shall not drop more than [5] per cent, from 
no-kiad to full load : and .the shunt windings must be such that 
when ail regulating resistance is cut out, the t«*minal volts Mt no 
load shall be [270] volts in the larger machines, [135] volts in the 
smaller machines, at normal speed. 

5. The dynamos are to carry their full loads without undue 
beating, either from mechanical or electrical causes. The excess 
of temperature of any part of the armature or field-magnet above 
the surrounding air is not to exceed 40^ Centigrade when measured 
on bare copper or bcure iroa, after a continuous run ef six hours 
with the maximum specified output. Each armature must be so 
coiwtructed that a thermometer can readily be inserted in it for 
ascertaining the temperature. 

6. A regulating resistance is to be provided for the shunt cir- 
cuit of each dynamo. This resistance is to be of either platinoid 
or German silver wire ; and its regulator switch must have not 

than 125] contacts. Allowanoe must be made in the tender 
50 
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for the necessary connecting wires, the switches being at a dis- 
tance of [16J feet each from its dynamo, and the resistances in the 
place provided in the engine-room at an average distance of 
about [65] feet from the switches. All leads from dynamos to 
regulator-switches, and from regulator switches to resistances 
must be carried in well insulated conduits or casings. The regu- 
lating resistances are to be such that the currents they carry 
shall in no case exceed [1200] amperes per square inch, or that 
they shall not become hot enough to melt ordinary solder when 
carrying a current of 50 per cent, in excess of their normal 
maximum. They shall be enclosed in suitable fire-proof cases 
affording ample ventilation. 

Each regulating resistance must also be such that when the 
dynamo is running at its full normal speed, but without load, the 
terminal voltage can be lowered from the normal value of [125] 
volts to [95] volts in the case of the smaller machines, or from 
[250] volts to [190] volts in the case of the larger machines ; and 
must also be such as to permit the terminal voltage of the 
smaller machines to be raised to [135] volts, and that of the 
larger to [270] volts. 

7. The dynamos must be capable of standing a temporary over- 
load of 50 per cent, without injurious sparking at the conmiutator. 

8. The armature winding must be so designed with respect to 
the mode of connecting down to the commutator that the 
brushes in their normal position shall be readily accessible. 
The rocker must be provided with a fine adjustment, and the 
brush-holders must be provided with hold-off catches, as well as 
with devices for the regular feeding of the brushes, allowing of 
the utmost economy in the use of short lengths of brush. 
The larger machines will have [3] brushes in each range, the 
smaller [2]. 

9. The whole of the circuits are to be throughout of copper of 
a conductivity not less than 99 per cent, of Matthiessen^s stand- 
ard for pure copper ; the insulating materials used must be of 
the best, and be such that they will stand the application of an 
alternating pressure of [2000] volts between the copper and the iron 
parts. And when warm after a continuous run of not less than 
six hours, the insulation resistance between iron and copper shall 
not be less than [20] megohms in either the armature or the field- 
magnet. 

10. Drawings for approval showing in sufficient detail the pro- 
posed construction of the dynamos are to be submitted with the 
tender. The drawings should show the mechanical construction 
of the armature, the mode of driving and insulation of the arma- 
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ture conductors, the outer bearing, and the proposed aiTange- 
ments of brush-holders, terminals and lubricators. They should 
also show the mode of carrying the magnets upon the bed-plate 
of the combined plant. 

11. Each dynamo when complete is to be tested, either at the 
contractor's works, or at the station with its own engine. The 
tests will include a six-hours^ continuous run under maximum load ; 
and the conditions of this specification as to output, regulation, 
temperature and eflSciency will be rigidly enforced. 

In case the same contractor supplies both dynamos and engines, 
the following clauses may be added: — 

12. The combined eflSciency of the dynamo and steam engine 
when under test must at least reach the following limits : The 
ratio of the electrical power as measured by standard amperemeter 
and standard voltmeter at the terminals of the dynamo, to the 
power developed by the engine as measured by an indicator of 
approved pattern shall be [86] per cent, for the [two] larger 
machines, and [82] per cent, for the [two] smaller machines. 

13. The fact that the dynamos may have satisfactorily passed 
the tests, if made at the contractor's shops, shall in no way lessen 
the responsibility of the contractor for obtaining the like results 
after the machinery shall have been permanently erected in the 
station. The costs of these tests are to be borne by the contractor, 
and covered by this tender; and the tests are to be carried out to 
the satisfaction and in the presence of the engineer. 

Specification of Alternators. 

1 The Alternators are to be of the [single-phase] [separately- 
excited] type with [stationary] armatures and [revolving multi- 
polar] field-magnets, direct-driven. They are to be of the same 
size, and to have corresponding parts strictly interchangeable. 
Each alternator is to be designed to stand upon the same bed- 
plate as its engine, and to be directly coupled to its crank shaft. 

2. [Four] alternators are required. They are to be of [105] 
kilowatts normal output, viz. : to give out normally [50] amperes 
at [2100] volts, running at [400] revolutions per minute. 

3. The alternators are to work with a frequency of [60] periods 
per second ; and the combined plants must be capable of running 
continuously in parallel at all loads. 

4. The field-magnets of the alternators must be so designed that 
the total energy absorbed in exciting the field-magnets of any one 
alternator shall not exceed [2] kilowatts at full load : and they 
must become fully excited when supplied at [200] volts. 
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5. Eegulating resistances must be provided, one for each alter- 
nator, in the exciting circuits. The r^ulating resistance of the 
alternators must have a sufficient range to operate if exciter cir- 
cuit varies from [200] and [250] volts. 

6. Special care must be taken in the design and construction of 
the [revolving] field-magnets that they shall be properly balanoed, 
that under no circumstances of usingshall the exciting cotlsshift in 
their places ; and that all chance of either a short-circuit or a dis- 
connection shall be made impossible. Duplicate brushes and 
brush-holders of substantial construction are to be furnished to 
each slip-ring in the exciting circuit; and the insulation of the 
exciting circuit in protected conduits must be very substantial. 

7. The armature must be of such construction that while kA 
great mechanical strength it admits of individual coils or groups 
of coils being readily replaced ; whilst the armature as a whole 
must be accessible for daily cleaning and inspection. The ter- 
minals of the armature circuit must be specially well insulated, 
and protected against risk of contacts. 

8. The total drop in volts, at full load, when running on an 
ordinary load of lamps or on a plain non-inductive resistance, 
must not exceed [200] volts when the excitation is kept constant. 

9. The alternators are to carry tbeir full load without undue 
heating either from mechanical or electrical causes. The excess of 
temperature above that of the surrounding air must not, in any 
part of the armature or field-magnet, exceed [40] deg. Centig. 
after a continuous run of six hours under the maximum normal 
load. 

10. The whole of the circuits are to be throughout of copper, 
having a conductivity of not less than 99 per cent, of Katthies- 
sen^s standard: and the insulation shall be the best that can be 
procured. The insulation of the armature and of the field-magnet 
as between the copper conductors and the core or frame shall be 
such as to be capable of mechanically resisting being pierced by 
an electric spark at 4000 alternating volts. 

11. One spare set of armature coils or sections is to be provided 
by the contractor. 

12. Drawings for approval showing in sufficient detail the ih*o- 
poeed construction of the alternators are to be submitted with the 
tender. The drawings should show the magneticand mechanical 
conetruction both of field-magnet and of armature; the mode pro- 
posed for securing adequate insulaticm of armature conductors; the 
proposed arrangements of the exciting circuit, slip-rings, and con- 
tact brushes, the mode of insulating the high-pressure terminals; 
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the bearings and proposed system o£ lubrication; the coupling of 
the shafts. 

13. Each alternator when comj^ted is to be tested, either at 
the contractor's works, or at the station, with its own engine. 
The tests will include a six-hours' continuous run under maximum 
load, and the conditi(»is of this specification as to output, regula- 
tion, insulation, temperature, parallel working and efficiency will 
be rigidly enforced. 

In case the same contractor sui^)lies the engines as well as the 
alternators, the following clauses inay be added : — 

14. The combined efficiency of the alternator and engine when 
under test must at least reach the following limits : the ratio of 
the electrical power as measured by standard wattmeter at the 
terminals of the alternator, when working on a non-inductive 
load, to the power developed by the engine as measured by an in- 
dicator of approved pattern, shall be [82] per cent, at full load, 
and shall be [75] per cent, at one-quarter load. The certificate 
of [the Board of Trade] shall be deemed a sufficient guarantee of 
the correctness of the readings of the wattmeter. 

15. The fact that the alternators may have satisfactorily passed 
the tests, if made at the contractor's shops, shall in no way lessen 
the responsibility of the contractor for obtaining the like results 
after the machinery shall have been permanently erected in the 
stati<» . The costs of these tests are to be borne by the contractor, 
and covered by this tender ; and the tests are to be carried out 
to the satisfaction and in the presence of the engineer. 



Specification of Transformer. 

1. The number of transformers required is [six]. Ihey are all 
to be of the [double-limb upright] type, having each an output of 
[20] Idlowatts. The ratio of transformation is from [2100] to 
[105] volts ; and the normal current in the secondary circuit is 
[190] amperes ; but each transformer must be capable of working 
at a temporary maximum load of [220] amperes without injury, 
for a time not exceeding twenty minutes. The transformers to 
be wound for a frequency of [60] periods per second. 

2. The cores are to be constructed of the best Swedish charcoal 
iron plates not exceeding [20 mils] in thickness, carefully annealed, 
and coated with tough insulating varnish. The core-plates when ' 
built up are to be interleaved at the joints so as to form a com- 
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plete magnetic circuit of uniform section, and held tightly 
together by insulated bolts. The assembled cores to be covered 
with tape, varnished with shellac varnish, and well-baked before 
the coils are placed upon them. 

3. The primary and secondary coils are to be of copper, having 
a conductivity of not less than 99 x>er cent, of Matthiessen's 
standard, and are to be double-cotton covered to a depth of [20 
mils] and wound on separate concentric cylinders of ozokerited 
compressed paper. A thin layer of insulating material to be 
placed during winding between every layer of wire, and in addi- 
tion a sheet of ebonite at least [40 mils] thick to be interposed be- 
tween the primary and secondary coils. The winding of the two 
secondary coils to be such that both of the ends that are to go to 
the two secondary terminals shall be the ends of outside layers. 
The whole of the insulation and materials used must be of the 
best quality. 

4. The resistances and current densities in the copper, and the 
flux-density in the iron, must be such that the transformer shall be 
capable of working for any length of time at full normal load with- 
out overheating in any part, and on a run of six consecutive hours 
at full norm-\l load shall not rise more than [30] deg. Centig. above 
the temperature of the surrounding air. Nor must the drop in the 
voltage at the terminals of the secondary coil, from no load to full 
load, when the primary pressure is maintained constant at the 
primary terminals, exceed [lij volts when working on a non-in- 
ductive load. 

5. The coil ends are to be brought to well-insulated terminal 
plates, inside the case and suitable terminal screws are to be pro- 
vided for attachment of high and low- voltage conductors. The 
case is to be of cast iron, closed by a suitable cast-iron cover 
rendered air-tight and water-tight by a rubber packing. Metal 
glands bushed with ebonite are to be provided for both the low 
and the high-pressure conductors. 

6. Drawings for approval showing in sufficient detail the general 
construction of the transformers, and in particular the modes of 
securing the transformer in its case and of leading out the con- 
ductors, are to be submitted with the tender. 

7. Each transformer must have an insulation resistance between 
the primary and secondary windings of not less than 25 megohms; 
and before being tested at the works must be subjected between 
primary and secondary and between coils and core to an alternat- 
ing pressure of at least 4500 volts. After delivery at the station 
each transformer is to be tested, the tests to include a six hours' 
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ocmtinuous run at full normal load ; and the conditions of this 
specification as to output, ratio of transformation, regulation, 
temperatiure and efficiency will be rigidly enforced. 

8. The efficiency of each transformer when under test, and 
when warm after a continuous run of six hours, must at least 
reach the following limits: the ratio of the electrical output of 
power as measured by certified wattmeter at the secondary ter- 
minals, when working on a non-inductive load, to the input of 
power as measured by certified wattmeter at the primary ter- 
minals, at normal pressure and frequency, shall be [97J per cent, 
at full load and [93] per cent, at one-quarter load. The certificate 
of [the Board of Trade] shall be deemed a sufficient guarantee ot 
the correctness of the wattmeter used in these tests. 

9. The fact that the transformers may have satisfactorily passed 
these tests before delivery shall in no way lessen the responsi- 
bility of the contractor for obtaining the like results after the 
transformers shall have been delivered at the station. The costs 
of these tests are to be borne by the contractor, and covered by 
this tender ; and the tests are to be carried out to the satisfaction 
and in the presence of the engineer. 
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Coilsof 248^ 

Coils wound on formers 801, 810| 

Coils of alternator, breadth of. 688 

Connecting up of 681, 686, 687, 690, 6961 

Core of 41,46,90,284,286,290,867,461,688,602 

Compensation 888,891, 894 

Cooling surface of 876 

Definition of 8, 84 

Diameter of 842,877 

Disk 48,278,442, 586 

Design of ^ 841, 602 

Drum 16,41,76,244,266,266,802, 688 

Exploration of 68 

Faults of 778' 

Oyrostatic action of 828 

Heating of 296,869,876, 778 

Insulation of 44,294,296,462,616, 628 

Iron in 698, 602 

Length of 842, 877,886, 898 

Open coil 40, 447 

Pole 48,684 

Practical construction of 284 

Reaction of 70,880,887,478,610,696, 664 

Ring 40,246,258,276,800, 680 

Support of ;. .. 827 

Torque of 96, 100, 102 

Ventilation of 164,292,296,408,616, 622 

Winding of 248, 289, 297, 842, 869, 452, 680 

Amoldt on alternate-current motors 21 

On armature winding 21 

On homopolar induction 478 

On multipolar rings 278 

Amaux, on disk winding 280 

On widening of gap-space 880 

Asynchronous generators 606 

Asynchronous motors. • 662 
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Aihinson Id. B, {see also Goolden) 

Homopolar dynamo ..• •••• 477 

Mining motor 589 

Pulsating motor 546 

^uer6ac^, on theory of dynamo • •••. 20 

Augmentor 718 

Automatic regulators (see Regulators) 

Auto-transformers ••• 718 

Auxiliary winding on armatures 894 

Average electromotive-force ITS, 555 

Ayrtofiy W. E., on armature reaction 86 

On size and output • • 110 

On dynamo testing.... •«.. 768 

On power transmission 402 

Afrton A Perry, on brake dynamometer 755 

Constant-speed motors 18, 521, 522 

Motor * 532 

On magnetic shnnts ^ 155 

On sparkless commutation 515 

On spurious resistance 89 

On thickness of gap-space 898 

On transmission of power 740 

Periodic governor 521 

B 

Back electromotive-force {see Counter electromotive-force.) 

Backward lead of brushes 87, 895, 806, 514 

Baker, on self-excitation 12 

Baking and drying armatures 800 

Commutators 817 

Balance method of measuring power 756 

Balancing of armatures 295, 881, 775 

Ballbearings 888 

Bar armatures 298, 804, 402, 405, 480 

BarUn&8 rotating wheel 17 

Barr, Beetan and Taylor, on wave form 558 

Barr, Buimie and Rodgers, on wave form 553 

Bars of commutator (see Commutator) 

Bast, De, on rotatory-field motors 21 

Baumgardt, on compound winding ^ 242 

Bearings ' 882 

Pressure on 827 

Self-oiling 836 

Bedell and Crehore, on graphic constructions for alternating 

currents 552 
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BedeUf on mutual induction 7M 

Beddl^ Miller and Wagner, on fading tGoa ot wmre • 55$ 

Bedell andMyan, on synchronous motoiB**,..,**....«...*«8l9lKSl9 654- 

Bed-plates 153,tB»,887, 76» 

Bdlp Jjouia, on compound winding ••••••••••••• 241^ 

Belt-coUecton 92& 

Bending stress on shaft ••••••••••• .SBly 77& 

Berlin central station dynamos ••• 407 

Berlin type of ring armatures • JdTS, 809* 

Bifurcation of current • • 257 

Binding-wires • ••439 299 

Blahesley, 3\ H., on alternating cunentB ••••• 55SI 

On three-dynamometer method. •••• ••• 668 

Blak«y-Emmott alternator curve • 658 

Blondelf on synchronism of altematore M, 668 

BoUman disk dynamo ••• •••• •• 478 

Booster •••• 728 

HoreTs motor • •••• 688 

Boaanquet, on magnetomotive force • 118 

Bourbotiz^s motor 488 

BracketfB method of measuring power 757 

Bradley, C i9.^Aro-light dynamos • • 46(1^ 

On polyphase work .«.• 665 

Two-phase alternator ••••• 688- 

Two-phase motor • 671 

Brake for measuring power • • 758^ 

Branched magnetic circuits 118,168^ 168' 

Breadth of hrushes 818^ 88(^ 

Breadth-coefficient 688, 688 

Breguetf A,, on theory of dynamo 4 

£reft'« self -exciting dynamo. ^ 

Hro^/ieWioocr8 coupling 888 

BrovMon^ on altemator*s output 688^ 

Brown, C, E, L.^Altemator8 68!^ 

Arrangement of alternator ooils • 604 

Cylindrical winding 81(^ 

Dynamos 41(^ 

Electro-metallurgical dynamoB. 418» 478 

Four-pole dynamos 408 

Flexible-hand collector • 82<( 

Homopolar dynamo \ 477 

Method of driving core-disks • 29ft 

Motors 4ia 

Multipolar field 166,887, 40ir 

Pierced core-disks 88,208» 828 

Polyphase motors • 878 
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Browny C E, L, — 

Three-phaae alternator ijsfk 

Three-phase inductor alternator 646 

Transformer 705 

Broton, Boveri & Co, {see Brown, C. E. L.) 

BrtM^ir— Arc-lighting dynamo 451 

Commutator 454 

Machine characteristic 205 

Open-coil dynamo 16 

Uses shunt and series coils 56 

Electro-plating dynamo 470 

Induction sheath 451 

Regulator 746 

Brush Electrical Engineering Co.— Alternators 619 

Dynamos 417 

Brush-holders 821 

Insulation of 824 

Brushes 82,812, 818 

Carbon 819, 770 

Care of 770 

Lead of 72,76,78,85,882,895,448, 514 

Of arc-light dynamo 448, 454 

Thicknessof 820 

Position of 514, 786 

Burgn'n machine 285 

Burning out of dynamos 778 

Burstyn, on parallel running • • 766 

Bushed pole 898 



Cabanellas, on continuous-current transformation 727 

On spurious resistance 90 

On demagnetizing effect of eddy-currents 92 

Calculations of dynamo 889, 845 

Of efficiency 847 

Of magnetic circuit 848,850,856,861, 864 

CcUdweWs regulator 747 

Capacity in circuit 564, 576 

In mains : 566 

Carbon brushes 319,820, 770 

CardeWf Major^ on dynamo testing 758 

Voltmeter 554 

CarTiarf, on Jacobrs law 500 

Carpen^ier, on brake dynamometer 755 

Cast iron, magnetic properties of 122 
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Causes of sparking •••••79,88, 881 

Oentrifugal governon 520 

C.G.S. magnetic units 144 

Gharaoteristio curves 196 

Of separately excited dynamo 185 

Drooping 466, 766 

External 202 

Internal 210 

Relation of, to winding 207 

Of motors 602, 605 

Choking coils 666 

Coking coil, transformer as 698 

Circuital distribution of vectoro 113 

Circuit — Electrio 26 

Magnetic 114 

Circulation of power 758 

Circumflux 888, 884 

City and South London Railway plant 545 

darkens dynamo 8, 479 

ClatisitLSt 22., theory of dynamo 20, 190 

Cleaning dynamo 771 

Clerk Maxwell {see Maxwell) 

Clock diagram 550,591,648, 652 

Closed-coil armature 87, 89, 61 

Magnetization of 71 

Two paths through. 60, 62 

In arc-light dynamos 466 

Coefficient of leakage 151 

Of self -induction 660, 720 

Of transformation 697.720, 727 

Coercive force 188 

Coils— Of alternator 604 

On transformers 704 

Position of magnetizing ... 150 

Collars on shaft 881 

Collecting rings.... 812,826, 885 

Collector (see Commutator) 

Combined plant 762 

Commercial efficiency 847 

Commutation — ^Diameter of 78 

In motors 614 

Commutator 82,87,40, 812 

Bars 80, 818 

Care of 770, 771 

Distribution of potential on 66, 68 

Explorationof 68 
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Oommotator— 

ilstBin 77^ 

For reotifying 594 

Invented by Sturgeon • % 

Of Berlin dynamoB 808, 407 

Of Brush dynamo 453 

Of open-ooil dynamos • • 447 

Of Thomson-Hottsion machine 450 

Of tramway generator 484 

Outer portions of conductors 88 STS^SOS, 407 

Sparking at (and «e6 Sparking) 78 

Commuting cods 488 

Comparison of single and polyphase altenuUoxB. fitti 

Compensated armatures •.••.8869888, 891, 894 

Compound dynamos, oonplingof 787 

Compound winding • .l?* 55, 888, 589 

Calculation of 868 

Experimental determination of • 866 

In aro-ligfat dynamos • 448 

In motor 529 

In alternators 595 

Slow in action 149 

Compression, effect of , on magnetization 294 

Concentration of field 896 

^Condenser, action of synofaronous motor. 654 

Conductors^Drag on 96, 108 

Embedding of 99 

Kinds of, on armatures • • 899, 848 

Lamination of 843 

Moved in magnetic field 29 

Number of 168 

'£!onnecting up altemate-ourrent armatures 581, 585, 587, 590, 598 

^nnectors 804 

Junction wilii conmratator • 818 

jConsequent poles • 161 

ConstantKmrrent 502,508, 519 

Alternators for ...595, 64(> 

Dynamos for 441^ 

Motors for 588 

Kegulators for 744 

TraTiaformeis for 717 

'Constant electromotive>force 189 

Constant speed 502,511,582, 528 

Constant torque 502,608,749 

Constant voltage 54,505,508,511, 628 

Dynamos 54, 224 
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PAGE 

Constant voltage- 
Alternators. • 596 

Begulators •• • 744 

Oonstruction, practical, of armatores* 84d 

Of alternators 601 

Of commutators 815 

Of motors 581, 678 

Of transformers 700 

ContmuouB-alternating transformers • 728 

Continuity of current 88, 176 

Continuous and alternate-current windingEk 587 

ContinuousHSurrent dynamos* 890 

Calculation of 858 

Coupled in series • 765 

Continuous-current motors ••• 482, 581 

Convertible alternators *•••••••• 686 

Converters {fiee Transformers) 

CooA:e uses electromagnet in dynamo 9 

Cooling surf ace of magnet coils. 878,897, 632, 717 

Copper— Amount expended on line. 740 

Deposition of 788 

Heat waste per lb • 871 

Specification of conductivity. 786, 788, 790 

Specific utUization of 868, 626 

Copper and iron losses in transformers 700, 708, 715, 717 

Cores of armature 41,48,44, 284,451,588, 602 

Of rotor and stator. 674 

Of transformers 702 

Core-disks 284,867 

Methods of driving 291 

Toothed 286,483,544, 588 

Pierced 290,626, 674 

Counter electromotive-force in motors 485, 496 

In synchronous motors 649, 651 

In transformers 697, 700 

Couple {see Torque) 

Coupling of alternators 647 

Of dynamos 766 

Coni^ings for direct driving 887 

Cotton covering of wires. 779 

Creeping, magnetic 141 

Critical current 209 

Criticalspeed 210,478,525, 752 

Crocker^ F. B., on high voltage dynamos 466, 478 

OrocAcr-Wfteeter-Core-disks. 287 

Motors 588, 586 

67 
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Crocker-Wheekr — 

Motor-generatoTB 725 

Self -oiling bearingB. . 896 

Crompton, R, E., on effidenpy of dynamos 763 

On end-oonnecting 807 

On compound winding 67 

On ring windings. 801 

On stranding conductora 299 

Crompton & Co. '« dynamos 17,401, 471 

Cross-compounding 889 

Cross-connecting ring armatures 276 

Cross magnetization 70,882,679, 681 

In motor 614 

Current and torque 102 

Current, alternating 547, 551 

Current-carrying capacity of wires 779 

Current-density, effect on heat waste 870 

Permissible -. 840, 846, 870, 622, 779 

Current in conductors, method of indicating direction of 73 

Curve of integrated electromotive-foroes 62, 66, 68, 78 

Curves of magnetization 122 

Cutting of magnetic lines 22,27,168,475,549,675, 696 

Cycle of alternating current 551 

Of magnetization 188 

Qylindrical winding, Brown's 810 

D 

DdL Negro, his machine 7 

Motor 18, 488 

Damp, effect of 769 

Data of machines of various sizes 480 

Data {see Tables) 

Davenporfs motor 18 

DavidsorCs motor • 18 

Dead turns 88,92, 206 

De Bast, on rotatory-field motors 21 

Definition of dynamo machine 1 

De la Rive, on magnetic circuit 115 

Demagnetizing effect of armature. 70, 84, 858, 864, 880, 887 

In motor 514,580 

In alternator 595, 654 

In rotor 681 

In transformer 698 

Of eddy-currents 84, 515 

Density of current 840, 846, 870 , 622, 779 

Of magnetic flux 115, 110, 842, 868, 480, 605, 715, 71P 
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DiepoBition of metals 468, 788 

JkijgrtK^ Marcel, on characteristic carves. 198, 200, 204 

On compound dynamos Oft, 288^ 446 

On constant potential dynamos. 17 

Design for dynamo 400 

On field-magnets 161 

On law of similars 109 

Method of measuring power. 757 

On regulating motors. 620 

On theory of dynamo. 20 

On transmission of power. • 18 

On two-phase combinations • 668 

Depth of winding. 780 

Deptford station plant 618 

Derivation (see Shimt) 

Design of dynamos 40, 889, 896 

Of alternators 088 

Of motors 081 

Of transformers. 715 

I>esr02?ier»— Disk dynamo 48,442, 480 

Disk-winding 260,282 

Magnetic shunt. 744 

Developed winding diagrams. 249, 097, 680 

Diacritical current 144 

Diameter of commutation 88,78, 448 

Of shunt wire 872 

Difference of phase 006,060,071,098,649,668, 709 

Differentially-wound motor 522 

Direction of electromotive-force. 22 

Of magnetic lines 118 

DiBcoidal ring armatures 41,284,296, 417 

Diseases of dynamos 88,464, 772 

Disk armatures 41, 43 

Winding of 278 

Of alternators 085, 614 

Disk Dynamo, Edison*s 16, 279 

Faraday's 

Pacinotti's. 10,279, 479 

Fritsche's 44,279, 479 

Desroziers's 48,280,442, 480 

Disks for armature cores 284, 288 

Distortion of magnetic field. 60, 72, 74 

Prevention of 888, 898 

Distribution of potential on commutator 66, 68 

Distributive windmg 088, 626 

DdbrowoUkyy von Dolivo— Alternators 687 
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Dobrowolsky, von Dolivo^^ 

On bushed poles • •• 888 

On polyphase work 065 

Double magnetic cirouit • 150,160, 167 

Douglas and Laxej railway plant 426 

i>t>ug2aM on early dynamo 10 

Awe on magnetic circuit 115 

Drag in case of embedded conductotB 99 

On armature by distorted field. 75, 76 

On conductors. 96,108, 486 

Drawings, specification as to. 786,788, 790 

Dredge, on theory of dynamo. 4 

Drehstrom 665 

Driving horns 106, 296 

Driving spokes 290 

Drum armature 15, 4U 803 

Design of 839 

For alternators 583 

Reaction of • 76 

Wmdingof 244,255,265, 802 

Drying armature 800 

/>u&, on magnetic circuit 115 

Du Bois, on magnetic properties of iron • 127 

DujardirCB ''inductor" machine • 10 

Oscillatory dynamo 16 

Du. Moncelf County his early work 4, 10 

Duncan and Hasaen, on dynamo tests 764 

Duncan, L., on alternate-current motors. 21 

I)ynarao — As motor. 18 

Definition of • 1 

Partsof 2 

Diseases of 88,464, 772 

Early forms of 5 etseq. 

Management of 765, 769 

Originofword 18 

Dynamometer 756 

Dynamometric governors 621, 749 



Ecx)NOMic coefficient 107, 186 

Economy of transmission 785, 740, 742 

Eddy-currents 90,92, 299 

Demagnetization due to 84, 515 

Driving of motors by. 666 

Loss, calculation of « •• •••••••« 187 
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fiddy-currentB in transformer... 669, 7^ 

^isoit, T. A,y on auxiliary winding. 884 

On oontinuousKMirrent transfonnation. 727 

Disk dynamo 16* 279 

Early dynamo 16 

Regulator 206 

Standard dynamo 427 

Method of end-connecting 805 

Edison Co.^s dynamos 427 

Edisaa-Hapkinaon dynamo 421 

Calculations, of 853 

Efficiency of 195 

EffeotlTe Tolts and amperes 654 

Efficiency calculations 847 

Efficiency— Commercial • 186 

Electrical •. 185, 186 

Of combined plant 762 

Of dynamos 107, 185, 759 

Of motors. 487,490,497, 676 

Of tranef ormers, effect of wave form 712 

Of transmission of energy 785, 740, 742 

Testing 753 

Specification of 787,789, 791 

Eiekemeyer'8 armature winding 810 

Dynamo ..•••• 164 

Electrical efficiency 847 

Electric governing of motors 521 

Electric motive power, theory of • 489 

Electric railway plant -....424,426, 540 

Electro-metallurgy statistics 783 

Eiectro-metaUurglcal dynamos 418, 468 

ElectromotiVe-force in moving conductor 22, 29 

Addition of, in dosed-ooil armatures 61 

Alternating 548 

Average ^ 174, 554 

Of dynamos, factors of 45, 168 

Fluctuation of 175 

Of alternators 589, 590 

In transformers 696 

Electro-plating dynamos 8, 418, 468 

ElUptically-rotating field 664 

Elfnore*8 electro-plating dynamos. 469 

£^^tfis^one, Xord, his multipolar drum 16 

EkpeU-Parker^AitemAtoT 584 

Electro-plating dynamo • • 470 

Motor generators 725 
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Embedding oondnctoiB in iion. • • • 99 

Emission of heat at surface. 878 

End connectors. • 8(^ 

End play of shaft 881, 888 

Prevention of • 838 

End plates of armature core • 298 

Energy, where expended, where utilized • 96, 487 

Equations of dynamo 46, 170 

Of motor 494 

Of alternator ^.46, 549 

Of alternator as motor 658 

Of asynchronous motor • • • 684 

Of transformer 696»099, 722 

Of mot(Mr generator 728 

E9»on, W. P., on armature reaction • 73,882, 884 

On arc-lighting dynamos. •••* 466 

On binding wires • 297 

Onload curves •••••••* 881 

On multipolar machines • • 21, 896 

On permissible heating. 878 

On peripheral speed 867, 875 

On size and output 110 

£^tng8totMen*« machine • 8 

Eversked^ on transformer design^ 716 

Evolute connectors • 805 

^tmngr, on magnetic properties nfiRil 127, 129, 135 

Magnetic tester 187 

Method of exploring commtitator. 66 

Excitation of field-magnets «I7, 68» 66^ 197, 810, 824, 594 

Of synchronous motozs ••••• 652 

Excite, dynamo fails to 776 

Exciting current in shunt 870 

Explori ig olectromotive-force of armatcne 68, 78 

External characteristics .902, 210 

Eztra-high-pressure dynamos .••• 478 



Failobb to excite • •••••••«•• 776 

'< Falcon ** dynamos • ••. • 419 

Euilts in armature ••••• 772 

In field-magnet coils • • •• 776 

Of alternators 776 
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FcNitxdaj^, 3fte/iae^Disooyers induction 1,8, 22 

His disk dynamo 6 

Electromagnetic rotations 17 

His researches 6, 6, 7 

On magnetic circuit 115 

On magnetic lines 26 

His ring 696 

FariMT^ Moses G., on self-ezoitation 12 

Favre*8 researches » • • 19 

Feathers 837 

Fein's dynamos 406 

Feldmanrit on alternating-current wave form 713 

J*erranh''« alternators 16,(^85,586, 616/ 

Mains, capacity effect • 566 

Rectifiers 731 

Transformers 707, 714' 

Ferraris, Oalileo, on magnetic rotation 21, 664, 666' 

On monophase motors 690 

Fmssner, on parallel running 766 

Field— Ck)ncentration of. 893^ 

Magnetic 113> 

Field-magnets 34 

Advantage of powerful 96, 880 

Branched 119, 158,159,478,601, 629' 

Design of 841,844, 878* 

Excitation of 47,62,56,197,210,224, 694 

Forms of 158, 378' 

FormulsB for 148? 

Of motor 515 

Finzi, on hysteresis 141 

Fischer-IIinnen, on armature compensation 891 

•* Flashing over " 83, 464v 

Flats on commutator 775 

Fleming, J. A,, on alternating currents 652^ 

On alternate-current wave form 712 

On capacity effect in mains • 566 

On finding form of wave 553 

On measurement of alternate-current power 568- 

On loss in transformer iron 137 

On reluctivity 144 

Rheostats 744 

Rules as to force on conductors 22, 9<l 

On transformers 652, 712, 71^ 

Fluctuations of electromotive-force 173, 464 

Flux-density 115,119,120,842,868, 43(> 

In alternators 605^ 

Vol. 4— a a. 
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^Flux-density^ 

Calculatioii of 848,860, 864 

Effect on leases in armature 762 

In multipolar maohineB • • 897 

, In transformers 188,715, 717 

Hux— Magnetic • 114, 145 

Regulation of 744 

Foniaiw^z transmission of energy 784 

Fontaitht and Qramme^ transmission of power 18 

Fonvidlej on rotation of iron disk 687 

Forbes^Prof. George, on caxhon brushes... 818 

Designs for Niagara plant. 630 

On homopolar dynamo • 476 

On transmission of energy 741 

Force on conductor in magnetic field 8 

Form of wave of alternating currents 548,711, 718 

Formulee for the electromagnet 148 

Foucault currents • 90 

Foundations 760 

Foundation ring for armature 284, 291, 417 

Fourier's series ..•.. 569 

Frankfort— Central station plant 684 

Exhibition tests 764 

Transmission 741 

'Frequency 549,560, 574 

High 670. 678 

Usual • 579 

Friction 106, 832 

Measurement of loss by. 761 

Fringe of field 81» 155» 86S, 861, 898 

Fritht onfiux regulation ••.•••* 744 

Fritsche, on armature winding 21,244, 272 

On disk winding 280, 480 

Frdlich, Dr. O., on armature reactkm 86 

On characteristic curves 200 

( On compound motors • 538 

On electromagnet •••• 143 

Equations of electromagnet 20 

On eddy-currents • • ••• 90 

On Siemens* d3mamo8 405 

On size and output • • 109 

Fromenfs motor •• 18, 484 

fV(nM2e*8 brake dynamometer • 755 

FttU load, oaloulations at •••• 808 
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0ais6e}t)^O8iarmataiedistortioii..., 69 

Qans^adjnsanoB • 406 

Ganz-Zipemowski alternators 611 

Gap in magnetic circuit— Effects of 128 

Thickness of 887, 808 

Widening of 879 

Oaugain, J. M,, on curves of integrated eleotromotiye-foroeB 4, 62 

Gauge of wire for armature 84398469860, 779 

Gauss, the 110, 144 

Gauze for brushes • 818 

QenerclElectric Co/« Altematois. • 626 

Dynamo 483 

Railway motors » •••• 646 

Genoa transmission of power 786 

Gterman-silver, use of. • ••• 622, 786 

Gilbert, the 144 

Oo0rgr€« on output of polyphase madilDeB. 601 

Gold, deposition of. •> 784 

GooZden (£;Co/« Brush-holder • 825 

Dynamos • 484 

Mining motor •• • 689* 

Hegulator • 745> 

Goolden-Willans plant, test of 764 

Oordon's alternators 16,600, 607 

Governing— By steam-pressure. 749 

Dynamometric ••••••• • 749 

Government of motors 619 

Governors 226,468,626,748, 748 

Gramme— Alternator 680, 689 

Armature 16, 41 

Dynamos 400 

** characteristic of • • 206 

Motor generator 724 

On coupling of series dynamos ..•••• 767 

Transmission of power • 18 

fiiaphio treatment in altemate-coireiit work. • • • 661 

Of asynchronous motors 689 

Of continuous-current moloiB • ^Nl 

Of dynamos 66» IM, 239 

Of monophase motors. •• 609 

Of transmission. ••••••• 788 

Of synchronous mototB •••.•• •••••••••• 659 

Oile^er Co.*8 brush-holder. 829 

Conunutator • 816 

ic action of aimatore. 898 
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Hagenhach on theory of dynamo 20 

Heat, effect of, on magnetization. 131 

Heat, waste in polyphase motors. ..677, 678 

Heating and surface emission 873, 717 

Of armatures 895,872, 773 

Of cores 90,187, 715 

Of magnet coils 869 

Of pole-pieces 70 

Of wires 782 

Specification of maximum. 752, 785, 788, 790 

*<Hedgehog" transformer 707,714, 717 

Hefner Alteneck {see Alteneck). 

Helios Co,^8 alternator 611 

Hdmer, design of 478 

Heilmann locomotive dynamo 415 

HeinricK's dynamometer 756 

Heisler^s constant-current alternators 640 

Henley's inductor dynamo 10 

Henry's motors 17, 488 

Henry, the 560 

Hering, Carly on armature winding 21, 244 

On homopolar induction 478 

On magnetic leakage 152 

Herrick, on rheostats 744 

Herwig, on theory of dynamo 20 

Heteropolar dynamos 475 

Heteropolar induction 475 

High frequency 570 

Skin effect 578 

High voltage — Dynamos 478 

Commutators for 446, 465, 478 

In transmission 694, 782 

Historical notes 5 

Hjorthy SdreUy his machines 11, 56 

Hochf elden transmission 738 

Hochhausen's designs 400 

Holes in core-disk 99, 286, 290, 604, 625, 628 

Holmes's dynamos 10 

Holmes J. H <Sb Co,% dynamos 436 

Holmes-Willans combined plant, efficiency of 762 

Homopolar dynamos. 475 

Homopolar induction 5, 475 

Hoppe, on homopolar induction. 478 
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'Bopki'Mxm^ Drs. «7. and E., on dynamo design* 20, 421, 423 

On excitation by backward lead 87 

OnaltematoiB 613 

On magnetic circuit 145, 153 

Hopkinson, Dr. J,, on armatuxe reaction. 886 

On coupling alternators 2I9 578 

On cbaracteristic curves 198 

Electro-plating dynamo 470 

On loss of power in magnetization 140 

On magnetic propertieB of iron 122 

On magnetic calculations 117 

Method of end connecting 806 

Modification of Edison dynamo 853, 421 

On railway motors 545 

On retardation of magnetism.. 143 

. On reversing gear 518 

On size and output 108 

/ On testing dynamos 758 

0x1 theory of alternate currents 573 

On theory of transformers. 719 

On torque of motors 509 

Horns, or pole tips 80,93, 893 

Horns, driving 296 

Horse-power of dynamos and motors 103, 531 

Horse-power testing 753 

Hospitalier, E 243 

HousmaUf on armature compensation 889 

On separation of losses 761 

Houston^ E, J. (and see Thomson-Houston) 458 

Hummel, on causes of losses 764 

Humphrey and Powell, on transformer-current curves 711 

Huni^ R,t on electromagnetism as a motive power 484 

Hurmuzescu^s dynamo 473 

Hutin and Lehlanc, on alternate-current motors 21 

Alternating-continuous transformer 729 

Ammortisseur 892 

Hysteresis 106, 133 

Loss 185,137, 760 

Increase of, with time 142 

In transformer , 698,712,715, 717 

constants 137 
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iDiiBcoil 67, 449 

Idie cmrent (aee Wattless cnnent) 

Idle wire 41, 420 

Imbricated oonduotors 403 

Imbricated joints in iron 707 

ImmisMs motors 583 

ReTersing gear for 518 

Impedance • 563 

Impressed field 678 

Indicator diagrams ••• 753 

Inductance • «••.•• 560 

Induction ooU • 6d5 

Induction of electromotive-foroe 1, 8, fid, 34, 39 

Induction in nniform field 6t 

** Induction,** magnetic {and 86$ Flux-densily) 130 

Inductor alternators. 10, 640 

Instantaneous value of electromoiive-foroe 549 

Influlating materials— Air 815, 705 

Asbestos 44,814,614,639, 771 

Canvas 394,483, 453 

Cotton 779 

Cotton cloth 458 

Ebonite 833,836,836,439,619,638,707, 709 

Enamel 394,399, 631 

Fibre, hard white 396,814,834, 489 

FUm of oxide 385, 399 

Filmofott 399 

Olaas 616 

Indlarabber , 394, 588 

Insulating paint 394 

Ivory • 488 

Japan • 394 

««Mademica* 439 

Mica 44,384,394,814,439,614,638, 771 

MnsUn • 429 

Oil 439, 705 

Oiled linen 431 

Paper 394,803,451, 705 

** core-papers 439 

" ManiUa 394 

" oUed 481 

** paraffined 394 

** parchmentized (Willesden paper) 394,814, 588 

** pressed board. • 439 

•• varnished... 385,394, 451 
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hwilating materinlfl 

Plaster .. 814 

Porcelain ••••••. 616 

Rope, hard « 429 

Rubber yarnish (Soott*B)L 2d4 

Shellac. 814,858, 451 

Silk. 299, 628 

Slate 621, 628 

Sulphur 616 

Tape 285,801,425,481,621, 705 

Varnish 44,285,294,429,451, 705 

Vulcanized fibre 614 

Wood 290,296,614, 708 

Ingulation of armature cores 42,284, 294 

Of brush-holder 824 

Of collecting rings. 826 

Of commutator 814 

Of dynamo from ground 774 

In transformers • 708 

Of wires 779 

Insulation resistance 753 

Specification of 786,788, 790 

Insulation tests 772 

Intensity of magnetic field 118 

InterchangeabiHty of parts 785, 787 

Interference of armature (see Armature reaction) 

Isenbeck, on armature exploration 63 

On curves of integrated electromotiYe-forces 62 

Iron and copper losses in transformers. 700, 715, 717 

Iron in armature of alternator 598, 602 

Iron, magnetic properties of. 112, 122 

Iron (see Armature, Cores, ilnx-density, Hysteresis) 



Jacksorif Prof. D, C, on magnetic properties of iroai and steeL 127 

Jdcobif on back electromotive-force of motors 485 

On early dynamo. 8 

On electromagnet. ... 148 

On law of maximum output 491, 494, 498 

Law of, applicable to alternators 656 

Motor 18, 488 

Jamin and Richard, on theory of alternate ourrents 578 

JeM and Rupp, disk dynamo. r 490 

JeU, on continuous-current transformation. 727 
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Johnson iSb Phillips — Kapp*8 dynamos. 859, 408, 607 

Transformers 705. 714 

<7b/in5on, on early dynamo 11 

Joints in magnetic circuit .% 129 

Jaubert, on finding form of wave 552 

Method of exploring commutator. 63, 65 

On spurious resistance 89 

On theory of alternate cunents ■. 573 

On theory of dynamo 20 

JouU J. P., on back electromotive-force of motors 486, 491 

On electromagnet 143 

On magnetic circuit ... 115 

Law of 493 

Motoraof 483 

Joule^s researches • 19 

Journals 828 

Joyce, on heating of conductors 876 



Kappj Gts&erf— Alternators 552,682, 607 

Brush-holder 324 

Commutator 315 

On depth, &c., of winding 783 

Dynamos 402 

Dynamo, calculations of 857 

Efficiency of 195 

On dynamometry 755 

On leakage in line 499 

On limits of load 886 

On magnetic calculations 117 

On magnetic circuit 145 

On method of driving core-disks. 292 

On method of end-connecting 807 

On separation of losses 760 

On size and output 109 

On testing dynamos 759 

On theory of dynamo ••••«..... 21 

On transmission of energy. 509, 740 

Transformers 705, 714 

On width of pole-faces. 588 

Kdvin, lord— Alternators • 16, 613 

Disk dynamo •• 479 

On efficiency of motors ••..••••.. 491 

On theory of dynamo • • 20 

On theory of homcpolar dynamo. •••••• •....• 478 



Index. 815 



Piai 
Kelvin, Lord — 

On transmission of energy •••• 740 

On wave winding •••.•••••••6869 613 

Kennedy.A. B, W., test of combined plant • TB3 

Kennedy, Rankine — Ironclad dynamo 162 

Alternators 682 

Polyphase motors • . • 687 

i^enneZZj^ on armature reaction 86 

On reluctivity • • . . . 144 

Keys 837 

Kingdon^s inductor alternator 640 

Kohlravsch, on armature distortion 69 

On theorv of alternate currents .578 

Curves showing armature reaction. ..•. 69 

KoTben, Oerlikon dynamos •••• • 408 

loosen, on theory of alternate currents 578 

Investigations • 19 
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Laiid's self-exciting dynamo 14 

Lag of current ••.••• 658» 561 

Effect on torque • 571 

Lag effect of demagnetizing 596 

Lag, magnetic 141 

Lahmeyer — Dynamos 162, 441 

On ** far-leading ** dynamos 725 

Laminated series motors 693 

Lamination of armature conductors. ... 91, 299, 842 

Of armature core 44, 91, 284, 461, 688, 609, 625, 678 

Of pole-pieces 91,602,686, 643 

Lamontf on electromagnet ; 143 

Lap-winding 258, 279, 596 

LauckerVs compound winding 57 

Lauffen generator 627 

Lauffen transmission 741 

, Laurence, Pam cfir iSfco^f 9 motor generators 724 

Law of action and reaction 487, 516 

K Of efficiency of motor. 491, 498 

Of hysteresis 137 

Of Lenz 516 

Of magnetic circuit 114, 145 

Of maximum output of motor 491, 494, 498, 656 

Of Ohm 23 

Of transformer • 699 
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Lead of current 658,561,565, 666 

Cauaed by synohixmouB motor. • 654 

Effect on field. 590, 654 

Lead of brushes. 72,76,78,85,883, 448 

„ backward. 895, 896 

„ inmotor. • 514 

''Leading "polar horn. • 76,94, 882 

Leakage in line. 499 

Leakage, magnetic 150 

LMano (see Hutin and Leblano) 

Lecher, on homopolar induction. 478 

Ledeboer, on parallel running 766, 768 

Leicester central station plant « 622 

Length and diameter of armatures 92, 842, 377 

Length of conductor per volt 476, 622 

Ijenz, on dynamo as motor.. #••••. 18 

On electromagnet 143 

Law of 516 

Researches 19 

LeBotix, on theory of dynamo 19 

On theory of alternate currents... 573 

Lightnin g arresters 774 

Limit of armature current. 881, 886 

In multipolaiH 896 

Ltnde, on finding form of wave. 652 

Line, integral, of the magnetic forces 118 

Lines — Magnetic 118 

Of force as distinguished from magnetic lines 114 

Of magnetic induction • 120 

Liverpool overhead-railway plant 545 

Load on dynamo, limit of 881, 886 

Locomotive motors 640, 645, 546 

Lodge, Oliver J., on impedance 562 

London Electinc Wire Company^e daiA 779 

Lontin's machine 16, 48 

Loomie, on the location of armature faults 775 

Loss of power in magnetic cyde. 185, 139 

In transformer 700, 715, 717 

Losses, separation of 760 

Lost amperes 190 

Lost volts 180 

Calculation of 845 

Lubrication of bearings 884, 619, 624 

Of commutator. 771 

Lubricators 884 

Lummis-Pateraonf on dynamo management 772 
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JiAQNBT ootis» heatlngoC ••••••• 809 

liagnets, forms of • ••• • 168 

Magnetio caloulatioiis 848»856, 861 

Magzietio oirouit./.. • ••» 114, 145 

Air gap in 128 

Joints in ••••••••••••••• • 129 

Branched •••• 119, 150 

CalculatioDS of 850,856,861, 864 

Reluctance of 119, 120 

Magnetio— 

Conduction..... • •••••••••••• • ••• 118 

Creeping ••••• •••••••••••••• 141 

cycle • 184 

Field about oondnoton ••••• 24, 98 

•• rotating 266 

,, stiffness of • 893 

Flux 114, 168 

,9 calculations of • 848 

Leakage • • •••... 150 

^ allowance for • • • 849 

„ in asynchronous motors 681 

^ measurement of 158, 752 

9, in transformers 700, 704 

lines 24, 28 

Permeability 120, 849 

Potential 116, 119 

Potential in gap • • • 884 

Principles «• 112 

Properties of iron and steel 124 

9, „ 99 changesof • 142 

Pull on armatuie 828 

Retardation in solid ooils • 141 

Shunt 580 

Units 112, 144 

Magnetizing coil • 117 

Magnetizing current in transfonDjOr.... ••••.. 668,709, 715 

Magnetization of armature • 70 

Magnetomotive-force ••••• 116» 117, 145 

Magneto-electric machine... ..88, 48 

Theory of 179 

Magneto-ringer •••••••••••••«• 548 

Magnolia metal 883 

lfatV« alternators • • • • 624 

lfaXtienen*« maohfae ••• 16 

Management of ^yiuunoi. •••••••••••••• «•••••••• • 788^ 761 
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ManohePter* dynamo 420 

Manchester screet station plant...* « • 625 

Maquaire^s regulator • ••••• 745 

Martin BUd Wetzler, on motors ••• • 484 

Mascart ajid Jcvbert, on size and ouipiit • • 108 

Mascart, on theory of dynamo*. •*.*.• 20 

Masson's improvementB ••••• • 10 

Mather, on armature compensation ••.*... 889 

Mather and Ptof^- Alternators 612 

Car motor «.*•• 544 

Railway motor • 645 

Dynamos • 420 

Equalizers 726 

Mavorand Coulson — Dynamos .•*.•• • 438 

Mining motor •••.*. 540 

Maximum — ^Armature current .••.•••• .881, 886, 896 

Power of synchronous motor. • 655 

Values of sine functions 554, 564 

Maxwell, J. Clerk, on self-exciting maohineB* . * 19 

On self and mutual-induction * 719 

1 On theory of alternate currents ...568,573 

On theory of transformers 721 

iMean power, altemate-ciurrent • 566, 571 

'Measurement of alternate-current i)ower 567, 568, 571 

Of efficiency 758 

Of fluctuation of electromotive-force • 178 

Of insulation resistance. 752 

Of magnetic leakage. 752 

„ properties of iron 127 

Of power 753, 758 

Of resistance of armature • . . • • 751 

Of total flux 178 

Mechanical actions and reactions • 96 

Mechanical characteristics • 502, 528 

Mechanical points in design • 827 

Mesh connection of polyphase circuit. • 669 

MengeSf on armature compensation 891 

On dynamo testing. 758 

jtfej/er, on theory of dynamo 20 

Meylan, on parellel running 766 

Mild steel, magnetic properties of ,. ••••128, 127 

3ftnef, on dynamo tests 764 

On Edison dynamos .- • 427 

Mitis metal 127 

Moncel {see Da Monoel) 

Monophase motan • • • 687 
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Mardey, W, M,y on alternate-current wave form • 718 

On alternator curve 55€l 

On armature exploration 64, 66 

On coupling compound dynamos 767 

On finding form of wave 552 

On motor and dynamo analogies 516 

On parallel working 21 

On the shunt motor 529, 580 

On slow changes in iron 142 

On synchronous motors 658 

Alternators ... 619 

Inductor alternators 641 

Method of cross-connecting 276 

Methods of exploring commatator 63, 66 

Multipolar ring . . 16 

Transformer 702, 714 

Victoria dynamo ...••• 417 

Ifjorin-8 dynamometer 756 

ASotoirs — ^Action of alternator 571 

Alternate current (see Altemate-cnrrent motors) 

Asynchronous 362 

Characteristics of 505 

Commutation in • 517 

Continuous current 482, 581 

Determination of windings 527 

Direction of rotation 517 

Efficiency of 487, 490, 498 

Historical notes 17 

Laminated • 693 

Monophase . 687 

Polyphase 21, 662, 678 

Pulsating 546 

Regulation of 519 

Reversal of 517, 518 

Rotatory-field 666 

Speed of 501, 503 

Theory of 492 

Torque of 601^ 503 

For traction purposes 540 

Motor-generators 724 

Mountain^ W. C, commutator 822 

JtfWfer— Disk winding 279 

Method of measuring i)ower 757 

On electromagnet • • 148 

On magnetization of sted • 10 

Multiphase {see Polyphase) 
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Multiplex windings •••••••••••••••••• • 272 

Multipolar— Brush dynamo .•.•—••... 457 

Dynamos, design of «.«.806« 580 

Drum winding • • 265 

Ring for altematora 581 

,» windings .. ••. ••• 275 

Polyphase plant 672 

MurraffB dynamometer •••• 756 

Tests of brush dynamo « •••••••• 458 

Murray^ on self-excitation « • 12 

Mutual induction 94» 719 

H 

Negro {see Dal Negro) 

Aeumanu, on laws of induction •••• 19 

On theory of alternate currents • «••••••«•• 578 

Neutral point on armature shifted.. ••••• 70 

Neutral points on commutator 77, 78» 267» 980, 516 

Newally on joints in maguetio circmt 129 

Niagara plant • 686 

Niagara transmission • 787 

Niandet, Alfred^ on theory of dynamo, 4 

On gramme dynamos.... • 401 

Nickel, deposition of •••••••' 784 

Noise in running • • 777 

NolleVs machine • . • • • 10 

Non-concentrio poles • • 894 

** Non-polar ** dynamo • 476 

o 

Oerlikon Co.— Alternators 627 

Drum armature • 807 

Dynamos • « 408 

Electro-metallurgical dynamos • 472 

Polyphase motors • • 678 

Transformer 704, 706 

Oerlikon works, transmission of power to. 786 

O^fit i>r. (?. iSf., law of 28 

Oil (see Lubrication>. 

As insulator.... • ., ••..489, 706 

Insulators ..••••..•• 742 

Open-ooil armature • 40 

AdvanlAgesof •• 464 

Open-coil dynamos • ••••• 447 
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Organs of dynamo • ••••••••• • 81 

Oscillatory dynamo • • • 16» 427 

Output and size • 102, 108 

Output of alternators ••••.. 589 

Over compounding 287,239, 728 

Over-excited synchronous motor • • 654 

Overload • 786 

Over-type» support of armature in • 827 

P 

ltk»no^^i--Armature 18, 14, 16, 41 

Disk dynamo 278, 479 

Motor 18 

Toothed core 286 

Ai^e — <*Inductor" machine 10 

Motor 18, 483 

Paper (see Insulating Materials) 

Parallel— Alternators in 647, 659 

Coupling machines in 766 

Fwris and Scotfa method of end-connecting. ••• 807 

Parker'a dynamo 487 

pQir87Mi2rji multipolar dynamos. 434 

i\zr8on»— Turbo-alternators 624 

Steam turbine, efficiency of 624 763 

Paterson and Coopef^-Core-disks and spider 291 

Dynamos 439, 470 

Pedestals 882 

Peripheral speeds 109,899,867, 476 

Period 649 

Periodic governor • • , 521 

Periodicity •••••• • 549 

PermeabiHty 120, 849 

Curves for iron and steel • 125 

Permissible heating ••.... 752 

Perry, John {see Ayrton and Perry) 

Ring winding • 276 

Constant-speed motors • 18 

On shaft stresses 821 

On theory of transformen..,. .* 723 

PescettOf on size and output. •• ••• 108 

J^rtna's machine.. : 8 

Peiikeri, on armature reaction 87 

Phase of alternation • 550, 555 

Phase-difference • • 649 

Phase-relation in transfonnexB. • •••• 706 
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Phase-splitting 689 

Phase traDsformation 781 

Picou, B, F., on rotatoiy-field motors 21 

On self-governing of motors 529 

On synchronous motors 21, 652, 655 

Pitch 588 

Pixiif his machines 7 

'• Phoenix " arc-light dynamo 465 

Dynamo, particulars of 366 

PlUcker's homopolar dynamo 475 

f\>flrgcmiory— Commutator. , 8 

Investigations 19 

Polar-span, angle of 74, 887, 588 

Pole armatures 41, 584 

Pole-pieces — Eddy-currents in 92 

Effect of shape on wave form 569 

Lamination of 91, 602, 686, 648 

Varieties of 398, 394 

Pole-faces, width of 588 

Pole surfaces, shaping of 68, 88, 95, 160, 888, 891, 898, 894, 471, 552 

PoUdk^B rectifying commutator 781 

Polechko'8 dynamo 481 

Polyphase and single-phase alternators 601 

Polyphase — Alternators 598 

Motors 21,662, 678 

*« history of 19 

«• theoryof 21, 675 

Transformers 718 

PonceleVs improvement of Prony brake 754 

Ponemah Ck>tton Mills plant 661 

Position of dynamo 769 

Potential at terminals 180 

Potential, magnetic 119 

Potier, on rotatory-field motors 21 

Power— Alternate-current 666, 571 

Characteristic 200 

Mean, of alternate currents 577 

Measurement of 758 

Of polyphase motors. 676 

Of synchronous motor 660, 652 

Product of two factors 100, 498 

Power-factor of transformers 709 

Practical construction of armatures 284 

Pressure on bearings 827 

Preston, T., on homopolar induction. 478 

Prevention of sparking ...••. 80 
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Primary and secondary currents. 695 

Products of periodic functions 557 

Pi'ony'8 brake 754 

Puffer f on parallel running 766 

Pulley, overhung 830 

Pulsating motors c . . . • 546 

Pulsation 574 

Pulvermacher^s machine 8 

Pyke and Harris's indicator alternator. 642 

F)fke and Salomons transformer • 703 

Q 

Quadrature • 657 

Quarter piiase ••• 677 

B 

Racinq of motors 519 

Hacking of armature conductors 186, 817, 572, 777 

Of connectors • 817 

Radian, unit angle • 101, 173 

Raffard^s improvement of Gramme dynamo 400 

Of Prony brake 755 

Railway, electric, machinery for 424, 448, 540 

Ratio of transformation 697, 720, 727 

Ravenshaio 434 

On dynamo testing 4 758 

Regulator 747 

Raworth — Method of exploring commutator. 66 

Coupling 838 

Rayleigh, Lord, on alternate currents • . • 578 

On dynamo testing 758 

Reactance 560, 566 

Reaction (see Armature reaction) 

Reaction due to current in armature. 58, 70, 882 

Reaction— Mechanical 96, 817, 572 

Of inductance. 559 

Of motor armature 510, 513 

Eeber, on polyphase motors 21 

Recliniewski, on continuous-current transfonnation 727 

On size and output • • • • • 109 

Reckenzaun, on motors 582 

Rectification of currents 88,173,449,594, 728 

Rectifying commutators • 594, 728 

Regulating dynamo, ways of 49, 51, 461, 743 

Regulating resistance, specification of 785, 788 

BB-Vol. 4 
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Regulation of motors 518 

Of Parson's turbine , 635 

Of Thomson-Houston dynamo • 461 

Regulators 748 

Reignier, on regulators 748 

Relation between size and output 840 

Reluctance of magnetic circuit. . ; 116, 118 119, 120, 145 

Reluctance, calculation of 850,856, 861, 864 

Reluctivity, a lineal function of H 144 

Remanence 182 

Renshato's spherical bearings 888, 884 

Residual magnetism 133 

Resistanc>e— Effect of, in rotor 681 

For regulating 326,445,744, 747 

In' characteristic 206 

Insulation 752 

Of coil, relation to size 877 

Of shunt coil 870 

Of wires 782 

Spurious, in armature ••••••• 80 

Resultant magnetic flux 675, 678 

Retardation of phase {see Lag) 

Of magnetism 141 

Retarded field motors 608 

Reversal of current in armature coils ,. . . . 80 

Of motor field 517 

Of polarity 50, 469 

Reversibility of dynamo. 18 

Reversing gear of motor 518 

Rheostat as regulator 226, US, 744, 747 

Rheostat, specification of 785 

BhadeSf on synchronous motors 21, 650 

Richardson's governor 748 

Right hand rule 22 

Rimingtorij on alternate current-wave form 713 

Ring armatures — Cross-connection of 276 

Winding of 87,40,71,251,258,275, 580 

Magnetization of. 71 

For alternators 580 

Series connecting in 276 

Pacinotti's 18, 14 

Gramme's 15 

Multipolar 275 

l^tfc/itc— His machines 8,10,18, 488 

On magnetic circuit , • 115 

Robin's disk dynamo 480 
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BookeiB. 78, 822 

Rocking of brushes 78, 771 

Boessler, on alternate-current wave form 718 

Romillyy on drum winding 15 

Rotatory magnetic field 662, 666 

Rotor. 674, 668 

In alternating field 688 

Effect of resistance in 681 

Of Stanley-Kelly motor 687 

Rowland, on relation between magnetomotive-force and flux... , . . . 116 

Bucker, on limits of regulation 21, 242 

Buppy on continuous-current transformation • 727 

Disc dynamo • 480 

Byan, Prof, H, J, , — Method of exploring commutator. 66 

On armature compensation • • 891 

On synchronous motors • • . •• 21 

On transformer-current curves ••....••••••••...•. 711 
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£Sa7iu^a, on alternate-current motors* 21 

Salientpoles •••.•• 161 

Sandwiched coils in transformer ■••• •• •••• 701 

Saturation, magnetic •••••• 121 

In compound machine 282 

Sawyer's inductor dynamo 10 

SaxtorCs machine • . , 8 

Disk dynamo 479 

8ayer»—BooBteTs 726 

" Commutator " coils 894, 395 

Dynamos 488 

Electro-plating dynamo 471 

Mining motor 540 

On motor commutation 615 

On parallel running 766 

Schellen, on theory of dynamo 4 

Schonenwerth plant 682 

Schuckert <Sb Co. — Continuous-alternating transformer 731 

Dynamos 440 

i8^/iilZ^2r, on armature reaction 86 

Scott and Mountain 582 

Secondary and primary currents. •.••••••• 695, 709 

** Section ** of a winding 60 

Self-compensating armatures.. • • 894 

Self-exciting dynamo • • 49 
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Self -exciting alternators 594 

Self-governing motors. 522 

Self-induction 660 

Effect of, in synchronous running 650, 660 

In alternators 606 

In circuit with transformer 710 

Causes sparking 70 

Self-oiling bearings 8S6 

Self -starting synchronous motors 661 

SdlerSj Coleman— Designa for Niagara plant 6«S6 

On double lubrication 886 

SelloUy on continuous-current transformation. 727 

Separate coils for excitation 52 

Separately-excited dynamo 48, 694 

Theory of , 179 

Separation of losses 760 

Series-connecting in ring armatures. , . , 276 

Series dynamo 49 

Characteristic of 197, 204 

Efficiency of 188 

Coupling of 765 

Series lighting 445 

Series motors — ChaiBcteristics of 606 

In transmission 609 

Series-winding on motor 624 

Series-winding not to be used with electro-plating dynamos 469 

Shaft, design of. 829 

Shaping of pole-pieces 68, 88, 96, 160, 888, 891, 898, 894, 471, 562 

Shell-transformers 702 

Short-circuits in armatures 773 

Shunt coil calculation 872 

Heating of 370 

Shunt current, calculation of 846, 370 

Shunt dynamos 50 

Efficiency of 190 

Coupling of 765 

Shunt motor — Characteristics of. 510 

Constancy of speed 629 

Shunt and series winding on motor 627 

Siemens, Alexander , on torque of motors 508 

On shunt dynamo 211 

Siemens, Sir TFi'ZWawi— Efficiency of motors 491 

Early researches , 11, 16 

On transmission of power.... 490, 510 

On shunt dynamo 210 

On compound winding 67 
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Siemens, Werner von — Self -exciting dynamo 13 

On armature reaction 86 

IVfining drill 546 

Shuttle-wound armature 11, 83, 469 

Invents name of dynamo... 13 

On transmission of power 491 

Siemens — ^Alternating-continuous transformers 728 

Alternators 609 

Dynamo (old) 15,33,158,469 

Dynamo (new) 404 

„ characteristics of. 196, 201, 211 

„ efficiency of 195 

Homopolar dynamo 475 

Mining drill 546 

On efficiency of motors 491, 493 

Law of 493 

Winding 303 

Siemens and Halske — Alternators 609 

Brush-holder 325 

Dynamos 163, 302, 367, 397, 406 

Electro-plating dynamos 469 

Ring dynamo 163 

Silver, deposition of 783 

Silver solder 305. 610 

Sine curve 37, 62, 548, 550, 553, 569, 713 

Sine-curve controversy 553, 569, 713 

Single-phase motors 687 

Sinsteden — Self-exciting dynamo 10 

On theory of dynamo 19 

Size of dynamo in relation to output 108, 340, 377 

Size and output in relation to cooling surface 376 

Skin-efifect 678 

Slater Lewis* regulator 745 

Sleeve for armature 292, 332 

Sliding contacts 5, 35, 812, 326, 384, 475, 585, 680, 673 

Sliding rails 769 

Slip in asynchronous motors 666, 675, 678, 679, 681 

Slip in monophase motors 688, 691 

Slip-rings (see Sliding contacts) 

Slotted armature 343 

Smith, Rev. F. t/.— Method of measuring torque 185 

On work-measuring machines 755, 756 

Smith, Holroydy his brush 321 

Smith, Willoughby, on homopolar dynamo 476 

iSfneW— Motors. 533 

On horse-power of motors 531 
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Sndly on size and output 886 

South London Electric Railway plant 424 

Spacing in armature winding 246, 256 

Sparking— Causes of 78,881,450,771 

Pcevention of 80, 881, 387, 397, 450, 514, 771 

Specification of alternators 787 

Of dynamos 785 

Of transformer 789 

Specific utilization of copper 868 

Speed— Dependence of volts on 21, 45, 178, 846, 476, 549 

Advantage of high 47, 869 

Peripheral 109, 299,367, 476 

Regulation of shunt motor 511 

Relation of, to cliaracteristic 205 

{See also Critical speed and Slip) 

Sperry's arc-light dynamo 465 

Spherical armature 458 

Spherical bearings 884,484, 628 

Spiders 290, 332 

Spiral winding 596 

Split-phase motors 689 

Splitting tlie phase 689 

Sprague, F, t7.— Motors 584, 686 

On motor regulation 522 

Spurious resistance 89 

Square-root of-mean-square . 554 

Squirrel-cage rotor 667 

Stafford and Eaves' electro-plating dynaraa 470 

Staggered poles 686 

Stampings for cores 286, 588, P74, 702 

Stanley's constant-current alternators. 640 

Stanley-Kelly — Inductor alternators 641 

Two-phase motor 686 

Star connection of polyphase circuit 669 

Starting — Dynamo 769 

j ' Ofmotors 509 

! Torque of asynchronous 680 

I Stator 668, 674 

! Statter^s arc-light dynamo 465 

I • Steam consumption, test of 762 

Steel, magnetic properties of 128, 184 

Steinmetz, on alternate-current wave form 712 

I On asynchronous motors 685 

On polyphase motors., 21 

^ On loss by hysteresis • 187 

On synchronous motor , 21, 659 
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Step up transformers 6d4, 737 

Stiflfnesss of field 898 

Stohrer — Disk dynamo 479 

Machine 8 

Storchf on size and output 109 

Stranded copper conductors 299 

Stray field 150, 153 

Stray power 1 06, 758 

Street-tramway generator 433 

Stress, effects of, on magnetism 294 

Stresses in shaft 331 

Stroh, A., constructs self -exciting dynamo 18 

Strornberg, on armature reaction 8d 

sturgeon — Machine and commutator 8, 33 

On magnetic circuit 115 

Wheel 483 

Summation of electromotive-forces. 591 

Sunk windings 284, 286 

Surface of heat emission 373 

Surface windings 284 

Bvnnhume, James, on armature exploration 64 

On armature reaction 883 

On armature compensation 889 

Dynamo designs 263 

On dynamo testing 758 

Method of end connecting 807 

„ exploring commutator 63 

Transformers 707, 714, 717 

Synchronizer 659 

Synchronizing alternators 659 

Synchronous motors 21, 647 

Variation of excitation of 652, 656 

Synchronous polyphase motors • 660 

Symbols, table of 169 

T 

Tables— Of binding wires of Edison dynamos. 297 

Of circuits of Brush dynamo 456 

„ Thomson-Houston dynamo 463 

Of constant-speed generator and motor compared 528 

Of cross-sections for different shapes 378 

Of current and volts of Siemens' machine 108 

Of data of A. E. G. motor 538 

», of Croker and Wheeler's motors 53$ 

^ of Edison dynamo 480, 481 
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Tables— 

Of data of Edison-Hopkinson dynamo 854 

„ of Elwell-Parker continuoiis-current transformer. . . 725 

„ of Kapp dynamo 857,358, 863 

„ of Sprague motors 535 

„ of Westinghouse Co.'s street-car motors 543 

Of effect of joints in wrought iron 130 

Of efficiency test of Goolden-Willans plant 436 

„ „ Snell motor 533 

Of electro-metallurgical data 788, 784 

Of flux-densities in dynamos 868 

Of flux through various iMirts of Lahmeyer's dynamo 153 

Of heat waste at different current-densities 871 

Of hysteretic constants 137 

Of hysteresis waste 140 

Of journal sizes • • • • 330 

Of leakage coefficients 151 

Of motor speeds and currents 488 

„ torque and currents ••••• 507 

Of pole width of alternators 589 

Of shunt-motor speeds 529 

Of symbols 169 

Of transformer data 714 

,, relations 720 

Of triplex two-pole drum winding 274 

Of vahies of B, /* and H in iron 126 

Of winding of Lauffen three-phasers 629 

,, on Siemen's plan 260 

Of two-pole drum winding I. . 247 

Of two-pole symmetrical winding 265 

Of four-pole drum-winding 269 

Of eight-pole drum winding 268 

Of lap winding 255 

Of wave winding 255 

Wire gauge and amperage .... 780, 783 

Tape (see Insulation) 

Tatkam, on dynamometry 756 

Teazer coils 56, 451 

Teeth of armature cores 14, 43, 99, 287, 348, 602 

Produce eddies in pole-pieces 98 

Temperature rise {^e Heating), 

Terminal potential difference 202 

TesZa, MAroZa— High frequency 570 

On polyphase work • 665 

Split-phase motors 689 

Two-phase motor 671 
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Testing dynamos 751 , 768 

Specification of 787, 789 

Testing— For faults in armature 752> 773 

Insulation resistance 752 

Temperature-rise. ... ... 752 

Tests of car motor ....'.• j • 542 

Theory of compound-wound motors • . • » 522 

Of continuous-current transformation. 727 

Ofdynamo ...19,22,45,168 

„ alternate current • 573 

ft series wound 188 

„ shunt wound «• 190 

„ compound wound « ;....224 

Of electric motive power 489 

Of monophase motors 690 

Of polyphase motors 675 

Of the synchronous motor 648 

Of transformer 699,708, 719 

Thickness of core-disks 284 

Third brush for shunt coil 52 

Thompson, M, E,, on armature distortion 69 

Thompson^ S. P. , on armature exploration .... 63 

Method of compensating armature 390 

Thomson f Elihu, on armature compensation. 389, 391 

On breadth of alternator coils 590 

On continuous-current transformation 727 

On dynamometric governing 749 

Experiments with alternating current 687 

Hisinductor 642 

His open-coil dynamo 16 

On transformer conductors • 717 

On constant-current transformers 717 

Thomson-Houston — Dynamo 468 

Transformer 714 

Thompson, James, on brake dynamometer 755 

Thompson, Joseph J, , on joints in magnetic circuit 129 

On skin-effect 578 

Three-dynamometer method 568 

Three-phase alternators 599,604,627, 644 

„ convertable to single phase 636 

Combinations • 664 

Currents 600,665, 670 

Inductor alternator ; 644 

Three-voltmeter method 568 

Three-wire system, transformers for 718 

Thrust bearings 838 
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RAom 
Thur%ion^ on Brush dynamo 458 

TTiurj^— ContinuouB-current machines for transmission. 7S6 

Dynamos 442 

Inductor alternators 640* 

Regulator • • • . • • 745 

Timmennannt A. H, and C. E., on radiation of heat. 876 

Tooth {see Teeth), 

Torque of alternators •••••• • 571 

Of armature 96,100,103 

Constant ; , 749 

Of asynchronous motors 676,681, 685 

Of monophase motors •••••• • 691 

Of motors 501, 503 

Of synchronous motor 650 

Traction motors 540, 545, 546 

" Trailing " polar horn 76,94, 880 

Tramway generators , • 438 

Transformers • • 694 

Construction of 700 

Continuous-current • 724 

Design of •• • 715 

For constant current ..,.. 717 

For insulation tests • ...• 759 

Modem types 703 

Polyphase 718 

For three-wire systems. 716 

Specification of 789 

Transformer-action of pol3rphase motor ..., 676 

Transformer-cases, specification of 790 

Transmission dynamometer « 755 

Transmission of energy 733 

At high voltage ..••. 694 

By alternate currents. • ••••. 647, 651 

By polyphase currents ,, 668 

Two-series motors in 509 

Triplex-winding 273, 274 

Trotter^ A. P. , on magnetic leakage ••••••• 153 

On motor regulation • 530 

Regulator 747 

True watts , 5B7 

Turbo-alternator 625 

Two-phase— Alternators 599, 634 

Combinations 663, 670 

Currents 600 

Motors .• 661,666,671,678, 686 

''Tyne"dynamo brush-holder 823 



